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----------------------------------------------------- 1st Change --------------------------------------------------

10.3.6.10
Common timeslot info

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	2nd interleaving mode
	MD
	
	Enumerated(Frame, Timeslot)
	Frame timeslot related interleaving. Default value is "Frame"

	TFCI coding
	MD
	
	Integer(4,8,16,32)
	Describes the amount of bits for the TFCI bits code word as described in [31].

Defaults is no TFCI bit:

In case of 8 PSK in 1.28Mcps TDD:

4 corresponds to 6 TFCI code word bits.
8 corresponds to 12 TFCI code word bits.
16 corresponds to 24 TFCI code word bits.
32 corresponds to 48 TFCI code word bits.



	Puncturing limit
	MP
	
	Real(0.40..1.0 by step of 0.04)
	

	Repetition period
	MD
	
	Integer(1, 2,4,8,16,32,64)
	Default is continuous allocation. Value 1 indicate continuous

	Repetition length
	MP
	
	Integer(1.. Repetition period –1 )
	NOTE:
This is empty if repetition period is set to 1.


10.3.6.10a
Common timeslot info MBMS
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	2nd interleaving mode
	MD
	
	Enumerated(Frame, Timeslot)
	Frame timeslot related interleaving. Default value is "Frame"

	TFCI coding
	MD
	
	Integer(4,8,16,32)
	Describes the amount of bits for the TFCI bits code word as described in [31].

Defaults is no TFCI bit:

In case of 8 PSK in 1.28Mcps TDD:

4 corresponds to 6 TFCI code word bits.
8 corresponds to 12 TFCI code word bits.
16 corresponds to 24 TFCI code word bits.
32 corresponds to 48 TFCI code word bits.



	Puncturing limit
	MP
	
	Real(0.40..1.0 by step of 0.04)
	


----------------------------------------------------- 2nd Change -------------------------------------------------
10.3.6.71a
Secondary CCPCH info MBMS

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CHOICE mode
	MP
	
	
	
	REL-6

	>FDD
	
	
	
	
	REL-6

	>>Secondary scrambling code
	OP
	
	Secondary scrambling code 10.3.6.74
	May only be sent for SCCPCH channels not carrying the PCH.
	REL-6

	>>STTD indicator
	MP
	
	STTD Indicator 10.3.6.78
	
	REL-6

	>>Spreading factor
	MP
	
	Integer(4, 8, 16, 32, 64, 128, 256)
	
	REL-6

	>>Code number
	MP
	
	Integer(0..Spreading factor – 1)
	
	REL-6

	>>Timing Offset
	MD
	
	Integer(0..38144 by step of 256)
	Chip

Delay of the Secondary CCPCH relative to the Primary CCPCH.

Default value is 0.
	REL-6

	>TDD
	
	
	
	
	REL-6

	>> Common timeslot info MBMS
	MP
	
	Common timeslot info MBMS 10.3.6.10a
	Interleaving mode, TFCI coding and puncturing limit for Secondary CCPCH info MBMS
	REL-6

	>>Downlink Timeslots and Codes
	MP
	
	Downlink timeslots and codes 10.3.6.32
	One or more timeslots and codes for S-CCPCH supporting MBMS MTCHSFN
	REL-6


NOTE:
For FDD, the S-CCPCH signalled in this IE is always configured with flexible position, TFCI is always present and pilot is always absent.
----------------------------------------------------- 3rd Change -------------------------------------------------

ClosedLoopTimingAdjMode ::=


ENUMERATED {











slot1, slot2 }

CodeNumberDSCH ::=




INTEGER (0..255)

CodeRange ::=





SEQUENCE {


pdsch-CodeMapList




PDSCH-CodeMapList

}

CodeWordSet ::=





ENUMERATED {











longCWS,











mediumCWS,











shortCWS,











ssdtOff }

CommonTimeslotInfo ::=



SEQUENCE {


-- TABULAR: secondInterleavingMode is MD, but since it can be encoded in a single


-- bit it is not defined as OPTIONAL.


secondInterleavingMode



SecondInterleavingMode,


tfci-Coding






TFCI-Coding






OPTIONAL,


puncturingLimit





PuncturingLimit,


repetitionPeriodAndLength


RepetitionPeriodAndLength


OPTIONAL

}

CommonTimeslotInfoMBMS ::=



SEQUENCE {


-- TABULAR: secondInterleavingMode is MD, but since it can be encoded in a single


-- bit it is not defined as OPTIONAL.


secondInterleavingMode



SecondInterleavingMode,


tfci-Coding






TFCI-Coding






OPTIONAL,


puncturingLimit





PuncturingLimit

}
CommonTimeslotInfoSCCPCH ::=

SEQUENCE {


-- TABULAR: secondInterleavingMode is MD, but since it can be encoded in a single


-- bit it is not defined as OPTIONAL.


secondInterleavingMode



SecondInterleavingMode,


tfci-Coding






TFCI-Coding






OPTIONAL,


puncturingLimit





PuncturingLimit,


repetitionPeriodLengthAndOffset

RepetitionPeriodLengthAndOffset

OPTIONAL

}

ConstantValue ::=




INTEGER (-35..-10)

ConstantValueTdd ::=



INTEGER (-35..10)

CPCH-PersistenceLevels ::=


SEQUENCE {


cpch-SetID






CPCH-SetID,


dynamicPersistenceLevelTF-List

DynamicPersistenceLevelTF-List


}

CPCH-PersistenceLevelsList ::=

SEQUENCE (SIZE (1..maxCPCHsets)) OF











CPCH-PersistenceLevels

----------------------------------------------------- 4th Change -------------------------------------------------

SecondaryCCPCH-Info-r4 ::=

SEQUENCE {


modeSpecificInfo



CHOICE {



fdd







SEQUENCE {




secondaryScramblingCode


SecondaryScramblingCode


OPTIONAL,




sttd-Indicator




BOOLEAN,




sf-AndCodeNumber



SF256-AndCodeNumber,




pilotSymbolExistence


BOOLEAN,




tfci-Existence




BOOLEAN,




positionFixedOrFlexible


PositionFixedOrFlexible,




timingOffset




TimingOffset




DEFAULT 0



},



tdd 






SEQUENCE {




-- TABULAR: the offset is included in CommonTimeslotInfoSCCPCH




commonTimeslotInfo



CommonTimeslotInfoSCCPCH,




tddOption





CHOICE {





tdd384






SEQUENCE {






individualTimeslotInfo


IndividualTimeslotInfo





},





tdd128






SEQUENCE {






individualTimeslotInfo


IndividualTimeslotInfo-LCR-r4





}




},




channelisationCode



SCCPCH-ChannelisationCodeList



}


}

}

SecondaryCCPCH-Info-r7 ::=

SEQUENCE {


modeSpecificInfo



CHOICE {



fdd







SEQUENCE {




secondaryScramblingCode


SecondaryScramblingCode


OPTIONAL,




sttd-Indicator




BOOLEAN,




sf-AndCodeNumber



SF256-AndCodeNumber,




pilotSymbolExistence


BOOLEAN,




tfci-Existence




BOOLEAN,




positionFixedOrFlexible


PositionFixedOrFlexible,




timingOffset




TimingOffset




DEFAULT 0



},



tdd 






SEQUENCE {




-- TABULAR: the offset is included in CommonTimeslotInfoSCCPCH




commonTimeslotInfo



CommonTimeslotInfoSCCPCH,




tddOption





CHOICE {





tdd384






SEQUENCE {






individualTimeslotInfo


IndividualTimeslotInfo,






channelisationCode



SCCPCH-ChannelisationCodeList





},





tdd768






SEQUENCE {






individualTimeslotInfo


IndividualTimeslotInfo-VHCR,






channelisationCode



SCCPCH-ChannelisationCodeList-VHCR





},





tdd128






SEQUENCE {






individualTimeslotInfo


IndividualTimeslotInfo-LCR-r4,






channelisationCode



SCCPCH-ChannelisationCodeList





}




}



}


}

}

SecondaryCCPCH-Info-LCR-r4-ext ::=
SEQUENCE {


individualTimeslotLCR-Ext


IndividualTimeslotInfo-LCR-r4-ext

}

SecondaryCCPCHInfo-MBMS-r6 ::=

SEQUENCE {


modeSpecificInfo



CHOICE {



fdd







SEQUENCE {




secondaryScramblingCode


SecondaryScramblingCode


OPTIONAL,




sttd-Indicator




BOOLEAN,




sf-AndCodeNumber



SF256-AndCodeNumber,




timingOffset




TimingOffset




DEFAULT 0



},


tdd384






SEQUENCE {




commonTimeslotInfoMBMS


CommonTimeslotInfoMBMS,




downlinkTimeslotsCodes


DownlinkTimeslotsCodes


},



tdd128






SEQUENCE {




commonTimeslotInfoMBMS


CommonTimeslotInfoMBMS,




downlinkTimeslotsCodes


DownlinkTimeslotsCodes-LCR-r4


}

}

}

SecondaryCCPCHInfo-MBMS-r7 ::=

SEQUENCE {


modeSpecificInfo



CHOICE {



fdd







SEQUENCE {




secondaryScramblingCode


SecondaryScramblingCode


OPTIONAL,




sttd-Indicator




BOOLEAN,




sf-AndCodeNumber



SF256-AndCodeNumber,




timingOffset




TimingOffset




DEFAULT 0



},


tdd384






SEQUENCE {




commonTimeslotInfoMBMS


CommonTimeslotInfoMBMS,




downlinkTimeslotsCodes


DownlinkTimeslotsCodes


},



tdd768






SEQUENCE {




commonTimeslotInfoMBMS


CommonTimeslotInfoMBMS,




downlinkTimeslotsCodes


DownlinkTimeslotsCodes-VHCR


},



tdd128






SEQUENCE {




commonTimeslotInfoMBMS


CommonTimeslotInfoMBMS,




downlinkTimeslotsCodes


DownlinkTimeslotsCodes-LCR-r4


}

}

}

SecondaryCPICH-Info ::=



SEQUENCE {


secondaryDL-ScramblingCode


SecondaryScramblingCode



OPTIONAL,


channelisationCode




ChannelisationCode256

}

SecondaryScramblingCode ::=


INTEGER (1..15)

SecondInterleavingMode ::=


ENUMERATED {











frameRelated, timeslotRelated }

----------------------------------------------End of Changes -------------------------------------------------
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