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1
Introduction

This document contains the list of Change Requests that were agreed by TSG-RAN WG2 and which are presented for approval to TSG-RAN #34.

The companion document RP-060650 provides the status report of TSG-RAN WG2.

2
Approval of CRs to R'99, Rel-4, Rel-5 and Rel-6 with linked CRs (agenda item 7.3.3)

2.1
Rel-5 CRs on 25.323 and 25.331
The following CRs are in RP-060717:
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Workitem
	Doc-2nd-Level

	25.323
	0294
	1
	Rel-5
	Correction of feedback format for ROHC performance testing
	F
	5.8.0
	RANimp-RABSE5
	R2-063614

	25.323
	0295
	1
	Rel-6
	Correction of feedback format for ROHC performance testing
	A
	6.7.0
	RANimp-RABSE5
	R2-063615

	25.323
	0296
	1
	Rel-7
	Correction of feedback format for ROHC performance testing
	A
	7.2.0
	RANimp-RABSE5
	R2-063616

	25.323
	0297
	1
	Rel-5
	Correction on acceptable configurations for compression entities
	F
	5.8.0
	RANimp-RABSE5
	R2-063617

	25.323
	0298
	1
	Rel-6
	Correction on acceptable configurations for compression entities
	A
	6.7.0
	RANimp-RABSE5
	R2-063618

	25.323
	0299
	1
	Rel-7
	Correction on acceptable configurations for compression entities
	A
	7.2.0
	RANimp-RABSE5
	R2-063619

	25.331
	2920
	1
	Rel-5
	Correction on acceptable configurations for compression entities
	F
	5.18.0
	RANimp-RABSE5
	R2-063620

	25.331
	2921
	1
	Rel-6
	Correction on acceptable configurations for compression entities
	A
	6.11.0
	RANimp-RABSE5
	R2-063621

	25.331
	2922
	1
	Rel-7
	Correction on acceptable configurations for compression entities
	A
	7.2.0
	RANimp-RABSE5
	R2-063622


2.2
25.321, 25.331, 34.109 Rel-6 CRs on FDD Enhanced Uplink
The following CRs are in RP-060716:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Workitem
	Doc-2nd-Level

	25.321
	0300
	-
	Rel-6
	Grant and MAC-e/es headers for E-DCH
	F
	6.10.0
	EDCH-L23
	R2-063471

	25.321
	0301
	-
	Rel-7
	Grant and MAC-e/es headers for E-DCH
	A
	7.2.0
	EDCH-L23
	R2-063472

	25.321
	0302
	-
	Rel-6
	Clarification to Maximum channelisation codes and E-TFC selection
	F
	6.10.0
	EDCH-L23
	R2-063477

	25.321
	0303
	-
	Rel-7
	Clarification to Maximum channelisation codes and E-TFC selection
	A
	7.2.0
	EDCH-L23
	R2-063478

	25.321
	0304
	1
	Rel-6
	Correction for E-DCH SG and compressed mode
	F
	6.10.0
	EDCH-L23
	R2-063634

	25.321
	0305
	1
	Rel-7
	Correction for E-DCH SG and compressed mode
	A
	7.2.0
	EDCH-L23
	R2-063635

	25.321
	0306
	-
	Rel-6
	SG update procedure correction
	F
	6.10.0
	EDCH-L23
	R2-063554

	25.321
	0307
	-
	Rel-7
	SG update procedure correction
	A
	7.2.0
	EDCH-L23
	R2-063555

	25.331
	2924
	-
	Rel-6
	Grant and MAC-e/es headers for E-DCH and References
	F
	6.11.0
	EDCH-L23
	R2-063473

	25.331
	2925
	-
	Rel-7
	Grant and MAC-e/es headers for E-DCH and References
	A
	7.2.0
	EDCH-L23
	R2-063474

	25.331
	2926
	-
	Rel-6
	Correction to E-DCH reconfiguration
	F
	6.11.0
	EDCH-L23
	R2-063475

	25.331
	2927
	-
	Rel-7
	Correction to E-DCH reconfiguration
	A
	7.2.0
	EDCH-L23
	R2-063476

	25.331
	2939
	-
	Rel-6
	Correction to Radio Bearer Mapping for UE in CELL_DCH state
	F
	6.11.0
	EDCH-L23
	R2-063543

	25.331
	2940
	-
	Rel-7
	Correction to Radio Bearer Mapping for UE in CELL_DCH state
	A
	7.2.0
	EDCH-L23
	R2-063544

	25.331
	2944
	-
	Rel-6
	Correction for support of HS-DSCH in RRC Connection Setup
	F
	6.11.0
	EDCH-L23
	R2-063549

	25.331
	2945
	-
	Rel-7
	Correction for support of HS-DSCH in RRC Connection Setup
	A
	7.2.0
	EDCH-L23
	R2-063550

	34.109
	0039
	-
	Rel-6
	Enhancements of UE test loop mode 1 for E-DCH RF performance testing
	B
	6.2.0
	EDCH-L23
	R2-063636

	34.109
	0040
	-
	Rel-7
	Enhancements of UE test loop mode 1 for E-DCH RF performance testing
	B
	7.0.0
	EDCH-L23
	R2-063637


2.3
25.331 Rel-6 CRs MBMS
The following CRs are in RP-060718:
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Workitem
	Doc-2nd-Level

	25.331
	2930
	-
	Rel-6
	Removal of MSCH configuration information from S-CCPCH system information
	F
	6.11.0
	MBMS-RAN
	R2-063528

	25.331
	2931
	-
	Rel-7
	Removal of MSCH configuration information from S-CCPCH system information
	A
	7.2.0
	MBMS-RAN
	R2-063529

	25.331
	2932
	-
	Rel-6
	Correction relating to the formation of a list of services
	F
	6.11.0
	MBMS-RAN
	R2-063530

	25.331
	2933
	-
	Rel-7
	Correction relating to the formation of a list of services
	A
	7.2.0
	MBMS-RAN
	R2-063531

	25.331
	2934
	-
	Rel-6
	Indentation error in handling MBMS establishment cause values
	F
	6.11.0
	MBMS-RAN
	R2-063533

	25.331
	2935
	-
	Rel-7
	Indentation error in handling MBMS establishment cause values
	A
	7.2.0
	MBMS-RAN
	R2-063534

	25.331
	2936
	-
	Rel-7
	MSCH configuration information
	F
	7.2.0
	MBMS-RAN
	R2-063535

	25.331
	2950
	-
	Rel-6
	RAB ID for mobile TV
	F
	6.11.0
	MBMS-RAN
	R2-063623

	25.331
	2951
	-
	Rel-7
	RAB ID for mobile TV
	A
	7.2.0
	MBMS-RAN
	R2-063624

	25.331
	2952
	-
	Rel-6
	MBMS PL Service Restriction Information and preferred frequency layer
	F
	6.11.0
	MBMS-RAN
	R2-063626

	25.331
	2953
	-
	Rel-7
	MBMS PL Service Restriction Information and preferred frequency layer
	A
	7.2.0
	MBMS-RAN
	R2-063627

	25.331
	2955
	1
	Rel-6
	MBMS short transmission ID and Mobile TV
	F
	6.11.0
	MBMS-RAN
	R2-063676

	25.331
	2956
	-
	Rel-7
	MBMS short transmission ID and Mobile TV
	A
	7.2.0
	MBMS-RAN
	R2-063677


2.4
25.3331 Rel-6 CRs on TEI6
The following CRs are in RP-060719:
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Workitem

	25.331
	2937
	-
	Rel-6
	Tabular/ASN.1 mismatch for IE "UE radio access capability comp 2"
	F
	6.11.0
	TEI6

	25.331
	2938
	-
	Rel-7
	Tabular/ASN.1 mismatch for IE "UE radio access capability comp 2"
	A
	7.2.0
	TEI6

	25.331
	2942
	-
	Rel-6
	Usage of Band Indicator in Inter-RAT cell info list
	F
	6.11.0
	TEI6

	25.331
	2943
	-
	Rel-7
	Usage of Band Indicator in Inter-RAT cell info list
	A
	7.2.0
	TEI6

	25.331
	2946
	1
	Rel-6
	ASN.1 correction to ACTIVE SET UPDATE for F-DPCH Tx Diversity
	F
	6.11.0
	TEI6


2.5
25.307 CRs on Band VI and Band IX (R99 to Rel-6)
The following CRs are in RP-060714:
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Workitem
	Doc-2nd-Level

	25.307
	0048
	-
	R99
	Signalling requirements for Band VI and Band IX
	F
	3.7.0
	RInImp-UMTS800, RInImp-UMTS1700
	R2-063458

	25.307
	0049
	-
	Rel-4
	Signalling requirements for Band VI and Band IX
	A
	4.7.0
	RInImp-UMTS800, RInImp-UMTS1700
	R2-063459

	25.307
	0050
	-
	Rel-5
	Signalling requirements for Band VI and Band IX
	A
	5.6.0
	RInImp-UMTS800, RInImp-UMTS1700
	R2-063460

	25.307
	0051
	-
	Rel-6
	Signalling requirements for Band VI and Band IX
	A
	6.4.0
	RInImp-UMTS800, RInImp-UMTS1700
	R2-063461


2.6
25.993 CRs

The following CRs are in RP-060721:
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Workitem
	Doc-2nd-Level

	25.993
	0079
	3
	Rel-7
	Addition of VoIP RAB combination for multiplexed RTP and RTCP flows when ROHC is in steady state
	F
	7.0.0
	RANimp-RABSE5
	R2-063668 

	25.993
	0085
	-
	Rel-7
	Additional I/B RAB combinations
	F
	7.0.0
	TEI
	R2-063641

	25.993
	0086
	-
	Rel-7
	7.6 kbps signalling RB for MCCH
	B
	7.0.0
	MBMS-RAN
	R2-063653

	25.993
	0087
	-
	Rel-7
	Reference SRB configuration for MCCH
	F
	7.0.0
	MBMS-RAN
	R2-063679


3
CRs to closed Release 7 Work items (agenda item 8)

3.1
25.331, 25.922, 25.413 CRs on the introduction of inter-RAT DTM Handover
The following CRs are in RP-060724:
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Workitem
	Doc-2nd-Level

	25.331
	2954
	2
	Rel-7
	Introduction of inter-RAT DTM Handover
	B
	7.2.0
	HO-DSRDTM
	R2-063678

	25.922
	0037
	-
	Rel-7
	Introduction of inter-RAT DTM Handover
	B
	6.3.0
	HO-DSRDTM
	R2-063674

	25.413
	0854
	2
	Rel-7
	Introduction of inter-RAT DTM Handover
	B
	7.3.0
	HO-DSRDTM
	R3-061623


3.2
25.922 CRs (R'99 - Rel-6) for the creation of the Release 7
The following CRs are in RP-060723:
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Workitem
	Doc-2nd-Level

	25.922
	0038
	-
	R99
	Creation of TR 25.922 Rel-7: modification of the R'99 pointer
	F
	3.8.0
	TEI
	R2-063658

	25.922
	0039
	-
	Rel-4
	Creation of TR 25.922 Rel-7: modification of the Rel-4 pointer
	F
	4.3.0
	TEI4
	R2-063659

	25.922
	0040
	-
	Rel-5
	Creation of TR 25.922 Rel-7: modification of the Rel-5 pointer
	F
	5.3.0
	TEI5
	R2-063660

	25.922
	0041
	-
	Rel-6
	Creation of TR 25.922 Rel-7: turning the Rel-6 into a pointer
	F
	6.3.0
	TEI6
	R2-063661


4
Extended UMTS 1.7/2.1 GHz (agenda item 9.1.4)

4.1
25.307, 25.331 CRs R99 to Rel-7 on the introduction of Band X
The following CRs are in RP-060715:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Workitem
	Doc-2nd-Level

	25.307
	0053
	-
	R99
	Introduction of Band X (Extended UMTS 1.7/2.1 GHz) in 25.307
	B
	3.7.0
	RInImp-UMTS1721Ext
	R2-063463

	25.307
	0054
	-
	Rel-4
	Introduction of Band X (Extended UMTS 1.7/2.1 GHz) in 25.307
	B
	4.7.0
	RInImp-UMTS1721Ext
	R2-063464

	25.307
	0055
	-
	Rel-5
	Introduction of Band X (Extended UMTS 1.7/2.1 GHz) in 25.307
	B
	5.6.0
	RInImp-UMTS1721Ext
	R2-063465

	25.307
	0056
	-
	Rel-6
	Introduction of Band X (Extended UMTS 1.7/2.1 GHz) in 25.307
	B
	6.4.0
	RInImp-UMTS1721Ext
	R2-063466

	25.307
	0057
	-
	Rel-7
	Introduction of Band X (Extended UMTS 1.7/2.1 GHz) in 25.307
	B
	7.0.0
	RInImp-UMTS1721Ext
	R2-063467

	25.331
	2923
	-
	Rel-7
	Introduction of Band X (Extended UMTS 1.7/2.1 GHz) in 25.331
	B
	7.2.0
	RInImp-UMTS1721Ext
	R2-063468


5
Continuous connectivity for packet data users (agenda item 9.2.3)
5.1
25.308 CR Rel-7 on the introduction of CPC
The following CR is in RP-060725:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Workitem
	Doc-2nd-Level

	25.308
	0013
	3
	Rel-7
	Introduction of CPC
	B
	7.0.0
	RANimp-ConCon
	R2-063675


6
7.68 Mcps TDD Enhanced Uplink (agenda item 9.2.4)

6.1
25.331 CR Rel-7 on Corrections related to 3.84 and 7.68 Mcps TDD E-DCH and the support of TDD at 2.6 GHz
The following CR is in RP-060720:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Workitem
	Doc-2nd-Level

	25.331
	2947
	-
	Rel-7
	Corrections related to 3.84 and 7.68 Mcps TDD E-DCH and the support of TDD at 2.6 GHz
	F
	7.2.0
	EDCHTDD-L23,
RANimp-VHCRTDD-EDCH
	R2-063590


7
Extended WCDMA Cell Range (agenda item 9.2.5)

7.1
25.331 CR Rel-7 on extended cell range
The following CR is in RP-060722:
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Workitem
	Doc-2nd-Level

	25.331
	2916
	2
	Rel-7
	UE based OTDOA positioning in WCDMA cells with extended range
	C
	7.2.0
	RANImp-ExtCell
	R2-063652


8
Technical Small Enhancements and Improvements (agenda item 9.7)

8.1
25.304, 25.331 Rel-7 CRs on high mobility/RRC state change
The following CRs are in RP-060712:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Workitem
	Doc-2nd-Level

	25.304
	0155
	1
	Rel-7
	Introduction high mobility detection on RRC state change
	B
	7.0.0
	TEI7
	R2-063665

	25.331
	2948
	1
	Rel-7
	Introduction of the UE speed information at the CELL_DCH transition
	B
	7.2.0
	TEI7
	R2-063666 


8.2
25.306, 25.331, 25.413 CRs on the introduction of the new security algorithms UEA2 and UIA2
The following CRs are in RP-060713:
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Workitem
	Doc-2nd-Level

	25.306
	0146
	1
	Rel-7
	Introduction of the new security algorithms UEA2 and UIA2
	B
	7.1.0
	TEI7
	R2-063667

	25.331
	2949
	2
	Rel-7
	Introduction of the new security algorithms UEA2 and UIA2.
	B
	7.2.0
	TEI7
	R2-063664 

	25.413
	0865
	4
	Rel-7
	Introduction of new ciphering algorithm UEA2 and integrity protection algorithm UIA2
	B
	7.3.0
	TEI7
	R3-061901


8.3
25.331 Rel-7 CR on State transition from URA_PCH/Cell_PCH to idle

The following CRs are in RP-060726:
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Workitem
	Doc-2nd-Level

	25.331
	2941
	1
	Rel-7
	State transition diagram from URA_PCH/Cell_PCH to idle
	F
	7.2.0
	TEI7
	R2-063670
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