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8.5.3.6.5
Test requirements
At step 3, the UE performs cell update on cell 4.

At step 8, the UE performs cell update on cell 7.

8.5.5
MBMS Counting

<Start of modified section>
8.5.5.1
MBMS Counting in Idle Mode

8.5.5.1.1
Definition

This test case is applicable for all UEs supporting MBMS.

8.5.5.1.2
Conformance requirement
The MBMS counting procedure is used by the UE to inform UTRAN about its interest to receive an MBMS transmission.
…

The UE initiates the MBMS counting procedure for an MBMS transmission upon receiving an MBMS MODIFIED SERVICES message including IE "MBMS required UE action" with the value set to 'Acquire counting info' or set to "Acquire counting info– PTM RBs unmodified".

…

Upon receiving the MBMS ACCESS INFORMATION message including one or more MBMS service(s) it has joined, and/ or including one or more MBMS Selected Services the UE shall for each joined and / or selected service:

1>
if the UE is in idle mode:

2>
draw a random number, "rand", uniformly distributed in the range: 0 ≤ rand < 1

2>
if 'rand' is lower than the value indicated by the IE 'Access probability factor-Idle' for the concerned service:

3>
indicate to upper layers that establishment of an RRC connection is required to receive the concerned MBMS service, with the establishment cause set to 'MBMS reception';

3>
if the above condition applies for more than one service, initiate a single indication to upper layers;

3>
if the RRC connection establishment succeeds, the procedure ends. 

…

The UE shall, in the transmitted RRC CONNECTION REQUEST message:

…

1>
otherwise if the UE performs connection establishment for MBMS counting as specified in subclause 8.7.4; and

1>
if one or more of the MBMS services for which the UE initiates the counting response concerns an MBMS Selected Service:

2>
for each MBMS Selected Service that is indicated on MCCH and for which the UE initiates the counting response:

3>
include the IE "MBMS Selected Service ID" within the IE "MBMS Selected Services Short" and set it to a value in accordance with subclause 8.6.9.8.

1>
if the UE included one or more "MBMS Selected Service ID" IEs:

2>
include the IE "MBMS Modification Period identity" and set it to a value in accordance with subclause 8.5.29.

Reference

3GPP TS 25.331 clauses  8.7.4, 8.7.4.1, 8.7.4.2, 8.7.4.3, 8.1.3.3.
8.5.5.1.3
Test purpose

To confirm that the UE starts the MBMS counting procedure in idle mode upon receiving an MBMS MODIFIED SERVICES message including IE "MBMS required UE action" and an ACCESS INFORMATION message including IE "Access probability factor – Idle" set to 0 (corresponding to the actual probability factor value 1).
To verify that the UE correctly includes the IE "MBMS Selected Service ID" within the IE "MBMS Selected Services Short" and IE "MBMS Modification Period identity" in the counting response initiated for a MBMS Selected Service.
8.5.5.1.4
Method of test

Initial Condition

System Simulator: 1 MBMS cell (cell A).

User Equipment:


The UE is in Registered Idle Mode on PS state (state 3) or in Registered Idle Mode on CS/PS (state 7) as specified in clause 7.4 of TS 34.108.

The UE has selected the broadcast service or joined the multicast service to be provided by the SS (included in MBMS_ACTIVATED_SERVICES variable). 

Related ICS/IXIT statements

Support of MBMS
 
Yes/No.


Broadcast service application available on UE
Yes/No.


Multicast service application available on UE
 
Yes/No.
Test Procedure
The SS transmits an MBMS MODIFIED SERVICE INFORMATION message which includes in the “Modified service list” for the MBMS activated service “MBMS required UE action” set to “Acquire counting info”.

The SS transmits an MBMS ACCESS INFORMATION message, which includes the MBMS Short transmission ID associated to the MBMS activated service and “Access probability factor – Idle” set to 0.

NOTE: The “Access probability factor” sent in the MBMS ACCESS INFORMATION message set to 0 corresponds to an actual Probability Factor = 1, according to the formula in TS 25.331 clause 10.2.16e.

The UE transmits an RRC CONNECTION REQUEST message to the SS, with “Establishment cause” set to “MBMS reception”.

The SS transmits an RRC CONNECTION SETUP message to the UE which moves the UE to CELL_DCH state.
When the UE receives this message, the UE establishes an RRC connection and transmits an RRC CONNECTION SETUP COMPLETE message.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	
	
	
	The UE is in idle mode.

	1
	(
	MBMS MODIFIED SERVICES INFORMATION
	The SS transmits the message, which includes “MBMS required UE action” set to “Acquire counting info”

	2
	(
	MBMS ACCESS INFORMATION
	The SS transmits the message, which includes “MBMS short transmission ID” IE referring to the service the UE has joined or selected and “Access probability factor – Idle” IE set to 0 (corresponding to actual Access Probability = 1).


	3
	(
	RRC CONNECTION REQUEST
	The UE transmits the message with Establishment cause set to “MBMS reception” and in case of MBMS Selected service with the “MBMS Selected Services Short” IE referring to the concerned MBMS Selected service and the corresponding Modification period identity.

	4
	(
	RRC CONNECTION SETUP
	SS assigns DPCH resources to allow UE to establish an RRC connection.

RRC state indicator set to CELL_DCH.

	5
	(
	RRC CONNECTION SETUP COMPLETE
	

	6
	(
	INITIAL DIRECT TRANSFER (SERVICE REQUEST)
	With establishment cause set to MBMS reception.

	7
	((
	CALL C.3
	If the test result of C.3 indicates that UE is in CELL_DCH state, the test passes, otherwise it fails.


Specific Message Contents

MBMS MODIFIED SERVICES INFORMATION (Step 1)

	Information Element
	Value/remark

	Modified service list
	Only 1 entry

	- MBMS Transmission identity
	MBMS Transmission identity indicating MBMS activated service

	- MBMS required UE action
	Acquire counting info

	- Continue MCCH reading
	FALSE


MBMS ACCESS INFORMATION (Step 2)

	Information Element
	Value/remark

	Service list
	Only 1 entry

	- MBMS short transmission ID
	Index to the MBMS transmission identity in the previous MBMS MODIFIED SERVICES INFORMATION 

	- Access probability factor – Idle
	0 (corresponding to the actual probability factor value 1)


RRC CONNECTION REQUEST (Step 3)

	Information Element
	Value/remark

	Message type 
	

	Initial UE identity
	Same as the registered P-TMSI.

	Establishment Cause
	MBMS reception

	Protocol Error Indicator
	Check to see if it is set to FALSE

	Measured results on RACH
	Not checked.

	MBMS Selected Services
	present in case of MBMS Selected service

	- MBMS Selected Services
	Only 1 entry

	     - MBMS Selected Service ID
	MBMS short transmission identity referring to the service the UE has selected

	- Modification period identity
	Indicates the modification period the MBMS short transmission identities refer to


RRC CONNECTION SETUP (Step 4)

Use the default message type found in TS 34.108, 9.1.1.

RRC CONNECTION SETUP COMPLETE (Step 5)

Use the default message type found in TS 34.108, 9.1.1.
INITIAL DIRECT TRANSFER (SERVICE REQUEST) (Step 6)

	Information Element
	

	Message Type
	

	Integrity check info
	Not present

	CN domain identity
	PS domain 

	Intra Domain NAS Node Selector
	

	- CHOICE version
	R99

	  - CHOICE CN type
	GSM-MAP

	    - CHOICE Routing basis
	 Local (P)-TMSI in PS Domain.

	       - Routing parameter
	The TMSI/PTMSI consists of 4 octets (32bits). This can be represented by a string of bits numbered from b0 to b31, with bit b0 being the least significant. The "Routing parameter" is set to bits b14 through b23 of the TMSI/ PTMSI. The first/leftmost/most significant bit of the bit string contains bit b23 of the TMSI/PTMSI.

	      - Extended parameter
	Not checked

	NAS message
	Not checked

	START
	Not checked

	Establishment cause
	MBMS reception

	Measured results on RACH
	Not checked

	>P-TMSI
	Not checked


8.5.5.1.5
Test requirement

At step 3,  the UE shall transmit an RRC CONNECTION REQUEST message with “Establishment Cause” set to “MBMS reception” on the uplink CCCH and  including in case of  MBMS Selected services the IE "MBMS Selected Service ID"of the concerned MBMS selected service within the IE "MBMS Selected Services Short"and the IE "MBMS Modification Period identity".
At step 5, the UE shall transmit an RRC CONNECTION SETUP COMPLETE message on a dedicated channel.
<End of modified section>
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