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Introduction

Number of CRs agreed: 42. TSs being affected:

· 34.108 - 
06 CR(s)

· 34.121-1 - 
17 CR(s)

· 34.121-2 - 
01 CR(s)

· 34.123-1 - 
16 CR(s)

· 34.123-2 - 
01 CR(s)

· 34.123-3 - 
01 CR(s)

Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN CR(s) and one or more TTCN CR(s) 
that affect one and the same issue.
The set of CRs has been split in 3 Batches. This is Batch 1.
	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-070113
	34.108
	559
	
	F
	Rel-6
	6.5.0
	Signalled Reference E-TFCIs for E-DCH RF tests
	EDCH_Test

	R5-070221
	34.108
	560
	
	F
	Rel-6
	6.5.0
	Correction to RB setup message used for E-DCH tests
	EDCH_Test

	R5-070549
	34.108
	561
	
	F
	Rel-6
	6.5.0
	Correction of IE “DL UM RLC LI size” in RF default messages for E-DCH
	EDCH_Test

	R5-070038
	34.108
	567
	
	F
	Rel-6
	6.5.0
	Corrections to 34.108 Radio Bearer Setup Message: AM or UM
	EDCH_Test

	R5-070356
	34.108
	568
	
	F
	Rel-6
	6.5.0
	Introduction of radio bearers for Stand-alone SRBs for DCCH on E-DCH and HS-DSCH
	EDCH_Test

	R5-070357
	34.108
	569
	
	F
	Rel-6
	6.5.0
	Introduction of RRC Connection setup message for Stand-alone SRBs for DCCH on E-DCH and HS-DSCH
	EDCH_Test

	R5-070512
	34.121-1
	800
	
	F
	Rel-7
	7.3.0
	E-TFC selection for E-DCH maximum power tests
	EDCH_Test

	R5-070582
	34.121-1
	801
	
	F
	Rel-7
	7.3.0
	Corrections to method of test and limits for E-DCH RRM test 8.4.4.1
	EDCH_Test

	R5-070576
	34.121-1
	802
	
	F
	Rel-7
	7.3.0
	Correction to HSUPA Test Case to 34.121-1: E-TFC restriction in UE 10ms TTI test case and 2ms TTI test case
	EDCH_Test

	R5-070223
	34.121-1
	803
	
	F
	Rel-7
	7.3.0
	Reduction of lower limits in TC 5.2B
	EDCH_Test

	R5-070524
	34.121-1
	804
	
	F
	Rel-7
	7.3.0
	Addition of test system uncertainties and test tolerances for inter cell E-DCH tests
	EDCH_Test

	R5-070520
	34.121-1
	805
	
	F
	Rel-7
	7.3.0
	Correction to E-AGCH test case  
	EDCH_Test

	R5-070562
	34.121-1
	806
	
	F
	Rel-7
	7.3.0
	Removal of the 2ms test from 10.2.1(E-HICH, Single link performance)
	EDCH_Test

	R5-070563
	34.121-1
	807
	
	F
	Rel-7
	7.3.0
	Separation of the 2ms test from 10.2.1(E-HICH, Single link performance)
	EDCH_Test

	R5-070577
	34.121-1
	808
	
	F
	Rel-7
	7.3.0
	Removal of the 2ms test from 10.2.2.1(E-HICH, SHO, RLS not cont….)
	EDCH_Test

	R5-070578
	34.121-1
	809
	
	F
	Rel-7
	7.3.0
	Separation of the 2ms test from 10.2.2.1(E-HICH, SHO, RLS not cont…)
	EDCH_Test

	R5-070579
	34.121-1
	810
	
	F
	Rel-7
	7.3.0
	Removal of the 2ms test from 10.2.2.2(E-HICH, SHO, RLS containing….)
	EDCH_Test

	R5-070567
	34.121-1
	811
	
	F
	Rel-7
	7.3.0
	Separation of the 2ms test from 10.2.2.2(E-HICH, SHO, RLS containing….)
	EDCH_Test

	R5-070568
	34.121-1
	812
	
	F
	Rel-7
	7.3.0
	Removal of the 2ms test from 10.3.1(E-RGCH, Single link performance)
	EDCH_Test

	R5-070569
	34.121-1
	813
	
	F
	Rel-7
	7.3.0
	Separation of the 2ms test from 10.3.1(E-RGCH, single link)
	EDCH_Test


PAGE  
3

