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8.2.4.1
Transport channel reconfiguration (Timing re-initialised hard handover with transmission rate modification) from CELL_DCH to CELL_DCH: Success 
8.2.4.1.1
Definition

8.2.4.1.2
Conformance requirement

If the UE receives:

-
a TRANSPORT CHANNEL RECONFIGURATIONmessage; or

it shall:

1>
if the UE will enter the CELL_DCH state from any state other than CELL_DCH state at the conclusion of this procedure:
2>
perform the physical layer synchronisation procedure A as specified in TS 25.214;

1>
act upon all received information elements as specified in TS 25.331 subclause 8.6, unless specified in the following and perform the actions below.

The UE shall then:

1>
enter a state according to TS 25.331 subclause 8.6.3.3.

If the UE was in CELL_DCH state upon reception of the reconfiguration message and remains in CELL_DCH state, the UE shall:

1>
if the IE "Uplink DPCH Info" is absent, not change its current UL Physical channel configuration;

1>
if the IE "Downlink information for each radio link" is absent, not change its current DL Physical channel configuration.

The UE shall transmit a response message as specified in TS 25.331 subclause 8.2.2.4, setting the information elements as specified below. The UE shall:

1>
set the IE "RRC transaction identifier" to the value of "RRC transaction identifier" in the entry for the received message in the table "Accepted transactions" in the variable TRANSACTIONS; and

1>
clear that entry;

In case the procedure was triggered by reception of a TRANSPORT CHANNEL RECONFIGURATION message, the UE shall:

1>
transmit a TRANSPORT CHANNEL RECONFIGURATION COMPLETE as response message on the uplink DCCH using AM RLC.

Reference

3GPP TS 25.331 clause 8.2.2.3, 8.2.2.4.
8.2.4.1.3
Test purpose

To confirm that the UE reconfigures the channel configuration according to a TRANSPORT CHANNEL RECONFIGURATION message, which is used to change the TFCS and the TFS while replacing the RL(s) in the active set with a set of RL(s) disjunct with the previous active set.

<Start of modified section>
8.2.4.1.4
Method of test

Initial Condition

System Simulator: 2 cells - Cell 1 and cell 2 are active
UE: CS-DCCH+DTCH_DCH (state 6-9) or PS-DCCH+DTCH_DCH (state 6-10) as specified in clause 7.4 of TS 34.108, depending on the CN domain(s) supported by the UE. Either a streaming CS domain RAB (state 6-9) or an interactive/ background PS domain RAB (state 6-10) has been established. UE connected to cell 1.
Test Procedure
The UE is in CELL_DCH state, connected to cell 1. The SS transmits a TRANSPORT CHANNEL RECONFIGURATION message to the UE, which includes new configuration parameters. The message is used to replace the RL(s) in the active set with a set of RL(s) disjunct with the previous active set  In this case, the connection to cell 1 is discontinued while a new connection to cell 2 is established at the same time. The TRANSPORT CHANNEL RECONFIGURATION message is used to also change the TFCS and TFS e.g. because the currently used rate is not available on cell 2. The TFCS and TFS change from a value corresponding with one reference configuration in 34.108 (an interactive PS domain RAB from UL:64 DL:64 or a streaming CS RAB from UL:57.6 DL:57.6) to another reference configuration (interactive PS domain RAB from UL:32 DL:32 or a streaming CS RAB from UL:28.8 DL:28.8). The UE shall apply the new configuration and then transmit a TRANSPORT CHANNEL RECONFIGURATION COMPLETE message on the uplink DCCH using AM RLC. SS calls for generic procedure C.3 to check that UE is in CELL_DCH state.

<End of modified section>
NOTE:
If the UE fails the test because of a failure to reselect to a right cell, then the operator may re-run the test.
Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	Void
	

	2
	
	Void
	

	3
	(
	TRANSPORT CHANNEL

 RECONFIGURATION 
	The TFCS and the TFS are changed while replacing the RL(s) in the active set with a set of RL(s) disjunct with the previous active set

	4
	
	Void
	

	5
	(
	TRANSPORT CHANNEL

 RECONFIGURATION COMPLETE
	

	6
	((
	CALL C.3
	If the test result of C.3 indicates that UE is in CELL_DCH state, the test passes, otherwise it fails.


Specific Message Contents

TRANSPORT CHANNEL RECONFIGURATION (FDD)
The contents of TRANSPORT CHANNEL RECONFIGURATION message in this test case is identical to the message sub-type titled as "Non speech in CS" or "Packet to CELL_DCH from CELL_DCH in PS" as found in Annex A, with the following exceptions.
For non-speech in CS:

	Information Element
	Value/remark

	UL Transport channel information for all transport channels
	Set to the same values as for " Non speech to CELL_DCH from CELL_DCH in CS " in radio bearer setup message.

	Added or Reconfigured UL TrCH information
	Set to the same values as for " Non speech to CELL_DCH from CELL_DCH in CS " in radio bearer setup message.

	DL Transport channel information common for all transport channel
	Set to the same values as for " Non speech to CELL_DCH from CELL_DCH in CS " in radio bearer setup message.

	Added or Reconfigured DL TrCH information
	Set to the same values as for " Non speech to CELL_DCH from CELL_DCH in CS " in radio bearer setup message.

	Frequency info
	Not Present

	Maximum allowed UL TX power
	Not Present

	CHOICE channel requirement
	Set to the same values as for " Non speech in CS " unless explicitly indicated otherwise in the following

	      -Uplink DPCH power control info
	Not present

	Downlink information common for all radio links
	Set to the same values as for  "Non speech in CS" unless explicitly indicated otherwise in the following

	    - Downlink DPCH info common for all RL
	

	       - Timing indicator
	Initialise

	       - Downlink DPCH power control information
	Not present

	       - Default DPCH Offset Value
	Arbitrary set to value 0..306688 by step of 512

	Downlink information for each radio link list
	Set to the same values as for "Non speech in CS" unless explicitly indicated otherwise in the following

	   - Downlink information for each radio links
	

	      - CHOICE mode
	FDD

	        - Primary CPICH info
	

	        - Primary scrambling code
	Ref. to the Default setting in TS34.108 clause 6.1 (FDD) for cell 2: 150

	        - Downlink DPCH info for each RL
	

	         - DPCH frame offset
	Set to value : Default DPCH Offset Value mod 38400

	         - DL channelisation code
	

	                  - Scrambling code change
	Not present


For packet in PS:
	Information Element
	Value/remark

	UL Transport channel information for all transport channels
	Set to the same values as for "Packet to CELL_DCH from CELL_FACH in PS"

	Added or Reconfigured UL TrCH information
	Set to the same values as for "Packet to CELL_DCH from CELL_FACH in PS"

	DL Transport channel information common for all transport channel
	Set to the same values as for "Packet to CELL_DCH from CELL_FACH in PS"

	Added or Reconfigured DL TrCH information
	Set to the same values as for "Packet to CELL_DCH from CELL_FACH in PS"

	Frequency info
	Not Present

	Maximum allowed UL TX power
	Not Present

	 CHOICE channel requirement
	Set to the same values as for "Packet to CELL_DCH from CELL_FACH in PS" unless explicitly indicated otherwise in the following

	         -Uplink DPCH power control info
	Not present

	Downlink information common for all radio links
	Set to the same values as for "Packet to CELL_DCH from CELL_FACH in PS" unless explicitly indicated otherwise in the following

	        - Downlink DPCH info common for all RL
	

	         - Timing indicator
	Initialise

	         - Downlink DPCH power control information
	Not present

	        - Default DPCH Offset Value
	Arbitrary set to value 0..306688 by step of 512

	Downlink information for each radio link list
	Set to the same values as for "Packet to CELL_DCH from CELL_FACH in PS" unless explicitly indicated otherwise in the following

	   - Downlink information for each radio links
	

	      - CHOICE mode
	FDD

	        - Primary CPICH info
	

	         - Primary scrambling code
	Ref. to the Default setting in TS34.108 clause 6.1 (FDD) for cell 2: 150

	        - Downlink DPCH info for each RL
	

	         - DPCH frame offset
	Set to value : Default DPCH Offset Value mod 38400

	         - DL channelisation code
	

	          - Scrambling code change
	Not Present


TRANSPORT CHANNEL RECONFIGURATION (TDD)
The contents of TRANSPORT CHANNEL RECONFIGURATION message in this test case is identical to the message in Annex A, with the following exceptions:

	Information Element
	Value/remark

	UL Transport channel information for all transport channels
	Set to the same values as for "Packet to CELL_DCH from CELL_FACH in PS"

	Added or Reconfigured UL TrCH information
	Set to the same values as for "Packet to CELL_DCH from CELL_FACH in PS"

	DL Transport channel information common for all transport channel
	Set to the same values as for "Packet to CELL_DCH from CELL_FACH in PS"

	Added or Reconfigured DL TrCH information
	Set to the same values as for "Packet to CELL_DCH from CELL_FACH in PS"

	Frequency info
	Not Present

	Maximum allowed UL TX power
	Not Present

	 CHOICE channel requirement
	Set to the same values as for "Packet to CELL_DCH from CELL_FACH in PS" unless explicitly indicated otherwise in the following

	         -Uplink DPCH power control info
	Not present

	Downlink information common for all radio links
	

	        - Downlink DPCH info common for all RL
	

	         - Timing Indicator
	Initialise

	         - Downlink DPCH power control information
	Not present

	Downlink information for each radio link list
	

	   - Downlink information for each radio links
	

	      - CHOICE mode
	TDD

	         - Primary CCPCH info
	Ref. to the Default setting in TS34.108 clause 6.1 (TDD) for cell 2


8.2.4.1.5
Test requirement

After step 3 the UE shall transmit a TRANSPORT CHANNEL RECONFIGURATION COMPLETE message on the DCCH using AM RLC on a dedicated physical channel using another radio link.
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