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8.3.7.2
Two frequencies present in the neighbour list

8.3.7.2.1
Definition and applicability

The cell re-selection delay is defined as the time from a change of cell levels to the moment when this change makes the UE camp on a new cell, and starts to send preambles on the PRACH for the URA UPDATE message with cause value "URA reselection" in the new cell.

The requirements and this test apply to the FDD UE.

8.3.7.2.2
Minimum requirement

The cell re-selection delay shall be less than 8 s with a DRX cycle length of 1.28 s. 

The rate of correct cell reselections observed during repeated tests shall be at least 90% with a confidence level of 95 %.

NOTE:
The cell re-selection delay can be expressed as: TevaluateFDD + TSI, where:

	TevaluateFDD
	See table 4.1 in TS 25.133 [2] clause 4.2.2.

	TSI
	Maximum repetition period of relevant system info blocks that needs to be received by the UE to camp on a cell. 1280 ms is assumed in this test case.


This gives a total of 7.68 s, allow 8s in the test case.

The normative reference for this requirement is TS 25.133 [2] clauses 5.7.2 and A.5.7.2.

8.3.7.2.3
Test purpose

To verify that the UE meets the minimum requirement and is capable of camping on to a new cell, within the required time, when the preferred cell conditions change.

8.3.7.2.4
Method of test

8.3.7.2.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.
This scenario implies the presence of 2 carriers and 6 cells as given in tables 8.3.7.2.1 to 8.3.7.2.3. The UE is requested to monitor neighbouring cells on 2 carriers. The maximum repetition period of the relevant system info blocks that needs to be received by the UE to camp on a cell shall be 1 280 ms. In System Information Block Type 2 in cell 1 and cell 2 URA identity is set to different value.

Table 8.3.7.2.1: General test parameters for Cell Re-selection in URA_PCH, two freqs. in neighbour list
	Parameter
	Unit
	Value
	Comment

	Initial condition
	Active cell 
	
	Cell2
	

	
	Neighbour cells
	
	Cell1, Cell3,Cell4, Cell5, Cell6 
	

	Final condition
	Active cell 
	
	Cell1
	

	SYSTEM INFORMATION BLOCK TYPE 2
	
	
	

	‑ URA identity list
	
	
	

	- URA identity
	
	0000 0000 0000 0001(B) (Cell 1)

0000 0000 0000 0010(B) (Cell 2)
	

	Access Service Class (ASC#0)
‑ Persistence value
	
-
	 
1
	Selected so that no additional delay is caused by the random access procedure. The value shall be used for all cells in the test.

	HCS
	
	
	Not used

	TSI
	ms
	1280
	See Annex I for the SIB repetition period of system information blocks.

	DRX cycle length
	s
	1,28
	The value shall be used for all cells in the test.

	T1
	s
	30
	T1 need to be defined so that cell re-selection reaction time is taken into account.

	T2
	s
	15
	T2 need to be defined so that cell re-selection reaction time is taken into account.


Table 8.3.7.2.2: Cell specific test parameters for Cell Re-selection in URA_PCH state, two freqs. in neighbour list
	Parameter
	Unit
	Cell 1
	Cell 2
	Cell 3
	Cell 4
	Cell 5
	Cell 6

	
	
	T1
	T2
	T1
	T2
	T1
	T2
	T1
	T2
	T1
	T2
	T1
	T2

	UTRA RF Channel Number
	
	Channel 1
	Channel 2
	Channel 1
	Channel 1
	Channel 2
	Channel 2

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15
	-15
	-15
	-15

	OCNS_Ec/Ior
	dB
	-0.941
	-0.941
	-0.941
	-0.941
	-0.941
	-0.941
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	dB
	-3.4
	2.2
	2.2
	-3.4
	-7.4
	-4.8
	-7.4
	-4.8
	-4.8 
	-7.4
	-4.8
	-7.4

	Îor (Note 1)
	dBm
	-73.39
	-67.75
	-67.75
	-73.39
	-77.39
	-74.75
	-77.39
	-74.75
	-74.75 
	-77.39 
	-74.75 
	-77.39 
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	dBm / 3.84 MHz
	-70

	CPICH_Ec/Io
	dB
	-16
	-13
	-13
	-16
	-20
	-20
	-20
	-20

	Propagation Condition 
	
	AWGN

	Cell_selection_and_reselection_quality_measure
	
	CPICH Ec/N0
	CPICH Ec/N0
	CPICH Ec/N0
	CPICH Ec/N0
	CPICH Ec/N0
	CPICH Ec/N0

	Qqualmin
	dB
	-20
	-20
	-20
	-20
	-20
	-20

	Qrxlevmin
	dBm
	-115
	-115
	-115
	-115
	-115
	-115

	UE_TXPWR_MAX_RACH
	dB
	21
	21
	21
	21
	21
	21

	Qoffset2s, n
	dB
	C1, C2: 0
C1, C3: 0
C1, C4: 0
C1, C5: 0
C1, C6: 0
	C2, C1: 0
C2, C3: 0
C2, C4: 0
C2, C5: 0
C2, C6: 0
	C3, C1: 0
C3, C2: 0
C3, C4: 0
C3, C5: 0
C3, C6: 0
	C4, C1: 0
C4, C2: 0
C4, C3: 0
C4, C5: 0
C4, C6: 0
	C5, C1: 0
C5, C2: 0
C5, C3: 0
C5, C4: 0
C5, C6: 0
	C6, C1: 0
C6, C2: 0
C6, C3: 0
C6, C4: 0
C6, C5: 0

	Qhyst2
	dB
	0
	0
	0
	0
	0
	0

	Treselection
	s
	0
	0
	0
	0
	0
	0

	Sintrasearch
	dB
	not sent
	not sent
	not sent
	not sent
	not sent
	not sent

	Sintrasearch
	dB
	not sent
	not sent
	not sent
	not sent
	not sent
	not sent


Note 1
The nominal Îor values, although not explicitly defined in 25.133 [2] are added here since they are implied and need to be identified so that the test equipment can be configured.

[Text skipped here]

[Beginning of a new section]

F.4.1
Transmitter

Table F.4.1: Derivation of Test Requirements (Transmitter tests)

	Test 
	Minimum Requirement in TS 25.101
	Test Tolerance
(TT)
	Test Requirement in TS 34.121

	5.2 Maximum Output Power

	Power class 1 (33 dBm) 
Tolerance = +1/-3 dB

Power class 2 (27 dBm) 
Tolerance = +1/-3 dB

Power class 3 (24 dBm) 
Tolerance = +1/-3 dB

Power class 4 (21 dBm) 
Tolerance = ±2 dB
	0.7 dB
	Formula: (Upper) Minimum Requirement + TT

 (Lower) Minimum  Requirement – TT

For power classes 1-3:

Upper Tolerance limit = +1.7 dB
Lower Tolerance limit = -3.7 dB

For power class 4:

Upper Tolerance limit = +2.7 dB
Lower Tolerance limit= -2.7 dB

	5.2A Maximum Output Power with HS-DPCCH (Release 5 only)
	For Power class 3:

   Power class 3 (24 dBm) 
   Tolerance = +1/-3 dB

   Power class 3 (23 dBm) 
   Tolerance = +2/-3 dB

   Power class 3 (22 dBm) 
   Tolerance = +3/-3 dB

For Power class 4:

   Power class 4 (21 dBm) 
   Tolerance = ±2 dB

   Power class 4 (20 dBm) 
   Tolerance = +3/-2 dB

   Power class 4 (19 dBm) 
   Tolerance = +4/-2 dB
	0.7 dB
	Formula: (Upper) Minimum  Requirement  + TT

 (Lower) Minimum  Requirement – TT

For power classes 3:

   Upper Tolerance limit = +1.7 dB (24 dBm)

   Upper Tolerance limit = +2.7 dB (23 dBm)

   Upper Tolerance limit = +1.7 dB (22 dBm)
   Lower Tolerance limit = -3.7 dB

For power class 4:

   Upper Tolerance limit = +2.7 dB (24 dBm)
   Upper Tolerance limit = +3.7 dB (23 dBm)
   Upper Tolerance limit = +4.7 dB (22 dBm)
   Lower Tolerance limit = -2.7 dB

	5.2AA Maximum Output Power with HS-DPCCH (Release 6 and later)
	For Power class 3:

   Sub-test 1: Power class 3 (24 dBm)
   Tolerance = +1/-3 dB

Sub-test 2: Power class 3 (24 dBm)
   Tolerance = +1/-3 dB

Sub-test 3: Power class 3 (23.5 dBm)
   Tolerance = +1.5/-3 dB

Sub-test 4: Power class 3 (23.5 dBm)
   Tolerance = +1.5/-3 dB

For Power class 4:

   Sub-test 1: Power class 4 (21 dBm) 
Tolerance = ±2 dB

Sub-test 2: Power class 4 (21 dBm)
   Tolerance = ±2 dB

Sub-test 3: Power class 4 (20.5 dBm)
   Tolerance = +2.5/-2 dB

Sub-test 4: Power class 4 (20.5 dBm)
   Tolerance = +2.5/-2 dB
	0.7 dB
	Formula: (Upper) Minimum Requirement + TT

 

(Lower) Minimum Requirement – TT

For power classes 3:

    Sub-test 1: Upper Tolerance limit = 

+1.7 dB (24 dBm)

    Sub-test 1: Lower Tolerance limit = 

-3.7 dB

   Sub-test 2: Upper Tolerance limit = +1.7 dB (24 dBm)

    Sub-test 2: Lower Tolerance limit = 

-3.7 dB

    Sub-test 3: Upper Tolerance limit = +2.2 dB (23.5 dBm)

    Sub-test 3: Lower Tolerance limit = 

-3.7 dB

    Sub-test 4: Upper Tolerance limit = +2.2 dB (23.5 dBm)

    Sub-test 4: Lower Tolerance limit = 

-3.7 dB

For power class 4:

       Sub-test 1: Upper Tolerance limit = +2.7 dB (21 dBm)

    Sub-test 1: Lower Tolerance limit = 

-2.7 dB

   Sub-test 2: Upper Tolerance limit = +2.7 dB (21 dBm)

    Sub-test 2: Lower Tolerance limit = 

-2.7 dB

    Sub-test 3: Upper Tolerance limit = +3.2 dB (20.5 dBm)

    Sub-test 3: Lower Tolerance limit = 

-2.7 dB

    Sub-test 4: Upper Tolerance limit = +3.2 dB (20.5 dBm)

    Sub-test 4: Lower Tolerance limit = 

-2.7 dB

	5.2B Maximum Output Power with HS-DPCCH and E-DCH
	For Power class 3:

   Sub-test 1: Power class 3 (24 dBm)

Tolerance = +1/-3
   Sub-test 2: Power class 3 (22 dBm)

Tolerance = +3/-3

   Sub-test 3: Power class 3 (23 dBm)

Tolerance = +2/-3

   Sub-test 4: Power class 3 (22 dBm)

Tolerance = +1/-3

   Sub-test 5: Power class 3 (24 dBm)

Tolerance = +1/-3
For Power class 4:

   Sub-test 1: Power class 4 (21 dBm)

Tolerance = ±2 dB   
   Sub-test 2: Power class 4 (19 dBm)

Tolerance = +4/-2 dB   
   Sub-test 3: Power class 4 (20 dBm)

Tolerance = +3/-2 dB   
   Sub-test 4: Power class 4 (19 dBm)

Tolerance = +4/-2 dB   
   Sub-test 5: Power class 4 (21 dBm)

Tolerance = ±2 dB   

	0.7 dB
	Formula: (Upper) Minimum Requirement + TT

 

(Lower) Minimum Requirement – TT

For power classes 3:

    Sub-test 1: Upper Tolerance limit = +1.7 dB (24 dBm)

    Sub-test 1: Lower Tolerance limit = -3.7 dB (24 dBm)

    Sub-test 2: Upper Tolerance limit = +3.7 dB (22 dBm)

    Sub-test 2: Lower Tolerance limit = -3.7 dB (22 dBm)

    Sub-test 3: Upper Tolerance limit = +2.7 dB (23 dBm)

    Sub-test 3: Lower Tolerance limit = -3.7 dB (23 dBm)

    Sub-test 4: Upper Tolerance limit = +3.7 dB (22 dBm)

    Sub-test 4: Lower Tolerance limit = -3.7 dB (22 dBm)

    Sub-test 5: Upper Tolerance limit = +1.7 dB (24 dBm)

    Sub-test 5: Lower Tolerance limit = -3.7 dB (24 dBm)

For power class 4:

       Sub-test 1: Upper Tolerance limit = +2.7 dB (21 dBm)

    Sub-test 1: Lower Tolerance limit = -2.7 dB (21 dBm)

       Sub-test 2: Upper Tolerance limit = +4.7 dB (19 dBm)

    Sub-test 2: Lower Tolerance limit = -2.7 dB (19 dBm)

       Sub-test 3: Upper Tolerance limit = +3.7 dB (20 dBm)

    Sub-test 3: Lower Tolerance limit = -2.7 dB (20 dBm)

       Sub-test 4: Upper Tolerance limit = +4.7 dB (19 dBm)

    Sub-test 4: Lower Tolerance limit = -2.7 dB (19 dBm)

       Sub-test 5: Upper Tolerance limit = +2.7 dB (21 dBm)

    Sub-test 5: Lower Tolerance limit = -2.7 dB (21 dBm)

	5.2C UE relative code domain power accuracy
	For 0 dB ≥ -10 dB CDP ±1.5 dB
For -10 dB ≥ -15 dB CDP ±2.0 dB

For -15 dB ≥ -20 dB CDP ±2.5 dB
	For 0 dB ≥ -10 dB CDP 0,1] dB

For -10 dB ≥ -15 dB CDP 0,2] dB

For -15 dB ≥ -20 dB CDP 0,3] dB
	Formula: UE relative CDP accuray + TT

For 0 dB ≥ -10 dB CDP ±1.6] dB

For -10 dB ≥ -15 dB CDP ±2.2] dB

For -15 dB ≥ -20 dB CDP ±2,8] dB

	5.3 Frequency Error


	The UE modulated carrier frequency shall be accurate to within 0.1 ppm compared to the carrier frequency received from the Node B.
	10 Hz
	Formula: modulated carrier frequency error + TT

modulated carrier frequency error = (0.1 ppm + 10 Hz).

	5.4.1 Open loop power control in the uplink
	Open loop power control tolerance ±9 dB (Normal)

Open loop power control tolerance ±12 dB (Extreme)


	1.0 dB
	Formula: (Upper) Minimum Requirement + TT

(Lower) Minimum  Requirement – TT

For Normal conditions:

Upper Tolerance limit = +10 dB
Lower Tolerance limit = -10 dB

For Extreme conditions:

Upper Tolerance limit = +13 dB
Lower Tolerance limit = -13 dB

	5.4.2 Inner loop power control in uplink
	See table 5.4.2.1 and 5.4.2.2
	0.1dB

0.15 dB

0.2 dB

0.3 dB
	Formula: (Upper) Minimum  Requirement + TT

 
(Lower) Minimum  Requirement – TT

	5.4.3 Minimum Output Power

	UE minimum transmit power shall be less than –50 dBm
	1.0 dB
	Formula: 
Minimum Requirement  + TT

UE minimum transmit power = –49 dBm

	5.4.4 Out-of-synchronisation handling of output power: 
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0 ms for timing measurement
	Formulas:
Minimum Requirement between A and B + TT
Minimum Requirement between B and D – TT 
Minimum Requirement between D and E – TT
Minimum Requirement between E and F + TT
transmit ON/OFF time Minimum Requirement + TT timing 
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Uncertainty of OFF power measurement is handled by Transmit OFF power test and uncertainty of ON power measurement is handled by Minimum output power test.

	5.5.1 Transmit OFF power (static case)

	Transmit OFF power shall be less than -56 dBm
	1.0 dB
	Formula: Transmit OFF power Minimum Requirement + TT
Transmit OFF power = –55dBm.

	5.5.2 Transmit ON/OFF time mask (dynamic case)
	Transmit ON power shall be the target value as defined in clause 5.5.2.2

Transmit OFF power shall be less than -56 dBm
	On power upper TT = 0.7 dB

On power lower TT = 1.0 dB 

Off power TT = 1.0 dB
	Formula for transmit ON power:

(Upper) Minimum Requirement (Transmit ON power) + On power upper TT

(Lower) Minimum Requirement (Transmit ON power) - On power lower TT

To calculate Transmit ON power target value range take the nominal TX power range from Table 5.5.2.3 then apply table 5.4.1.1 open limits then apply table 5.7.1 (only if there has been a transmission gap) then cap the upper value using table 5.2.1.
Formula for transmit OFF power: Transmit OFF power Minimum Requirement + Off power TT

Transmit OFF power = -55 dBm

	5.6 Change of TFC: power control step size
	TFC step size = 7dB (Up or Down)

Tolerance=2dB
	0.3 dB
	For the nominal -7dB step:
(Upper) Minimum Requirement + TT = -4.7 dB

(Lower) Minimum Requirement  - TT = -9.3 dB

For the nominal +7dB step:

(Upper) Minimum Requirement + TT = +9.3 dB

(Lower) Minmum Requirement  - TT = +4.7 dB

	5.7 Power setting in uplink compressed mode
	See tables  5.7.2 and 5.7.3
	 Subset of 5.4.2
	Formula: (Upper) Minimum Requirement + TT

 (Lower) Minimum Requirement – TT

	5.7A HS-DPCCH
	See table 5.7A.1 and 5.7A.2
	0.1 dB

0.15 dB

0.2 dB

0.3 dB
	Formula: (Upper) Minimum Requirement + TT

 (Lower) Minimum Requirement – TT

	5.8 Occupied Bandwidth


	The occupied channel bandwidth shall be less than 5 MHz based on a chip rate of 3.84 Mcps.
	0 kHz
	Formula: occupied channel bandwidth Minimum Requirement + TT

occupied channel bandwidth = 5.0 MHz

	5.9 Spectrum emission mask

	Minimum requirement defined in TS25.101 Table 6.10.

The lower limit shall be (50 dBm / 3.84 MHz or which ever is higher. This is expressed as the equivalent power in the measurement band-width used at each offset.


	1.5 dB
	Formula: Minimum requirement + TT
Lower limit Minimum Requirement + TT

Add 1.5 to Minimum requirement entries in TS25.101 Table 6.10.

Zero test tolerance is applied for Additional requirements for Band II due to FCC regulatory requirements.

The lower limit shall be (48.5 dBm / 3.84 MHz or which ever is higher.

	5.9A Spectrum emission mask with HS-DPCCH
	Minimum requirement defined in TS25.101 Table 6.10.

The lower limit shall be (50 dBm / 3.84 MHz or which ever is higher.


	1.5 dB
	Formula: Minimum requirement + TT
Lower limit Minimum Requirement + TT

Add 1.5 to Minimum requirement entries in TS25.101 Table 6.10.

Zero test tolerance is applied for Additional requirements for Band II, Band IV and Band V due to FCC regulatory requirements.

The lower limit shall be (48.5 dBm / 3.84 MHz or which ever is higher.

	5.9B Spectrum emission mask with E-DCH
	Minimum requirement defined in TS25.101 Table 6.10.

The lower limit shall be (50 dBm / 3.84 MHz or which ever is higher.


	1.5 dB
	Formula: Lower limit Minimum Requirement + TT
Add 1.5 to Minimum requirement entries in TS25.101 Table 6.10.

Zero test tolerance is applied for Additional requirements for Band II, Band IV and Band V due to FCC regulatory requirements.

The lower limit shall be (48.5 dBm / 3.84 MHz or which ever is higher.

	5.10 Adjacent Channel Leakage Power Ratio (ACLR)

	If the adjacent channel power is greater than –50 dBm then the ACLR shall be higher than the values specified below.
	0.0 dB
	Formula: Absolute power threshold + TT

	
	Power Classes 3 and 4:

UE channel +5 MHz or -5 MHz, ACLR limit: 33 dB

UE channel +10 MHz or -10 MHz, ACLR limit: 43 dB 


	0.8 dB
	Formula: ACLR Minimum Requirement - TT

Power Classes 3 and 4:

UE channel +5 MHz or -5 MHz, ACLR limit = 32.2 dB

UE channel +10 MHz or -10 MHz, ACLR limit = 42.2 dB

	5.10A Adjacent Channel Leakage Power Ratio (ACLR) with HS-DPCCH

	If the adjacent channel power is greater than –50 dBm then the ACLR shall be higher than the values specified below.
	0.0 dB
	Formula: Absolute power threshold + TT

	
	Power Classes 3 and 4:

UE channel +5 MHz or -5MHz,

ACLR limit: 33 dB

UE channel +10 MHz or -10MHz, ACLR limit: 43 dB
	0.8 dB
	Formula: ACLR Minimum Requirement – TT

Power Classes 3 and 4:

UE channel +5 MHz or -5MHz, ACLR Limit : 32.2 dB

UE channel +10 MHz or -10MHz, ACLR Limit: 42.2 dB

	5.10B Adjacent Channel Leakage Power Ratio (ACLR) with E-DCH

	If the adjacent channel power is greater than –50 dBm then the ACLR shall be higher than the values specified below.
	0.0 dB
	Formula: Absolute power threshold Minimum Requirement + TT

	
	Power Classes 3 and 4:

UE channel +5 MHz or -5MHz,

ACLR limit: 33 dB

UE channel +10 MHz or -10MHz, ACLR limit: 43 dB
	0.8 dB
	Formula: ACLR Minimum Requirement– TT

Power Classes 3 and 4:

UE channel +5 MHz or -5MHz, ACLR Limit: 32.2 dB

UE channel +10 MHz or -10MHz, ACLR Limit:42.2 dB

	5.11 Spurious Emissions

	
	
	Formula: Minimum Requirement+ TT
Add zero to all the values of Minimum Requirements in table 5.11.1a and 5.11.1b.

	
	Frequency Band
	Minimum Requirement
	
	Frequency Band
	Minimum Requirement

	
	9 kHz  f < 150 kHz
	36dBm
/1kHz
	0 dB
	9kHz ( f ( 1GHz
	36dBm
/1kHz

	
	150 kHz  f < 30 MHz
	36dBm
/10kHz
	 0 dB
	150 kHz  f < 30 MHz
	36dBm
/10kHz

	
	30 MHz  f < 1000 MHz
	36dBm
/100kHz
	 0 dB
	30 MHz  f < 1000 MHz
	36dBm
/100kHz

	
	1 GHz  f < 12.75 GHz
	30dBm
/1MHz
	0 dB
	1 GHz  f < 2.2 GHz
	30dBm
/1MHz

	
	
	
	 0 dB
	2.2 GHz  f < 4 GHz
	30dBm
/1MHz

	
	
	
	 0 dB
	4 GHz  f < 12.75 GHz
	30dBm
/1MHz

	
	1893.5 MHz < f < 1919.6 MHz
	41dBm
/300kHz
	 0 dB
	1893.5 MHz < f < 1919.6 MHz
	41dBm
/300kHz

	
	925 MHz  935 MHz f 
	67dBm
/100kHz
	 0 dB
	925 MHz  935 MHz f 
	67dBm
/100kHz

	
	935 MHz < f  960 MHz
	79dBm
/100kHz
	 0 dB
	935 MHz < f  960 MHz
	79dBm
/100kHz

	
	1805 MHz  1880 MHz f 
	71dBm
/100kHz
	0 dB
	1805 MHz  1880 MHz f 
	71dBm
/100kHz

	5.12 Transmit Intermodulation


	Intermodulation Product
5MHz
       -31 dBc
10MHz
 -41 dBc 

CW Interferer level = -40 dBc
	0 dB
	Formula: CW interferer Minimum Requirement– TT/2

Intermod Products limits remain unchanged.

CW interferer level = -40 dBc

	5.13.1 Transmit modulation: EVM
	The measured EVM shall not exceed 17.5%.
	0%
	Formula: EVM Minimum Requirement + TT

EVM limit = 17.5 %

	5.13.1A Transmit modulation: EVM with HS-DPCCH
	The measured EVM shall not exceed 17.5%.
	0%
	Formula: EVM Minimum Requirement + TT

EVM limit = 17.5 %

	5.13.1AA Transmit modulation: EVM with HS-DPCCH
	The measured EVM shall not exceed 17.5%.
	0%
	Formula: EVM Minimum Requirement + TT

EVM limit = 17.5 %

	
	Phase discontinuity:
	[6] degree
	Formula: Phase discontinuity + TT

	5.13.2 Transmit modulation: peak code domain error
	The measured Peak code domain error shall not exceed ‑15 dB.
	1.0 dB
	Formula: Peak code domain Minimum Requirement + TT

Peak code domain error = -14 dB

	5.13.3 UE phase discontinuity 
	EVM:The measured EVM shall not exceed 17.5%.
	0%
	Formula: EVM Minimum Requirement + TT

EVM limit = 17.5 %

	
	Frequency error:

The UE modulated carrier frequency shall be accurate to within +/-0.1 ppm compared to the carrier frequency received from the Node B.
	10 Hz
	Formula: modulated carrier frequency error + TT

modulated carrier frequency error = +/-(0.1 ppm + 10 Hz).



	
	Phase discontinuity:
	6 degree
	Formula: Phase discontinuity + TT

	5.13.4 PRACH preamble quality (EVM)
	The measured EVM shall not exceed 17.5%.
	0%
	Formula: EVM Minimum Requirement + TT

EVM limit = 17.5 %

	5.13.4 PRACH preamble quality (Frequency error)
	The UE modulated carrier frequency shall be accurate to within +/-0.1 ppm compared to the carrier frequency received from the Node B.
	10 Hz
	Formula: modulated carrier frequency error Minimum Requirement + TT

modulated carrier frequency error = +/- (0.1 ppm + 10 Hz).


[Text skipped here]
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