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8.2.2.1.4.2.2
Procedure

a)
The SS activates cell 1-6 with T1 defined parameters and monitors cell 1 and 2 for SYNCH-UL sequence in the UpPTS for sending for RRC CONNECTION REQUEST messages from the UE.

b)
The UE is switched on.

c)
The SS waits until the UE camps on Cell 1 and sends the RRC CONNECTION REQUEST message.

d)
After 15 s, the parameters are changed as described for T2.

e)
The SS waits for SYNCH-UL sequence in the UpPTS for sending RRC CONNECTION REQUEST messages from the UE.

f)
After another 15 s, the parameters are changed as described for T1.

g)
The SS waits for SYNCH-UL sequence in the UpPTS for sending RRC CONNECTION REQUEST messages from the UE.

h)
Repeat steps b)-g) until the confidence level according to annex F.6.2 is achieved.
<Next changed section>
8.2.2.1.5.2
1,28 Mcps TDD Option

1)
In step c), after the UE has responded on cell 1, it shall not respond on any other cell (cell selection).

2)
In step e), the UE shall respond on cell 2 within 8 s.

3)
In step g), the UE shall respond on cell 1 within 8 s.
For the test to pass, the total number of successful tests shall be more than 90% with a confidence level of 95% of the cases.
NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
<Next changed section>
8.2.2.2.4.2.2
Procedure

a)
The SS activates cell 1-6 with T1 defined parameters and monitors cell 1 and 2 for SYNCH-UL sequence in the UpPTS for sending RRC CONNECTION REQUEST messages from the UE.

b)
The UE is switched on.

c)
The SS waits until the UE camps on Cell 1 and sends the RRC CONNECTION REQUEST message.

d)
After 15 s, the parameters are changed as described for T2.

e)
The SS waits for SYNCH-UL sequence in the UpPTS for sending RRC CONNECTION REQUEST messages from the UE.

f)
After another 15 s, the parameters are changed as described for T1.

g)
The SS waits for SYNCH-UL sequence in the UpPTS for sending RRC CONNECTION REQUEST messages from the UE.

h)
Repeat steps b)-g) until the confidence level according to annex F.6.2 is achieved.
NOTE:
T1 is initially 30 s to allow enough time for the UE to search for cells as it has no prior knowledge of these.
<Next changed section>
8.2.2.2.5.2
1,28 Mcps Option

1)
In step c), after the UE has responded on cell 1, it shall not respond on any other cell (cell selection).

2)
In step e), the UE shall respond on cell 1 within 8 s.

3)
In step g), the UE shall respond on cell 2 within 8 s.
For the test to pass, the total number of successful tests shall be more than 90% with a confidence level of 95% of the cases.
NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
<Next changed section>
8.2.2.3.4.2.2
Procedure

a)
The SS activates cell 1 and cell 2 with T1 defined parameters and monitors them for RRC CONNECTION REQUEST messages from the UE.

b)
The UE is switched on.

c)
The SS waits until the UE camps on Cell 1 and sends the RRC CONNECTION REQUEST message.

d)
After 30 s, the parameters are changed as described for T2.

e)
The SS waits for RRC CONNECTION REQUEST messages from the UE.

f)
After another 15 s, the parameters are changed as described for T1.

g)
The SS waits for SYNCH-UL sequence in the UpPTS for sending RRC CONNECTION REQUEST messages from the UE.

h)
Repeat steps b)-g) until the confidence level according to annex F.6.2 is achieved.
<Next changed section>
8.2.2.3.5.2
1,28 Mcps TDD Option

1)
In step c), after the UE has responded on cell 1, it shall not respond on any other cell (cell selection).

2)
In step e), the UE shall respond on cell 2 within 8 s.

3)
In step g), the UE shall respond on cell 1 within 8 s.

For the test to pass, the total number of fulfilled test requirements 2) and 3) shall be more than90% with a confidence level of 95% of the cases.
NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
<Next changed section>
8.2.2.4.4.2.2
Procedure

a)
The SS activates cell 1 and 2 with T1 defined parameters and monitors cell 1 and 2 for RRC CONNECTION REQUEST and LOCATION UPDATING REQUEST messages from the UE.

b)
The UE is switched on.

c)
The SS waits until the UE camps on Cell 1 and sends the RRC CONNECTION REQUEST message.

d)
After 15 s, the parameters are changed as described for T2.

e)
The SS waits for LOCATION UPDATING REQUEST messages from the UE.

f)
After 15 s, the parameters are changed as described for T1.

g)
The SS waits for RRC CONNECTION REQUEST messages from the UE.  

h)
Repeat steps b)-g) until the confidence level according to annex F.6.2 is achieved.
<Next changed section>
8.2.2.4.5.2
1,28 Mcps Option

1)
In step c), after the UE has responded on cell 1, it shall not respond on any other cell (cell selection).

2)
In step e), the UE shall respond on cell 2 within 9.7 s.

3)
In step g), the UE shall respond on cell 1.
For the test to pass, the total number of successful tests shall be more than 90% with a confidence level of 95% of the cases.
NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
<Next changed section>
8.2.2.5.4.2.2
Procedure

a)
The SS activates cell 1 and 2 with T1 defined parameters and monitors cell 1 and 2 for RRC CONNECTION REQUEST and LOCATION UPDATING REQUEST messages from the UE.

b)
The UE is switched on.

c)
The SS waits until the UE camps on Cell 1 and sends the RRC CONNECTION REQUEST message.

d)
After 45 s, the parameters are changed as described for T2.

e)
The SS waits for RR Channel Request message for a location update to Cell 2 from the UE.

f)
After 45 s, the parameters are changed as described for T1.

g)
The SS waits for RRC CONNECTION REQUEST messages from the UE.  

h)
Repeat steps b)-g) until the confidence level according to annex F.6.2 is achieved.
8.2.2.5.5
Test Requirements

8.2.2.4.5.1
3,84 Mcps Option

void

8.2.2.5.5.2
1,28 Mcps Option

1)
In step c), after the UE has responded on cell 1, it shall not respond on any other cell (cell selection).

2)
In step e), the UE shall respond on cell 2 within 28 s.

3)
In step g), the UE shall respond on cell 1.
For the test to pass, the total number of successful tests shall be more than 90% with a confidence level of 95% of the cases.
NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
<Next changed section>
8.3.1A.1.4.2
Procedure

1)
The RF parameters are set up according to T1.

2)
The UE is switched on.

3)
A call is set up according to the test procedure specified in TS 34.108 [3] subclause 7.3.4.

4)
SS shall transmit a MEASUREMENT CONTROL message.

5)
After 5 seconds, the SS shall switch the power settings from T1 to T2.

6)
UE shall transmit a MEASUREMENT REPORT message triggered by event 1G.

7)
SS shall transmit a PHYSICAL CHANNEL RECONFIGURATION message with activation time “now”.

8)
After 5 seconds, the SS shall switch the power settings from T2 to T3

9)
If the UE transmits the UL DPCH to cell 2 less than 160 ms from the beginning of time period T3 then the number of successful tests is increased by oneUE shall transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the UL DCCH of cell 2. 

10)
After 5 seconds, the UE is switched off. Any timing information of cell 2 is deleted in the UE.

11) Repeat step 1-10 until the confidence level according to annex F.6.2 is achieved.
<Next changed section>
8.3.1A.1.5
Test requirements

For the test to pass, the total number of successful tests shall be more than 90% with a confidence level of 95% of the cases.

NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

<Next changed section>
8.3.1A.2.4.2
Procedure

1)
The RF parameters are set up according to T1.

2)
The UE is switched on.

3)
A call is set up according to the test procedure specified in TS 34.108 [3] subclause 7.3.4.
4)
SS shall transmit a MEASUREMENT CONTROL message.

5)
After 5 seconds, the SS shall switch the power settings from T1 to T2.

6)
UE shall transmit a MEASUREMENT REPORT message triggered by event 2C.

7)
SS shall transmit a PHYSICAL CHANNEL RECONFIGURATION message with activation time “now”.

8)
After 10 seconds, the SS shall switch the power settings from T2 to T3

9)
If the UE transmits the UL DPCH to cell 2 less than 160 ms from the beginning of time period T3 then the number of successful tests is increased by one.UE shall transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the UL DCCH of cell 2.

10)
After 5 seconds, the UE is switched off. Any timing information of cell 2 is deleted in the UE.

11)
Repeat steps1-10 until the confidence level according to annex F.6.2 is achieved.
<Next changed section>
8.3.1A.2.5
Test requirements

For the test to pass, the total number of successful tests shall be more than 90% with a confidence level of 95% of the cases.

NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
<Next changed section>
8.3.2A.4.2
Procedure

1)
The RF parameters are set up according to T1.

2)
The UE is switched on.

3)
A call is set up according to the test procedure to be specified in TS 34.108 [3] subclause 7.3.4. 

4)
SS shall transmit a MEASUREMENT CONTROL message.

5)
After 5 seconds, the SS shall switch the power settings from T1 to T2.

6)
UE shall transmit a MEASUREMENT REPORT message triggered by event 2B.

7)
SS shall transmit a PHYSICAL CHANNEL RECONFIGURATION message with activation time at T3.

8)
After 15 seconds, the SS shall switch the power settings from T2 to T3

9)
UE shall transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the UL DCCH of cell 2. If the UE transmits the UL DPCCH to cell 2 less than 100 ms from the beginning of time period T3 then the number of successful tests is increased by one.

10)
After 5 seconds, the UE is switched off. Any timing information of cell 2 is deleted in the UE.

11)
Repeat step 1-10 until the confidence level according to annex F.6.2 is achieved..
<Next changed section>
8.3.2A.5
Test requirements

For the test to pass, the total number of successful tests shall be more than 90% with a confidence level of 95%of the cases.

Note:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
<Next changed section>

8.3.4.1.4.2.2
Procedure

a)
The SS activates cell 1-6 with T1 defined parameters.

b)
The UE is switched on.

c)
A call is set up according to the generic set-up procedure specified in TS 34.108 [3] subclause s 7.3.3 and 7.4.2 to place the UE in CELL_FACH. 

d)
After 15 s, the parameters are changed as described for T2.

e)
The SS waits for SYNCH-UL sequence in the UpPTS for sending CELL UPDATE message with cause value "cell reselection" from the UE. If the UE has failed to respond with the correct message within the allowed time, a failure is recorded. The SS shall then wait for a total of 15s and if no response is received the UE shall be switched off and the procedure returns to step 1. Otherwise the SS shall transmit a CELL UPDATE CONFIRM message and then the procedure continues.

f)
After another 15 s, the parameters are changed as described for T1.

g)
The SS waits for SYNCH-UL sequence in the UpPTS for sending CELL UPDATE message with cause value "cell reselection" from the UE. If the UE has failed to respond with the correct message within the allowed time, a failure is recorded. The SS shall then wait for a total of 15 s and if no response is received the UE shall be switched off and the procedure returns to step 1. Otherwise the SS shall transmit a CELL UPDATE CONFIRM message and then the procedure continues

h)
Repeat steps until the confidence level according to annex F.6.2 is achieved.

<Next changed section>
8.3.4.1.5.2
1,28 Mcps TDD option

1)
In step d), after the UE has responded on cell 1, it shall not respond on any other cell (cell selection).

2)
In step e), the UE shall respond on cell 2 within 1.6 s.

3)
In step g), the UE shall respond on cell 1 within 1.6 s.

For the test to pass, the total number of fulfilled test requirements 2) and 3) shall be more than 90% with a confidence level of 95% of the cases.

NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
<Next changed section>
8.3.4.2.4.2.2
Procedure

a)
The SS activates cell 1-6 with T1 defined parameters.

b)
The UE is switched on.

c)
A call is set up according to the generic set-up procedure specified in TS 34.108 [3] subclauses 7.3.3  7.4.2 to place the UE in CELL_FACH.

d)
After 15 s, the parameters are changed as described for T2.

e)
The SS waits for SYNCH-UL sequence in the UpPTS for sending CELL UPDATE message with cause value "cell reselection" from the UE. If the UE has failed to respond with the correct message within the allowed time, a failure is recorded. The SS shall then wait for a total of 15s and if no response is received the UE shall be switched off and the procedure returns to step 1. Otherwise the SS shall transmit a CELL UPDATE CONFIRM message and then the procedure continues

f)
After another 15 s, the parameters are changed as described for T1.

g)
The SS waits for SYNCH-UL sequence in the UpPTS for sending CELL UPDATE message with cause value "cell reselection" from the UE. If the UE has failed to respond with the correct message within the allowed time, a failure is recorded. The SS shall then wait for a total of 15s and if no response is received the UE shall be switched off and the procedure returns to step 1. Otherwise the SS shall transmit a CELL UPDATE CONFIRM message and then the procedure continues

h)
Repeat steps d) to g)until the confidence level according to annex F.6.2 is achieved.
<Next changed section>
8.3.4.2.5.2
1,28 Mcps TDD option

1)
In step d), after the UE has responded on cell 1, it shall not respond on any other cell (cell selection).

2)
In step e), the UE shall respond on cell 1 within 2 s.

3)
In step g), the UE shall respond on cell 2 within 2 s.

For the test to pass, the total number of fulfilled test requirements 2) and 3) shall be more than 90% with a confidence level of 95% of the cases.

NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

<Next changed section>
8.3.5.1.4.2.2
Procedure

a)
The SS activates cell 1-6 with T1 defined parameters.

b)
The UE is switched on.

c)
A call is set up according to the test procedure specified in TS 34.108 [3] subclause 7.4.2.7.1 to place the UE in the CELL_PCH state on Cell 1 and then the SS waits for this process to complete.

d)
After 15 s from the completion of step c) or the beginning of T1, the parameters are changed as described for T2.

e)
If the UE responds on Cell 2 with a SYNCH-UL sequence in the UpPTS for sending CELL UPDATE message cause "cell reselection" within 8s, then a success is recorded.After receiving the CELL UPDATE message cause “cell reselection”,the SS shall transmit a CELL UPDATE CONFIRM message and then the procedure moves to step g).

f)
If the UE has failed to respond with a SYNCH-UL sequence in the UpPTS within the allowed time, a failure is recorded. The SS shall then wait for a total of 15s from the beginning of T2 and if no response is received, the UE shall be switched off and the procedure returns to step a). Otherwise after receiving the CELL UPDATE message cause “cell reselection”,the SS shall transmit a CELL UPDATE CONFIRM message and then the procedure continues with step g).

g)
After a total of 15 s from the beginning of T2, the parameters are changed as described for T1.

h)
If the UE responds on Cell 1 with a SYNCH-UL sequence in the UpPTS for sending CELL UPDATE message cause "cell reselection" within 8s, then a success is recorded and the procedure moves to step j).

i)
If the UE has failed to respond with SYNCH-UL sequence in the UpPTS within the allowed time, a failure is recorded. The SS shall then wait for a total of 15s from the beginning of T1 and if no response is received the UE shall be switched off and the procedure returns to step a). Otherwise after receiving the CELL UPDATE message cause “cell reselection”,the SS shall transmit a CELL UPDATE CONFIRM message and then the procedure continues with step j).

j)
Repeat steps d) to i) until the confidence level according to annex F.6.2 is achieved
NOTE:
The time required for receiving all the relevant system information data according to the reception procedure and the RRC procedure delay of system information blocks defined in 25.331 for a UTRAN cell. Since the maximum repetition period of the relevant system info blocks that needs to be received by the UE to camp on a cell is 1280ms and the maximum RRC procedure delay for reception system information block is 100ms, 1380 ms is assumed in this test case. Therefore this gives a total of 7.78s(Minimum requirement + 100ms), so allow 8s in the test case.
<Next changed section>
8.3.5.2.4.2.2
Procedure

a)
The SS activates cell 1-6 with T1 defined parameters.

b)
The UE is switched on.

c)
A call is set up according to the test procedure specified in TS 34.108 [3] subclause 7.4.2.7.1 to place the UE in the CELL_PCH state on Cell 1 and then the SS waits for this process to complete.

d)
After 15 s from the completion of step c) or the beginning of T1, the parameters are changed as described for T2.

e)
If the UE responds on Cell 2 with a SYNCH-UL sequence in the UpPTS for sending CELL UPDATE message cause "cell reselection" within 8s, then a success is recorded.After receiving the CELL UPDATE message cause "cell reselection",the SS shall transmit a CELL UPDATE CONFIRM message and then the procedure moves to step g).

f)
If  the UE has failed to respond with SYNCH-UL sequence in the UpPTSwithin the allowed time, a failure is recorded. The SS shall then wait for a total of 15s from the beginning of T2 and if no response is received, the UE shall be switched off and the procedure returns to step a). Otherwise after receiving the CELL UPDATE message cause "cell reselection",the SS shall transmit a CELL UPDATE CONFIRM message and then the procedure continues with step g).

g)
After a total of 15 s from the beginning of T2, the parameters are changed as described for T1.

h)
If the UE responds on Cell 1 with a SYNCH-UL sequence in the UpPTS for sending CELL UPDATE message cause "cell reselection" within 8s, then a success is recorded and the procedure moves to step j).

i)
If  the UE has failed to respond with SYNCH-UL sequence in the UpPTS within the allowed time, a failure is recorded. The SS shall then wait for a total of 15s from the beginning of T1 and if no response is received the UE shall be switched off and the procedure returns to step a). Otherwise after receiving the CELL UPDATE message cause "cell reselection",the SS shall transmit a CELL UPDATE CONFIRM message and then the procedure continues with step j).

j)
Repeat steps d) to i) until the confidence level according to annex F.6.2 is achieved
NOTE 1:
T1 should initially be 30 s to allow enough time for the UE to search for cells as it has no prior knowledge of these. 

NOTE 2:
The time required for receiving all the relevant system information data according to the reception procedure and the RRC procedure delay of system information blocks defined in 25.331 for a UTRAN cell. Since the maximum repetition period of the relevant system info blocks that needs to be received by the UE to camp on a cell is 1280ms and the maximum RRC procedure delay for reception system information block is 100ms, 1380 ms is assumed in this test case. Therefore this gives a total of 7.78s(Minimum requirement + 100ms), allow 8s in the test case.

RADIO BEARER SETUP (Step 3)

	Information Element
	Value/remark

	RRC State Indicator
	CELL PCH

	UTRAN DRX cycle length coefficient
	7


<Next changed section>

8.3.6.1.4.2.2
Procedure

a)
The SS activates cell 1-6 with T1 defined parameters.

b)
The UE is switched on.

c)
A call is set up according to the test procedure specified in TS 34.108 [3] subclause 7.4.2.7.2 to place the UE in the URA_PCH state on Cell 1 and then the SS waits for this process to complete.

d)
After 15 s from the completion of step c) or the beginning of T1, the parameters are changed as described for T2.

e)
If the UE responds on Cell 1 with a SYNCH-UL sequence in the UpPTS for sending URA UPDATE message cause "change of URA" within 8s, then a success is recorded.After receiving the URA UPDATE message cause "change of URA" ,the SS shall transmit a URA UPDATE CONFIRM message and then the procedure moves to step g).

f)
If the UE has failed to respond with a SYNCH-UL sequence in the UpPTS within the allowed time, a failure is recorded. The SS shall then wait for a total of 15s from the beginning of T2 and if no response is received, the UE shall be switched off and the procedure returns to step a). Otherwise after receiving the URA UPDATE message cause "change of URA", the SS shall transmit a URA UPDATE CONFIRM message and then the procedure continues with step g).

g)
After a total of 15 s from the beginning of T2, the parameters are changed as described for T1.

h)
If the UE responds on Cell 1 with a a SYNCH-UL sequence in the UpPTS for sending URA UPDATE message cause "change of URA" message within 8s, then a success is recorded and the procedure moves to step j).

i)
If the UE has failed to respond with a SYNCH-UL sequence in the UpPTS within the allowed time, a failure is recorded. The SS shall then wait for a total of 15s from the beginning of T1 and if no response is received the UE shall be switched off and the procedure returns to step a). Otherwise after receiving the URA UPDATE message cause "change of URA",the SS shall transmit a URA UPDATE CONFIRM message and then the procedure continues with step j).

j)
Repeat steps d) to i) until the confidence level according to annex F.6.2 is achieved 

NOTE:
The time required for receiving all the relevant system information data according to the reception procedure and the RRC procedure delay of system information blocks defined in 25.331 for a UTRAN cell. Since the maximum repetition period of the relevant system info blocks that needs to be received by the UE to camp on a cell is 1280ms and the maximum RRC procedure delay for reception system information block is 100ms, 1380 ms is assumed in this test case. Therefore this gives a total of 7.78s(Minimum requirement + 100ms), allow 8s in the test case.
<Next changed section>
8.3.6.2.4.2.2
Procedure

a)
The SS activates cell 1-6 with T1 defined parameters.

b)
The UE is switched on.

c)
A call is set up according to the test procedure specified in TS 34.108 [3] subclause 7.4.2.7.2 to place the UE in the URA_PCH state on Cell 1 and then the SS waits for this process to complete.

d)
After 15 s from the completion of step c) or the beginning of T1, the parameters are changed as described for T2.

e)
If the UE responds on Cell 1 with a SYNCH-UL sequence in the UpPTS for sending URA UPDATE message cause "change of URA" within 8s, then a success is recorded.After receiving the URA UPDATE message cause "change of URA", the SS shall transmit a URA UPDATE CONFIRM message and then the procedure moves to step g).

f)
If the UE has failed to respond with SYNCH-UL sequence in the UpPTS within the allowed time, a failure is recorded. The SS shall then wait for a total of 15s from the beginning of T2 and if no response is received, the UE shall be switched off and the procedure returns to step a). Otherwise after receiving the URA UPDATE message cause "change of URA",the SS shall transmit a URA UPDATE CONFIRM message and then the procedure continues with step g).

g)
After a total of 15 s from the beginning of T2, the parameters are changed as described for T1.

h)
If the UE responds on Cell 1 with a SYNCH-UL sequence in the UpPTS for sending URA UPDATE message cause "change of URA" within 8s, then a success is recorded and the procedure moves to step j).

i)
Since the UE has failed to respond with SYNCH-UL sequence in the UpPTS within the allowed time, a failure is recorded. The SS shall then wait for a total of 15s from the beginning of T1 and if no response is received the UE shall be switched off and the procedure returns to step a). Otherwise after receiving the URA UPDATE message cause "change of URA",the SS shall transmit a URA UPDATE CONFIRM message and then the procedure continues with step j).

j)
Repeat steps d) to i) until the confidence level according to annex F.6.2 is achieved. 

NOTE:
The time required for receiving all the relevant system information data according to the reception procedure and the RRC procedure delay of system information blocks defined in 25.331 for a UTRAN cell. Since the maximum repetition period of the relevant system info blocks that needs to be received by the UE to camp on a cell is 1280ms and the maximum RRC procedure delay for reception system information block is 100ms, 1380 ms is assumed in this test case. Therefore this gives a total of 7.78s (Minimum requirement + 100ms), allow 8s in the test case.

RADIO BEARER SETUP (Step 3)

	Information Element
	Value/remark

	RRC State Indicator
	URA PCH

	UTRAN DRX cycle length coefficient
	7


<Next changed section>
8.4.2.1.4.2.1A
1,28 Mcps TDD option

1. The UE is switched on.

2. The SS shall signal to the UE the allowed TFCS according to table above.

3. For T1=30 secs the SS shall ensure that the received P-CCPCH power level in the UE is set to –60dBm and that the value of the DPCH constant value is adjusted such that the mean UE output power is 10dB below the UE Maximum allowed UL TX power..

4. The system simulator shall continously send TPC_cmd=Up to the UE from the beginning of T2 until the end of T2.

NOTE:
This will guarantee that UL_TFC8 to UL_TFC9 can not be supported beacuse the UE reaches the maximum UL Tx power and the  UTRAN SS continues sending power-up commands. 

1. The time from the beginning of T2 until the UE blocks (stops using) UL_TFC8 and UL_TFC9 shall be measured by the SS. The UE shall stop using UL_TFC8 and UL_TFC9 within [250] ms from beginning of time period T2.

2. Repeat steps 3-5 until the confidence level according to annex F.6.2 is achieved.

NOTE:
The delay from the begining of T2 can be expressed as: Tramp + Tdetect_block + Tnotify + Tmodify+ TL1_proc + Talign_TTI, where:

Tramp
Margin added for the increase of UE output power to the UE maximum power. A margin of 7 frames (70ms) is used, i.e. 14 TPC commands.

Tdetect_block
The time needed to detect that UL_TFC8 and UL_TFC9 can no longer be supported, i.e. defines the maximum time to detect that the Limited TFC Set criterion is fulfilled for UL_TFC8 and UL_TFC9. This figure is currently TBD as X and Y in the general requirement, see section 6.4.2 of TS25.123 [2], are not finalised yet. 

Tnotify
Equal to [15] ms, the time allowed for MAC to indicate to higher layers that UL_TFC8 and UL_TFC9 can no longer be supported.

Tmodify
Equal to MAX(Tadapt_max,TTTI) = MAX(0, 40)=40ms

Tadapt_max
Equals to 0ms for the case without codec.

TL1_proc
Equals 15ms.

Talign_TTI
Align with the longest uplink TTI where the new TFC can be selected. The worst case equals 40ms in this test case.

TTTI
Equals 40 ms in the test case.

This gives a maximum delay of (70 + Tdetect_block + [15] + 40 + 15 + 40) ms from the beginning of T2.

8.4.2.1.5
Test requirements

8.4.2.1.5.1
3,84 Mcps TDD option

For the test to pass, the total number of successful tests shall be more than 90% with a confidence level of [FFS]% of the cases.

Note:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.

8.4.2.1.5.1A
1,28 Mcps TDD option

For the test to pass, the total number of successful tests shall be more than 90% with a confidence level of 95% of the cases.

Note:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.
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