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2 Corrections required for HSD_ENH test suite 
Change 2.1: tc_14_6_4a

	Object
	tc_14_6_4a

	Reason for change
	Incorrect subtest-Id passed, due to this RLC parameters are not initialized correctly.

	Summary of change
	In row no. 10, 11 and 12: ts_RB_SubTest_Conv64k_TTI20_RB10_RB25_HS  the parameter passed for SubTest should be modified to 2, 3 and 4 respectively. Currently it is set to 1.

In row no. 22, 23 and : ts_RB_SubTest_Conv64k_TTI20_RB10_RB25_HS the parameter passed for SubTest should be modified to 2, 3 and 4 respectively. Currently it is set to 1.

	Source of change
	Modification

	Affected TCs
	14.6.4a

	MCC 160 comments
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Change 2.2: ts_AT_OrgPS_CallHSDPA

	Object
	ts_AT_OrgPS_CallHSDPA

	Reason for change
	To update the temporary cell informatiion before initialising the AT Command otherwise AT command issued will not match for Cell_DCH or Cell_FACH.

	Summary of change
	Added +ts_SetTmpCellInfo (p_CellId) at row 1

	Source of change
	Modification

	MCC 160 comments
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3 Generic changes

Change 3.1: ts_AT_OrgPS_Call
	Object
	ts_AT_OrgPS_Call

	Reason for change
	To update the temporary cell informatiion before initialising the AT Command otherwise AT command issued will not match for Cell_DCH or Cell_FACH.

	Summary of change
	Added +ts_SetTmpCellInfo (p_CellId) at row 1

	Source of change
	Modification

	MCC 160 comments
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