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Change 1:

	Table Name
	RRC_DefConnEst, and wherever else the MMI command "The guard timer has run out. Please take appropriate measures" is sent

	ATS Suite
	iWD_2007_wk08

	Test Case affected
	All TCs

	Reason for change
	When a TC is being run in the PS domain and the AT+CGACT command is sent to the UE. If the UE fails to initiate the PS call an AT command NACK (or sometimes an ACK is returned anyway) is returned. The AT command NACK (or ACK) is buffered in the UT PCO within the SS.

As the UE fails to initiate the PS call the TC’s guard timer will expire. The TTCN sends the MMI command to indicate the guard timer has expired. At this point the TTCN receives the buffered AT command NACk (or ACK) from the UT PCO and because it isn’t an MMI confirmation a TTCN error occurs:

Test case error in 'tc_8_1_2_3'.

None of the set of alternatives can ever match. (Line: 24 Table: 'RRC_DefConnEst')

This CR proposes a small change to allow TCs to fail cleanly to this situation without a TTCN error.

	Summary of change
	Add Ut ? OTHERWISE whenever the MMI command "The guard timer has run out. Please take appropriate measures" is sent
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?TIMEOUT t_Guard 
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 Ut ! MMI_CmdReq 

ca_MMI_CmdReq ( "The guard timer has run out. Please take appropriate measures") 

  

4. 
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  Ut ? MMI_CmdCnf 

ca_MMI_CmdCnf 
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   [ tcv_TestBody = FALSE ] 
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DFI1 

    CANCEL 

  

(I) 
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   [ tcv_TestBody = TRUE ] 
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DFF1 

    CANCEL 

  

(F) 
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  Ut ? OTHERWISE
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DFF9
   CANCEL
  

(F)
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?TIMEOUT t_TimeoutInDefault 

  

  

  

32 

  

 (tcv_TimeoutInDefault := TRUE) 
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