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	Title:
(

	Correction to GCF WI-10 RRC test case 8.2.6.8
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	Work item code:
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	TEI_Test
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	Category:
(

	F
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	Rel-6

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
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R99
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	Reason for change:
(

	In the TTCN implementation at line 4 during the PDP Context Activation, for sending the PDP Context Accept RLC_AM_DATA_REQ is used. Immediately after that SS sends Physical Channel Reconfiguration at line 12 using again RLC_AM_DATA_REQ. So there is not enough delay for the first RLC_AM_DATA_REQ to receive the L2 ack from the UE before UE acts on the Physical Channel Reconf. So SS need to ensure the L2 ack for the PDP Context Accept is received before sending the Physical Channel Reconf.

	
	

	Summary of change:
(

	200 msecs delay added between the PDP Context Accept and Physical Channel Recof messages sent from the SS so that the UE gets enough time to send L2 ack for the PDP Context Accept before processing the physical channel reconf.

	
	

	Consequences if 
(

not approved:
	TTCN implementation may fail a conformant UE.

	
	

	Clauses affected:
(

	8.2.6.8

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	


	Table Names
	tc_8_2_6_8

	ATS Suite
	iWD_D07wk11

	Test Case affected
	tc_8_2_6_8

	Reason for change
	In the TTCN implementation at line 4 during the PDP Context Activation, for sending the PDP Context Accept RLC_AM_DATA_REQ is used. Immediately after that SS sends Physical Channel Reconfiguration at line 12 using again RLC_AM_DATA_REQ. So there is not enough delay for the first RLC_AM_DATA_REQ to receive the L2 ack from the UE before UE acts on the Physical Channel Reconf. So SS need to ensure the L2 ack for the PDP Context Accept is received before sending the Physical Channel Reconf.

	Summary of change
	200 msecs delay added between the PDP Context Accept and Physical Channel Recof messages sent from the SS so that the UE gets enough time to send L2 ack for the PDP Context Accept before processing the physical channel reconf.


	Nr
	Label
	Behaviour Description
	Constraint Ref
	Verdict
	Comments

	1
	 
	START t_Guard
	 
	 
	 

	2
	 
	 [px_RAT=fdd]
	 
	 
	FDD specific behaviour

	3
	 
	  +ts_RRC_InitVariablesPS ( cell_DCH )
	 
	 
	 

	4
	 
	   +pr_GotoState6_9_Or6_10_MO ( tsc_CellA )
	 
	 
	Init and Step 1 
Goto State 6-10

	5
	TBS
	    (tcv_TestBody:=TRUE)
	 
	 
	 

	6
	 
	     +ts_RRC_Delay ( 200 )
	 
	 
	 

	7
	 
	      +lt_LocalTest
	 
	 
	 

	8
	 
	       +ts_C2_CheckCellFACH ( tsc_CellA )
	 
	 
	 

	9
	TBE
	        (tcv_TestBody:=FALSE)
	 
	 
	 

	10
	 
	         +po_ConnectionAndSS_Rel ( tsc_CellA )
	 
	 
	 

	11
	ERR1
	 [px_RAT=tdd]
	 
	I
	TDD specific behaviour

	12
	ERR2
	 [TRUE]
	 
	I
	 

	lt_LocalTest

	13
	 
	AM ! RLC_AM_DATA_REQ
	cas_PhyChReconf ( 
tsc_CellDedicated, 
tsc_RB2, 
cbs_108_PhyChReconf64k_PS_DCH_ToFACH ( 
tcv_CellIndInfo.dl_IntegrityCheckInfo, 
tcv_RRC_Ti, 
tcv_CellInfoA.frequencyInfo, 
tcv_CellInfoB.priScrmCode, 
tsc_New_CRNTI2 ) 
)
	 
	step 2 
Change the Scrambling Code

	14
	 
	 +ts_RRC_Delay ( 200 )
	 
	 
	@sic OG 06/09/05 R5s050357 sic@

	15
	 
	  +ts_SS_ReconfDCH_ToFACH ( tsc_CellA )
	 
	 
	SS reconfigure the Transport Channel to FACH

	16
	TBP1
	   +ts_RRC_ReceiveCellUpdateNonPeriodic ( tsc_CellA, 
cdr_CellUpdateAny ( tcv_CellInfoA.uRNTI, cellReselection ), 15000 )
	 
	 
	step 4

	17
	 
	    +ts_CMAC_New_RNTI_Reconf ( TRUE, tsc_CellA, tcv_CellInfoA.uRNTI, tsc_New_CRNTI2 )
	 
	 
	SS reconfiguration

	18
	 
	     UM ! RLC_UM_DATA_REQ
	cas_RRC_CellUpdateCnfDCCH ( 
tsc_CellDedicated, 
tsc_RB1, 
cbs_108_CellUpdateCnfDCCH ( 
tcv_CellIndInfo.dl_IntegrityCheckInfo, 
tcv_RRC_Ti, 
OMIT, 
tsc_New_CRNTI2, 
cell_FACH, 
OMIT, 
OMIT, 
OMIT ) 
)
	 
	step 5

	19
	 
	      +ts_RRC_Delay ( 30 )
	 
	 
	@sic OG 27/05/04 T1S040323 sic@

	20
	 
	       +ts_CMAC_New_RNTI_Reconf (FALSE, tsc_CellA, tcv_CellInfoA.uRNTI, tsc_New_CRNTI2 )
	 
	 
	SS reconfiguration

	21
	 
	        START t_WaitS
	 
	 
	 

	22
	TBF1
	         ? TIMEOUT t_WaitS
	 
	(F)
	 

	23
	TBP2
	         AM ? RLC_AM_DATA_IND 
CANCEL t_WaitS
	car_RRC_UtranMobilityInfoCnf ( 
tsc_CellDedicated, 
tsc_RB2, 
cr_108_UTRAN_MobilityInfoCnf ( tcv_RRC_Ti ) 
)
	(P)
	Step 6 
@sic OG 26/05/04 T1-040510 sic@

	24
	TBP3
	          +ts_RRC_ReceivePhyChReconfCmpl ( tsc_CellA, tcv_CellInfoA.cellConfig )
	 
	 
	step 7
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