
3GPP TSG RAN WG5 Testing
(
R5s070049

01 Jan – 31 Dec 2007

	CR-Form-v9.3

	CHANGE REQUEST

	

	(

	34.123-3
	CR
	 2035
	(

rev
	-
	(

Current version:
	6.2.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Summary of regression errors in 07wk03 IRAT ATSs

	
	

	Source to WG:
(

	Rohde&Schwarz

	Source to TSG:
(

	R5

	
	

	Work item code:
(

	TEI_Test
	
	Date: (

	13/02/2007

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-6

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)

	
	

	Reason for change:
(

	The XID procedure requires a response to the XID Req within 5 s, but the delay of 4.5 s defined for G_CL1_ComingFN_REQ/G_CL1_ComingFN_CNF makes it impossible to complete the XID procedure successfully if a separate TBF is requested for the procedure.

	
	

	Summary of change:
(

	Change the time in future for which the "Coming FN" is requested from 4.5 s to 2 s.

	
	

	Consequences if 
(

not approved:
	A conformant UE may fail if it uses the XID procedure.

	
	

	Clauses affected:
(

	

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	The TTCN and the main body (textual description) of 34.123‑3 are affected.

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text. Delete those parts of the specification which are not relevant to the change request.
3GPP TSG RAN WG5 Testing
(
R5s070049

01 Jan – 31 Dec 2007

Title:
Summary of regression errors in 07wk03 IRAT ATSs
Source:
Rohde & Schwarz

Agenda Item:
TTCN Issues

Document for:
Approval

Contact:
Alexander Meyer
alexander.meyer@rsd.rohde-schwarz.com
Tel. +49 89 4129 13582

1
Overview
This CR presents corrections on the ASP pair G_CL1_ComingFN_REQ/G_CL1_ComingFN_CNF which is used in all InterRAT ATSs. The correction is necessary for correct operation of the optional XID procedure.
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3
Test Correction Summary
Affected Test Cases:
Nearly all InterRAT testcases

ATS Versions:
IR_G_r3_wk03.mp, IR_U_r3_wk03.mp, HSD_ENH_r5_wk03.mp, HSU_ENH_r6_wk03.mp
4
Corrections
4.1
Introduction

This CR presents corrections on ASP pair G_CL1_ComingFN_REQ/G_CL1_ComingFN_CNF which is used in all InterRAT ATSs. IR_G_r3_wk03.mp, IR_U_r3_wk03.mp, HSD_ENH_r5_wk03.mp and HSU_ENH_r6_wk03.mp.

The proposed modification affects only the ASP description, not the .mp code outside comments. Of course implicitly the ASP implementation in a test system is affected. The text body of 3GPP TS 34.123-3 [5] is also affected.

For the ATS modifications as identified by the 'Change labels' as defined in the subsequent subclauses, the following principles apply:

a)
If there are new TTCN objects proposed they are marked 'New' in the ATS Reference in Annex A).

b)
All other changes on existing objects are explicitly described in this CR.

4.2
Presentation of the modifications

The modifications are presented by the use of 'Change Tables' as described below, and by screenshots taken from the relevant parts of changed TTCN objects in TTCN.GR format.

In addition, if the reason for a change cannot be expressed in a few table lines, particular subclauses of clause 4 may be generated for detailed argumentation.

The 'Change Tables' have the format described in the example below (all entries in the second column are for demonstration purposes only):

Table 1: Example Change Table

	TTCN object
	tc_8_3_9_5

	Reference ATS
	IR_G_r3_wk29.mp [3]

	Change Label
	WA#2G3RRC0110

	Reason for change
	<Textual description of change reason>.

	Summary of change
	<Textual description of performed changes>

	Other affected objects
	<GOTO fields to other change descriptions> (optional)

	ETSI comment
	

	R&S conclusion
	


TTCN object:
Identifier(s) of one or more TTCN objects having a global context in the TTCN ATS. Typically only one TTCN object occurs. More than one object is listed only, when:

a)
All objects belong to the same TTCN Object Class; and

b)
All objects are either created, or are modified in the same systematic way; and

c)
No other change is proposed for the listed objects.

Reference ATS:
ETSI ATS containing the referred TTCN object(s), relative to which the current change description applies.

Change Label:
Textual identifier starting with the fixed string 'WA#2G3RRC', followed by a 4‑digit number (e.g. WA#2G3RRC0110). A Change Label is assigned when a particular problem is recognized during the verification work. More than one TTCN Object may be affected by the proposed solution to this problem.

Reason for change:
Textual description of the reason why the change is proposed.

Summary of change:
Short description of what is proposed for change.

Other affected objects:
List of one or more GOTO fields, pointing to other TTCN objects having assigned the same Change Label, i.e. all other objects being affected by the problem giving rise to the current Change Label.

ETSI comment:
This field may be used by ETSI colleagues giving a dedicated reply to the current CR document. Otherwise it is filled by the R&S 2G3 group when another kind of response is received from ETSI.

R&S conclusion:
Filled by the R&S 2G3 group when the ETSI answer does not indicate acceptance of the change request.

4.3
Changes in TTCN
4.3.1
G_CL1_ComingFN_CNF
	TTCN object
	G_CL1_ComingFN_CNF

	Reference ATS
	IR_G_r3_wk03.mp [1]

	Change Label
	WA#2G3RRC0877

	Reason for change
	G_CL1_ComingFN_REQ/G_CL1_ComingFN_CNF is used to make an ImmediateAssignment for an UL TBF.

The UE may perform the optional XID procedure, as defined in 3GPP TS 44.064 [6], by requesting a separate UL TBF. According to subclause 8.5.3 of 3GPP TS 44.064 the UE starts timer T200 after issuing the XID command frame containing the parameters that the LLE wants to negotiate. When the timer expires the UE retransmits the XID command frame.

According to subclause 8.9.9 of 3GPP TS 44.064 the default value of T200 is 5 s, which must be used by the UE when trying to negotiate XID parameters for the first time.

Because of the activation time of 4.5 s required for G_CL1_ComingFN_CNF, and further delays that occur in TTCN before the SS sends the XID RES (e.g. waiting for the next paging cycle), the UE will never receive a response before T200 expires. The UE retransmits the XID frame, which is unexpected in TTCN and leads to a failure.

	Summary of change
	Change in the description of ASP G_CL1_ComingFN_CNF the activation time for the "coming FN" from 4.5s to 2 s.

Note 1:
In the description of ASP G_CL1_ComingFN_REQ the requirement of "far enough (in the future)" is made explicit: "…that there is enough time left for TTCN to prepare a L3 message to send before that frame". This requirement is fulfilled even for a time of 2 s instead of 4.5 s.

Note 2:
Experiments show that a delay of 2.5 s occasionally also leads to a failure. Since T200 is the same for all UEs, it is expected that this is not a UE-specific observation.

Note 3:
The change proposed here is the simplest one, but it affects nearly all InterRAT test cases, even at instances outside an XID procedure. A change specific for the XID procedure would be possible, but would require more elaborated TTCN changes. 

	Other affected objects
	

	ETSI comment
	

	R&S conclusion
	


[image: image1.png]ASP Type Definition

[ASP Name: | G_CL1_ComingFN_CNF

Group,

FCOType:  G_CSAP

Comments:_The ASP is used to receive the result of G_CL1_ComingFN_REQ,

Parameter Na.|_Parameter Tyse || Commerts

celld Celld

physicalChid  PhysicalChid

g_LogieChType | G_LogicChType

subChannel  SubChannelNumber Valid only for Iogical channel types: TCHIH, FACCHIH, SACCHITH, SDCCHIS, SACCHICS, SDCCHI4, and SACCHICA. For TCHIH, FA
CCHIH and SACCHITH value IS (0.1); for SDCCHIE and SACCHICS valug is (0..7); for SDCCH!4 and SACCHIC value is (0..3)
this feld is not applicable and the SS shall ignore it f this field is coded as 15

i RFN the reduced frame number (FN modulo 42432) which is abouf 2 seconds later fhan current frame number and is able to cary L3 me,
ssage on the channel specified by"physicalChld"+'G_LogicCRType"+"subChannel” @sic R§-052110 sic@
\WA#2GIRRCO8TT





4.4
Changes in 3GPP TS 34.123-3 text body

<Modified subclause:>

7.3.4.3.2.1
ASPs for configuration and control of GERAN L1

…

	ASP Name
	G_CL1_ComingFN_CNF

	PCO Type
	G_CSAP

	Comments
	The ASP is used to receive the result of G_CL1_ComingFN_REQ.

	Parameter Name
	Parameter Type
	Comments

	cellId
	CellId
	

	physicalChId
	PhysicalChId
	Channel identifier

	g_LogicChType 
	G_LogicChType
	

	subChannel
	SubChannelNumber
	Valid only for logical channel types: TCH/H, FACCH/H, SACCH/TH, SDCCH/8, SACCH/C8, SDCCH/4, and SACCH/C4. For TCH/H, FACCH/H and SACCH/TH value is (0..1); For SDCCH/8 and SACCH/C8 value is (0..7); for SDCCH/4 and SACCH/C4 value is (0..3). 

This field is not applicable and the SS shall ignore it if this field is coded as 15.

	rfn
	RFN
	the reduced frame number (FN modulo 42432) which is about 2 seconds later than current frame number and is able to carry L3 message on the channel specified by "physicalChId"+"G_LogicChType"+"subChannel"

	Detailed Comments
	


<End of modification>

4.6
Changes referred to from previous CRs

N/A.

5
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Annex A: List of change labels and affected TTCN objects
The following Table 2 lists all change labels being described in this document, together with the related affected TTCN objects, and the Reference ATS to which the change description applies. When no Reference ATS is present, the object is a new definition.

Table 2: List of change labels and related affected TTCN Objects and reference ATS

	Change Labels
	Affected TTCN Objects
	Ref. ATS

	WA#2G3RRC0877
	G_CL1_ComingFN_CNF
	IR_G_r3_wk03.mp, IR_U_r3_wk03.mp, HSD_ENH_r5_wk03.mp, HSU_ENH_r6_wk03.mp
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