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Overview

This document lists all the changes needed to correct problems in the TTCN implementation of the WI-047 testcase 8.2.6.37b, which are part of the RRC test suite. Only essential changes to the TTCN are applied and documented in section 4.

With these changes Anite and Aeroflex has successfully verified RRC Test 8.2.6.37b with Anite 3G SS and Aeroflex 6401 AIME/CT platform using RRC_r3_wk17.mp file.
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3 Verification Test Summary

Test Case:  tc_8_2_6_37b

Test Group: RRC_Measurements

ATS Version: RRC_r3_wk17 + Corrections required for test case 8.2.6.37b

System Simulator Used: Anite 3G SS and Aeroflex 6401 AIME/CT

UE Used: Nokia Rel 5 Platform Qualcomm 6280

Verification Status: PASS

4 Corrections required for test case 8.2.6.37b

Change 4.1: ts_SS_ActDeactCompressModeDL_Spl
	Object
	ts_SS_ActDeactCompressModeDL_Spl

	Reason for change
	For 64k bearer, the DPCH power offset should be -2.

	Summary of change
	Created a new constraint “cb_DL_DPCH_64k_SHO” (exactly similar to that of “cb_DL_DPCH” but changed the value of IE “dl_TxPower” to “tsc_DL_TxPower_DPCH_64k”) and used this in test step ts_SS_ActDeactCompressModeDL_Spl (64k branch).

Note: This change is also applicable to test case 8.2.6.37

	Source of change
	Modification

	MCC 160 comments
	


[image: image1.png]Test Step

Test Step I

ts_55_ActbeactCompressiodeDL_Spl ( p_Cellld: INTEGER; p_DL_CommonInfornation : DI_CommonInformation;
p_apohFranedttset ; INTEGER; p_cfnTytSfnFrane0ffset: CEnTgrsfnFranedffset )

Test Step Growp Ref: RRC_S5_Specific/

Objective: To reconfigure §5 DL DPCH in order to activate or deactivate the compressed mode information.
Defaults: 55 pet
Comnents: Gsic RASH ERL9 sich

Bsic Thonas RSs060295 sich

B Label Behaviour Description Constraint Ret
1 [ ( tov_RRC_RAB Type = cell DO Speech) ]
2 CPHY ! CPHY_RL_Modify FEQ ca_CompressedliodeDPCH_Infokctliow REQ (p_Cellld, tac DL DRCHI,

_DPCH_IncoDL ( ob_DL_DPCH { p_DL CommonTnformation ,
»_dpchFrane0ffser, tev_TupCelllnfo.dl DPCH_Zndscriode,
toc_DL_DFCHL_CHC_Speech, p_cEnTgtstnFrane0ftset )) |

CPHY 7 CPHY_RL Modify CNF ca_CoupressediiodeIntoClF (p_Cellld, tsc_DL DPCHL |

a [ ( tov_RRC_RAB Type
cell DCH 64k RAB_SRB) OR
( tov_RRE_RAB_Type
cell DCH 57_6kCS_RAB_SEB ) 1

s CPHY ! CPHY_RL_Nodify REQ

6 CPHY ? CPHY_RL_Modify CNF ca_CompressedModeInfoCHF (p_Cellld, tsc_DL_DPCHL )



[image: image2.png]7 [ [ tov_RRC_RAB_Type
cell DCH_64xPS_RAE_SRE | ]

s CPHY ! CPHY_RL_Nodify REQ

s CPHY 7 CPHY_RL Modify CNF ca_CoupressediiodeInfoClF ( p_Cellld, tsc DL DPCHL |

Detailed Comment:




Details of constraint “cb_DL_DPCH_64k_SHO”
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Change 4.2: tc_8_2_6_37b:lt_checkDLInfoPerRL

	Object
	tc_8_2_6_37b:lt_checkDLInfoPerRL

	Reason for change
	This local tree has a recursive implementation and also not being used in the test case.

	Summary of change
	Deleted local tree “lt_checkDLInfoPerRL”.

Note: This change is also applicable to test case 8.2.6.37

	Source of change
	Modification

	MCC 160 comments
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5 Branches executed in test case 8.2.6.37b

This test case is executed with Ciphering enabled in CS and PS domain.

6 Execution Log Files

Nokia Rel5 Platform
The Nokia Rel5 Platform passed this test case in CS and PS domain. The test case has been executed from primary band = 1 to secondary band = 5. Log of the successful test case execution is enclosed in R5s070150.zip.

Qualcomm 6280

The Qualcomm 6280 UE passed this test case in CS and PS domain. The test case has been executed from primary band = 1 to secondary band = 5. Log of the successful test case execution is enclosed in R5s070150.zip.

7 References

	[1]
	R5s070150.zip [1]
This archive comprises HTML Execution log files and the TTCN MP file and pixit files.


�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.  


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least four digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line, but if this is not possible, do not enter hard new-line characters.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "xn" where �	x = "C" for TSG CT, "R" for TSG RAN, "S" for TSG SA, "G" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "P". �Examples: "C4", "R5", "G3new", "SP".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, A, B & C CRs for Release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �� HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm" ��http://www.3gpp.org/ftp/Specs/html-info/WI-List.htm� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2006.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed. For more detailed help on interpreting these categories, see Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.   Be as specific as possible (ie list each subclause, not just the umbrella clause).


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





