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8.5.1.8
Transmission of the MBMS Selected Services Information when entering RRC connected mode and CELL_DCH state
8.5.1.8.1
Definition
This test is applicable for all UEs that support MBMS.

8.5.1.8.2
Conformance requirement
A UE entering CELL_DCH shall initiate the MBMS modification request procedure in the following cases:

1>
if the UE has any MBMS Selected Service; and

1>
if the IE "MCCH configuration information" was received in System Information Block Type 5 or System Information Block Type 5bis prior to entering CELL_DCH.

A UE completing an RRC Connection Setup procedure shall initiate the MBMS modification request procedure in the following cases:

1>
if the UE has any MBMS Selected Service; and

1>
if the IE "MCCH configuration information" was received in System Information Block Type 5 or System Information Block Type 5bis prior to completing the RRC Connection Setup procedure.

…

The UE shall set the contents of the MBMS MODIFICATION REQUEST message as follows:

1>
if there is a change in selection of one or more of the MBMS Selected Services:

2>
if the UE has not selected any MBMS Selected Service:

3>
include the MBMS Selected Service Info and set the Status to 'None'.

2>
otherwise:

3>
include the MBMS Selected Service Info and set the Status to 'Some'.

3>
for each MBMS Selected Service:

4>
include the MBMS Selected Service ID.
Reference

3GPP TS 25.331 clauses 8.7.6.2, 8.7.6.2a.
8.5.1.8.3
Test purpose
1. To verify that when the list of MBMS Selected Services is not empty, the UE sends the MBMS Selected Services Information to the network when entering RRC connected mode.
2. To verify that when the list of MBMS Selected Services is not empty, the UE sends the MBMS Selected Services Information to the network when entering CELL_DCH state.
8.5.1.8.4
Method of test

Initial condition
System Simulator: 1 MBMS cell.
User Equipment:

The UE has selected the broadcast service provided by the SS.

The UE is in Idle Mode as specified in clause 7.6 of TS 34.108.

Related ICS/IXIT statements
-
UE supports MBMS yes/no

-
Broadcast service application available on UE yes/no

Test procedure
The UE is in idle mode and has selected MBMS Service 1. The UE performs an outgoing call to setup a PS service. After the RRC connection establishment, the UE transmits an MBMS MODIFICATION REQUEST message containing the selected service to the SS.
Then the SS transmits a PHYSICAL CHANEL RECONFIGURATION message to move the UE to CELL_DCH state. After entering CELL_DCH state, the UE transmits an MBMS MODIFICATION REQUEST message containing the selected service to the SS.
Expected sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	1
	(
	RRC CONNECTION REQUEST
	

	2
	(
	RRC CONNECTION SETUP 
	

	3
	(
	RRC CONNECTION SETUP COMPLETE
	

	4
	(
	MBMS MODIFICATION REQUEST
	This message may be received at any point after step 3 but before step 10.

	5
	(
	INITIAL DIRECT TRANSFER 
	

	6
	(
	SECURITY MODE COMMAND
	

	7
	(
	SECURITY MODE COMPLETE
	

	8
	(
	RADIO BEARER SETUP
	

	
	
	
	

	9
	(
	RADIO BEARER SETUP

COMPLETE
	

	10
	(
	PHYSICAL CHANNEL RECONFIGURATION
	

	11
	(
	PHYSICAL CHANNEL RECONFIGURATION COMPLETE
	The UE enters CELL_DCH state

	12
	(
	MBMS MODIFICATION REQUEST
	


Specific message contents

RRC CONNECTION SETUP (Step 2)
Use the message sub-type titled “Transition to CELL_FACH” in TS 34.108 clause 9.
MBMS MODIFICATION REQUEST (steps 4 and 12)

	Information Element
	Value/remark

	MBMS preferred frequency request
	Check that the IE is not present

	MBMS RB list requested to be released
	Check that the IE is not present

	MBMS Selected Service Info
	

	  - CHOICE Status
	Some

	     - MBMS Selected Services Full
	

	        - MBMS Selected Service ID
	

	           - MBMS Service ID
	Service 1

	           - CHOICE PLMN identity
	

	              - SameAs-MIB
	(no data)


RADIO BEARER SETUP (Step 8)
Use the message sub-type titled "Packet to CELL_FACH from CELL_FACH in PS".
PHYSICAL CHANNEL RECONFIGURATION (Step 10)

Use the message sub-type titled " Packet to CELL_DCH from CELL_FACH in PS" in 34.108 clause 9.
8.5.1.8.5
Test requirements

After step 3, the UE shall transmit an MBMS MODIFICATION REQUEST message.
After step 11, the UE shall transmit an MBMS MODIFICATION REQUEST message.
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