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Title
List of all RAN3 CRs for TSG-RAN #37
Source
TSG RAN WG3

Agenda Item
7.4.1

7.4.3
Approval of CRs to Rel99, Rel-4, Rel-5 and Rel-6 with linked CRs

RP-070565 
CRs (Rel-6 cat. F and Rel-7 cat. A) to TSs 25.413, 25.423 and 25.433
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	new Vers.
	Rel
	Work item
	Title

	R3-071713
	25.433
	1387
	2
	F
	6.14.0
	6.15.0
	Rel-6
	MBMS-RAN
	Clarification of the MBMS Notification update procedure

	R3-071714
	25.433
	1388
	2
	A
	7.5.0
	7.6.0
	Rel-7
	MBMS-RAN
	Clarification of the MBMS Notification update procedure

	R3-071434
	25.413
	929
	
	F
	6.14.0
	6.15.0
	Rel-6
	TEI6
	MBMS broadcast RAB Set Up 

	R3-071435
	25.413
	930
	
	A
	7.6.0
	7.7.0
	Rel-7
	TEI6
	MBMS broadcast RAB Set Up 

	R3-071711
	25.423
	1301
	2
	F
	6.14.0
	6.15.0
	Rel-6
	RANimp-RABSE-CodeOptFDD
	PO2 for F-DPCH

	R3-071670
	25.423
	1302
	1
	A
	7.5.0
	7.6.0
	Rel-7
	RANimp-RABSE-CodeOptFDD
	PO2 for F-DPCH

	R3-071671
	25.433
	1391
	1
	F
	6.14.0
	6.15.0
	Rel-6
	RANimp-RABSE-CodeOptFDD
	PO2 for F-DPCH

	R3-071672
	25.433
	1392
	1
	A
	7.5.0
	7.6.0
	Rel-7
	RANimp-RABSE-CodeOptFDD
	PO2 for F-DPCH


RP-070566 CRs (Rel-7 cat. F) on Rel-6 Work Items
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	new Vers.
	Rel
	Work item
	Title

	R3-071626
	25.423
	1300
	1
	F
	7.5.0
	7.6.0
	Rel-7
	RANimp-RABSE-CodeOptFDD
	Correction of Power offset for E-HICH, E-AGCH, E-RGCH and HS-SCCH when F-DPCH is configured

	R3-071712
	25.433
	1390
	2
	F
	7.5.0
	7.6.0
	Rel-7
	RANimp-RABSE-CodeOptFDD
	Correction of Power offset for E-HICH, E-AGCH, E-RGCH and HS-SCCH when F-DPCH is configured


8.

CRs to closed REL-7 Work Items

RP-070567 CRs (cat F) for GNSS in UTRAN
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	new Vers.
	Rel
	Work item
	Title

	R3-071392
	25.433
	1404
	
	F
	7.5.0
	7.6.0
	Rel-7
	LCS3-GNSS-UTRAN 
	TUTRAN-GPS Accuracy Class IE not applicable to GANSS

	R3-071628
	25.413
	928
	1
	F
	7.6.0
	7.7.0
	Rel-7
	LCS3-GNSS-UTRAN
	Correction to GANSS Location Related Data Request


RP-070568 CRs (cat B) for GNSS in UTRAN
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	new Vers.
	Rel
	Work item
	Title

	R3-071685
	25.401
	114
	1
	B
	7.4.0
	7.5.0
	Rel-7
	LCS3-GNSS-UTRAN 
	Introduction of GANSS (Galileo and Additional Navigation Satellite Systems)

	R3-071686
	25.402
	63
	1
	B
	7.3.0
	7.4.0
	Rel-7
	LCS3-GNSS-UTRAN 
	Introduction of GANSS (Galileo and Additional Navigation Satellite Systems)

	R3-071687
	25.452
	2
	1
	B
	7.0.0
	7.1.0
	Rel-7
	LCS3-GNSS-UTRAN 
	Introduction of GANSS (Galileo and Additional Navigation Satellite Systems)

	R3-071688
	25.450
	9
	1
	B
	7.1.0
	7.2.0
	Rel-7
	LCS3-GNSS-UTRAN 
	Introduction of GANSS (Galileo and Additional Navigation Satellite Systems)


RP-070569 CR for 1.28 Mcps TDD EDCH
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	new Vers.
	Rel
	Work item
	Title

	R3-071345
	25.433
	1393
	
	F
	7.5.0
	7.6.0
	Rel-7
	LCRTDD-EDCH-IubIur
	TDD E-DCH Non-scheduled resource deletion


RP-070570 CRs on TMA
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	new Vers.
	Rel
	Work item
	Title

	R3-071321
	25.462
	28
	
	F
	7.3.0
	7.4.0
	Rel-7
	RANimp-TMA
	Assigned value for device type TMA

	R3-071620
	25.466
	12
	1
	F
	7.1.0
	7.2.0
	Rel-7
	RANimp-TMA
	Correction of return code UnsupportedValue

	R3-071652
	25.466
	11
	1
	F
	7.1.0
	7.2.0
	Rel-7
	RANimp-TMA
	Correction of procedure TMAGetSupportedNonLinearGainValues


RP-070571 CRs on 64 QAM Downlink and MIMO
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	new Vers.
	Rel
	Work item
	Title

	R3-071373
	25.423
	1303
	
	F
	7.5.0
	7.6.0
	Rel-7
	RANimp-64QAMDownlink, MIMO-IurIub
	Extension of the ranges of the MAC-hs / MAC-es Guaranteed Bit Rate IEs

	R3-071374
	25.433
	1394
	
	F
	7.5.0
	7.6.0
	Rel-7
	RANimp-64QAMDownlink, MIMO-IurIub
	Extension of the ranges of the MAC-hs / MAC-es Guaranteed Bit Rate IEs

	R3-071418
	25.423
	1311
	
	F
	7.5.0
	7.6.0
	Rel-7
	RANimp-64QamDownlink
	64QAM DL support Indicator

	R3-071641
	25.423
	1314
	1
	F
	7.5.0
	7.6.0
	Rel-7
	MIMO-IurIub
	N/M ratio for MIMO decided by the Node B

	R3-071642
	25.433
	1410
	1
	F
	7.5.0
	7.6.0
	Rel-7
	MIMO-IurIub
	N/M ratio for MIMO decided by the Node B


Note: RAN3 agreed MIMO corrections, CR 1306r2 to TS 25.423 and CR 1397r2 to TS 25.433, are presented in RP-070630
RP-070572 CRs on 16 QAM Uplink
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	new Vers.
	Rel
	Work item
	Title

	R3-071633
	25.423
	1304
	1
	F
	7.5.0
	7.6.0
	Rel-7
	RANimp-16QAMUplink
	Extension of the range of the "Reference E-TFCI Power Offset" for UL 16QAM

	R3-071634
	25.433
	1395
	1
	F
	7.5.0
	7.6.0
	Rel-7
	RANimp-16QAMUplink
	Extension of the range of the "Reference E-TFCI Power Offset" for UL 16QAM

	R3-071635
	25.423
	1305
	1
	F
	7.5.0
	7.6.0
	Rel-7
	RANimp-16QAMUplink
	Extension of the ranges of the "Maximum Number of Bits per MAC-e PDU for Non-scheduled transmission" and "E-DCH Maximum Bitrate" for UL 16QAM

	R3-071636
	25.433
	1396
	1
	F
	7.5.0
	7.6.0
	Rel-7
	RANimp-16QAMUplink
	Extension of the ranges of the "Maximum Number of Bits per MAC-e PDU for Non-scheduled transmission" and "E-DCH Maximum Bitrate" for UL 16QAM


RP-070573 CRs on Enhanced FACH and Improved Layer2
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	new Vers.
	Rel
	Work item
	Title

	R3-071482
	25.423
	1315
	
	F
	7.5.0
	7.6.0
	Rel-7
	RANimp-L2dataRates, RANimp-EnhState
	Corrections related to changes for Improved L2 and Enhanced FACH

	R3-071483
	25.433
	1411
	
	F
	7.5.0
	7.6.0
	Rel-7
	RANimp-L2dataRates, RANimp-EnhState
	Corrections related to changes for Improved L2 and Enhanced FACH

	R3-071691
	25.435
	174
	2
	F
	7.5.0
	7.6.0
	Rel-7
	RANimp-L2dataRates, RANimp-EnhState
	Corrections related to changes for Improved L2 and enhanced FACH

	R3-071692
	25.425
	119
	1
	F
	7.4.0
	7.5.0
	Rel-7
	RANimp-L2dataRates, RANimp-EnhState
	Corrections related to changes for Improved L2 and enhanced FACH

	R3-071644
	25.435
	175
	1
	F
	7.5.0
	7.6.0
	Rel-7
	RANimp-Enhstate
	Corrections/Small Improvements for Enhanced Cell_FACH

	R3-071720
	25.433
	1416
	2
	F
	7.5.0
	7.6.0
	Rel-7
	RANimp-Enhstate
	Corrections/Small Improvements for Enhanced Cell_FACH


RP-070574 CRs on MBMS Physcal Layer Enhancements
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	new Vers.
	Rel
	Work item
	Title

	R3-071391
	25.433
	1403
	
	F
	7.5.0
	7.6.0
	Rel-7
	MBMSE-RANPhysLCRTDD
	MBSFN Only Mode Capability IE in AUDIT RESPONSE message

	R3-071489
	25.433
	1414
	
	F
	7.5.0
	7.6.0
	Rel-7
	MBMSE-RANPhysFDD
	Adding unit to modulation power offset for MBSFN


RP-070575 CRs on CPC
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	new Vers.
	Rel
	Work item
	Title

	R3-071419
	25.423
	1312
	
	F
	7.5.0
	7.6.0
	Rel-7
	RANimp-CPC
	Max UE DTX Cycle Signaling Support for CPC operation

	R3-071548
	25.423
	1321
	
	F
	7.5.0
	7.6.0
	Rel-7
	RANimp-CPC
	Corrections/Small Improvements for CPC

	R3-071549
	25.433
	1417
	
	F
	7.5.0
	7.6.0
	Rel-7
	RANimp-CPC
	Corrections/Small Improvements for CPC


Note: RAN3 agreed Timing Advance Corrections for 3.84/7.68 Mcps TDD EDCH, CR 64 to TS 25.402 and CR 142 to TS 25.427, are presented in RP-070629
9.1.1
UMTS in 1500 MHz bands
RP-070576 CRs for Introduction of UMTS1500 requirement
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	new Vers.
	Rel
	Work item
	Title

	R3-071349
	25.461
	48
	
	B
	7.5.0
	8.0.0
	Rel-8
	RlnImp8-UMTS1500
	Introduction of UMTS1500 requirement

	R3-071350
	25.466
	13
	
	B
	7.1.0
	8.0.0
	Rel-8
	RlnImp8-UMTS1500
	Introduction of UMTS1500 requirement


9.4
TEI7
RP-070577 CRs (cat F) to TSs 25.305 and 25.453 on A-GPS

	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	new Vers.
	Rel
	Work item
	Title

	R2-073810
	25.305
	111
	
	F
	7.3.0
	7.4.0
	Rel-7
	TEI7
	SAS-Centric A-GPS  UE requesting additional Assistance Data

	R3-071757
	25.453
	104
	7
	F
	7.7.0
	7.8.0
	Rel-7
	TEI7
	SAS-Centric A-GPS  UE requesting additional Assistance Data


RP-070578 CRs (cat F) to TSs 25.411and 25.413
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	new Vers.
	Rel
	Work item
	Title

	R3-071447
	25.411
	17
	
	F
	7.0.0
	7.1.0
	Rel-7
	TEI7
	Update of NodeB frequency synchronization requirements at NodeB input

	R3-071538
	25.413
	932
	
	F
	7.6.0
	7.7.0
	Rel-7
	TEI7
	Correction for RNC ID

	R3-071754
	25.413
	934
	1
	F
	7.6.0
	7.7.0
	Rel-7
	TEI7
	Maximum number of Iu Signalling Connection Identifiers


RP-070579 CRs (cat F) to TSs 25.422, 25.423 and 25.453
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	new Vers.
	Rel
	Work item
	Title

	R3-071631
	25.422
	22
	1
	F
	7.0.0
	7.1.0
	Rel-7
	TEI7
	Multi-homing in IP Transport Option

	R3-071383
	25.423
	1308
	
	F
	7.5.0
	7.6.0
	Rel-7
	TEI7
	Cause value "F-DPCH Slot Format operation not supported"

	R3-071648
	25.423
	1318
	1
	F
	7.5.0
	7.6.0
	Rel-7
	TEI7
	Corrections for F-DPCH Slot Format Operation

	R3-071755
	25.423
	1317
	3
	F
	7.5.0
	7.6.0
	Rel-7
	TEI7
	Broadcasted Multiple PLMN list in RNSAP

	R3-071768
	25.423
	1316
	1
	F
	7.5.0
	7.6.0
	Rel-7
	TEI7
	Clean up of RNSAP Rel 7

	R3-071575
	25.453
	108
	
	F
	7.7.0
	7.8.0
	Rel-7
	TEI7
	Corrections for ASN.1


RP-070580 CRs (cat F) to TS 25.433
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	new Vers.
	Rel
	Work item
	Title

	R3-071388
	25.433
	1400
	
	F
	7.5.0
	7.6.0
	Rel-7
	TEI7
	Binding ID and Transport Layer Address IEs in CTrCH SETUP RESPONSE

	R3-071389
	25.433
	1401
	
	F
	7.5.0
	7.6.0
	Rel-7
	TEI7
	ToA window reconfiguration in case of transport bearer shared by several FACHs

	R3-071487
	25.433
	1412
	
	F
	7.5.0
	7.6.0
	Rel-7
	TEI7
	Removal of reference to SIB 8,9,10 

	R3-071649
	25.433
	1399
	1
	F
	7.5.0
	7.6.0
	Rel-7
	TEI7
	Transport bearer sharing for FACHs

	R3-071650
	25.433
	1402
	1
	F
	7.5.0
	7.6.0
	Rel-7
	TEI7
	Use of RSI (service impacting) for change of capabilities reported in conditional IEs

	R3-071756
	25.433
	1407
	2
	F
	7.5.0
	7.6.0
	Rel-7
	TEI7
	A small change on the configuration of MBSFN Cell Parameter ID for 1.28 Mcps TDD

	R3-071766
	25.433
	1413
	3
	F
	7.5.0
	7.6.0
	Rel-7
	TEI7
	NBAP clean up


RP-070581 CRs (cat C) to TSs 25.413, 25.423 and 25.433
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	new Vers.
	Rel
	Work item
	Title

	R3-071758
	25.413
	935
	
	C
	7.6.0
	7.7.0
	Rel-7
	TEI7
	UE Involved Relocation for source RNC not having Iu-cs UP

	R3-071763
	25.423
	1322
	2
	C
	7.5.0
	7.6.0
	Rel-7
	TEI7
	Enhancements to Macro Diversity & Cell Interference Control

	R3-071764
	25.433
	1420
	1
	C
	7.5.0
	7.6.0
	Rel-7
	TEI7
	Enhancements to Macro Diversity & Cell Interference Control


RP-070582 CRs on Improvement of Iub Efficiency for MBMS in IP RAN
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	new Vers.
	Rel
	Work item
	Title

	R3-071478
	25.434
	39
	
	F
	7.1.0
	7.2.0
	Rel-7
	TEI7
	The Improvement of Iub Efficiency for MBMS in IP RAN

	R3-071673
	25.402
	65
	1
	F
	7.3.0
	7.4.0
	Rel-7
	TEI7
	The Improvement of Iub Efficiency for MBMS in IP RAN

	R3-071677
	25.435
	173
	2
	F
	7.5.0
	7.6.0
	Rel-7
	TEI7
	The Improvement of Iub Efficiency for MBMS in IP RAN

	R3-071709
	25.433
	1409
	2
	F
	7.5.0
	7.6.0
	Rel-7
	TEI7
	The Improvement of Iub Efficiency for MBMS in IP RAN


Note: These CRs are "technically endorsed" instead of "agreed"
Note: RAN3 "technically endorsed" CRs for the Introduction of multi-frequency for 1.28Mcps TDD are presented in RP-070650:
CR 115r1 to TS 25.401, CR 1313r2 to TS 25.423, CR 72 to TS 25.430, CR1408r3 to TS 25.433, CR 172 to TS 25.435
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