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Reason for change:
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Incorrect Cell ID (tsc_CellA) is used instead of tsc_CellB in the failure path of the testcase, when the UE tries to register on Cell B.
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In the failure path where the registration on Cell B is handled, the cell ID passed to ts_IRU_RegistrationWithoutRRCConReq is changed from tsc_CellA to tsc_CellB
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2 Correction in testcase 6_2_2_2
2.1 lt_LocalTestChangeSysInfoAToA

Test step name
lt_LocalTestChangeSysInfoAToA

Reason for change
Incorrect Cell ID (tsc_CellA) is used instead of tsc_CellB in the failure path of the testcase, when the UE tries to register on Cell B.

Summary of change
The cell ID passed to ts_IRU_RegistrationWithoutRRCConReq is changed from tsc_CellA to tsc_CellB

Source of change
Modification

Before changes:
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After changes: 

Replace the tsc_CellA at the highlighted place to tsc_CellB

2.2 lt_LocalTestLoop2_ChangePwrLvl_A_ToA

Test step name
lt_LocalTestLoop2_ChangePwrLvl_A_ToA

Reason for change
Incorrect Cell ID (tsc_CellA) is used instead of tsc_CellB in the failure path of the testcase, when the UE tries to register on Cell B.

Summary of change
The cell ID passed to ts_IRU_RegistrationWithoutRRCConReq is changed from tsc_CellA to tsc_CellB

Source of change
Modification

Before changes:
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After changes: 

Replace the tsc_CellA at the highlighted place to tsc_CellB
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