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	Other comments:
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	Revised from R5-072324 with the correction of Charater Style problem


18.1.1
General information for radio bearer tests (1.28 Mcps TDD)

The purpose of these radio bearer test cases is to test properly the Reference Radio Bearer configurations included in TS34.108 [9], clause 6.11 for 1.28 Mcps TDD option. 

The applicability of radio bearer tests is dependent on the UE uplink and downlink radio access capabilities and UE support tele- and bearer-services. See TS 34.123-2, annex B for applicability of the specific test cases. 

The test procedure for radio bearer for 1.28Mcps option is identical to generic radio bearer test procedure in chap 14.

14.1.1.1 Generic radio bearer test procedure for Single RB configuration is used for generic radio bearer test procedure for single RB configuration of 1.28 Mcps TDD option.

14.1.1.2 Generic test procedure for testing multi-RB combination and simulateneous signalling is used for generic test procedure for testing multi-RB combination ans simulateneous signalling of 1.28 Mcps TDD option. 

18.1.1.1
Generic radio bearer test procedure for Single RB configuration

See 14.1.1for test procedure

18.1.1.2
Generic test procedure for testing multi-RB configuration and simulateneous signalling

See 14.1. 2 for test procedure
18.1.1.3
Generic test procedure radio bearers on MTCH
See 14.1.5 for test procedure
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