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A.3.2
HSDPA reference measurement channels for 1.28 Mcps TDD option

A.3.2.1
Reference measurement channels for 0.5 Mbps UE class

A.3.2.1.1
QPSK modulation scheme

Table A.13-1

	Parameter
	Value

	Maximum information data rate
	199.2 kbps

	RU’s allocated
	2TS（10*SF16）=20 RU/5ms

	Midamble
	144chips

	Puncturing level at code rate 1/3
	43%


<Next changed section>

A.3.2.2
Reference measurement channels for 1.1 Mbps UE class

A.3.2.2.1
QPSK modulation scheme
Reference channel in A.3.2.1.1 applies.

A.3.2.2.2
16QAM modulation scheme

Table A.13-2

	Parameter
	Value

	Maximum information data rate
	578.6 kbps

	RU’s allocated
	2TS（12*SF16）=24 RU/5ms

	Midamble
	144chips

	Puncturing level at code rate 1/3
	52%


<Next changed section>

A.3.2.3
Reference measurement channels for 1.6 Mbps UE class

A.3.2.3.1
QPSK modulation scheme
Table A.13-3

	Parameter
	Value

	Maximum information data rate
	357.4 kbps

	RU’s allocated
	3TS（10*SF16）=30 RU/5ms

	Midamble
	144chips

	Puncturing level at code rate 1/3
	52%


<Next changed section>

A.3.2.3.2
16QAM modulation scheme

Table A.13-4

	Parameter
	Value

	Maximum information data rate
	634.6 kbps

	RU’s allocated
	3TS（12*SF16）=36 RU/5ms

	Midamble
	144chips

	Puncturing level at code rate 1/3
	34%


<Next changed section>

A.3.2.4
Reference measurement channels for 2.2 Mbps UE class

A.3.2.4.1
QPSK modulation scheme
Table A.13-5

	Parameter
	Value

	Maximum information data rate
	539 kbps

	RU’s allocated
	4TS（10*SF16）=40 RU/5ms

	Midamble
	144chips

	Puncturing level at code rate 1/3
	57%


<Next changed section>

A.3.2.4.2
16QAM modulation scheme

Table A.13-6

	Parameter
	Value

	Maximum information data rate
	782.2 kbps

	RU’s allocated
	4TS（12*SF16）=48 RU/5ms

	Midamble
	144chips

	Puncturing level at code rate 1/3
	29%


<Next changed section>

A.3.2.5
Reference measurement channels for 2.8 Mbps UE class

A.3.2.5.1
QPSK modulation scheme
Table A.13-7

	Parameter
	Value

	Maximum information data rate
	621 kbps

	RU’s allocated
	5TS（10*SF16）=50 RU/5ms

	Midamble
	144chips

	Puncturing level at code rate 1/3
	53%


<Next changed section>

A.3.2.5.2
16QAM modulation scheme

Table A.13-8

	Parameter
	Value

	Maximum information data rate
	1278.6 kbps

	RU’s allocated
	5TS（12*SF16）=60 RU/5ms

	Midamble
	144chips

	Puncturing level at code rate 1/3
	45%
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