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8.3.2.2
FDD/FDD Hard Handover to inter-frequency cell

8.3.2.2.1
Definition and applicability

The hard handover delay is defined as the time from the end of the last TTI containing an RRC message implying hard handover to the transmission of the new uplink DPCCH.
The requirements and this test apply to the FDD UE.

8.3.2.2.2
Minimum requirement

The interruption time shall be less than 140 ms in CELL_DCH state in the dual carrier case. The rate of correct handovers observed during repeated tests shall be at least 90% with a confidence level of 95 %.

The hard handover delay Dhandover equals the RRC procedure delay defined in TS 25.331 clause 13.5.2 plus the interruption time stated in TS 25.133 [2] clause 5.2.2.2 as follows:

If inter-frequency hard handover is commanded and the UE needs compressed mode to perform inter-frequency measurements, the interruption time shall be less than Tinterrupt2
For Release 99, Release 4 and Release 5 Tinterrupt2 is the following equation:
Tinterrupt2 = TIU+40+50*KC+150*OC + 10*Fmax ms

For Release 6 and later releases Tinterrupt2 is the following equation:

Tinterrupt2 = TIU+ Tsync +50*KC+150*OC + 10*Fmax ms

In the interruption requirement Tinterrupt2 a cell is known if:

-
the cell has been measured by the UE during the last 5 seconds.

The phase reference is the primary CPICH.

The normative reference for this requirement is TS 25.133 [2] clauses 5.2.2 and A.5.2.2.

8.3.2.2.3
Test purpose

To verify that the UE meets the minimum requirement.

8.3.2.2.4
Method of test

8.3.2.2.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.
The test parameters are given in tables 8.3.2.2.1 to 8.3.2.2.3 below. The test consists of three successive time periods, with a time duration of T1, T2 and T3 respectively. In the measurement control information it is indicated to the UE that event-triggered reporting with Event 2C shall be used. The CPICH Ec/I0 of the best cell on the unused frequency shall be reported together with Event 2C reporting. At the start of time duration T1, the UE may not have any timing information of cell 2.

UTRAN shall send a PHYSICAL CHANNEL RECONFIGURATION with activation time "now" with one active cell, cell 2. The Physical Channel reconfiguration message shall be sent to the UE during period T2, after the UE has reported event 2C. The start of T3 is defined as the end of the last TTI containing the Physical Channel reconfiguration message.
N312 shall have the smallest possible value i.e. only one insync is required.
Table 8.3.2.2.1: General test parameters for Handover to inter-frequency cell
	Parameter
	Unit
	Value
	Comment

	DCH parameters
	
	DL and UL Reference Measurement Channel 12.2 kbps
	As specified in clause C.3.1 and C.2.1

	Power Control
	
	On
	

	Target quality value on DTCH
	BLER
	0.001
	

	Compressed mode
	
	A.22 set 1
	As specified in TS 34.121 clause C.5.

	Initial conditions
	Active cell
	
	Cell 1
	

	
	Neighbour cell
	
	Cell 2
	

	Final conditions
	Active cell
	
	Cell 2
	

	Threshold non used frequency
	dB
	-18
	Absolute Ec/I0 threshold for event 2C

	Hysteresis
	dB
	0
	

	W non-used frequency
	
	1
	Applicable for event 2C

	Time to Trigger
	ms
	0
	

	Filter coefficient
	
	0
	

	T1
	s
	5
	

	T2
	s
	≤5
	

	T3
	s
	5
	


Table 8.3.2.2.2: Cell Specific parameters for Handover to inter-frequency cell
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T3
	T1 
	T2
	T3

	UTRA RF Channel Number
	
	Channel 1
	Channel 2

	CPICH_Ec/Ior
	dB
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15

	DPCH_Ec/Ior
	dB
	Note1
	Note1
	Note3
	N/A
	N/A
	Note1

	OCNS_Ec/Ior
	dB
	Note2
	Note2
	Note2
	-0.941
	-0.941
	Note2
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	dB
	0
	-Infinity
	-1.8
	-1.8

	Îor (Note 4)
	dBm
	-70.0
	-Infinity
	-71.8
	-71.8
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	dBm/3.84 MHz
	-70

	CPICH_Ec/Io
	dB
	-13
	-Infinity
	-14

	Propagation Condition 
	
	AWGN

	NOTE 1: 
The DPCH level is controlled by the power control loop 

NOTE 2: 
The power of the OCNS channel that is added shall make the total power from the cell to be equal to Ior . 

NOTE 3: 
The DPCH may not be power controlled by the power control loop.

NOTE 4: 
The nominal Îor values, although not explicitly defined in 25.133 [2] are added here since they are implied and need to be identified so that the test equipment can be configured.


8.3.2.2.4.2
Procedure

1)
The RF parameters are set up according to T1 in table 8.3.2.2.3.

2)
The UE is switched on.

3)
A call is set up according to the test procedure specified in TS 34.108 [3] subclause 7.3.4 with Compressed mode parameters as in Table 8.3.2.2.1.  Data shall be sent on the DTCH throughout the call.

4)
SS shall transmit a MEASUREMENT CONTROL message on cell 1.

5)
5 seconds after step 4 has completed, the SS shall switch the power settings from T1 to T2 in table 8.3.2.2.3.

6)
UE shall transmit a MEASUREMENT REPORT message triggered by event 2C

7)
SS shall transmit a PHYSICAL CHANNEL RECONFIGURATION message with activation time "now". The start of T3 is defined as the end of the last TTI containing the physical channel reconfiguration message.

8)
The SS shall switch the power settings from T2 to T3 in table 8.3.2.2.3.

9)
If the UE transmits the UL DPCCH to cell 2 less than 220 ms from the beginning of time period T3 then the number of successful tests is increased by one. The UE shall transmit a PHYSICAL CHANNEL RECONFIGURATION COMPLETE message on the UL DCCH of cell 2.

10)
After 5 seconds from the beginning of time period T3, the UE is switched off. Any timing information of cell 2 is deleted in the UE.

11)
Repeat step 1-10  until the confidence level according to annex F.6.2 is achieved
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