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Agenda item 9.4
Source: 
TSG-RAN WG2.
Title:
25.306, 25.321, 25.322, 25.331 Rel-7/Rel-8 CRs on TEI7

	Title
	Spec
	CR
	Rev
	Phase
	Cat
	Version-Current
	Doc-2nd-Level
	Workitem

	Correction to Control Information transmission with two logical channels
	25.306
	0185
	-
	Rel-7
	F
	7.5.0
	R2-075341
	TEI7

	Correction to Control Information transmission with two logical channels
	25.306
	0186
	-
	Rel-8
	A
	8.0.0
	R2-075342
	TEI7

	Reassembly Unit
	25.321
	0371
	-
	Rel-7
	D
	7.6.0
	R2-075334
	TEI7

	Correction to Control Information transmission with two logical channels
	25.322
	0315
	-
	Rel-7
	F
	7.4.0
	R2-075343
	TEI7

	UE Waiting during Cell Update Procedure
	25.331
	3142
	2
	Rel-7
	F
	7.6.0
	R2-075298
	TEI7

	UE Waiting during Cell Update Procedure
	25.331
	3143
	-
	Rel-8
	A
	8.0.0
	R2-075425
	TEI7

	Correction for radio bearer mapping for FDD
	25.331
	3144
	1
	Rel-7
	F
	7.6.0
	R2-075445
	TEI7

	Correction for radio bearer mapping for FDD
	25.331
	3145
	1
	Rel-8
	A
	8.0.0
	R2-075446
	TEI7

	Clarification that “Default DPCH offset value” is required for FACH->DCH reconfiguration
	25.331
	3189
	-
	Rel-7
	F
	7.6.0
	R2-075335
	TEI7

	Clarification that “Default DPCH offset value” is required for FACH->DCH reconfiguration
	25.331
	3190
	-
	Rel-8
	A
	8.0.0
	R2-075336
	TEI7

	Correction to Control Information transmission with two logical channels
	25.331
	3195
	-
	Rel-7
	F
	7.6.0
	R2-075345
	TEI7

	Correction to Control Information transmission with two logical channels
	25.331
	3196
	-
	Rel-8
	A
	8.0.0
	R2-075346
	TEI7

	Some editorial corrections on Multi-carriers for LCR TDD
	25.331
	3197
	-
	Rel-7
	F
	7.6.0
	R2-075350
	TEI7

	Some editorial corrections on Multi-carriers for LCR TDD
	25.331
	3198
	-
	Rel-8
	A
	8.0.0
	R2-075351
	TEI7

	MBMS Common Physical Channels limitation
	25.331
	3202
	1
	Rel-7
	C
	7.6.0
	R2-075423
	TEI7

	MBMS Common Physical Channels limitation
	25.331
	3203
	1
	Rel-8
	C
	8.0.0
	R2-075424
	TEI7

	Disable reselection to the original RAT when UE receives RRC CONNECTION REJECT
	25.331
	3216
	-
	Rel-7
	F
	7.6.0
	R2-075417
	TEI7

	Disable reselection to the original RAT when UE receives RRC CONNECTION REJECT
	25.331
	3217
	-
	Rel-8
	A
	8.0.0
	R2-075418
	TEI7

	Delta T2TP Parameter
	25.331
	3224
	-
	Rel-7
	F
	7.6.0
	R2-075496
	TEI7

	Delta T2TP Parameter
	25.331
	3225
	-
	Rel-8
	A
	8.0.0
	R2-075497
	TEI7
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