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1. Proposed Change
6C.3
Discontinuous downlink reception

The HS-SCCH reception pattern is derived from a discontinuous reception subframe numbering as follows.

The discontinuous HS-SCCH reception subframe numbering is such that:

-
A HS-SCCH discontinuous reception radio frame is 10 ms long and is indexed using CFN_DRX.

-
The start of the HS-SCCH discontinuous reception radio frame of CFN_DRX n is aligned with the start of the HS-SCCH subframe that starts (DRX chips after the start of the associated downlink F-DPCH of CFN n where 
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-
The HS-SCCH subframe S_DRX=0 is aligned with the start of the HS-SCCH discontinuous reception radio frame. The HS-SCCH subframes are numbered S_DRX=0 to S_DRX=4.

-
The HS-PDSCH discontinuous reception radio frame of CFN_DRX n starts (HS-PDSCH chips after the start of the HS-SCCH discontinuous reception radio frame of CFN_DRX n. The HS-PDSCH subframe S_DRX=0 is aligned with the start of the HS-PDSCH discontinuous reception radio frame. The HS-PDSCH subframes are numbered S_DRX=0 to S_DRX=4.

-
The HS-DPCCH discontinuous transmission radio frame of CFN_DRX n starts at the HS-DPCCH subframe boundary closest in time to 1280 chips after the start of the HS-SCCH discontinuous reception radio frame of CFN_DRX n as received at the UE. The HS-DPCCH subframe S_DRX=0 is aligned with the start of the HS-DPCCH discontinuous transmission radio frame. The HS-DPCCH subframes are numbered S_DRX=0 to S_DRX=4.

The HS-SCCH reception pattern is the set of subframes whose HS-SCCH discontinuous reception radio frame number CFN_DRX and subframe number S_DRX verify:

((5*CFN_DRX - UE_DTX_DRX_Offset + S_DRX ) MOD UE_DRX cycle) = 0

When DL_DRX_Active is FALSE (see section 6C), the UE shall monitor and receive all downlink physical channels continuously.

When DL_DRX_Active is TRUE (see section 6C), the UE shall continue to receive F-DPCH as described in sub-clause 5.1 and the UE need not receive physical downlink channels other than the F-DPCH except for the following cases:

1. The UE shall receive E-HICH (sub-)frame corresponding to an E-DCH transmission as specified in subclause 6B.

2. The UE shall monitor the HS-SCCH subframes in the HS-SCCH reception pattern.

3. The UE shall receive an HS-PDSCH subframe as specified in sub-clause 6A.

4. The UE has received an HS-SCCH or an HS-PDSCH subframe during the last Inactivity_Threshold_for_UE_DRX_cycle subframes which was not an HS-SCCH order.
5. The UE shall monitor the full E-AGCH transmission from the serving E-DCH cell in the following cases:

· If UE_DRX_Grant_Monitoring is TRUE and the start of the E-AGCH transmission overlaps with an HS-SCCH reception subframe as defined in the HS-SCCH reception pattern,

· When conditions defined in subclause 11.8.1.8 of [9] are fulfilled.

6. The UE shall monitor the full E-RGCH transmissions from cells in the serving E-DCH radio link set in the following cases:

· If UE_DRX_Grant_Monitoring is TRUE and the start of the E-RGCH transmission overlaps with an HS-SCCH reception subframe as defined in the HS-SCCH reception pattern,.

· When conditions defined in subclause 11.8.1.8 of [9] are fulfilled.

7. The UE shall monitor the full E-RGCH(s) from all the other cells in the E-DCH active set, except from the cells in the serving E-DCH radio link set, in the following case:
· When conditions defined in subclause 11.8.1.8 of [9] are fulfilled.
The HS-SCCH reception pattern is illustrated by Figure 2C for a 2ms E-DCH TTI. The grey subframes correspond to the HS-SCCH reception pattern UE_DRX_cycle=4.

2. Reference [9] in 25.214 

11.8.1.8

Monitoring of Absolute and Relative Grant Channels

When the DRX feature is enabled by higher layers, and in addition to the conditions defined in subclause 6C.3 of [13] the downlink reception of E-AGCH and E-RGCH sets is required in the following conditions:

-
At least one MAC-d flow is configured with a scheduled transmission and TEBS > 0 or;

-
a scheduled E-DCH transmission has been performed in any of the Inactivity Threshold for UE Grant Monitoring previous TTIs or;

-
the E-AGCH and E-RGCH commands overlap with an E-HICH corresponding to a scheduled E-DCH transmission. 
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