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Summary of main RAN2 open issues
Control plane

System information: 
· Support for Concatenation; Mapping of SIBs to SUs; MIB content; SIB / SU content; which SIBs shall be acquired when
RRC connection (re-) establishment:
· Especially RRC connection re-establishment details missing (e.g. how to continue RB’s)
RRC connection reconfiguration: 
· Details to be completed, including failure handling
Measurements: 
· Structure of the measurement configuration information; support for inter-freq/RAT measurement without measurement gap pattern

Bearer management: 
· Detailed parameters to be configured per RB; need for preconfiguration; Control signaling for semi-persistent allocations

Handovers (both intra-LTE and inter-RAT): 
· Details to be completed for both intra-LTE (e.g. what UE specific RRM information at handover) and inter-RAT handovers (detailed signaling aspects, security handling)
Security 

· what parameters need to be exchanged between UE and network at IDLE->CONNECTED and handover (SA3 input requested)
Protocol data units, formats and parameters: 
· Completion of message definitions

· Details for IE definitions 

RRC specification aspects: 
· Discussion ongoing about the structure of the procedural definition 
· ASN.1 (including discussion on specification approach)
· RRC Failure handling (in how much detail should it be specified)
Idle mode mobility

· Inter-freq cell reselection: how to handle equal priority layers. Need for load control info ?
· Inter-RAT cell reselection: detailed aspects of priority scheme

· Paging: detailed paging DRX formulas

· Speed dependant cell reselection details
Unicast user plane

· QOS handling (input from SA2 requested on priority/PBR)
· Detailed aspects related to RACH, Buffer Status Reporting, Semi-persistent scheduling

· SDU discard (input from SA2/SA4 requested)
· Need for RLC reset

MBMS

· SA2 status to be verified

· Need for MICH

· MCCH messages, message structure/contents

· Structure of scheduling information at MSAP occasion

· User plane stage-3

Closed Subscriber Groups
· Stage-2 aspects: handling of distributed CSG deployments (“Case D”)
· Stage-3 description
