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7.3.3 Approval of CRs to Rel-99, Rel-4, Rel-5, Rel-6 and Rel-7 with linked CRs
RP-080176: REL-6 CRs for EDCH for 25.301 and 25.321 (incl. cat. A CRs)
	RAN2 Tdoc
	Title
	Source
	Spec
	current spec version
	CR #
	rev
	cat.
	Release
	SI/WI

	R2-081247
	Correction of figures
	Nokia, Nokia Siemens Networks
	25.301
	6.5.0
	0093
	-
	F
	REL-6
	EDCH

	R2-081248
	Correction of figures
	Nokia, Nokia Siemens Networks
	25.301
	7.3.0
	0094
	-
	A
	REL-7
	EDCH

	R2-081249
	Correction of figures
	Nokia, Nokia Siemens Networks
	25.301
	8.0.0
	0095
	-
	A
	REL-8
	EDCH

	R2-081243
	Correction to UTRAN side MAC-e depiction
	Samsung
	25.321
	6.14.0
	0382
	-
	F
	REL-6
	EDCH

	R2-081244
	Correction to UTRAN side MAC-e depiction
	Samsung
	25.321
	7.7.0
	0383
	-
	A
	REL-7
	EDCH

	R2-081245
	Correction to UTRAN side MAC-e depiction
	Samsung
	25.321
	8.0.0
	0384
	-
	A
	REL-8
	EDCH


RP-080177:REL-6 CRs for MBMS for 25.304, 25.346 and 25.321 (incl. cat. A CRs)

	RAN2 Tdoc
	Title
	Source
	Spec
	current spec version
	CR #
	rev
	cat.
	Release
	SI/WI

	R2-081237
	Clarification on Treselection for MBMS
	Ericsson
	25.304
	6.9.0
	0162
	1
	F
	REL-6
	MBMS-RAN

	R2-081238
	Clarification on Treselection for MBMS
	Ericsson
	25.304
	7.4.0
	0163
	1
	A
	REL-7
	MBMS-RAN

	R2-081239
	Clarification on Treselection for MBMS
	Ericsson
	25.304
	8.0.0
	0164
	1
	A
	REL-8
	MBMS-RAN

	R2-081240
	L2-combining in MBMS CURRENT CELL P-T-M RB INFORMATION message
	Ericsson
	25.331
	6.16.0
	3248
	-
	F
	REL-6
	MBMS-RAN

	R2-081241
	L2-combining in MBMS CURRENT CELL P-T-M RB INFORMATION message
	Ericsson
	25.331
	7.7.0
	3249
	-
	A
	REL-7
	MBMS-RAN

	R2-081242
	L2-combining in MBMS CURRENT CELL P-T-M RB INFORMATION message
	Ericsson
	25.331
	8.1.0
	3250
	-
	A
	REL-8
	MBMS-RAN

	R2-080773
	Correction on Frequency Layer Dispersion (FLD) in MBMS stage 2
	Ericsson
	25.346
	6.12.0
	0038
	-
	F
	REL-6
	MBMS-RAN

	R2-080774
	Correction on Frequency Layer Dispersion (FLD) in MBMS stage 2
	Ericsson
	25.346
	7.6.0
	0039
	-
	A
	REL-7
	MBMS-RAN

	R2-080775
	Correction on Frequency Layer Dispersion (FLD) in MBMS stage 2
	Ericsson
	25.346
	8.0.0
	0040
	-
	A
	REL-8
	MBMS-RAN


RP-080178: REL-6 TEI CRs to 25.322 and 25.331 (incl. cat. A CRs)
	RAN2 Tdoc
	Title
	Source
	Spec
	current spec version
	CR #
	rev
	cat.
	Release
	SI/WI

	R2-081186
	25.322 CR317 REL-6 on Correction to Reception of UM RLC
	LG Electronics Inc.
	25.322
	6.10.0
	0317
	-
	F
	REL-6
	TEI6

	R2-081187
	25.322 CR318 REL-7 on Correction to Reception of UM RLC
	LG Electronics Inc.
	25.322
	7.5.0
	0318
	-
	A
	REL-7
	TEI6

	R2-081188
	25.322 CR319 REL-8 on Correction to Reception of UM RLC
	LG Electronics Inc.
	25.322
	8.0.0
	0319
	-
	A
	REL-8
	TEI6

	R2-080776
	Clarification on MAX_CID
	Ericsson
	25.331
	6.16.0
	3229
	-
	F
	REL-6
	TEI6

	R2-080777
	Clarification on MAX_CID
	Ericsson
	25.331
	7.7.0
	3230
	-
	A
	REL-7
	TEI6

	R2-080778
	Clarification on MAX_CID
	Ericsson
	25.331
	8.1.0
	3231
	-
	A
	REL-8
	TEI6

	R2-081291
	Correction to default configuration 17
	Qualcomm Europe
	25.331
	6.16.0
	3268
	-
	F
	REL-6
	TEI6

	R2-081292
	Correction to default configuration 17
	Qualcomm Europe
	25.331
	7.7.0
	3269
	-
	A
	REL-7
	TEI6

	R2-081293
	Correction to default configuration 17
	Qualcomm Europe
	25.331
	8.1.0
	3270
	-
	A
	REL-8
	TEI6


RP-080179: REL-6 only TEI CR to 25.331 on Correction to SIB extension multiplexing
	RAN2 Tdoc
	Title
	Source
	Spec
	current spec version
	CR #
	rev
	cat.
	Release
	SI/WI

	R2-081250
	Correction to SIB extension multiplexing
	Qualcomm Europe
	25.331
	6.16.0
	3251
	-
	F
	REL-6
	TEI6


Note: Since the change is already covered in Rel-7/Rel-8 no cat.A CRs were needed.
RP-080180: REL-7 MBMS related CRs to 25.346 (incl. cat.A CR) and 25.993
	RAN2 Tdoc
	Title
	Source
	Spec
	current spec version
	CR #
	rev
	cat.
	Release
	SI/WI

	R2-081191
	Clarification of FLC flag in MBMS stage 2
	Ericsson
	25.346
	7.6.0
	0041
	1
	F
	REL-7
	MBMS-RAN

	R2-081192
	Clarification of FLC flag in MBMS stage 2
	Ericsson
	25.346
	8.0.0
	0042
	1
	A
	REL-8
	MBMS-RAN

	R2-081246
	RAB combinations MBMS PTP on DPCH
	Ericsson
	25.993
	7.5.0
	0108
	-
	F
	REL-7
	MBMS-RAN


Note: No Rel-8 cat. A CR needed for 25.993 since there is no Rel-8 version.

RP-080181:REL-7 25.331 MBMS enhancement CR (incl. cat.A CR) on Use of “Cell selection and re-selection info” in the case that a cell is providing MBSFN only service
	RAN2 Tdoc
	Title
	Source
	Spec
	current spec version
	CR #
	rev
	cat.
	Release
	SI/WI

	R2-080685
	Use of cell selection and reslection info in the case that a cell is providing MBSFN only service
	IPWireless, NextWave
	25.331
	7.7.0
	3244
	-
	F
	REL-7
	MBMSE-RANPhysFDD,
MBMSE-RANPhysTDD,
MBMSE-RANPhysLCRTDD

	R2-080686
	Use of cell selection and reselection info in the case that a cell is providing MBSFN only service
	IPWireless, NextWave
	25.331
	8.1.0
	3245
	-
	A
	REL-8
	MBMSE-RANPhysFDD,
MBMSE-RANPhysTDD,
MBMSE-RANPhysLCRTDD


RP-080182: REL-7 25.331 CR (incl. cat.A CR) on Supporting multi-frequency for 1.28 Mcps TDD MBMS
	RAN2 Tdoc
	Title
	Source
	Spec
	current spec version
	CR #
	rev
	cat.
	Release
	SI/WI

	R2-081265
	Supporting multi-frequency for 1.28 Mcps TDD MBMS
	TD Tech Ltd.
	25.331
	7.7.0
	3258
	-
	B
	REL-7
	MBMSE-RANPhysLCRTDD

	R2-081266
	Supporting multi-frequency for 1.28 Mcps TDD MBMS
	TD Tech Ltd.
	25.331
	8.1.0
	3259
	-
	B
	REL-8
	MBMSE-RANPhysLCRTDD


RP-080183: REL-7 CR to 25.999 from RAN3 on on Introduction of new Configuration Rule for Extended RNC ID Scheme

	RAN2 Tdoc
	Title
	Source
	Spec
	current spec version
	CR #
	rev
	cat.
	Release
	SI/WI

	R2-081386
	25.999 REL-7 CR0001 on Introduction of new Configuration Rule for Extended RNC ID Scheme
	RAN3
	25.999
	7.0.1
	0001
	-
	F
	REL-7
	RANFS-HSPAEvo


Note:
R2-081386 was provided via the RAN2 reflector for comments before RAN #39.


Following the comments provided, a company contribution is provided to RAN #39 in:

RP-080116 CR0001r1 to 25.999 v7.0.1

with the intention to replace the CR shown above in Tdoc RP-080183.

For 25.999 there is no Rel-8 version.

RP-080184: REL-7 CRs (incl. cat.A CRs) to 25.319, 25.321 and 25.331 for 3.84/7.68 Mcps TDD E-DCH
	RAN2 Tdoc
	Title
	Source
	Spec
	current spec version
	CR #
	rev
	cat.
	Release
	SI/WI

	R2-081279
	Transmission and reliability of scheduling information for 3.84/7.68 Mcps TDD E-DCH
	IPWireless, NextWave
	25.319
	7.4.0
	0012
	-
	F
	REL-7
	RANimp-VHCRTDD-EDCH, EDCHTDD

	R2-081280
	Transmission and reliability of scheduling information for 3.84/7.68 Mcps TDD E-DCH
	IPWireless, NextWave
	25.319
	8.0.0
	0013
	-
	A
	REL-8
	RANimp-VHCRTDD-EDCH, EDCHTDD

	R2-081281
	Persistence scaling values and scheduling information for 3.84/7.68 Mcps TDD E-DCH
	IPWireless, NextWave
	25.321
	7.7.0
	0391
	-
	F
	REL-7
	RANimp-VHCRTDD-EDCH, EDCHTDD

	R2-081282
	Persistence scaling values and scheduling information for 3.84/7.68 Mcps TDD E-DCH
	IPWireless, NextWave
	25.321
	8.0.0
	0392
	-
	A
	REL-8
	RANimp-VHCRTDD-EDCH, EDCHTDD

	R2-081283
	Persistence scaling values for 3.84/7.68 Mcps TDD E-DCH
	IPWireless, NextWave
	25.331
	7.7.0
	3266
	-
	F
	REL-7
	RANimp-VHCRTDD-EDCH, EDCHTDD

	R2-081284
	Persistence scaling values for 3.84/7.68 Mcps TDD E-DCH
	IPWireless, NextWave
	25.331
	8.1.0
	3267
	-
	A
	REL-8
	RANimp-VHCRTDD-EDCH, EDCHTDD


RP-080185: REL-7 25.306, 25.319, 25.321, 25.331 CRs (incl. cat.A CRs) for enhanced UL for 1.28Mcps TDD
	RAN2 Tdoc
	Title
	Source
	Spec
	current spec version
	CR #
	rev
	cat.
	Release
	SI/WI

	R2-081267
	Clarification of uplink multicode capability for 1.28Mcps TDD
	CATT, ZTE, Spreadtrum Communications
	25.306
	7.6.0
	0189
	-
	F
	REL-7
	LCRTDD-EDCH-L23

	R2-081268
	Clarification of uplink multicode capability for 1.28Mcps TDD
	CATT, ZTE, Spreadtrum Communications
	25.306
	8.1.0
	0190
	-
	A
	REL-8
	LCRTDD-EDCH-L23

	R2-081269
	Clarification of Absolute Grant value for TDD E-DCH
	CATT, ZTE
	25.319
	7.4.0
	0010
	-
	F
	REL-7
	LCRTDD-EDCH-L23

	R2-081270
	Clarification of Absolute Grant value for TDD E-DCH
	CATT, ZTE
	25.319
	8.0.0
	0011
	-
	A
	REL-8
	LCRTDD-EDCH-L23

	R2-081321
	Clarification of SI transmission priority over Non-scheduled MAC-e PDU
	TD Tech Ltd.
	25.321
	7.7.0
	0398
	-
	F
	REL-7
	LCRTDD-EDCH-L23

	R2-081322
	Clarification of SI transmission priority over Non-scheduled MAC-e PDU
	TD Tech Ltd.
	25.321
	8.0.0
	0399
	-
	A
	REL-8
	LCRTDD-EDCH-L23

	R2-081277
	Clarification of Scheduling Infomation Fields for TDD E-DCH
	CATT, TD-TECH, ZTE
	25.321 
	7.7.0
	0389
	-
	F
	REL-7
	LCRTDD-EDCH-L23

	R2-081278
	Clarification of Scheduling Infomation Fields for TDD E-DCH
	CATT, TD-TECH, ZTE
	25.321
	8.0.0
	0390
	-
	A
	REL-8
	LCRTDD-EDCH-L23

	R2-081271
	Modification of variable E_DCH_TRANSMISSION setting
	CATT, TD-TECH, ZTE
	25.331
	7.7.0
	3260
	-
	F
	REL-7
	LCRTDD-EDCH-L23

	R2-081272
	Modification of variable E_DCH_TRANSMISSION setting
	CATT, TD-TECH, ZTE
	25.331
	8.1.0
	3261
	-
	A
	REL-8
	LCRTDD-EDCH-L23

	R2-081273
	Correction and Clarification of  non-scheduled E-PUCH allocation for LCR TDD
	CATT, ZTE
	25.331
	7.7.0
	3262
	-
	F
	REL-7
	LCRTDD-EDCH-L23

	R2-081274
	Correction and Clarification of  non-scheduled E-PUCH allocation for LCR TDD
	CATT, ZTE
	25.331
	8.1.0
	3263
	-
	A
	REL-8
	LCRTDD-EDCH-L23

	R2-081275
	Modifications on the values of T-RUCCH timer for LCR TDD
	CATT, ZTE
	25.331
	7.7.0
	3264
	-
	F
	REL-7
	LCRTDD-EDCH-L23

	R2-081276
	Modifications on the values of T-RUCCH timer for LCR TDD
	CATT, ZTE
	25.331
	8.1.0
	3265
	-
	A
	REL-8
	LCRTDD-EDCH-L23


RP-080186 REL-7 25.331 CRs (incl. cat.A CRs) on MIMO

	RAN2 Tdoc
	Title
	Source
	Spec
	current spec version
	CR #
	rev
	cat.
	Release
	SI/WI

	R2-081007
	Correction to conditions for setting MIMO_STATUS variable
	Qualcomm Europe
	25.331
	7.7.0
	3240
	-
	F
	REL-7
	MIMO-L23

	R2-081008
	Correction to conditions for setting MIMO_STATUS variable
	Qualcomm Europe
	25.331
	8.1.0
	3241
	-
	A
	REL-8
	MIMO-L23

	R2-081312
	Correction to MIMO with the message PHYSICAL CHANNEL RECONFIGURATION
	ASUSTeK
	25.331
	7.7.0
	3256
	1
	F
	REL-7
	MIMO-L23

	R2-081313
	Correction to MIMO with the message PHYSICAL CHANNEL RECONFIGURATION
	ASUSTeK
	25.331
	8.1.0
	3257
	1
	A
	REL-8
	MIMO-L23


RP-080187: REL-7 25.321 CR (incl. cat.A CRs) on Definition of Default-SG-in-DTX-Cycle-2
	RAN2 Tdoc
	Title
	Source
	Spec
	current spec version
	CR #
	rev
	cat.
	Release
	SI/WI

	R2-081289
	Definition of Default-SG-in-DTX-Cycle-2
	Nokia, Nokia Siemens Networks
	25.321
	7.7.0
	0395
	-
	F
	REL-7
	RANimp-CPC

	R2-081290
	Definition of Default-SG-in-DTX-Cycle-2
	Nokia, Nokia Siemens Networks
	25.321
	8.0.0
	0396
	-
	A
	REL-8
	RANimp-CPC


RP-080188: REL-7 25.306 & 25.331 CRs (incl. cat.A CRs) on 64QAM for HSDPA (FDD)
	RAN2 Tdoc
	Title
	Source
	Spec
	current spec version
	CR #
	rev
	cat.
	Release
	SI/WI

	R2-081309
	Code rate limitations for HS-DSCH UE cat 13 and 15
	Ericsson
	25.306
	7.6.0
	0191
	-
	F
	REL-7
	RANimp-64QamDownlink

	R2-081310
	Code rate limitations for HS-DSCH UE cat 13 and 15
	Ericsson
	25.306
	8.1.0
	0192
	-
	A
	REL-8
	RANimp-64QamDownlink

	R2-080781
	Correction to HS-SCCH numbering assumption for 64QAM encoding
	Ericsson
	25.331
	7.7.0
	3242
	-
	F
	REL-7
	RANimp-64QamDownlink

	R2-080782
	Correction to HS-SCCH numbering assumption for 64QAM encoding
	Ericsson
	25.331
	8.1.0
	3243
	-
	A
	REL-8
	RANimp-64QamDownlink


RP-080189: REL-7 25.321 and 25.331 CRs (incl. cat.A CRs) for Enhanced CELL_FACH state in FDD
	RAN2 Tdoc
	Title
	Source
	Spec
	current spec version
	CR #
	rev
	cat.
	Release
	SI/WI

	R2-080837
	Inconsistency of MAC header when BCCH mapped to HS-DSCH
	Huawei
	25.321
	7.7.0
	0373
	-
	F
	REL-7
	RANimp-EnhState

	R2-080838
	Inconsistency of MAC header when BCCH mapped to HS-DSCH
	Huawei
	25.321
	8.0.0
	0374
	-
	A
	REL-8
	RANimp-EnhState

	R2-081103
	Correction to the operation of the timer Treset
	ASUSTeK
	25.321
	7.7.0
	0375
	-
	F
	REL-7
	RANimp-EnhState

	R2-081104
	Correction to the operation of the timer Treset
	ASUSTeK
	25.321
	8.0.0
	0376
	-
	A
	REL-8
	RANimp-EnhState

	R2-080835
	FACH measurement occasion Calculation
	Huawei
	25.331
	7.7.0
	3232
	-
	F
	REL-7
	RANimp-EnhState

	R2-080836
	FACH measurement occasion Calculation
	Huawei
	25.331
	8.1.0
	3233
	-
	A
	REL-8
	RANimp-EnhState

	R2-080842
	Synchronised modification of system information blocks
	Huawei
	25.331
	7.7.0
	3236
	-
	F
	REL-7
	RANimp-EnhState

	R2-080843
	Synchronised modification of system information blocks
	Huawei
	25.331
	8.1.0
	3237
	-
	A
	REL-8
	RANimp-EnhState

	R2-080844
	Clarification on “Default DPCH offset value”
	Huawei
	25.331
	7.7.0
	3234
	-
	F
	REL-7
	RANimp-EnhState

	R2-080845
	Clarification on “Default DPCH offset value”
	Huawei
	25.331
	8.1.0
	3235
	-
	A
	REL-8
	RANimp-EnhState

	R2-080870
	Clarification on “Measured Results on RACH” in enhanced CELL_FACH
	Huawei
	25.331
	7.7.0
	3238
	-
	F
	REL-7
	RANimp-EnhState

	R2-080872
	Clarification on “Measured Results on RACH” in enhanced CELL_FACH
	Huawei
	25.331
	8.1.0
	3239
	-
	A
	REL-8
	RANimp-EnhState

	R2-081251
	Traffic volum measurement for CELL_PCH UE
	Huawei
	25.331
	7.7.0
	3252
	-
	F
	REL-7
	RANimp-EnhState

	R2-081252
	Traffic volum measurement for CELL_PCH UE
	Huawei
	25.331
	8.1.0
	3253
	-
	A
	REL-8
	RANimp-EnhState


RP-080190: REL-7 CRs to 25.308, 25.321, 25.322, 25.331 (incl. cat.A CRs) on Improved L2 support for high data rates plus 25.993 REL-7 CR
	RAN2 Tdoc
	Title
	Source
	Spec
	current spec version
	CR #
	rev
	cat.
	Release
	SI/WI

	R2-081261
	Correction of figure on UE side MAC architecture/MAC-ehs details
	Nokia Corporation, Nokia Siemens Networks
	25.308
	7.5.0
	0028
	-
	F
	REL-7
	RANimp-L2dataRates

	R2-081262
	Correction of figure on UE side MAC architecture/MAC-ehs details
	Nokia Corporation,Nokia Siemens Networks
	25.308
	8.0.0
	0029
	-
	A
	REL-8
	RANimp-L2dataRates

	R2-081255
	Support of octet aligned HS-DSCH transport block sizes for non-64QAM
	Ericsson
	25.321
	7.7.0
	0385
	-
	F
	REL-7
	RANimp-L2dataRates

	R2-081256
	Support of octet aligned HS-DSCH transport block sizes for non-64QAM
	Ericsson
	25.321
	8.0.0
	0386
	-
	A
	REL-8
	RANimp-L2dataRates

	R2-081259
	transmission scheduling in MAC-ehs entity
	Huawei, Qualcomm Europe
	25.321
	7.7.0
	0387
	-
	F
	REL-7
	RANimp-L2dataRates

	R2-081260
	transmission scheduling in MAC-ehs entity
	Huawei, Qualcomm Europe
	25.321
	8.0.0
	0388
	-
	A
	REL-8
	RANimp-L2dataRates

	R2-081285
	Editorial corrections to MAC-ehs
	Samsung
	25.321
	7.7.0
	0393
	-
	F
	REL-7
	RANimp-L2dataRates

	R2-081286
	Editorial corrections to MAC-ehs
	Samsung
	25.321
	8.0.0
	0394
	-
	A
	REL-8
	RANimp-L2dataRates

	R2-081393
	Correction to the RLC RESET and RESET ACK PDU with flexible RLC PDU size
	Ericsson
	25.322
	7.5.0
	0325
	-
	F
	REL-7
	RANimp-L2dataRates

	R2-081394
	Correction to the RLC RESET and RESET ACK PDU with flexible RLC PDU size
	Ericsson
	25.322
	8.0.0
	0326
	-
	A
	REL-8
	RANimp-L2dataRates

	R2-081257
	Support of octet aligned HS-DSCH transport block sizes for non-64QAM
	Ericsson
	25.331
	7.7.0
	3254
	-
	C
	REL-7
	RANimp-L2dataRates

	R2-081258
	Support of octet aligned HS-DSCH transport block sizes for non-64QAM
	Ericsson
	25.331
	8.1.0
	3255
	-
	C
	REL-8
	RANimp-L2dataRates

	R2-081254
	RB combinations for flexible PDU sizes and MAC-ehs
	Ericsson
	25.993
	7.5.0
	0107
	1
	F
	REL-7
	RANimp-L2dataRates


Note: No Rel-8 cat. A CR needed for 25.993 since there is no Rel-8 version.

RP-080191: REL-7 TEI CRs to 25.322 and 25.331
	RAN2 Tdoc
	Title
	Source
	Spec
	current spec version
	CR #
	rev
	cat.
	Release
	SI/WI

	R2-081295
	Proposed CR to 25.322 [Rel-7] Correction to Control Information transmission
	LG Electronics Inc., SAMSUNG
	25.322
	7.5.0
	0320
	-
	F
	REL-7
	TEI7

	R2-081296
	Proposed CR to 25.322 [Rel-8 Shadow] Correction to Control Information transmission
	LG Electronics Inc., SAMSUNG
	25.322
	8.0.0
	0321
	-
	A
	REL-8
	TEI7

	R2-081297
	Poll SUFI and Status Reporting
	Samsung
	25.322
	7.5.0
	0322
	-
	F
	REL-7
	TEI7

	R2-081298
	Poll SUFI and Status Reporting
	Samsung
	25.322
	8.0.0
	0323
	-
	A
	REL-8
	TEI7

	R2-081235
	Corrections due to the RRC Rel-7 ASN.1 review
	Ericsson
	25.331
	7.7.0
	3246
	-
	F
	REL-7
	TEI7

	R2-081236
	Corrections due to the RRC Rel-7 ASN.1 review
	Ericsson
	25.331
	8.1.0
	3247
	-
	A
	REL-8
	TEI7


8.1.4 3G Long Term Evolution: Radio Interface Layer 2 and 3 Protocol Aspects
RP-080192: REL-8 CRs to 36.300 from RAN2 and RAN3
	RAN2 Tdoc
	Title
	Source
	Spec
	current spec version
	CR #
	rev
	cat.
	Release
	SI/WI

	R2-081372
	CR to 36.300 on NAS States, Persistent Scheduling, C-RNTI Allocation at Handover…
	NSN
	36.300
	8.3.0
	0010
	-
	F
	REL-8
	LTE-L23

	R2-081387
	RAN3 corrections to 36.300 (CR0011)
	RAN3
	36.300
	8.3.0
	0011
	-
	F
	REL-8
	LTE-interfaces


Note:
R2-081387 was made available for comments via RAN2 reflector after RAN3 agreement and RAN2 meeting #61.

No comments were raised so the CR is provided to RAN #39 for approval.

RP-080193: REL-8 CR to 36.304

	RAN2 Tdoc
	Title
	Source
	Spec
	current spec version
	CR #
	rev
	cat.
	Release
	SI/WI

	R2-081373
	CR to 36.304 on Miscellaneous corrections
	Nokia
	36.304
	8.0.0
	0001
	1
	F
	REL-8
	LTE-L23


RP-080194: REL-8 CR to 36.306
	RAN2 Tdoc
	Title
	Source
	Spec
	current spec version
	CR #
	rev
	cat.
	Release
	SI/WI

	R2-081388
	CR to 36.306 with Update to E-UTRA UE capabilities
	Motorola
	36.306
	8.0.0
	0001
	1
	F
	REL-8
	LTE-L23


RP-080195: REL-8 CR to 36.321
	RAN2 Tdoc
	Title
	Source
	Spec
	current spec version
	CR #
	rev
	cat.
	Release
	SI/WI

	R2-081389
	CR to 36.321 with E-UTRA MAC protocol specification update
	Ericsson, Qualcomm
	36.321
	8.0.0
	0001
	-
	F
	REL-8
	LTE-L23


Note: See also company contributions RP-080130 and its update RP-080162 which intend to replace this CR.
RP-080196: REL-8 CR to 36.322
	RAN2 Tdoc
	Title
	Source
	Spec
	current spec version
	CR #
	rev
	cat.
	Release
	SI/WI

	R2-081376
	CR0001 for TS 36.322 E-UTRA RLC
	NTT
	36.322
	8.0.0
	0001
	-
	F
	REL-8
	LTE-L23


RP-080197: REL-8 CR to 36.323
	RAN2 Tdoc
	Title
	Source
	Spec
	current spec version
	CR #
	rev
	cat.
	Release
	SI/WI

	R2-081390
	CR to 36.323 with Update of E-UTRAN PDCP specification
	LG
	36.323
	8.0.0
	0001
	-
	F
	REL-8
	LTE-L23


RP-080198: REL-8 CR to 36.331

	RAN2 Tdoc
	Title
	Source
	Spec
	current spec version
	CR #
	rev
	cat.
	Release
	SI/WI

	R2-081378
	CR to 36.331 with Miscellaneous corrections
	Samsung
	36.331
	8.0.0
	0001
	2
	F
	REL-8
	LTE-L23


Note: See also company contributions RP-080131 and its update RP-080163 which intend to replace this CR.

RP-080199: REL-8 CR to 36.331 on ASN.1
	RAN2 Tdoc
	Title
	Source
	Spec
	current spec version
	CR #
	rev
	cat.
	Release
	SI/WI

	R2-081379
	CR to 36.331 to Convert RRC to agreed ASN.1 format
	Ericsson
	36.331
	8.0.0
	0002
	-
	B
	REL-8
	LTE-L23


Note: See also company contributions RP-080132 and its update RP-080164 which intend to replace this CR.

8.2.1 UMTS in 700 MHz Bands (FDD)
RP-080200: R99 25.307 CR (incl. cat.A CRs) on Introduction of UMTS 700 MHz (Bands XII – XIV) (FDD) and REL-8 25.331 CR
	RAN2 Tdoc
	Title
	Source
	Spec
	current spec version
	CR #
	rev
	cat.
	Release
	SI/WI

	R2-081300
	Introduction of UMTS 700 MHz (Bands XII – XIV) in 25.307
	Alcatel-Lucent
	25.307
	3.10.0
	0067
	-
	B
	R99
	RInImp8-UMTS700

	R2-081301
	Introduction of UMTS 700 MHz (Bands XII – XIV) in 25.307
	Alcatel-Lucent
	25.307
	4.10.0
	0068
	-
	B
	REL-4
	RInImp8-UMTS700

	R2-081302
	Introduction of UMTS 700 MHz (Bands XII – XIV) in 25.307
	Alcatel-Lucent
	25.307
	5.9.0
	0069
	-
	B
	REL-5
	RInImp8-UMTS700

	R2-081303
	Introduction of UMTS 700 MHz (Bands XII – XIV) in 25.307
	Alcatel-Lucent
	25.307
	6.6.0
	0070
	-
	B
	REL-6
	RInImp8-UMTS700

	R2-081304
	Introduction of UMTS 700 MHz (Bands XII – XIV) in 25.307
	Alcatel-Lucent
	25.307
	7.2.0
	0071
	-
	B
	REL-7
	RInImp8-UMTS700

	R2-081305
	Introduction of UMTS 700 MHz (Bands XII – XIV) in 25.307
	Alcatel-Lucent
	25.307
	8.0.0
	0072
	-
	B
	REL-8
	RInImp8-UMTS700

	R2-081299
	Introduction of UMTS 700 MHz (Bands XII – XIV) in 25.331
	Alcatel-Lucent
	25.331
	8.1.0
	3272
	-
	B
	REL-8
	RInImp8-UMTS700


8.2.6 CS voice service over HSPA
RP-080201: REL-8 CRs to introduce CS Voice Service over HSPA
	RAN2 Tdoc
	Title
	Source
	Spec
	current spec version
	CR #
	rev
	cat.
	Release
	SI/WI

	R2-081348
	HS-DSCH applicability to CS bearers
	NSN, Nokia, LG
	25.308
	8.0.0
	0030
	1
	F
	REL-8
	RInImp8-CsHspa

	R2-081345
	CS-HSPA UL AMR Rate and maximum jitter time
	Nokia Siemens Networks, Nokia Corporation
	25.323
	8.0.0
	0311
	1
	B
	REL-8
	RInImp8-CsHspa

	R2-081344
	CS-HSPA UL AMR Rate and maximum jitter time
	Nokia Siemens Networks, Nokia Corporation
	25.331
	8.1.0
	3273
	1
	B
	REL-8
	RInImp8-CsHspa

	R2-081350
	Proposal for RRC based rate control
	Qualcomm Europe
	25.331
	8.1.0
	3274
	2
	B
	REL-8
	RInImp8-CsHspa


8.3.3 Improved L2 for uplink
RP-080202: REL-8 CRs to introduce Improved L2 for uplink
	RAN2 Tdoc
	Title
	Source
	Spec
	current spec version
	CR #
	rev
	cat.
	Release
	SI/WI

	R2-081318
	Correction of figures and addition of missing references to MAC-is/i
	Nokia Corporation, Nokia Siemens Networks
	25.301
	8.0.0
	0096
	-
	F
	REL-8
	RANimp-UplinkL2dataRates

	R2-081316
	Introducing MAC-i/is
	Ericsson
	25.321
	8.0.0
	0397
	-
	B
	REL-8
	RANimp-UplinkL2dataRates

	R2-081315
	Introducing flexible RLC PDU size in the uplink
	Ericsson
	25.322
	8.0.0
	0324
	-
	B
	REL-8
	RANimp-UplinkL2dataRates

	R2-081317
	Introducing Improved L2 for uplink
	Ericsson
	25.331
	8.1.0
	3275
	-
	B
	REL-8
	RANimp-UplinkL2dataRates


8.4 Technical Small Enhancements and Improvements
RP-080203: REL-8 TEI CRs to 25.321 and 25.331
	RAN2 Tdoc
	Title
	Source
	Spec
	current spec version
	CR #
	rev
	cat.
	Release
	SI/WI

	R2-080791
	Correction of the EUL relative grant from non-serving cell
	Ericsson
	25.321
	8.0.0
	0381
	-
	F
	REL-8
	TEI8

	R2-081294
	Signaling of default configuration 17 in HANDOVER TO UTRAN COMMAND message
	Qualcomm Europe
	25.331
	8.1.0
	3271
	-
	F
	REL-8
	TEI8


RP-080204: REL-8 CR to 25.331 on Introduction of Paging Permission with Access Control (PPAC) on request from CT1
	RAN2 Tdoc
	Title
	Source
	Spec
	current spec version
	CR #
	rev
	cat.
	Release
	SI/WI

	R2-081323
	Introduction of PPAC
	NTT DoCoMo
	25.331
	8.1.0
	3276
	-
	B
	REL-8
	PPACR


Note:
The CR RP-080204 is not related to TEI8 but to an SA1/CT1 work item PPACR, so TEI8 was considered to be the closest of the available REL-8 agenda items.

For completeness: Other RAN2 related CRs which will not be presented by RAN WG2:

7.3.3 Approval of CRs to Rel-99, Rel-4, Rel-5, Rel-6 and Rel-7 with linked CRs

RP-080116: CR to 25.999 on Introduction of new Configuration Rule for Extended RNC ID Scheme

	RAN2 Tdoc
	Title
	Source
	Spec
	current spec version
	CR #
	rev
	cat.
	Release
	SI/WI

	-
	Introduction of new Configuration Rule for Extended RNC ID Scheme
	Nokia Siemens Networks, Nokia, T-Mobile
	25.999
	7.0.1
	0001
	1
	F
	REL-8
	RANFS-HSPAEvo (TEI7 on CR cover)


Note: CR will be presented by the supporting companies and it intends to replace RP-080183.
8.1.4 3G Long Term Evolution: Radio Interface Layer 2 and 3 Protocol Aspects
Overview of CR revisions:

CRs intend to change contention resolution entity from RRC to MAC for RRC connection (re-)establishment:

(note: This change is made on top of existing CRs.)
MAC 36.321:

RP-080195 CR0001r1 (RAN2 agreed) ( RP-080130 CR0001r1 (company contr.) ( RP-080162 CR0001r2 (updated company contr.)

RRC 36.331:

RP-080198 CR0001r2 (RAN2 agreed) ( RP-080131 CR0001r3 (company contr.) ( RP-080163 CR0001r4 (updated company contr.)

RRC 36.331 ASN.1 part:

RP-080199 CR0002 (RAN2 agreed) ( RP-080132 CR0002r1 (company contr.) ( RP-080164 CR0002r2(updated company contr.)

Note: CRs will be presented by the supporting companies and these company contributions intend to replace RP-080195, RP-080198, RP-080199 by RP-080162, RP-080163, RP-080164, respectively.

RP-080130: CR to 36.321 with E-UTRA MAC protocol specification update

	RAN2 Tdoc
	Title
	Source
	Spec
	current spec version
	CR #
	rev
	cat.
	Release
	SI/WI

	-
	CR to 36.321 with E-UTRA MAC protocol specification update
	Panasonic, Alcatel-Lucent, Broadcom Corporation, CATT, Ericsson, Fujitsu, Huawei, Infineon, Motorola, NEC, NTT DoCoMo, Inc., LG Electronics Inc., Qualcomm Europe, Samsung
	36.321
	8.0.0
	0001
	1
	F
	Rel-8
	LTE-L23


RP-080131: CR to 36.331 with Miscellaneous corrections
	RAN2 Tdoc
	Title
	Source
	Spec
	current spec version
	CR #
	rev
	cat.
	Release
	SI/WI

	-
	CR to 36.331 with Miscellaneous corrections
	Panasonic, Alcatel-Lucent, Broadcom Corporation, CATT, Ericsson, Fujitsu, Huawei, Infineon, Motorola, NEC, NTT DoCoMo, Inc., LG Electronics Inc., Qualcomm Europe, Samsung
	36.331
	V8.0.0
	0001
	3
	F
	Rel-8
	LTE-L23


RP-080132: CR to 36.331 to convert RRC to agreed ASN.1 format
	RAN2 Tdoc
	Title
	Source
	Spec
	current spec version
	CR #
	rev
	cat.
	Release
	SI/WI

	-
	CR to 36.331 to convert RRC to agreed ASN.1 format
	Panasonic, Ericsson, Alcatel-Lucent, Broadcom Corporation, CATT, Fujitsu, Huawei, Infineon, Motorola, NEC, NTT DoCoMo, Inc., LG Electronics Inc., Qualcomm Europe, Samsung
	36.331
	V8.0.0
	0002
	1
	B
	Rel-8
	LTE-L23


RP-080162: CR to 36.321 with E-UTRA MAC protocol specification update

	RAN2 Tdoc
	Title
	Source
	Spec
	current spec version
	CR #
	rev
	cat.
	Release
	SI/WI

	-
	CR to 36.321 with E-UTRA MAC protocol specification update
	Panasonic, Alcatel-Lucent, Broadcom Corporation, CATT, Ericsson, Fujitsu, Huawei, Infineon, Motorola, NEC, NTT DoCoMo, Inc., LG Electronics Inc., Qualcomm Europe, Samsung, further companies?
	36.321
	8.0.0
	0001
	2
	F
	Rel-8
	LTE-L23


RP-080163: CR to 36.331 with Miscellaneous corrections
	RAN2 Tdoc
	Title
	Source
	Spec
	current spec version
	CR #
	rev
	cat.
	Release
	SI/WI

	-
	CR to 36.331 with Miscellaneous corrections
	Panasonic, Alcatel-Lucent, Broadcom Corporation, CATT, Ericsson, Fujitsu, Huawei, Infineon, Motorola, NEC, NTT DoCoMo, Inc., LG Electronics Inc., Qualcomm Europe, Samsung, further companies?
	36.331
	V8.0.0
	0001
	4
	F
	Rel-8
	LTE-L23


RP-080164: CR to 36.331 to convert RRC to agreed ASN.1 format
	RAN2 Tdoc
	Title
	Source
	Spec
	current spec version
	CR #
	rev
	cat.
	Release
	SI/WI

	-
	CR to 36.331 to convert RRC to agreed ASN.1 format
	Panasonic, Ericsson, Alcatel-Lucent, Broadcom Corporation, CATT, Fujitsu, Huawei, Infineon, Motorola, NEC, NTT DoCoMo, Inc., LG Electronics Inc., Qualcomm Europe, Samsung, further companies?
	36.331
	V8.0.0
	0002
	2
	B
	Rel-8
	LTE-L23


8.5 MBSFN Downlink Optimized Broadcast 3.84Mcps TDD: DOB
RP-080086: Endorsed CRs for DOB
	RAN2 Tdoc
	Title
	Source
	Spec
	current spec version
	CR #
	rev
	cat.
	Release
	SI/WI

	R1-080416
	Support for MBSFN DOB operations
	Ericsson
	25.221
	7.5.0
	0149
	-
	B
	Rel-8
	MBSFN-DOB

	R1-080417
	Support for MBSFN DOB operations
	Ericsson
	25.222
	7.5.0
	0142
	-
	B
	Rel-8
	MBSFN-DOB

	R1-080418
	Support for MBSFN DOB operations
	Ericsson
	25.223
	7.6.0
	0050
	-
	B
	Rel-8
	MBSFN-DOB

	R1-080419
	Support for MBSFN DOB operations
	Ericsson
	25.224
	7.5.0
	0173
	-
	B
	Rel-8
	MBSFN-DOB

	R2-080305
	Support for DL only SFN operation for MBMS 
	Ericsson
	25.306
	8.1.0
	0162
	3
	B
	Rel-8
	MBSFN-DOB

	R2-080571
	Support for DL only SFN operation for MBMS 
	Ericsson
	25.346
	8.0.0
	0030
	4
	B
	Rel-8
	MBSFN-DOB

	R2-080572
	Support for DL only SFN operation for MBMS 
	Ericsson
	25.304
	8.0.0
	0161
	2
	B
	Rel-8
	MBSFN-DOB

	R2-080573
	Support for DL only SFN operation for MBMS 
	Ericsson
	25.331
	8.1.0
	3045
	4
	B
	Rel-8
	MBSFN-DOB

	R3-080500
	Introduction of DOB for MBSFN operation
	Ericsson
	25.402
	7.5.0
	0072
	1
	B
	Rel-8
	MBSFN-DOB

	R3-080342
	Introduction of DOB for MBSFN operation
	Ericsson
	25.433
	7.7.0
	1458
	-
	B
	Rel-8
	MBSFN-DOB


Note: CR package will be presented by RAN WG1. RAN WG2 CRs R2-080305, R2-080571, R2-080572, R2-080573 were considered as “technically correct CRs” by RAN WG2.
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