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2 Corrections required in Wk49 RRC ATS
Change 2.1: ts_TransitToCellPCH_P15_P16

Object
ts_TransitToCellPCH_P15_P16

Reason for change
DRX_CycleLength is not set correctly.

Summary of change
Moved “ts_SaveCellInfo” before “ts_RRC_ReceivePhyChReconfCmpl”.

Note: The same change is applicable to “ts_TransitToURA_PCH_P17_P18”.

Source of change
Modification

MCC 160 comments


After:

ts_TransitToCellPCH_P15_P16
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ts_TransitToURA_PCH_P17_P18
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Change 2.2: ts_ConnectedModePagingType1

Object
ts_ConnectedModePagingType1

Reason for change
DRX_CycleLength is not set correctly.

Summary of change
Used “ts_CMAC_Pag1_CfgConnMode” instead of “ts_CMAC_Pag1_Cfg”

Source of change
Modification

MCC 160 comments
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Detailed Comment:




Change 2.3: tc_8_4_1_23: lt_SetPowerLevelsT3

Object
tc_8_4_1_23: lt_SetPowerLevelsT3

Reason for change
Power level of Cell C is modified twice.

Summary of change
Removed “ts_SS_SwitchBackCellOn (tsc_CellC)”

Source of change
Modification

MCC 160 comments
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3 Corrections required in Wk49 MAC ATS
Change 3.1: tc_7_1_1_1

Object
tc_7_1_1_1

Reason for change
RB -3 (tsc_RB_BCCH_FACH) is created but never released.

Summary of change
Release of tsc_RB_BCCH_FACH needs to be handled in the postamble part. 

Source of change
Modification

MCC 160 comments


4 Corrections required in Wk49 IR_U ATS
Change 4.1: tc_8_3_7_17:lt_Postamble

Object
tc_8_3_7_17:lt_Postamble

Reason for change
Ciphering is not disabled after Location Update.

Summary of change
Called “+ts_G_DisableCiphering (tsc_GSM_CellA, tsc_PhyCh0, tcv_RR_ChannelType, tcv_RR_Subchannel)” after test step “+ts_G_LocationUpdate (tsc_GSM_CellA)”

Note: The same change is required in the following test cases:

tc_8_3_7_1:lt_RAU_LU

tc_8_3_7_2:lt_RAU_LU

tc_8_3_7_3:lt_RAU_LU

tc_8_3_7_4:lt_RAU_LU

tc_8_3_7_13:lt_RAU_LU



Source of change
Modification

MCC 160 comments
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