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Corrections required for MBMS_wk03_r6 TTCN
Change 1: 
TestStep Name
Tc_8_5_1_12

Reason for change
Guard timer is set to 1500 seconds. However a guard timer of 500 seconds is sufficient as for the other MBMS test cases.

Summary of change
Repaced 1500 with 500

MCC Comments


After:
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Change 2: 

TestStep Name
Tc_8_5_1_13

Reason for change
Guard timer is set to 1500 seconds. However a guard timer of 500 seconds is sufficient as for the other MBMS test cases.

Summary of change
Repaced 1500 with 500

MCC Comments


After:
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Change 3: 

TestStep Name
Tc_8_5_4_1

Reason for change
Calling the ‘ts_MMI_MBMS_LocalSrvDeact’ test step when rrc connection is still active. In this case, UE sends MBMS Modification Request message. Hence, to make it in consistent with all other test cases, added release of rrc connection before deactivating MBMS session.

Summary of change
Added ‘ts_RRC_ConnRel_r6()’ test step before calling the ‘ts_MMI_MBMS_LocalSrvDeact’ test step.

MCC Comments


After:
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Change 4: 

TestStep Name
Ts_RRC_ReceiveRB_SetupCmpl_r6

Reason for change
In row 3 and 39, used ‘tcv_TmpCellInfo.cellConfig’ to check the current state for MBMS cells but it should be ‘p_RbType’.

Summary of change
Replaced ‘tcv_TmpCellInfo.cellConfig’ with ‘p_RbType’.

MCC Comments


After:
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Change 5: 

TestStep Name
ts_RRC_SendRB_SetUpFACH_MBMS_PTPRB_8K_PS

Reason for change
In row 7, calling r99 test step ‘ts_RRC_ReceiveRB_SetupCmpl’ but it should be ‘ts_RRC_ReceiveRB_SetupCmpl_r6’.

Summary of change
Replaced ‘ts_RRC_ReceiveRB_SetupCmpl’ with ‘ts_RRC_ReceiveRB_SetupCmpl_r6’.

MCC Comments


After:
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Corrections required for NAS_wk03 TTCN
Change 1:
Testcase
tc_12_9_9

Reason for change
Upon reception of SERVICE REJECT message with cause “GPRS services not allowed”, UE moves to GMM DE-REGISTERED state and hence will not send a DETACH REQUEST and the test case may fail

Summary of change
At line no. 57, ts_GMM_SwitchOrPwrOff is called instead of  ts_GMM_DetachOnSwitchOff(tsc_CellA)

MCC Comments


Before:
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After:
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Change 2:

Testcase
tc_9_4_5_4_1

Reason for change
In the preamble the UE sends ATTACH REQUEST and the SS responds with ATTACH REJECT message with cause “IMSI unknown in HLR”. But the UE behaviour is not specified upon the reception of this message and UE may repeat ATTACH REQUEST which is not expected and the test case fails

Summary of change
Changing the GMM cause for ATTACH REJECT message to “Location Area not allowed” in the preamble of the test case. Also change the MM cause of Location Area Update reject to “Location Area not allowed” to be same as GMM Cause.

Before:
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After:
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