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Summary of change:
(

The ASN.1 module rrc6d2.asn is modified: the v6f0 branch is added in the RadioBearerReconfiguration as a minimum, but necessary change.

More details are provided below.




Consequences if 
(

not approved:
Test case 8.5.2.1 cannot be implemented as per 34.123-1 and therfore unable to be verified.




Clauses affected:
(

Generic RRC ASN.1 module





Y
N



Other specs
(


X
 Other core specifications
(



affected:

X
 Test specifications




X
 O&M Specifications





Other comments:
(



Table of Contents

2Table of Contents

1.
Changes in ASN.1 module
2
2.
Changes in ATS
5
2.1
Import the new asn.1 types by reference:
5
2.2
Afftected constraints
6


1.
Changes in ASN.1 module 

The asn.1 module is enhanced to rrc6d3.asn with the following changes extracted from 25.331-6g0 (Dec 07):

…

RadioBearerReconfiguration ::= CHOICE {


r3







SEQUENCE {



radioBearerReconfiguration-r3
RadioBearerReconfiguration-r3-IEs,



-- Prefix "v3ao" is used (in one instance) to keep alignment with R99



v3aoNonCriticalExtensions

SEQUENCE {




radioBearerReconfiguration-v3a0ext
RadioBearerReconfiguration-v3a0ext,




laterNonCriticalExtensions

SEQUENCE {





-- Container for additional R99 extensions





radioBearerReconfiguration-r3-add-ext

BIT STRING

OPTIONAL,





v4b0NonCriticalExtensions


SEQUENCE {






radioBearerReconfiguration-v4b0ext















RadioBearerReconfiguration-v4b0ext-IEs,






v590NonCriticalExtensions


SEQUENCE {







radioBearerReconfiguration-v590ext
















RadioBearerReconfiguration-v590ext-IEs,







v5d0NonCriticalExtenstions


SEQUENCE {








radioBearerReconfiguration-v5d0ext
















RadioBearerReconfiguration-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {








radioBearerReconfiguration-v690ext
















RadioBearerReconfiguration-v690ext-IEs,








nonCriticalExtensions


SEQUENCE {} OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




}
OPTIONAL



}
OPTIONAL


},


later-than-r3




SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



criticalExtensions



CHOICE {




r4







SEQUENCE {





radioBearerReconfiguration-r4
RadioBearerReconfiguration-r4-IEs,





v4d0NonCriticalExtensions


SEQUENCE {






-- Container for adding non critical extensions after freezing REL-5






radioBearerReconfiguration-r4-add-ext

BIT STRING

OPTIONAL,






v590NonCriticalExtensions


SEQUENCE {







radioBearerReconfiguration-v590ext















RadioBearerReconfiguration-v590ext-IEs,







v5d0NonCriticalExtenstions


SEQUENCE {








radioBearerReconfiguration-v5d0ext
















RadioBearerReconfiguration-v5d0ext-IEs,








v690NonCriticalExtensions

SEQUENCE {








radioBearerReconfiguration-v690ext
















RadioBearerReconfiguration-v690ext-IEs,








nonCriticalExtensions


SEQUENCE {}

OPTIONAL








}
OPTIONAL






}
OPTIONAL





}
OPTIONAL





}
OPTIONAL




},




criticalExtensions



CHOICE {





r5








SEQUENCE {






radioBearerReconfiguration-r5

RadioBearerReconfiguration-r5-IEs,






-- Container for adding non critical extensions after freezing REL-6






radioBearerReconfiguration-r5-add-ext

BIT STRING

OPTIONAL,






v5d0NonCriticalExtenstions


SEQUENCE {







radioBearerReconfiguration-v5d0ext
RadioBearerReconfiguration-v5d0ext-IEs,







v690NonCriticalExtensions


SEQUENCE {







radioBearerReconfiguration-v690ext
















RadioBearerReconfiguration-v690ext-IEs,







nonCriticalExtensions



SEQUENCE {}

OPTIONAL







}
OPTIONAL





}
OPTIONAL




},





criticalExtensions



CHOICE {






r6








SEQUENCE {







radioBearerReconfiguration-r6

RadioBearerReconfiguration-r6-IEs,







-- Container for adding non critical extensions after freezing REL-7







radioBearerReconfiguration-r6-add-ext

BIT STRING

OPTIONAL,







v6b0NonCriticalExtensions


SEQUENCE {








radioBearerReconfiguration-v6b0ext















RadioBearerReconfiguration-v6b0ext-IEs,









v6f0NonCriticalExtensions

SEQUENCE {










radioBearerRconfiguration-v6f0ext
















RadioBearerReconfiguration-v6f0ext-IEs,








nonCriticalExtensions



SEQUENCE {}

OPTIONAL








}
OPTIONAL






}
OPTIONAL





},






criticalExtensions



SEQUENCE {}





}




}



}


}

}

…

RadioBearerReconfiguration-v6f0ext-IEs ::= SEQUENCE {


-- Specification mode information



specificationMode



CHOICE {




complete





SEQUENCE {




-- Radio bearer IEs





rab-InformationMBMSPtpList

RAB-InformationMBMSPtpList


OPTIONAL




}



}

}

…

MBMSModificationRequest ::= SEQUENCE {


-- MBMS Modification Request IEs



mbms-PreferredFreqRequest

MBMS-ServiceIdentity-r6



OPTIONAL,



rb-InformationReleaseList

RB-InformationReleaseList


OPTIONAL,


-- Non critical extensions



v6b0NonCriticalExtensions

SEQUENCE {




mbmsModificationRequest-v6b0ext
MBMSModificationRequest-v6b0ext-IEs,



v6f0NonCriticalExtensions

SEQUENCE {





mbmsModificationRequest-v6f0ext
MBMSModificationRequest-v6f0ext-IEs,




nonCriticalExtensions


SEQUENCE {}

OPTIONAL




}

OPTIONAL



}

OPTIONAL

}

MBMSModificationRequest-v6b0ext-IEs ::= SEQUENCE {



mbmsSelectedServiceInfo


MBMS-SelectedServiceInfo

}

MBMSModificationRequest-v6f0ext-IEs ::= SEQUENCE {



mbmsSupportOfServiceChangeForAPtpRB
ENUMERATED { true }



OPTIONAL

}
…

RAB-InformationMBMSPtp ::=


SEQUENCE {


rb-Identity






RB-Identity,


mbms-ServiceIdentity



OCTET STRING (SIZE (3)),


mbms-SessionIdentity



MBMS-SessionIdentity



OPTIONAL

}
RAB-InformationMBMSPtpList ::=

SEQUENCE (SIZE (1..maxMBMSservSelect)) OF











RAB-InformationMBMSPtp

2.
Changes in ATS

2.1
Import the new asn.1 types by reference:
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2.2 Afftected constraints

In cr_MbmsModifReq_SelectServ and cr_MbmsModifReq_NoSelectServ, the field “nonCriticalExtensions” is replaced by “v6f0NonCriticalExtensions”
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