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1 Change 1

Table Name
ts_GSM_RegistrationWithoutRRConreq

ATS Suite
iWD_2007_wk49

Test Case affected
tc_6_2_2_4,tc_6_2_2_5

Reason for change
When the UE registers in 2G cell it may optionally send the GPRS Suspension Request Message.The present TTCN implementation does not cater for this message to be received in both GSM Cells based on Cell ID

Summary of change
Used the test step ts_G_ReceiveOptSuspend_CellId  instead of ts_G_ReceiveOptSuspend  as shown below 




Test Step

 

Test Step Id:
ts_GSM_RegistrationWithoutRRConreq (p_CellId : INTEGER)
Test Step Group Ref:
M_RAT_HO_GSM_Specific/
Objective:
 
Defaults:
IntersystemDef
Comments:
 


 

Nr
Label
Behaviour Description
Constraint Ref
Verdict
Comments
1
 
+ts_G_SetTmpCellConfigInfo ( p_CellId )
 
 
 
2
 
 +lt_CompleteRRConnection
 
 
 
3
 
  +ts_G_ReceiveOptSuspend(tsc_PhyCh0, 4)
 
 
@sic T1s040536 sic@
4
 
  +ts_G_ReceiveOptSuspend_CellId(p_CellId,tsc_PhyCh0, 4)
 
 
@sic T1s040536 sic@ +ts_G_ReceiveOptSuspend(tsc_PhyCh0, 4)
Anritsu TTCN CR
5
 
   +ts_G_Authentication ( p_CellId )
 
 
Send Authentication Request and receieve Authentication Response
6
 
    +ts_G_Ciphering_Mode_Setting ( p_CellId ,tsc_PhyCh0 )
 
 
Send Ciphering Mode Command and receieve Ciphering Mode Complete
7
 
     +ts_G_Loc_UpdatingAccept ( p_CellId )
 
 
Send Location Updating Accept and receiece TMAI Reallocation Complete
8
 
      +ts_G_ChannelRelease ( p_CellId, tsc_PhyCh0 )
 
 
Send Channel Release and receieve Release Data Link Indication
9
 
       START t_Dly (1000)
 
 
@sic R5s050367 sic@
10
 
        ?TIMEOUT t_Dly
 
 
@sic R5s050367 sic@
11
 
         +ts_G_DisableCiphering (p_CellId, tsc_PhyCh0, tcv_RR_ChannelType, tcv_RR_Subchannel)
 
 
@sic R5s050367, R5s070235 sic@
lt_CompleteRRConnection
12
 
( tcv_RR_RA := ( BIT_TO_INT ( tcv_ChRequest.estCauRandomRef ) ) )
 
 
 
13
 
 G_L2 ! G_L2_UNITDATA_REQ
cas_G_L2_UNITDATA_REQ ( p_CellId, tsc_PhyCh0, 3, 15, c_G_RFN_Omit, cs_ImmediateAssignment ( tcv_G_CellConfigInfo.bCCH_Freq, tcv_G_CellConfigInfo.bcc, tcv_RR_RA ,tcv_RR_RFN ) )
 
Send immediate assignment message 

@sic ER1621, T1s040536 sic@
14
 
  START t_T3101
 
 
 
15
 
   G_L2 ? G_L2_L2Estab_IND ( 
tcv_RR_ChannelType:= 
G_L2_L2Estab_IND.g_LogicChType, tcv_RR_Subchannel := 
G_L2_L2Estab_IND.subChannel 
) 
CANCEL t_T3101
car_G_L2_L2Estab_IND ( p_CellId, cr_G_LocationUpdatingRequest )
(P)
Service Request 
(Location Updating Request) 

@sic ER 1878 sic@
16
 
   ?TIMEOUT t_T3101
 
(F)
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