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******************* First change
 8.3.4
Method of test
Initial conditions

UE contains either ISIM and USIM applications or only USIM application on UICC. UE is registered to IMS services by performing the generic registration test procedure in Annex C.2 up to the last step.
SS is configured with the IMSI within the USIM application, the home domain name, public and private user identities together with the shared secret key of IMS AKA algorithm, related to the IMS private user identity (IMPI) that is configured on the UICC card equipped into the UE. SS is listening to SIP default port 5060 for both UDP and TCP protocols. SS is able to perform AKAv1-MD5 authentication algorithm for that IMPI, according to 3GPP TS 33.203[14] clause 6.1 and RFC 3310 [17].

Related ICS/IXIT Statement(s)
Method of triggering the UE to deregister from IMS services
Yes/No

IMS security (Yes/No)

Test procedure

1)
The UE is triggered by MMI to initiate a deregistration procedure 

2)
IMS deregistration is initiated on the UE. SS waits the UE to send a REGISTER request, in accordance to 3GPP TS 24.229 [10], clause 5.1.1.6 

Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	REGISTER
	UE sends deregistration for IMS services. (Register request with Expires header set to 0).

	2
	(
	200 OK
	The SS responds REGISTER with 200 OK


Specific message contents

REGISTER (step 1)

SS shall check that in accordance to the 3GPP TS 24.229 [10] clause 5.1.1.6 the UE sends an initial REGISTER request where the Request-URI and the headers have been correctly populated according to the REGISTER common message definition in annex A.1.1condition A2 and with the following exceptions:

	Header/param
	Value/remark

	Contact
	

	
addr-spec
	SIP URI with IP address or FQDN and protected server port of UE or *

	
expires
	0 (if present, see Rule)

	Expires 
	(if present, see Rule)

	
delta-seconds
	0

	Supported
	header may be missing or it may contain any value

	Authorization
	

	
nonce-count
	value not checked


Rule:
if the addr-spec parameter of Contact header is *, expires parameter must not be present and Expires header is mandatory, if the addr-spec parameter of Contact header is not *, either expires parameter or  Expires header is set to 0.
******************* Second change
A.4.3
PUBLISH

	Header/param
	Cond
	Value/remark
	Rel
	Reference

	Request-Line
	
	
	
	RFC 3903 [60]

	
Method
	
	PUBLISH
	
	

	
Request-URI
	
	 px_PublicUserIdentity
	
	

	
SIP-Version
	
	 SIP/2.0
	
	

	Route
	
	order of the parameters in this header must be like in this table
	
	RFC 3261 [15]

RFC 3903 [60]

	
route-param
	A1
	<sip:px_pcscf:protected server port of P-CSCF;lr>, <sip:px_scscf;lr>
	
	

	      route-param
	A2
	<sip:px_pcscf: unprotected server port of P-CSCF (optional);lr>, <sip:px_scscf;lr>
	
	

	Via
	
	
	
	RFC 3261 [15]

	
sent-protocol
	
	SIP/2.0/UDP  when using UDP or SIP/2.0/TCP  when using TCP
	
	

	
sent-by
	A1
	IP address or FQDN and protected server port of the UE
	
	

	
sent-by
	A2
	IP address or FQDN and unprotected server port of the UE
	
	

	
via-branch

	
	value starting with ‘z9hG4bk’
	
	

	From
	
	
	
	RFC 3261 [15]

	
addr-spec
	
	px_PublicUserIdentity
	
	

	
tag
	
	must be present, value not checked but stored for later reference
	
	

	To
	
	
	
	RFC 3261 [15]

	
addr-spec

	
	px_PublicUserIdentity
	
	

	
tag

	
	must not be present
	
	

	Expires
	
	Optional
	
	RFC 3261 [15]



	
delta-seconds
	
	same as registration timer
	
	

	Security-Verify
	A1
	
	
	RFC 3329 [21]

	
sec-mechanism
	
	same value as SecurityServer header sent by SS
	
	

	Require
	A1
	Optional
	
	RFC 3261 [15]
RFC 3329 [21]

	
option-tag
	
	Not checked
	
	

	Proxy-Require
	A1
	Optional
	
	RFC 3261 [15]
RFC 3329 [21]

	
option-tag
	
	Not checked
	
	

	CSeq
	
	
	
	RFC 3261 [15]

	
value
	
	must be present, value not checked
	
	

	
method
	
	PUBLISH
	
	

	Call-ID
	
	
	
	RFC 3261 [15]

	
callid
	
	value not checked, but stored for later reference
	
	

	Max-Forwards
	
	
	
	RFC 3261 [15]

	
value
	
	non-zero value
	
	

	P-Access-Network-Info
	A1
	(header optional when A2)
	
	RFC 3455 [18]

	
access-net-spec
	
	access network technology and, if applicable, the cell ID
	
	

	Event
	
	
	
	RFC 3265 [34]
RFC 3680 [22]

RFC 3903 [60]

	
event-type
	
	value not checked
	
	

	SIP-If-Match
	
	optional
	
	RFC 3903 [60]

	
entry-tag
	
	
	
	

	Content-Length
	
	
	
	RFC 3261 [15]

	
value
	
	length of request body, if such is present
	
	

	Message-body
	
	optional
	
	


	Condition
	Explanation

	A1
	IMS security (A.6a/2)

	A2
	early IMS security (A.6a/1)


Note1:
All choices for applicable conditions are described for each header.
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