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Overview

This document lists all the changes needed to correct problems in the TTCN implementation of the MBMS Testcase 8.5.4.2, which are part of the MBMS test suite. Only essential changes to the TTCN are applied and documented in section 4.

With these changes Anritsu has successfully verified MBMS Testcase 8.5.4.2 with Anritsu PTS using MBMS_r6_wk03.mp
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3    Verification Test Summary

Test Case:
        tc_8.5.4.2 
Test Group:
       Broadcast/RRC/MBMS_ModificationRequest/
ATS Version:
       MBMS_r6_wk03
System Simulator used:
Anritsu Protocol Test System MX785201A
UE used: Nokia NoRM-6 UE
  
Verification Status:  PASS
4    Corrections required for test case 8.5.4.2

4.1 Change 1

Table Name
tc_8_5_4_2

ATS Suite
MBMS_r6_wk03

Test Case affected
tc_8_5_4_2

Reason for change
1) Row 14, 15 and 18: Calling r99 test step.

2) Row 16: Passing ‘tcv_TmpCellInfo.uRNTI’ as U-RNTI in CELL UPDATE CONFIRM message but it should be OMIT as per 34.108.

Summary of change
1) Repalced r99 test steps with Rel-6 test steps.

2) Replaced ‘tcv_TmpCellInfo.uRNTI’ with OMIT.
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5
Branches executed in test case 8.5.4.2

The test case implementation executed the PS branch with Integrity enabled and Ciphering enabled.

6
Execution Log Files

6.1 Rel-6 Platform

The Nokia NoRM-6 UE passed this test case in PS domain. Log of the successful test case execution is enclosed in R5s080039.zip                                                                                                                      

7
References

[1]
R5s080039
This archive comprises HTML Execution log files, PICS/PIXIT files and the TTCN MP file
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