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	Reason for change:
(

	In the TRANSPORT FORMAT COMBINATION CONTROL procedure the network can optionally indicate "Activation time for TFC subset" and "TFC Control duration".
1) 

These parameters introduce the situation in which activation or deactivation of the TFC restriction is pending in the UE. The current specification is not clear on how the UE should behave in case the UE moves out of CELL_DCH state (thus corresponding timing is made unavailable) when there is a pending configuration.

2)

The current specification is not clear on how the UE should behave if those parameters are provided in CELL_FACH state.

	
	

	Summary of change:
(

	1)
It is proposed to specify the following UE behaviour.
The UE shall;

1> If the UE transitions to a state other than CELL_DCH state

2> If the “TFC Control duration” has not expired

3> behave as if “TFC Control duration” has expired

2> If the "Activation time for TFC subset" has not been reached

3> If the “TFC Control duration” was not included in the same message
4> immediately apply the signalled TFC restriction 
        3> else

           4> behave as if both "Activation time for TFC subset" and “TFC Control duration” have expired 
2)

It is proposed to specify that the UE shall reject the TFC CONTROL message if the UE receives the message in CELL_FACH state and "Activation time for TFC subset" or “TFC Control duration” are present in the message.
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not approved:
	Handling of pending "Activation time for TFC subset" and “TFC Control duration” would remain unclear in the specification.

If the network implements the CR and the UE does not;

UE behaviour with regard to "Activation time for TFC subset" and “TFC Control duration” is unknown, which could lead to de-synchronization between the UE and the network.

If the UE implements the CR and the network does not;

Network expectation with regard to "Activation time for TFC subset" and “TFC Control duration” is unknown, which could lead to de-synchronization between the UE and the network.
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8.2.5.3
Reception of a TRANSPORT FORMAT COMBINATION CONTROL message by the UE
If the TRANSPORT FORMAT COMBINATION CONTROL message was received on AM RLC or UM RLC, the UE shall:

1>
act upon all received information elements as specified in 8.6, unless specified otherwise in the following;
1>
perform the actions for the transport format combination subset specified in the IE "DPCH/PUSCH TFCS in uplink" according to subclause 8.6.5.3;

1> perform the actions for the IE "UL AMR rate", if present, UE shall forward the contents to upper layers;
1> if the message is received in CELL_FACH state, and the IE "TFC Control duration" or the IE "Activation time for TFC subset" is present in the message:
2>
set the variable INVALID_CONFIGURATION to TRUE;
1>
if the variable INVALID_CONFIGURATION is set to FALSE:

2>
if the IE "TFC Control duration" is included in the message:

3>
store the value of the IE "TFC Control duration" in the IE "Duration" in the variable TFC_SUBSET;

3>
set the IE "Current TFC subset" (for the CCTrCH indicated by the IE "TFCS Id" in case of TDD) in the variable TFC_SUBSET to the value of the IE "Transport format combination subset";

3>
at the CFN indicated by IE "Activation time for TFC subset" apply the transport format combination subset in the IE "Current TFC subset" stored in the variable TFC_SUBSET for the number of (10 ms) frames specified in the IE "Duration";

3>
at the end of the time period defined by the IE "Duration"in the variable TFC_SUBSET:

4>
if the IE "Current TFC subset" (for the CCTrCH indicated by the IE "TFCS Id" in case of TDD) in the variable TFC_SUBSET has not subsequently been changed by another message:

5>
set the value of the IE "Current TFC subset" to the value of the IE "Default TFC subset" in the variable TFC_SUBSET;

5>
clear the IE "Duration" in the variable TFC_SUBSET;

5>
apply the transport format combination subset in the IE "Current TFC subset" stored in the variable TFC_SUBSET;

2>
if the IE "TFC Control duration" is not included in the message:

3>
clear the value of the IE "Duration" in the variable TFC_SUBSET;

3>
set both the IE "Current TFC subset" and the IE "Default TFC subset" ( for the CCTrCH indicated by the IE "TFCS Id" in case of TDD) in the variable TFC_SUBSET to the value of the IE "Transport format combination subset";

3>

at the CFN indicated by the IE "Activation time for TFC subset" apply the transport format combination subset in the IE "Current TFC subset" stored in the variable TFC_SUBSET.

2> when the UE enters a state other than CELL_DCH state after the reception of the message:

3>
if the CFN indicated by IE "Activation time for TFC subset" has been reached and the time period defined by the IE "Duration" in the variable TFC_SUBSET has not been reached:
4>
if the IE "Current TFC subset" (for the CCTrCH indicated by the IE "TFCS Id" in case of TDD) in the variable TFC_SUBSET has not subsequently been changed by another message:

5>
set the value of the IE "Current TFC subset" to the value of the IE "Default TFC subset" in the variable TFC_SUBSET;

5>
clear the IE "Duration" in the variable TFC_SUBSET;

5>
apply the transport format combination subset in the IE "Current TFC subset" stored in the variable TFC_SUBSET;

3>
if the CFN indicated by IE "Activation time for TFC subset" has not been reached:

4>
if the IE "TFC Control duration" is not included in the message:
5>
apply the transport format combination subset in the IE "Current TFC subset" stored in the variable TFC_SUBSET;

4>
if the IE "TFC Control duration" is included in the message, and if the IE "Current TFC subset" (for the CCTrCH indicated by the IE "TFCS Id" in case of TDD) in the variable TFC_SUBSET has not subsequently been changed by another message:

5>
set the value of the IE "Current TFC subset" to the value of the IE "Default TFC subset" in the variable TFC_SUBSET;

5>
clear the IE "Duration" in the variable TFC_SUBSET;

5>
apply the transport format combination subset in the IE "Current TFC subset" stored in the variable TFC_SUBSET.
If the TRANSPORT FORMAT COMBINATION CONTROL message was received on TM RLC, the UE shall:

1>
if the IE "TFC subset identity" identifies one of the TFC subsets stored in the IE "TFC subset list" in the variable TFC_SUBSET:

2>
perform the actions as specified in subclause 8.6.5.3;

2>
if the variable INVALID_CONFIGURATION is set to FALSE:

3>
in the variable TFC_SUBSET, set the IE "Current TFC subset" and the IE "default TFC subset" to the value of the IE "TFC subset" in "TFC subset list" which is identified by the IE "TFC subset identity";

3>
clear the IE "Duration" in the variable TFC_SUBSET;

3>
apply the transport format combination subset in the IE "Current TFC subset" stored in the variable TFC_SUBSET.
1>
if the IE "TFC subset identity" is greater than the maximum number of TFC subsets stored in the IE "TFC subset list" in the variable TFC_SUBSET:

2>
set the variable INVALID_CONFIGURATION to TRUE. 

NOTE:
The UTRAN should only send the TRANSPORT FORMAT COMBINATION CONTROL message on TM RLC in order to control the rate of TM RBs (for example, carrying multi-rate AMR or WB-AMR) otherwise the UE behaviour is not specified.
The UE shall:

1>
clear the entry for the TRANSPORT FORMAT COMBINATION CONTROL message in the table "Accepted transactions" in the variable TRANSACTIONS;

1>
and the procedure ends.
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