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5.7.1
Time and frequency structure
The physical layer random access preamble, illustrated in Figure 5.7.1-1, consists of a cyclic prefix of length
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 and a sequence part of length
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. The parameter values are listed in Table 5.7.1-1 and depend on the frame structure and the random access configuration. Higher layers control the preamble format.
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Figure 5.7.1-1: Random access preamble format.
Table 5.7.1-1: Random access preamble parameters.

	Preamble format
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	4
(frame structure type 2 only)
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The transmission of a random access preamble, if triggered by the MAC layer, is restricted to certain time and frequency resources. These resources are enumerated in increasing order of the subframe number within the radio frame and the physical resource blocks in the frequency domain such that index 0 correspond to the lowest numbered physical resource block and subframe within the radio frame. 

For preamble format 0-3, there is at most one random access resource per subframe for FDD. Table 5.7.1-2 lists the subframes in which random access preamble transmission is allowed for a given configuration. The start of the random access preamble shall be aligned with the start of the corresponding uplink subframe at the UE assuming a timing advance of zero. For PRACH configuration 0, 1, 2, 15, the UE may for handover purposes assume an absolute value of the relative time difference between radio frame 
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 in the current cell and the target cell of less than 
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Table 5.7.1-2: Random access preamble timing for preamble format 0-3.

	PRACH configuration
	System frame number
	Subframe number

	0
	Even
	1

	1
	Even
	4

	2
	Even
	7

	3
	Any
	1

	4
	Any
	4

	5
	Any
	7

	6
	Any
	1, 6

	7
	Any
	2 ,7

	8
	Any
	3, 8

	9
	Any
	1, 4, 7

	10
	Any
	2, 5, 8

	11
	Any
	3, 6, 9

	12
	Any
	0, 2, 4, 6, 8

	13
	Any
	1, 3, 5, 7, 9

	14
	Any
	0, 1, 2, 3, 4, 5, 6, 7, 8, 9

	15
	Even
	9


For preamble format 4 available in TDD only, the preamble shall start [
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before the end of the UpPTS at the UE. 

In the frequency domain, the random access preamble occupies a bandwidth corresponding to 6 resource blocks for both frame structures. 
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