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Source
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Agenda Item
7.2.1
Agenda Item                        7.2.3

RP-080974
CRs to 25.214 for several clarifications/corrections on CPC
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Tdoc
	Workitem
	Remarks

	25.214
	501
	1
	Rel-7
	Clarification of F-DPCH TPC Combining Rule of cells in the same RLS 
	F
	7.9.0
	R1-083981
	RANimp-CPC
	 

	25.214
	502
	1
	Rel-8
	Clarification of F-DPCH TPC Combining Rule of cells in the same RLS 
	A
	8.3.0
	R1-083982
	RANimp-CPC
	 

	25.214
	505
	-
	Rel-7
	Correction to the description of CPC procedures
	F
	7.9.0
	R1-083576
	RANimp-CPC
	 

	25.214
	506
	2
	Rel-8
	Correction to the description of CPC procedures
	A
	8.3.0
	R1-084040
	RANimp-CPC
	 

	25.214
	518
	1
	Rel-8
	Clarification of CQI repetition in case of UE DTX
	F
	7.9.0
	R1-084563
	RANimp-CPC
	 

	25.214
	524
	-
	Rel-8
	Clarification of CQI repetition in case of UE DTX
	A
	8.3.0
	R1-084564
	RANimp-CPC
	 


Agenda Item                        7.2.3

RP-080975
CRs to 25.214 on E-DPDCH gain factor
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Tdoc
	Workitem
	Remarks

	25.214
	510
	1
	Rel-7
	Correction to E-DPDCH gain factor interpolation in compressed mode
	F
	7.9.0
	R1-083991
	RANimp-16QamUplink
	 

	25.214
	514
	-
	Rel-8
	Correction to E-DPDCH gain factor interpolation in compressed mode
	A
	8.3.0
	R1-083992
	RANimp-16QamUplink
	 

	25.214
	516
	3
	Rel-7
	Correction to E-DPDCH gain factor interpolation in compressed mode
	F
	7.9.0
	R1-084688
	RANimp-16QamUplink
	 

	25.214
	517
	3
	Rel-8
	Correction to E-DPDCH gain factor interpolation in compressed mode
	A
	8.3.0
	R1-084689
	RANimp-16QamUplink
	 

	25.214
	523
	-
	Rel-8
	Correction to E-DPDCH gain factor calculation
	A
	8.3.0
	R1-084526
	RANimp-16QamUplink
	 

	25.214
	525
	-
	Rel-7
	Clarifications to E-DPDCH scaling
	F
	7.9.0
	R1-084604
	RANimp-16QamUplink
	 

	25.214
	527
	-
	Rel-7
	Correction to E-DPDCH gain factor calculation
	F
	7.9.0
	R1-084624
	RANimp-16QamUplink
	 


Agenda Item                        7.2.3

RP-080976
CRs to 25.221, 25.222 & 25.224 for several clarifications/corrections for LCR TDD
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	TDoc
	Workitem
	Remarks

	25.221
	167
	-
	Rel-7
	Correction of E-PUCH TPC description for 1.28Mcps TDD
	F
	7.8.0
	R1-083766
	LCRTDD-EDCH-Phys
	 

	25.221
	168
	-
	Rel-8
	Correction of E-PUCH TPC description for 1.28Mcps TDD
	A
	8.2.0
	R1-083767
	LCRTDD-EDCH-Phys
	 

	25.222
	158
	-
	Rel-7
	Clarification of E-DCH RV index selection for 1.28Mcps TDD
	F
	7.8.0
	R1-083547
	LCRTDD-EDCH-Phys
	 

	25.222
	159
	-
	Rel-8
	Clarification of E-DCH RV index selection for 1.28Mcps TDD
	A
	8.2.0
	R1-083548
	LCRTDD-EDCH-Phys
	 

	25.224
	198
	1
	Rel-7
	Modification of HS-SICH sync description for 1.28Mcps TDD
	F
	7.8.0
	R1-084518
	LCRTDD-EDCH-Phys
	 

	25.224
	199
	1
	Rel-8
	Modification of HS-SICH sync description for 1.28Mcps TDD
	A
	8.1.0
	R1-084519
	LCRTDD-EDCH-Phys
	 

	25.224
	200
	1
	Rel-7
	Clarification of precision and quantization mode for coderate and beta of E-PUCH for 1.28Mcps TDD EUL
	F
	7.8.0
	R1-084643
	LCRTDD-EDCH-Phys
	 

	25.224
	201
	1
	Rel-8
	Clarification of precision and quantization mode for coderate and beta of E-PUCH for 1.28Mcps TDD EUL
	A
	8.1.0
	R1-084644
	LCRTDD-EDCH-Phys
	 


Agenda Item                        7.2.3

RP-080977
CRs to 25.221 to correct FPACH misalignment for LCR TDD
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	TDoc
	Workitem
	Remarks

	25.221
	165
	-
	Rel-7
	Correction on FPACH misalignment for 1.28Mcps TDD
	F
	7.8.0
	R1-083764
	TEI7
	 

	25.221
	166
	-
	Rel-8
	Correction on FPACH misalignment for 1.28Mcps TDD
	A
	8.2.0
	R1-083765
	TEI7
	 


Agenda Item                        8
RP-080978
CR to 25.214 (Rel-8, F) clarifying NIR setting in CQI tables
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	TDoc
	Workitem
	Remarks

	25.214
	515
	-
	Rel-8
	Clarification of NIR setting in CQI mapping tables
	F
	8.3.0
	R1-084104
	HSDPA-Phys
	 


Agenda Item                        8

RP-080979
CR to 25.214 (Rel-8, F) correcting typo error
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	TDoc
	Workitem
	Remarks

	25.214
	509
	1
	Rel-8
	Typographical error correction in a parameter name in HS-PDSCH reception
	F
	8.3.0
	R1-083990
	RANimp-RABSE-ACKNACK
	 


RP-080980
CR to 25.222 (Rel-8, F) for 64QAM LCRTDD correction
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Tdoc
	Workitem
	Remarks

	25.222
	161
	1
	Rel-8
	Correction of description about 64QAM for LCR TDD
	F
	8.2.0
	R1-083980
	RANimp-64Qam1.28TDD
	 


RP-080981
CR to 36.201 (Rel-8, F) LTE physical layer updates

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Tdoc
	Workitem
	Remarks

	36.201
	2
	-
	Rel-8
	Clarification of modular operation
	F
	8.1.0
	R1-084520
	LTE-Phys
	 


Agenda Item                        8

RP-080982
CRs to 36.211 (Rel-8, F) LTE physical layer updates

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Tdoc
	Workitem
	Remarks

	36.211
	70
	1
	Rel-8
	Correction for the definition of UE-specific reference signals
	F
	8.4.0
	R1-083494
	LTE-Phys
	 

	36.211
	72
	2
	Rel-8
	Corrections to precoding for large delay CDD
	F
	8.4.0
	R1-084000
	LTE-Phys
	 

	36.211
	80
	-
	Rel-8
	Correction to the definition of nbar_oc for extended CP
	F
	8.4.0
	R1-083486
	LTE-Phys
	 

	36.211
	81
	1
	Rel-8
	Specification of reserved REs not used for RS
	F
	8.4.0
	R1-083933
	LTE-Phys
	 

	36.211
	82
	2
	Rel-8
	Clarification of the random access preamble transmission timing
	F
	8.4.0
	R1-084014
	LTE-Phys
	 

	36.211
	83
	1
	Rel-8
	Indexing of PRACH resources within the radio frame 
	F
	8.4.0
	R1-083915
	LTE-Phys
	 

	36.211
	84
	6
	Rel-8
	Alignment of RAN1/RAN2 specification
	F
	8.4.0
	R1-084358
	LTE-Phys
	 

	36.211
	86
	-
	Rel-8
	Clarification on scrambling of ACK/NAK bits for PUCCH format 2a/2b
	F
	8.4.0
	R1-083922
	LTE-Phys
	 

	36.211
	87
	-
	Rel-8
	Correction of introduction of shortened SR
	F
	8.4.0
	R1-084027
	LTE-Phys
	 

	36.211
	88
	-
	Rel-8
	Corrections to 36.211
	F
	8.4.0
	R1-083935
	LTE-Phys
	 

	36.211
	89
	-
	Rel-8
	Clarification on PUSCH DM RS Cyclic Shift Hopping
	F
	8.4.0
	R1-083927
	LTE-Phys
	 

	36.211
	92
	1
	Rel-8
	Correction to the uplink DM RS assignment
	F
	8.4.0
	R1-084075
	LTE-Phys
	 

	36.211
	93
	-
	Rel-8
	Clarify the RNTI used in scrambling sequence initialization
	F
	8.4.0
	R1-083932
	LTE-Phys
	 

	36.211
	94
	1
	Rel-8
	On linkage Among UL Power Control Parameters
	F
	8.4.0
	R1-084073
	LTE-Phys
	 

	36.211
	95
	-
	Rel-8
	Clarification on PUSCH pre-determined hopping pattern
	F
	8.4.0
	R1-084001
	LTE-Phys
	 

	36.211
	96
	-
	Rel-8
	Clarification of SRS sequence-group and base sequence number
	F
	8.4.0
	R1-084011
	LTE-Phys
	 

	36.211
	97
	1
	Rel-8
	SRS subframe configuration
	F
	8.4.0
	R1-084076
	LTE-Phys
	 

	36.211
	98
	-
	Rel-8
	Remaining SRS details for TDD
	F
	8.4.0
	R1-084023
	LTE-Phys
	 

	36.211
	99
	-
	Rel-8
	Clarifying UL VRB Allocation
	F
	8.4.0
	R1-084044
	LTE-Phys
	 

	36.211
	100
	-
	Rel-8
	Clarification on PUCCH resource hopping
	F
	8.4.0
	R1-084074
	LTE-Phys
	 

	36.211
	101
	-
	Rel-8
	Correction for definition of Qm  and a pseudo code syntax error in Scrambling.
	F
	8.4.0
	R1-084106
	LTE-Phys
	 

	36.211
	105
	1
	Rel-8
	Remaining Issues on SRS of TDD
	F
	8.4.0
	R1-084618
	LTE-Phys
	 

	36.211
	106
	-
	Rel-8
	Correction of reference to RAN4 specification of supported uplink bandwidth
	F
	8.4.0
	R1-084356
	LTE-Phys
	 

	36.211
	107
	-
	Rel-8
	General corrections to SRS
	F
	8.4.0
	R1-084359
	LTE-Phys
	 

	36.211
	109
	2
	Rel-8
	Correction to PCFICH specification
	F
	8.4.0
	R1-084669
	LTE-Phys
	 

	36.211
	110
	1
	Rel-8
	Correction to Layer Mapping for Transmit Diversity with Four Antenna Ports
	F
	8.4.0
	R1-084667
	LTE-Phys
	 

	36.211
	111
	-
	Rel-8
	Correction of the mapping of cyclic shift filed in DCI format 0 to the dynamic cyclic shift offset
	F
	8.4.0
	R1-084560
	LTE-Phys
	 

	36.211
	112
	-
	Rel-8
	DRS collision handling
	F
	8.4.0
	R1-084626
	LTE-Phys
	 

	36.211
	113
	-
	Rel-8
	Clarification to enable reuse of non-active PUCCH CQI RBs for PUSCH
	F
	8.4.0
	R1-084666
	LTE-Phys
	 

	36.211
	114
	1
	Rel-8
	PUSCH Mirror Hopping operation
	F
	8.4.0
	R1-084697
	LTE-Phys
	 


Agenda Item                        8

RP-080983
CRs to 36.212 (Rel-8, F) LTE physical layer updates

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Tdoc
	Workitem
	Remarks

	36.212
	50
	2
	Rel-8
	Clarification of input bits corresponding to 2-bit HARQ-ACK and 2-bit RI
	F
	8.4.0
	R1-084596
	LTE-Phys
	 

	36.212
	53
	-
	Rel-8
	Editorial corrections to 36.212
	D
	8.4.0
	R1-083899
	LTE-Phys
	 

	36.212
	55
	-
	Rel-8
	Miscellaneous Corrections
	F
	8.4.0
	R1-084004
	LTE-Phys
	 

	36.212
	57
	-
	Rel-8
	Clarification of mapping of information bits
	F
	8.4.0
	R1-084007
	LTE-Phys
	 

	36.212
	58
	-
	Rel-8
	Completion of 36.212 CR47 (R1-083421) for “new” DCI Formats
	F
	8.4.0
	R1-084013
	LTE-Phys
	 

	36.212
	59
	-
	Rel-8
	Change for determining DCI format 1A TBS table column indicator for broadcast control
	F
	8.4.0
	R1-084078
	LTE-Phys
	 

	36.212
	61
	2
	Rel-8
	Defining DCI format 1A for downlink data arrival
	F
	8.4.0
	R1-084677
	LTE-Phys
	 

	36.212
	63
	1
	Rel-8
	ACK/NACK transmission on PUSCH for LTE TDD
	F
	8.4.0
	R1-084670
	LTE-Phys
	 

	36.212
	65
	-
	Rel-8
	Correction in 36.212 related to TDD downlink HARQ processes
	F
	8.4.0
	R1-084427
	LTE-Phys
	 

	36.212
	67
	1
	Rel-8
	Correction of control MCS offset and SRS symbol puncturing
	F
	8.4.0
	R1-084600
	LTE-Phys
	 

	36.212
	68
	1
	Rel-8
	DCI format 2/2A
	F
	8.4.0
	R1-084595
	LTE-Phys
	 

	36.212
	69
	-
	Rel-8
	Correction to zero padding in DCI format 1
	F
	8.4.0
	R1-084593
	LTE-Phys
	 

	36.212
	71
	-
	Rel-8
	Clarification of RI bit field mapping for PUCCH
	F
	8.4.0
	R1-084602
	LTE-Phys
	 

	36.212
	72
	-
	Rel-8
	Clarifying RNTI bit mapping for PDCCH CRC scrambling
	F
	8.4.0
	R1-084630
	LTE-Phys
	 

	36.212
	73
	-
	Rel-8
	Clarification on BCH transport block size
	F
	8.4.0
	R1-084647
	LTE-Phys
	 

	36.212
	76
	-
	Rel-8
	Clarification on the number of PUCCH-based CQI/PMI bits when reported on PUSCH
	F
	8.4.0
	R1-084696
	LTE-Phys
	 


Agenda Item                        8

RP-080984
CRs to 36.213 (Rel-8, F) LTE physical layer updates

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Tdoc
	Workitem
	Remarks

	36.213
	82
	3
	Rel-8
	Corrections to RI for CQI reporting
	F
	8.4.0
	R1-084576
	LTE-Phys
	 

	36.213
	83
	2
	Rel-8
	Moving description of large delay CDD to 36.211
	F
	8.4.0
	R1-084096
	LTE-Phys
	 

	36.213
	105
	8
	Rel-8
	Alignment of RAN1/RAN2 specification
	F
	8.4.0
	R1-084653
	LTE-Phys
	 

	36.213
	107
	1
	Rel-8
	General correction of reset of power control and random access response message
	F
	8.4.0
	R1-084064
	LTE-Phys
	 

	36.213
	108
	2
	Rel-8
	Final details on codebook subset restrictions
	F
	8.4.0
	R1-084371
	LTE-Phys
	 

	36.213
	109
	-
	Rel-8
	Correction on the definition of Pmax
	F
	8.4.0
	R1-083762
	LTE-Phys
	 

	36.213
	112
	2
	Rel-8
	CQI/PMI reference measurement periods
	F
	8.4.0
	R1-084701
	LTE-Phys
	 

	36.213
	113
	-
	Rel-8
	Correction of introduction of shortened SR
	F
	8.4.0
	R1-084028
	LTE-Phys
	 

	36.213
	114
	-
	Rel-8
	RAN1/2 specification alignment on HARQ operation
	F
	8.4.0
	R1-083936
	LTE-Phys
	 

	36.213
	115
	-
	Rel-8
	Introducing other missing L1 parameters in 36.213
	F
	8.4.0
	R1-083937
	LTE-Phys
	 

	36.213
	116
	-
	Rel-8
	PDCCH blind decoding
	F
	8.4.0
	R1-083938
	LTE-Phys
	 

	36.213
	117
	-
	Rel-8
	PDCCH search space
	F
	8.4.0
	R1-083939
	LTE-Phys
	 

	36.213
	119
	-
	Rel-8
	Delta_TF for PUSCH
	F
	8.4.0
	R1-083944
	LTE-Phys
	 

	36.213
	120
	-
	Rel-8
	Delta_preamble_msg3 parameter values and TPC command in RA response
	F
	8.4.0
	R1-083945
	LTE-Phys
	 

	36.213
	122
	1
	Rel-8
	Correction of offset signaling of uplink control information MCS
	F
	8.4.0
	R1-084034
	LTE-Phys
	 

	36.213
	124
	-
	Rel-8
	Miscellaneous Corrections
	F
	8.4.0
	R1-084005
	LTE-Phys
	 

	36.213
	125
	-
	Rel-8
	Clarification of the uplink index in TDD mode
	F
	8.4.0
	R1-083957
	LTE-Phys
	 

	36.213
	126
	-
	Rel-8
	Clarification of the uplink transmission configurations
	F
	8.4.0
	R1-083959
	LTE-Phys
	 

	36.213
	127
	2
	Rel-8
	Correction to the PHICH index assignment
	F
	8.4.0
	R1-084525
	LTE-Phys
	 

	36.213
	128
	-
	Rel-8
	Clarification of type-2 PDSCH resource allocation for format 1C
	F
	8.4.0
	R1-083953
	LTE-Phys
	 

	36.213
	129
	-
	Rel-8
	Clarification of uplink grant in random access response
	F
	8.4.0
	R1-083958
	LTE-Phys
	 

	36.213
	130
	-
	Rel-8
	UE sounding procedure
	F
	8.4.0
	R1-083965
	LTE-Phys
	 

	36.213
	132
	-
	Rel-8
	Switching between DCI 1A and 2
	F
	8.4.0
	R1-083956
	LTE-Phys
	 

	36.213
	134
	-
	Rel-8
	Change for determining DCI format 1A TBS table column indicator for broadcast control
	F
	8.4.0
	R1-084077
	LTE-Phys
	 

	36.213
	135
	-
	Rel-8
	Clarifying UL VRB Allocation
	F
	8.4.0
	R1-084045
	LTE-Phys
	 

	36.213
	136
	1
	Rel-8
	Correction for Aperiodic CQI
	F
	8.4.0
	R1-084590
	LTE-Phys
	 

	36.213
	137
	1
	Rel-8
	Correction for Aperiodic CQI Reporting
	F
	8.4.0
	R1-084580
	LTE-Phys
	 

	36.213
	138
	1
	Rel-8
	Correction to PUCCH CQI reporting mode for N^DL_RB <= 7
	F
	8.4.0
	R1-084575
	LTE-Phys
	 

	36.213
	140
	1
	Rel-8
	On sounding procedure in TDD
	F
	8.4.0
	R1-084632
	LTE-Phys
	 

	36.213
	141
	1
	Rel-8
	Alignment of RAN1/RAN3 specification
	F
	8.4.0
	R1-084546
	LTE-Phys
	 

	36.213
	143
	1
	Rel-8
	TTI bundling
	F
	8.4.0
	R1-084549
	LTE-Phys
	 

	36.213
	144
	1
	Rel-8
	ACK/NACK transmission on PUSCH for LTE TDD
	F
	8.4.0
	R1-084671
	LTE-Phys
	 

	36.213
	145
	1
	Rel-8
	Timing relationship between PHICH and its associated PUSCH
	F
	8.4.0
	R1-084561
	LTE-Phys
	 

	36.213
	147
	1
	Rel-8
	Definition of parameter for downlink reference signal transmit power
	F
	8.4.0
	R1-084631
	LTE-Phys
	 

	36.213
	148
	1
	Rel-8
	Radio link monitoring
	F
	8.4.0
	R1-084545
	LTE-Phys
	 

	36.213
	149
	1
	Rel-8
	Correction in 36.213 related to TDD downlink HARQ processes
	F
	8.4.0
	R1-084599
	LTE-Phys
	 

	36.213
	151
	-
	Rel-8
	Nominal PDSCH-to-RS EPRE Offset for CQI Reporting
	F
	8.4.0
	R1-084438
	LTE-Phys
	 

	36.213
	152
	1
	Rel-8
	Support of UL ACK/NAK repetition in Rel-8
	F
	8.4.0
	R1-084650
	LTE-Phys
	 

	36.213
	155
	-
	Rel-8
	Clarification of misconfiguration of aperiodic CQI and SR
	F
	8.4.0
	R1-084544
	LTE-Phys
	 

	36.213
	157
	-
	Rel-8
	Correction to the PHICH index assignment
	F
	8.4.0
	R1-084558
	LTE-Phys
	 

	36.213
	158
	1
	Rel-8
	UE transmit antenna selection
	F
	8.4.0
	R1-084588
	LTE-Phys
	 

	36.213
	159
	-
	Rel-8
	Clarification of spatial different CQI for CQI reporting Mode 2-1
	F
	8.4.0
	R1-084570
	LTE-Phys
	 

	36.213
	160
	1
	Rel-8
	Corrections for TDD ACK/NACK bundling and multiplexing
	F
	8.4.0
	R1-084668
	LTE-Phys
	 

	36.213
	161
	-
	Rel-8
	Correction to RI for Open-Loop Spatial Multiplexing
	F
	8.4.0
	R1-084577
	LTE-Phys
	 

	36.213
	162
	-
	Rel-8
	Correction of differential CQI
	F
	8.4.0
	R1-084581
	LTE-Phys
	 

	36.213
	163
	-
	Rel-8
	Inconsistency between PMI definition and codebook index
	F
	8.4.0
	R1-084586
	LTE-Phys
	 

	36.213
	164
	-
	Rel-8
	PDCCH validation for semi-persistent scheduling
	F
	8.4.0
	R1-084598
	LTE-Phys
	 

	36.213
	165
	1
	Rel-8
	Correction to the UE behavior of PUCCH CQI piggybacked on PUSCH
	F
	8.4.0
	R1-084657
	LTE-Phys
	 

	36.213
	166
	-
	Rel-8
	Correction on SRS procedure when shortened PUCCH format is used
	F
	8.4.0
	R1-084623
	LTE-Phys
	 

	36.213
	167
	1
	Rel-8
	Transmission overlapping of physical channels/signals with PDSCH for transmission mode 7
	F
	8.4.0
	R1-084660
	LTE-Phys
	 

	36.213
	169
	-
	Rel-8
	Clarification of SRS and SR transmission
	F
	8.4.0
	R1-084633
	LTE-Phys
	 

	36.213
	171
	-
	Rel-8
	Clarification on UE behavior when skipping decoding
	F
	8.4.0
	R1-084636
	LTE-Phys
	 

	36.213
	172
	1
	Rel-8
	PUSCH Hopping operation corrections
	F
	8.4.0
	R1-084698
	LTE-Phys
	 

	36.213
	173
	-
	Rel-8
	Clarification on message 3 transmission timing
	F
	8.4.0
	R1-084639
	LTE-Phys
	 

	36.213
	174
	-
	Rel-8
	MCS handling for DwPTS
	F
	8.4.0
	R1-084640
	LTE-Phys
	 

	36.213
	175
	-
	Rel-8
	Clarification of UE-specific time domain position for SR transmission
	F
	8.4.0
	R1-084646
	LTE-Phys
	 

	36.213
	176
	1
	Rel-8
	Physical layer parameters for CQI reporting
	F
	8.4.0
	R1-084694
	LTE-Phys
	 

	36.213
	177
	-
	Rel-8
	A-periodic CQI clarification for TDD UL/DL configuration 0
	F
	8.4.0
	R1-084659
	LTE-Phys
	 

	36.213
	179
	1
	Rel-8
	Correction to the definitions of rho_A and rho_B (downlink power allocation)
	F
	8.4.0
	R1-084692
	LTE-Phys
	 

	36.213
	180
	-
	Rel-8
	Clarification of uplink A/N resource indication
	F
	8.4.0
	R1-084685
	LTE-Phys
	 

	36.213
	181
	-
	Rel-8
	PDCCH format 0 for message 3 adaptive retransmission and transmission of control information in message 3 during contention based random access procedure
	F
	8.4.0
	R1-084699
	LTE-Phys
	 

	36.213
	182
	-
	Rel-8
	To Fix the Discrepancy of Uplink Power Control and Channel Coding of Control Information in PUSCH
	F
	8.4.0
	R1-084702
	LTE-Phys
	 

	36.213
	156
	1
	Rel-8
	Correction of control information multiplexing in subframe bundling mode
	F
	8.4.0
	R1-084704
	LTE-Phys
	 

	36.213
	102
	3
	Rel-8
	Reception of DCI formats
	F
	8.4.0
	R1-084705
	LTE-Phys
	 


Agenda Item                        8

RP-080985
CRs to 36.214 (Rel-8, F) LTE physical layer updates

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Tdoc
	Workitem
	Remarks

	36.214
	8
	-
	Rel-8
	RSRQ Measurement Definition
	F
	8.4.0
	R1-084373
	LTE-Phys
	 


Agenda Item                        9.3.2
RP-080986
CRs to 25.211 & 25.214 for introduction of Enhanced for CELL_FACH state
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Tdoc
	Workitem
	Remarks

	25.211
	259
	1
	Rel-8
	Removal of a reference to E-AICH
	F
	8.2.0
	R1-083986
	RANimp-UplinkEnhState
	 

	25.214
	504
	1
	Rel-8
	Corrections in the physical random access procedure for Enhanced Uplink in CELL_FACH State and Idle mode
	F
	8.3.0
	R1-083984
	RANimp-UplinkEnhState
	 

	25.214
	513
	-
	Rel-8
	Support of HS-DPCCH for Enhanced uplink in CELL_FACH state
	F
	8.3.0
	R1-083985
	RANimp-UplinkEnhState
	 


Agenda Item                        9.3.5
RP-080987
CRs to 25.221, 25.222 & 25.224 for introduction of Enhanced CELL_FACH state in LCRTDD
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	TDoc
	Workitem
	Remarks

	25.221
	169
	1
	Rel-8
	Introduction of the Enhanced CELL_FACH, CELL_PCH, URA_PCH state for 1.28Mcps TDD
	B
	8.2.0
	R1-084552
	RANimp-EnhState1.28TDD
	 

	25.222
	162
	-
	Rel-8
	Introduction of the Enhanced CELL_FACH, CELL_PCH, URA_PCH state for 1.28Mcps TDD
	B
	8.2.0
	R1-084554
	RANimp-EnhState1.28TDD
	 

	25.224
	202
	1
	Rel-8
	Introduction of the Enhanced CELL_FACH, CELL_PCH, URA_PCH state for 1.28Mcps TDD
	B
	8.1.0
	R1-084553
	RANimp-EnhState1.28TDD
	 


Agenda Item                        9.3.9
RP-080988
CRs to 25.212 & 25.214 for introduction of HS-PDSCH Serving Cell Change enhancements
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	TDoc
	Workitem
	Remarks

	25.212
	270
	3
	Rel-8
	Introduction of HS-PDSCH Serving Cell Change Enhancements
	B
	8.3.0
	R1-083987
	RANimp-HSDSCH
	 

	25.214
	503
	1
	Rel-8
	Introduction of HS-PDSCH Serving Cell Change Enhancements
	B
	8.3.0
	R1-083983
	RANimp-HSDSCH
	 


Agenda Item                        9.3.12

RP-080989
CRs to 25.211, 25.212, 25.213 & 25.214 for introduction of DC HSDPA operation
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	TDoc
	Workitem
	Remarks

	25.211
	257
	3
	Rel-8
	Introduction of Dual-Cell HSDPA Operation on Adjacent Carriers
	B
	8.2.0
	R1-084029
	RANimp-DCHSDPA
	 

	25.212
	267
	5
	Rel-8
	Introduction of Dual-Cell HSDPA Operation on Adjacent Carriers
	B
	8.3.0
	R1-084690
	RANimp-DCHSDPA
	 

	25.213
	99
	-
	Rel-8
	Clarification to scrambling codes in dual cell HSDPA operation
	B
	8.2.0
	R1-084655
	RANimp-DCHSDPA
	 

	25.214
	497
	4
	Rel-8
	Introduction of Dual-Cell HSDPA Operation on Adjacent Carriers
	B
	8.3.0
	R1-084031
	RANimp-DCHSDPA
	 

	25.214
	519
	-
	Rel-8
	References to CQI tables for DC-HSDPA
	F
	8.3.0
	R1-084261
	RANimp-DCHSDPA
	 

	25.214
	528
	-
	Rel-8
	Clarifications to Dual-Cell HSDPA Operation
	B
	8.3.0
	R1-084656
	RANimp-DCHSDPA
	 


Agenda Item                        9.5

RP-080990
CRs to 25.214 (Rel-8, B) for EUL power control improvement
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	TDoc
	Workitem
	Remarks

	25.214
	508
	2
	Rel-8
	Improved EUL power control at UE power limitation
	B
	8.3.0
	R1-084605
	TEI8
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