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Progress Report since the last TSG (for all involved WGs):
Work on 64QAM for 1.28Mcps TDD has been continued and finalized since previous TSG-RAN #41.
TSG RAN1
In RAN1#54bis, a small correction was discussed and agreed.
TSG RAN2

In RAN2#63bis, additional HSDPA capability categories for UE that supports 3 timeslots HS-DSCH reception per TTI have been agreed in principle in [1]. The CR was finally agreed in [2] in RAN2#64.
TSG RAN3
None 
TSG RAN4

In RAN4#48bis, CQI report simulation assumption and results for 64QAM for a set of radio conditions/environments were provided in [3] and a corresponding CR to 25.102 was technically endorsed [4].
In RAN4#49, additional simulation results for UE that supports 3 timeslots HS-DSCH reception per TTI  were provided in [6]. The simulation results include the demodulation requirements for both fixed reference channel and CQI report, and the requirement of maximum input level.
CR for 25.102 to introduce maximum input level requirement and demodulation requirements for 1.28Mcps TDD 64QAM DL were agreed in [7][8].

List of Completed elements (for complex work items):

RAN1 of L1 aspects of 64QAM: 100% (already complete in RAN #40) 
RAN2 of L2 aspects of 64QAM: 100% (already complete in RAN #40)
RAN3 of L3 aspects of 64QAM: 100% (already complete in RAN #40)
RAN4 of radio performance aspects of 64QAM: 100%

List of open issues:

None
Estimates of the level of completion (when possible):
Overall:  100%
WI completion date review resulting from the discussion at the working group:

Dec 2008
References to WG's internal documentation and/or TRs:
TSG RAN2

[1]
R2-085506 Introduction of additional UE categories for 1.28Mcps TDD 64QAM DL, RAN2#63bis, ZTE, RITT, CATT, TD-TECH, Spreadtrum Communications
[2]
R2-086729 Introduction of additional UE categories for 1.28Mcps TDD 64QAM DL
ZTE, RITT, CATT, TD-TECH, Spreadtrum Communications
TSG RAN4

[3]
R4-082597 Simulation results for CQI requirements for 1.28 Mcps TDD 64QAM DL  CATT


[4]
R4-082598 Adding the CQI requirements for 1.28Mcps TDD 64QAM DL
CATT

[5]
R4-082711 Adding the CQI requirements for 1.28Mcps TDD 64QAM DL 
CATT



[6]
R4-082762 some simulation results for 1.28Mcps TDD Option 64QAM DL 
CATT            

[7]
R4-082764 Adding the requirement of maximum input level for 1.28Mcps TDD Option 64QAM DL   CATT

[8]
R4-082763 Adding the demodulation requirements for 1.28Mcps TDD Option 64QAM  DL  CATT
