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	The changes are summarized below:
In 6.6.3:
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<< Unchanged sections omitted >>

6.6.3
Spurious emissions

Spurious emissions are emissions which are caused by unwanted transmitter effects such as harmonics emission, parasitic emissions, intermodulation products and frequency conversion products, but exclude out of band emissions. The spurious emission limits are specified in terms of general requirements inline with SM.329 [2] and E-UTRA operating band requirement to address UE co-existence.
Unless otherwise stated, the spurious emission limits apply for the frequency ranges that are more than ΔfOOB (MHz) in Table 6.6.3.1-1 from the edge of the channel bandwidth.
6.6.3.1
Minimum requirements


Table 6.6.3.1-1:  Boundary between E-UTRA ΔfOOB and spurious emission domain

	Channel bandwidth 
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz

	ΔfOOB  (MHz)
	[tbd]
	[tbd]
	10
	15
	20
	25


The spurious emission limits in Table 6.6.3.1-2 apply for all transmitter band configurations (RB) and channel bandwidths.
Table 6.6.3.1-2: Spurious emissions limits 

	Frequency Range
	Maximum Level
	Measurement Bandwidth

	9 kHz ( f < 150 kHz
	-36 dBm
	1 kHz 

	150 kHz ( f < 30 MHz
	-36 dBm
	10 kHz 

	30 MHz ( f < 1000 MHz
	-36 dBm
	100 kHz

	1 GHz ( f < 12.75 GHz
	-30 dBm
	1 MHz


--------- Next Change ----------
6.6.3.3
Additional spurious emissions

These requirements are specified in terms of an additional spectrum emission requirement.
6.6.3.3.1 
Minimum requirement (network signalled value “NS_02” or "NS_05")

Additional spurious emission requirements are signalled by the network to indicate that the UE shall meet an additional requirement for a specific deployment scenario as part of the cell handover/broadcast message. 
When  “NS_02” or "NS_05" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.6.3.3.1-1. This requirement also applies for the frequency ranges that are less than ΔfOOB (MHz) in Table 6.6.3.1-1 from the edge of the channel bandwidth.
Table 6.6.3.3.1-1: Additional requirements (PHS)

	Frequency band
(MHz)
	Channel bandwidth / Spectrum emission limit (dBm)
	Measurement bandwidth 

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	

	1884.5 f 1919.6
	-41
	-41
	-41
	-41
	-41
	-41
	300 KHz

	Note
1. The requirements are applicable when the edge of the assigned E-UTRA UL channel bandwidth frequency is larger than or equal to 1920MHz + the Channel BW assigned. Operations below this point are for further study.
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