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{Start of change} 
Annex G (informative):
Test Tolerances and Derivation of Test Requirements
The Test Requirements in this specification have been calculated by relaxing the Minimum Requirements of the core specification using the Test Tolerances defined here. When the Test Tolerance is zero, the Test Requirement will be the same as the Minimum Requirement. When the Test Tolerance is non-zero, the Test Requirements will differ from the Minimum Requirements, and the formula used for this relaxation is given in the following tables.

The Test Tolerances are derived from Test System uncertainties, regulatory requirements and criticality to system performance. As a result, the Test Tolerances may sometimes be set to zero.

The test tolerances should not be modified for any reason e.g. to take account of commonly known test system errors (such as mismatch, cable loss, etc.).

Note that a formula for applying Test Tolerances is provided for all tests, even those with a test tolerance of zero. This is necessary in the case where the Test System uncertainty is greater than that allowed in clause 4.1.2. In this event, the excess error shall be subtracted from the defined test tolerance in order to generate the correct tightened Test Requirements as defined in this Annex.

[FFS: For example, a Test System having 0.9 dB uncertainty for test 6.2 Base Station maximum output power (which is 0.2 dB above the limit specified in clause 4.1.2) would subtract 0.2 dB from the Test Tolerance of 0.7 dB defined in this Annex. This new test tolerance of 0.5 dB would then be applied to the Minimum Requirement using the formula defined in Table G.2-1 to give a new range of (2.5 dB of the manufacturer's rated output power.

Using this same approach for the case where a test had a test tolerance of 0 dB, an excess error of 0.2 dB would result in a modified test tolerance of -0.2 dB.]

G.1
Measurement of transmitter
Table G.1-1: Derivation of Test Requirements (Transmitter tests)

	Test 
	Minimum Requirement in TS 36.104
	Test Tolerance
(TT)
	Test Requirement in TS 36.141

	6.2 Base station maximum output power
	In normal conditions:
within ±2 dB of  manufacturer's rated output power

In extreme conditions: 
within ±2.5 dB of  manufacturer's rated output power
	0.7 dB

0.7 dB
	Formula:

Upper limit + TT, Lower limit - TT

In normal conditions:
within +2.7 dB and -2.7 dB of the manufacturer's rated output power

In extreme conditions: 
within +3.2 dB and -3.2 dB of the manufacturer's rated output power

	6.3 Output Power dynamics
	[TBD]
	[TBD]
	[TBD] 

	6.4 Transmit ON/OFF power
	[TBD]
	[TBD]
	[TBD]

	6.5.1 Frequency error
	Frequency error limit ±0.05 ppm
	12 Hz
	Formula: Frequency Error limit + TT

0.05 ppm + 12 Hz

	6.5.2 EVM
	[TBD]
	[TBD]
	[TBD] 

	6.5.3 Time alignment between transmitter branches
	[TBD]
	[TBD]
	[TBD] 

	
	
	
	

	6.6.1
Occupied bandwidth
	1.4 MHz

3 MHz

5 MHz

10 MHz

15 MHz

20 MHz
	0 kHz
	Formula:

Minimum Requirement + TT
 

	6.6.2
Adjacent Channel Leakage power Ratio (ACLR)
	Paired spectrum ACLR:

45 dB for E-UTRA

45 dB for UTRA

Unpaired spectrum ACLR:

45 dB for E-UTRA

45 dB for 1.28 Mcps UTRA
45 dB for 3.84 Mcps UTRA
45 dB for 7.82 Mcps UTRA

Absolute limit -13dBm / MHz

	0.8 dB

0.8 dB

0.8 dB

0.8 dB

0.8 dB
0.8 dB

0 dB
	Formula:

ACLR Minimum Requirement - TT 

Absolute limit +TT 

Paired spectrum ACLR:

44.2 dB

44.2 dB

Unpaired spectrum ACLR:

44.2 dB

44.2 dB

44.2 dB

44.2 dB

Absolute limit -13dBm / MHz

	6.6.3
Operating band unwanted emissions
	Category A, bands < 1GHz
For 1.4MHz BW: 

Offsets < 2.8MHz

-1dBm to -11dBm / 100kHz

Offsets ≥ 2.8MHz

-13dBm / 100kHz

For 3MHz BW: 

Offsets < 3MHz

-4.5dBm to -14.5dBm / 100kHz

Offsets ≥ 3MHz

-13dBm / 100kHz

For 5, 10, 15, 20MHz BW: 

Offsets < 10MHz

-7dBm to -14dBm / 100kHz

Offsets ≥ 10MHz

-13dBm / 100kHz

Category A, bands > 1GHz
For 1.4MHz BW: 

Offsets < 2.8MHz

-1dBm to -11dBm / 100kHz

Offsets ≥ 2.8MHz

-13dBm / 1MHz

For 3MHz BW: 

Offsets < 6MHz

-5dBm to -15dBm / 100kHz

Offsets ≥ 6MHz

-13dBm / 1MHz

For 5, 10, 15, 20MHz BW: 

Offsets < 10MHz

-7dBm to -14dBm / 100kHz

Offsets ≥ 10MHz

-13dBm / 1MHz

Category  B, bands < 1GHz
For 1.4MHz BW: 

Offsets < 2.8MHz

-1dBm to -11dBm / 100kHz

Offsets ≥ 2.8MHz

-16dBm / 100kHz

For 3MHz BW: 

Offsets < 6MHz

-5dBm to -15dBm / 100kHz

Offsets ≥ 6MHz

-16dBm / 100kHz

For 5, 10, 15, 20MHz BW: 

Offsets < 10MHz

-7dBm to -14dBm / 100kHz

Offsets ≥ 10MHz

-16dBm / 100kHz

Category B, bands > 1GHz
For 1.4MHz BW: 

Offsets < 2.8MHz

-1dBm to -11dBm / 100kHz

Offsets ≥ 2.8MHz

-15dBm / 1MHz

For 3MHz BW: 

Offsets < 6MHz

-5dBm to -15dBm / 100kHz

Offsets ≥ 6MHz

-15dBm / 1MHz

For 5, 10, 15, 20MHz BW: 

Offsets < 10MHz

-7dBm to -14dBm / 100kHz

Offsets ≥ 10MHz

-15dBm / 1MHz

Additional Reqts, bands < 1GHz
All BWs:

Additional Reqts, bands > 1GHz
All BWs:

Additional Reqts bands 12,13,14
All BWs:
	1.5dB
0dB  
1.5dB
0dB  
1.5dB
0dB

1.5dB
0dB  
1.5dB
0dB  
1.5dB
0dB

1.5dB
0dB  
1.5dB
0dB  
1.5dB
0dB

1.5dB
0dB  
1.5dB
0dB  
1.5dB  
0dB

0dB  
0dB
0dB 
	Formula:

Minimum Requirement + TT 


	6.6.4.5.1
Transmitter spurious emissions, Mandatory Requirements
	Category A

9 kHz ( f < 150 kHz: 

-13dBm / 1kHz 
150 kHz ( f < 30 MHz: 

-13dBm / 10 kHz 
30 MHz ( f < 1 GHz: 

-13dBm / 100 kHz 
1 GHz ( f < 12.75 GHz: 

-13dBm / 1 MHz 
 
	0dB
	Formula:

Minimum Requirement + TT 

	6.6.4.5.2 Transmitter spurious emissions, Mandatory Requirements
	Category B

9 kHz ( f < 150 kHz: 

-36dBm / 1 kHz 
150 kHz ( f < 30 MHz: 

-36dBm / 10 kHz 
30 MHz ( f < 1 GHz: 

-36dBm / 100 kHz 
1 GHz ( f < 12.75 GHz: 

-36dBm / 1 MHz
	0dB
	Formula:

Minimum Requirement + TT 

	6.6.4.5.3
Transmitter spurious emissions, Protection of BS receiver
	-96dBm / 100 kHz
	0dB
	Formula:

Minimum Requirement + TT 

	6.6.4.5.4
Transmitter spurious emissions, Additional spurious emissions requirements
	Levels from -61dBm to -41dBm

Bandwidths from 6.25 kHz to 1MHz

See TS 36.104 [2] for details
	0dB
	Formula:

Minimum Requirement + TT 

	6.6.4.5.5
Transmitter spurious emissions, Co-location
	Levels from -98dBm to -96dBm

Bandwidth 100 kHz

See TS 36.104 [2] for details
	0dB
	Formula:

Minimum Requirement + TT 

	
	


	
	


	6.7
Transmitter intermodulation
	[TBD]
	[TBD]
	[TBD] 


G.2
Measurement of receiver
Table G.2-1: Derivation of Test Requirements (Receiver tests)

	Test 
	Minimum Requirement in TS 36.104
	Test Tolerance
(TT)
	Test Requirement in TS 36.141

	7.2 Reference sensitivity level
	Reference sensitivity power level:

-106.8 dBm for 1.4 MHz BW

-103.0 dBm for 3 MHz BW

-101.5 dBm for 5 MHz BW

-101.5 dBm for 10 MHz BW

-101.5 dBm for 15 MHz BW

-101.5 dBm for 20 MHz BW

T-put limit = 95% of maximum for the Ref Meas channel
	0.7 dB

0.7 dB

0.7 dB

0.7 dB

0.7 dB

0.7 dB
	Formula: Reference sensitivity power level + TT

-106.1 dBm for 1.4 MHz BW

-102.3 dBm for 3 MHz BW

-100.8 dBm for 5 MHz BW

-100.8 dBm for 10 MHz BW

-100.8 dBm for 15 MHz BW

-100.8 dBm for 20 MHz BW

T-put limit unchanged



	7.3
Dynamic range
	[TBD]
	[TBD]
	[TBD]

	7.4
In-channel selectivity
	
	
	

	7.5
Adjacent Channel Selectivity (ACS) and narrow-band blocking
	Narrowband blocking:

Wanted signal power, all BWs: (REFSENS + 6 dB)

Interferer signal power, all BWs:

-49dBm
Adjacent channel selectivity:

Wanted signal power

For 1.4 MHz BW:

(REFSENS + 11dB)

For 3 MHz BW:

(REFSENS + 8dB)

For 5 MHz, 10MHz, 15MHz and 20MHz BW:

(REFSENS + 6dB)

Interferer signal power, all BWs:
-52 dBm

T-put limit = 95% of maximum for the Ref Meas channel


	0 dB
	Formula:

Wanted signal power + TT

Interferer signal power unchanged

T-put limit unchanged

	7.6.1
Blocking (General requirements)
	In-band blocking

Wanted signal power, all BWs: (REFSENS + 6 dB)

Interferer signal power, all BWs:

-43dBm

Out of band blocking

Wanted signal power, all BWs: (REFSENS + 6 dB)

Interferer signal power, all BWs:

-15dBm CW

T-put limit = 95% of maximum for the Ref Meas channel


	0 dB
	Formula:

Wanted signal power + TT

Interferer signal power unchanged

T-put limit unchanged

	7.6.2
Blocking (Co-location with other base stations)
	Co-located blocking

Wanted signal power, all BWs: (REFSENS + 6 dB)

Interferer signal power, all BWs:

+16dBm

T-put limit = 95% of maximum for the Ref Meas channel
	0 dB
	Formula:

Wanted signal power + TT

Interferer signal power unchanged

T-put limit unchanged

	7.7
Receiver spurious emissions
	-57dBm / 100 kHz

-47dBm / 1 MHz
	0dB
	Formula:

Minimum Requirement + TT 

	7.8
Receiver intermodulation
	Wanted signal power, all BWs:

(REFSENS + 6dB)

CW Interferer power, all BWs:
-52 dBm

Modulated Interferer power:, all BWs:
-52 dBm

T-put limit = 95% of maximum for the Ref Meas channel


	0 dB
	Formula:

Wanted signal power + TT

CW Interferer signal power unchanged

Modulated Interferer signal power unchanged

T-put limit unchanged


G.3
Measurement of Performance Requirements
Table G.4-1: Derivation of Test Requirements (Performance tests)

	Test 
	Minimum Requirement in TS 36.104
	Test Tolerance
(TT)
	Test Requirement in TS 36.141

	8.2.1
Performance requirements of PUSCH in multipath fading propagation conditions
	[TBD]
	[TBD]
	[TBD]

	8.2.2
Performance requirements for UL timing adjustment
	[TBD]
	[TBD]
	[TBD]

	8.2.3
Performance requirements for High Speed Train conditions
	[TBD]
	[TBD]
	[TBD]

	8.3.1
ACK missed detection for single user PUCCH format 1a
	[TBD]
	[TBD]
	[TBD]

	8.3.2
CQI missed detection for PUCCH format 2
	[TBD]
	[TBD]
	[TBD]

	8.3.3
ACK missed detection for multi user PUCCH format 1a
	[TBD]
	[TBD]
	[TBD]

	8.4.1
PRACH false alarm probability and missed detection
	[TBD]
	[TBD]
	[TBD]


{End of change} 
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