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4.3A
Base station classes

The requirements in the present document apply to Wide Area Base Stations, Medium Range Base Stations, Local Area Base Stations and Home Base Stations unless otherwise stated. 

Wide Area Base Stations are characterised by requirements derived from Macro Cell scenarios with a BS to UE minimum coupling loss equals to 70 dB. The Wide Area Base Station class has the same requirements as the base station for General Purpose application in Release 99, 4 and 5.

Medium Range Base Stations are characterised by requirements derived from Micro Cell scenarios with a BS to UE minimum coupling loss equals to 53 dB.

Local Area Base Stations are characterised by requirements derived from Pico Cell scenarios with a BS to UE minimum coupling loss equals to 45 dB.
Home Base Stations are characterised by requirements derived from Femto Cell scenarios.
The manufacturer shall declare the intended class of the BS under test.

------------------------NEXT CHANGED SECTION-----------------------

6.2
Base station output power

Output power, Pout, of the base station is the mean power of one carrier delivered to a load with resistance equal to the nominal load impedance of the transmitter.

Rated output power, PRAT, of the base station is the mean power level per carrier that the manufacturer has declared to be available at the antenna connector.
6.2.1
Base station maximum output power

6.2.1.1
Definition and applicability

Maximum output power, Pmax, of the base station is the mean power level per carrier measured at the antenna connector in specified reference condition.

In certain regions, the minimum requirement for normal conditions may apply also for some conditions outside the ranges defined for the Normal test environment in subclause 4.4.1.
The rated output power, PRAT, of the BS shall be as specified in Table 6.8AA.

Table 6.8AA: Base Station rated output power
	BS class
	PRAT

	Wide Area BS
	- (note)

	Medium Range BS
	< +38 dBm

	Local Area BS
	< + 24 dBm

	Home BS
	< + [20] dBm (without transmit diversity or MIMO)

< + [17] dBm (with transmit diversity or MIMO)

	NOTE:
There is no upper limit required for the rated output power of the Wide Area Base Station like for the base station for General Purpose application in Release 99, 4, and 5.


6.2.1.2
Minimum Requirement

The minimum requirement is in TS 25.104 [1] subclause 6.2.1.

6.2.1.3
Test purpose

The test purpose is to verify the accuracy of the maximum output power across the frequency range and under normal and extreme conditions for all transmitters in the BS.

6.2.1.4
Method of test

6.2.1.4.1
Initial conditions

Test environment: 


normal; see subclause 4.4.1.

RF channels to be tested: 
B, M and T; see subclause 4.8.

In addition, on one UARFCN only, the test shall be performed under extreme power supply as defined in subclause 4.4.4

NOTE:
Tests under extreme power supply also test extreme temperature.

1)
Connect the power measuring equipment to the base station RF output port.

6.2.1.4.2
Procedure

1)
Set the base station to transmit a signal modulated with a combination of PCCPCH, SCCPCH and Dedicated Physical Channels specified as test model1 in subclause 6.1.1.1.

2)
Measure the mean power at the RF output port.

 6.2.1.5
Test Requirements

In normal conditions, the measurement result in step 2 of 6.2.1.4.2 shall remain within +2.7 dB and -2.7 dB of the manufacturer's rated output power.

In extreme conditions, measurement result in step 2 of 6.2.1.4.2 shall remain within +3.2 dB and -3.2 dB of the manufacturer's rated output power.

NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in subclause 4.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex F.
------------------------NEXT CHANGED SECTION-----------------------

6.3
Frequency error

6.3.1
Definition and applicability

Frequency error is the measure of the difference between the actual BS transmit frequency and the assigned frequency. The same source shall be used for RF frequency and data clock generation.

It is not possible to verify by testing that the data clock is derived from the same frequency source as used for RF generation. This may be confirmed by a manufacturers declaration

6.3.2
Minimum Requirement

The minimum requirement is in TS 25.104 [1] subclause 6.3.
Table 6.8A: (void)
6.3.3
Test purpose

To verify that the Frequency Error is within the limit of the minimum requirement.

6.3.4
Method of test

Requirement is tested together with Error Vector Magnitude test, as described in subclause 6.7.1.4.

6.3.5
Test requirement

The Frequency Error for every measured slot shall be between the minimum and maximum value specified in Table 6.8B.

Table 6.8B: Frequency error test requirement

	BS class
	Minimum frequency error
	Maximum frequency error

	Wide Area BS
	-0.05 ppm - 12 Hz
	+0.05 ppm + 12 Hz

	Medium Range BS
	-0.1 ppm - 12 Hz
	+0.1 ppm + 12 Hz

	Local Area BS
	-0.1 ppm - 12 Hz
	+0.1 ppm + 12 Hz

	Home BS
	-0.25 ppm - 12 Hz
	+0.25 ppm + 12 Hz


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in subclause 4.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex F.
------------------------NEXT CHANGED SECTION-----------------------

6.5.2.1
Spectrum emission mask
6.5.2.1.1
Definitions and applicability
The mask defined in Tables 6.18 to 6.21 below may be mandatory in certain regions. In other regions this mask may not be applied.

For regions where this clause applies, the requirement shall be met by a base station transmitting on a single RF carrier configured in accordance with the manufacturer's specification.
6.5.2.1.2
Minimum Requirements

The minimum requirement is in TS 25.104 [1] subclause 6.6.2.1.

Table 6.14: (void)
Table 6.15: (void)
Table 6.16: (void)
Table 6.17: (void)
6.5.2.1.3
Test purpose

This test measures the emissions of the BS, close to the assigned channel bandwidth of the wanted signal, while the transmitter is in operation.

6.5.2.1.4
Method of test

6.5.2.1.4.1
Initial conditions

Test environment: 


normal; see subclause 4.4.1.

RF channels to be tested: 
B, M and T; see subclause 4.8

1)
Set-up the equipment as shown in annex B.
As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity, efficiency and avoiding e.g. carrier leakage, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.
2)
Measurements with an offset from the carrier centre frequency between 2,515 MHz and 4.0 MHz shall use a 30 kHz measurement bandwidth. 

3)
Measurements with an offset from the carrier centre frequency between 4.0 MHz and (f_offsetmax - 500 kHz).shall use a 1 MHz measurement bandwidth.

4)
Detection mode: True RMS.

6.5.2.1.4.2
Procedures

1)
Set the BS to transmit a signal in accordance to test model 1, subclause 6.1.1.1 at the manufacturer’s specified maximum output power.

2)
Step the centre frequency of the measurement filter in contiguous steps and measure the emission within the specified frequency ranges with the specified measurement bandwidth.

6.5.2.1.5
Test requirements

The measurement results in step 2 of 6.5.2.1.4.2 shall not exceed the test requirements specified in tables 6.18 to 6.21 for the appropriate BS maximum output power, where:

-
(f is the separation between the carrier frequency and the nominal -3 dB point of the measuring filter closest to the carrier frequency.

-
f_offset is the separation between the carrier frequency and the centre of the measurement filter;

-
f_offsetmax is either 12.5 MHz or the offset to the UMTS Tx band edge as defined in subclause 3.4.1, whichever is the greater.

-
(fmax is equal to f_offsetmax minus half of the bandwidth of the measuring filter.
Table 6.18: Spectrum emission mask values, BS maximum output power P ( 43 dBm
	Frequency offset of measurement filter -3 dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Test Requirement

	Measurement bandwidth

	2.5 MHz ( (f < 2.7 MHz
	2.515MHz ( f_offset < 2.715MHz 
	-12.5 dBm
	30 kHz 

	2.7 MHz ( (f < 3.5 MHz
	2.715MHz ( f_offset < 3.515MHz
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	30 kHz 

	
	3.515MHz ( f_offset < 4.0MHz 
	-24.5 dBm
	30 kHz 

	3.5 MHz ( (f < 7.5 MHz
	4.0 MHz ( f_offset < 8.0MHz
	-11.5 dBm
	1 MHz 

	7.5 MHz ( (f ( (fmax
	8.0 MHz ( f_offset < f_offsetmax 
	-11.5 dBm
	1 MHz 


Table 6.19: Spectrum emission mask values, BS maximum output power 39 ( P < 43 dBm
	Frequency offset of measurement filter -3 dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Test Requirement

	Measurement bandwidth

	2.5 MHz ( (f < 2.7 MHz
	2.515MHz ( f_offset < 2.715MHz 
	-12.5 dBm
	30 kHz 

	2.7 MHz ( (f < 3.5 MHz
	2.715MHz ( f_offset < 3.515MHz
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	30 kHz 

	
	3.515MHz ( f_offset < 4.0MHz 
	-24.5 dBm
	30 kHz 

	3.5 MHz ( (f < 7.5 MHz
	4.0 MHz ( f_offset < 8.0MHz
	-11.5 dBm
	1 MHz 

	7.5 MHz ( (f ( (fmax
	8.0MHz ( f_offset < f_offsetmax 
	P - 54.5 dB
	1 MHz 


Table 6.20: Spectrum emission mask values, BS maximum output power 31 ( P < 39 dBm
	Frequency offset of measurement filter -3 dB point,(f
	Frequency offset of measurement filter centre frequency, f_offset
	Test Requirement

	Measurement bandwidth

	2.5 MHz ( (f < 2.7 MHz
	2.515MHz ( f_offset < 2.715MHz 
	P - 51.5 dB
	30 kHz 

	2.7 MHz ( (f < 3.5 MHz
	2.715MHz ( f_offset < 3.515MHz
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	30 kHz 

	
	3.515MHz ( f_offset < 4.0MHz 
	P - 63.5 dB
	30 kHz 

	3.5 MHz ( (f < 7.5 MHz
	4.0 MHz ( f_offset < 8.0MHz
	P - 50.5 dB
	1 MHz 

	7.5 MHz ( (f ( (fmax
	8.0MHz ( f_offset < f_offsetmax 
	P - 54.5 dB
	1 MHz 


Table 6.21: Spectrum emission mask values, BS maximum output power P < 31 dBm
	Frequency offset of measurement filter -3 dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Test Requirement 
	Measurement bandwidth

	2.5 MHz ( (f < 2.7 MHz
	2.515MHz ( f_offset < 2.715MHz 
	-20.5 dBm
	30 kHz 

	2.7 ( (f < 3.5 MHz
	2.715MHz ( f_offset < 3.515MHz
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	30 kHz 

	
	3.515MHz ( f_offset < 4.0MHz 
	-32.5 dBm
	30 kHz 

	3.5 MHz ( (f < 7.5 MHz
	4.0 MHz ( f_offset < 8.0MHz
	-19.5 dBm
	1 MHz 

	7.5 MHz ( (f ( (fmax
	8.0MHz ( f_offset < f_offsetmax 
	-23.5 dBm
	1 MHz 


For operation in band II, IV, V, X, XII, XIII and XIV, the applicable additional requirement in Tables  6.21A, 6.21B or 6.21C  apply in addition to the minimum requirements in Tables 6.18 to 6.21.

Table 6.21A: Additional spectrum emission limits for Bands II, IV, X

	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Additional requirement 
	Measurement bandwidth

	2.5 MHz ( (f < 3.5 MHz
	2.515MHz ( f_offset < 3.515MHz
	-15 dBm
	30 kHz 

	3.5 MHz ( (f ( (fmax
	4.0MHz ( f_offset < f_offsetmax 
	-13 dBm
	1 MHz 


Table 6.21B: Additional spectrum emission limits for Band V

	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Additional requirement 
	Measurement bandwidth

	2.5 MHz ( (f < 3.5 MHz
	2.515MHz ( f_offset < 3.515MHz
	-15 dBm
	30 kHz 

	3.5 MHz ( (f ( (fmax
	3.55MHz ( f_offset < f_offsetmax 
	-13 dBm
	100 kHz 


Table 6.21C: Additional spectrum emission limits for Bands XII, XIII,  XIV

	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Additional requirement 
	Measurement bandwidth

	2.5 MHz ( (f < 3.5 MHz
	2.515MHz ( f_offset < 3.515MHz
	-13 dBm
	30 kHz 

	3.5 MHz ( (f ( (fmax
	3.55MHz ( f_offset < f_offsetmax 
	-13 dBm
	100 kHz 


For Home BS, the applicable additional requirements in Tables 6.21D or 6.21E apply in addition to the minimum requirements in Tables 6.18 to 6.21.
Table 6.21D: Additional spectrum emission limit for Home BS, BS maximum output power 6 ≤ P ≤ 20 dBm

	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Additional requirement 
	Measurement bandwidth

	12.5 MHz ( (f ( (fmax
	13MHz ( f_offset < f_offsetmax 
	P – 54.5dBm
	1 MHz 


Table 6.21E: Additional spectrum emission limit for Home BS, BS maximum output power P < 6 dBm

	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Additional requirement 
	Measurement bandwidth

	12.5 MHz ( (f ( (fmax
	13MHz ( f_offset < f_offsetmax 
	-48.5 dBm
	1 MHz 


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in subclause 4.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex F.

6.5.2.2
Adjacent Channel Leakage power Ratio (ACLR)

6.5.2.2.1
Definition and applicability

Adjacent Channel Leakage power Ratio (ACLR) is the ratio of the RRC filtered mean power centered on the assigned channel frequency to the RRC filtered mean power centered on an adjacent channel frequency.
The requirements shall apply whatever the type of transmitter considered (single carrier or multi-carrier). It applies for all transmission modes foreseen by the manufacturer's specification.

6.5.2.2.2
Minimum Requirement

The minimum requirement is in TS 25.104 [1] subclause 6.6.2.2

Table 6.22: (void)
6.5.2.2.3
Test purpose

To verify that the adjacent channel leakage power ratio requirement shall be met as specified by the minimum requirement.

6.5.2.2.4
Method of test

6.5.2.2.4.1
Initial conditions

Test environment: 


normal; see subclause 4.4.1.

RF channels to be tested: 
B, M and T with multiple carriers if supported; see subclause 4.8

1)
Connect measurement device to the base station RF output port as shown in annex B.

2)
The measurement device characteristics shall be:
-
measurement filter bandwidth: defined in subclause 6.5.2.2.1;
-
detection mode: true RMS voltage or true average power.

3)
Set the base station to transmit a signal modulated in accordance with 6.1.1.1 Test model 1. The mean power at the RF output port shall be the maximum output power as specified by the manufacturer.

4)
Set carrier frequency within the frequency band supported by BS. Minimum carrier spacing shall be 5 MHz and maximum carrier spacing shall be specified by manufacturer.

6.5.2.2.4.2
Procedure

1)
Measure Adjacent channel leakage power ratio for 5 MHz and 10 MHz offsets both side of channel frequency. In multiple carrier case only offset frequencies below the lowest and above the highest carrier frequency used shall be measured.

6.5.2.2.5
Test Requirement

The measurement result in step 1 of 6.5.2.2.4.2 shall not be less than the ACLR limit specified in tables 6.23

Table 6.23: BS ACLR
	BS channel offset below the first or above the last carrier frequency used
	ACLR limit

	5 MHz
	44.2 dB

	10 MHz
	49.2 dB

	Note1:
In certain regions, the adjacent channel power (the RRC filtered mean power centered on an adjacent channel frequency) shall be less than or equal to -7.2 dBm/3.84 MHz (for Band I, Band IX and Band XI) or ＋2.8 dBm/3.84MHz (for Band VI) or as specified by the ACLR limit, whichever is the higher.This note is not applicable for Home BS.
Note 2:
For Home BS, the adjacent channel power (the RRC filtered mean power centered on an adjacent channel frequency) shall be less than or equal to -49.2 dBm/MHz or as specified by the ACLR limit, whichever is the higher.


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in subclause 4.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex F.
------------------------NEXT CHANGED SECTION-----------------------
6.5.3
Spurious emissions

6.5.3.1
Definition and applicability

Spurious emissions are emissions which are caused by unwanted transmitter effects such as harmonics emission, parasitic emission, intermodulation products and frequency conversion products, but exclude out of band emissions. This is measured at the base station RF output port.

The requirements (except 6.5.3.7.6 and 6.5.3.7.9)  apply at frequencies within the specified frequency ranges, which are more than 12.5 MHz under the first carrier frequency used or more than 12.5 MHz above the last carrier frequency used.

The requirements shall apply whatever the type of transmitter considered (single carrier or multi-carrier). It applies for all transmission modes foreseen by the manufacturer's specification.
Unless otherwise stated, all requirements are measured as mean power (RMS).

6.5.3.2
(void)

6.5.3.3
(void)

6.5.3.4
Minimum Requirements

The minimum requirements are in TS 25.104 [1] subclause 6.6.3.

Table 6.24: (void)

Table 6.25: (void)
Table 6.25A: (void)
Table 6.25B: (void)
Table 6.25C: (void)
Table 6.25D: (void)
Table 6.25E: (void)
Table 6.26: (void)
Table 6.26A: (void)
Table 6.26B: (void)
Table 6.27: (void)
Table 6.28: (void)
Table 6.29: (void)
Table 6.30: (void)
Table 6.31: (void)
Table 6.32: (void)

Table 6.33: (void)

Table 6.34: (void)

6.5.3.5
Test purpose

This test measures conducted spurious emission from the BS transmitter antenna connector, while the transmitter is in operation.

6.5.3.6
Method of Test

6.5.3.6.1
Initial conditions

Test environment: 


normal; see subclause 4.4.1.

RF channels to be tested: 
B, M and T with multiple carriers if supported; see subclause 4.8

1)
Connect the BS antenna connector to a measurement receiver using an attenuator or a directional coupler if necessary

2)
Measurements shall use a measurement bandwidth in accordance to the tables in section 6.5.3.4.

3)
Detection mode: True RMS.

4)
Configure the BS with transmitters active at their maximum output power.

6.5.3.6.2
Procedure

1)
Set the BS to transmit a signal in accordance to test model 1, subclause 6.1.1.1 at the manufacturer’s specified maximum output power.

2)
Measure the emission at the specified frequencies with specified measurement bandwidth and note that the measured value does not exceed the specified value.

6.5.3.7
Test requirements

The measurement result in step 2 of 6.5.3.6.2 shall not exceed the maximum level specified in tables 6.35 to  6.47 if applicable for the BS under test.

NOTE: 
If a Test Requirement in this section differs from the corresponding Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in subclause 4.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex F.
6.5.3.7.3
Protection of the BS receiver of own or different BS

This requirement shall be applied in order to prevent the receivers of the BS being desensitised by emissions from a BS transmitter. This is measured at the transmit antenna port for any type of BS which has common or separate Tx/Rx antenna ports.
Table 6.37: Wide Area BS Spurious emissions limits for protection of the BS receiver

	Operating Band
	Band
	Maximum Level
	Measurement Bandwidth
	Note

	I
	1920 ‑ 1980MHz 
	-96 dBm
	100 kHz
	

	II
	1850 - 1910 MHz
	-96 dBm
	100 kHz
	

	III
	1710 - 1785 MHz
	-96 dBm
	100 kHz
	

	IV
	1710 - 1755 MHz
	-96 dBm
	100 kHz
	

	V
	824 - 849 MHz
	-96 dBm
	100 kHz
	

	VI
	815 - 850 MHz
	-96 dBm
	100 kHz
	

	VII
	2500 - 2570 MHz
	-96 dBm
	100 kHz
	

	VIII
	880-915 MHz
	-96 dBm
	100 kHz
	

	IX
	1749.9 - 1784.9 MHz
	-96 dBm
	100 kHz
	

	X
	1710 - 1770 MHz
	-96 dBm
	100 kHz
	

	XI
	1427.9 - 1452.9 MHz
	-96 dBm
	100 kHz
	

	XII
	698 - 716 MHz
	-96 dBm
	100 kHz
	

	XIII
	777 - 787 MHz
	-96 dBm
	100 kHz
	

	XIV
	788 - 798 MHz
	-96 dBm
	100 kHz
	


Table 6.37A: Medium Range BS Spurious emissions limits for protection of the BS receiver

	Operating Band
	Band
	Maximum Level
	Measurement Bandwidth
	Note

	I
	1920 ‑ 1980MHz 
	-86 dBm
	100 kHz
	

	II
	1850 - 1910 MHz
	-86 dBm
	100 kHz
	

	III
	1710 - 1785 MHz
	-86 dBm
	100 kHz
	

	IV
	1710 - 1755 MHz
	-86 dBm
	100 kHz
	

	V
	824 - 849 MHz
	-86 dBm
	100 kHz
	

	VI
	815 - 850 MHz
	-86 dBm
	100 kHz
	

	VII
	2500 - 2570 MHz
	-86 dBm
	100 kHz
	

	VIII
	880-915 MHz
	-86 dBm
	100 kHz
	

	IX
	1749.9 - 1784.9 MHz
	-86 dBm
	100 kHz
	

	X
	1710 - 1770 MHz
	-86 dBm
	100 kHz
	

	XI
	1427.9 – 1452.9 MHz
	-86 dBm
	100 kHz
	

	XII
	698 - 716 MHz
	-86 dBm
	100 kHz
	

	XIII
	777 - 787 MHz
	-86 dBm
	100 kHz
	

	XIV
	788 - 798 MHz
	-86 dBm
	100 kHz
	


Table 6.37B: Local Area BS Spurious emissions limits for protection of the BS receiver

	Operating Band
	Band
	Maximum Level
	Measurement Bandwidth
	Note

	I
	1920 ‑ 1980MHz 
	-82 dBm
	100 kHz
	

	II
	1850 - 1910 MHz
	-82 dBm
	100 kHz
	

	III
	1710 - 1785 MHz
	-82 dBm
	100 kHz
	

	IV
	1710 - 1755 MHz
	-82 dBm
	100 kHz
	

	V
	824 - 849 MHz
	-82 dBm
	100 kHz
	

	VI
	815 - 850 MHz
	-82 dBm
	100 kHz
	

	VII
	2500 - 2570 MHz
	-82 dBm
	100 kHz
	

	VIII
	880-915 MHz
	-82 dBm
	100 kHz
	

	IX
	1749.9 - 1784.9 MHz
	-82 dBm
	100 kHz
	

	X
	1710 - 1770 MHz
	-82 dBm
	100 kHz
	

	XI
	1427.9 - 1452.9 MHz
	-82 dBm
	100 kHz
	

	XII
	698 - 716 MHz
	-82 dBm
	100 kHz
	

	XIII
	777 - 787 MHz
	-82 dBm
	100 kHz
	

	XIV
	788 - 798 MHz
	-82 dBm
	100 kHz
	


Table 6.37C: Home BS Spurious emissions limits for protection of the BS receiver

	Operating Band
	Band
	Maximum Level
	Measurement Bandwidth
	Note

	I
	1920 ‑ 1980MHz 
	-82 dBm
	100 kHz
	

	II
	1850-1910 MHz
	-82 dBm
	100 kHz
	

	III
	1710-1785 MHz
	-82 dBm
	100 kHz
	

	IV
	1710-1755 MHz
	-82 dBm
	100 kHz
	

	V
	824-849 MHz
	-82 dBm
	100 kHz
	

	VI
	815-850 MHz 
	-82 dBm
	100 kHz
	

	VII
	2500-2570 MHz
	-82 dBm
	100 kHz
	

	VIII
	880-915 MHz
	-82 dBm
	100 kHz
	

	IX
	1749.9-1784.9 MHz
	-82 dBm
	100 kHz
	

	X
	1710-1770 MHz
	-82 dBm
	100 kHz
	

	XI
	1427.9 - 1452.9 MHz
	-82 dBm
	100 kHz
	

	XII
	698 - 716 MHz
	-82 dBm
	100 kHz
	

	XIII
	777 - 787 MHz
	-82 dBm
	100 kHz
	

	XIV
	788 - 798 MHz
	-82 dBm
	100 kHz
	


6.5.3.7.10
Co-existence with Home BS operating in other bands

These requirements may be applied for the protection of Home BS receivers operating in other bands. These requirements are only applicable to Home BS.

The power of any spurious emission shall not exceed the limits of Table 6.47 for a Home BS where requirements for co-existence with a Home BS type listed in the first column apply.

Table 6.47: Home BS Spurious emissions limits for co-existence with Home BS operating in other bands

	Type of Home BS
	Band for co-existence requirement
	Maximum Level
	Measurement Bandwidth
	Note

	UTRA FDD Band I
	1920 - 1980 MHz
	-82 dBm
	100 kHz
	

	UTRA FDD Band II
	1850 - 1910 MHz
	-82 dBm
	100 kHz
	

	UTRA FDD Band III
	1710 - 1785 MHz
	-82 dBm
	100 kHz
	

	UTRA FDD Band IV
	1710 - 1755 MHz
	-82 dBm
	100 kHz
	

	UTRA FDD Band V
	824 - 849 MHz
	-82 dBm
	100 kHz
	

	UTRA FDD Band VI
	815 - 850 MHz 
	-82 dBm
	100 kHz
	

	UTRA FDD Band VII
	2500 - 2570 MHz
	-82 dBm
	100 KHz
	

	UTRA FDD Band VIII
	880 - 915 MHz
	-82 dBm
	100 KHz
	

	UTRA FDD Band IX
	1749.9 - 1784.9 MHz
	-82 dBm
	100 KHz
	

	UTRA FDD Band X
	1710 - 1770 MHz
	-82 dBm
	100 kHz
	

	UTRA FDD Band XI
	1427.9 - 1452.9 MHz
	-82 dBm
	100 kHz
	

	UTRA FDD Band XII
	698 - 716 MHz
	-82 dBm
	100 KHz
	

	UTRA FDD Band XIII
	777 - 787 MHz
	-82 dBm
	100 kHz
	

	UTRA FDD Band XIV
	788 - 798 MHz
	-82 dBm
	100 kHz
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