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Corrections required for RAB_wk27 TTCN

New test suit Parameter

[image: image1.png]px_ExecutePS_Class INTEGER PIAT Table B.S Senvice to be executed in RAB test cases. The allowed values are:
1: Interactive
2 BackGround
3: Streaming
0: All supported classes.
Any other valus is not defined

‘The px_ExecutePS_Class allows the option 0 to be selected. This has been allowed in orderto pres
nges implemented in TTCN for handing al raffc classes in RAB testcase execution. System sirmul
T required to support this execution and also TTCN maintenance of this path should be limited.

Defaultvalue : 1




New Test case variables
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e Valure Weasurement
tov_UE_CapabiliynfommationBand2 BITSTRING @sic RE-062520 0@
tev_UE_PowerClassExt UE_PowerClassExt classt
tev_UL DL Mode UL DL Mode diist 2 Defaultvalue for DL CM only
tev_UL_Turosupport Turbosupport notSupporiedt: NULL Temporary variable for nitializing capabilty con
straints
tev_Interactive BOOLEAN pe_interaciive AND @sic Ras080158 sic@
(Px_EvecutePs_Class=0) OR (_Execut
€PS_Class="1))
tov_Background BOOLEAN pe_interactive AND @sic Ras080158 sic@
((Px_EvecutePs_Class=0) OR (_Execut
€PS_Class=2))
tev_streaming BOOLEAN pe_Interactive AND @sic Ras080158 sic@
((Px_EvecutePs_Class=0) OR (_Execut
£Pg_Class

Detailed Comment





New teststeps

[image: image3.png]=lolx|
BE DEE @ DB *e

[ Test Step ]
Teststep 10 ts_RAB_StartouardTimer
P_TimeoutForalLoops  INTEGER;
p_TimeoutForSingleLoop | INTEGER)
Test Step Group Ref. RRCM_Steps!
Objective To startin RAB tests the guard timer depending on px_ExecutePS_Class
Defaults
GComments:
BH]] RSheriann DA T Ganstraint Ret T commens
0 [pxEvecutePs Class=0]
1 START {_Guard(p_TimeouiForAllLoops)
0 ITRUE]
1 STARTY Guard(p_TimeoutForSingleLoop)
I
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[TestSten 10

Test Step

ass_InOrBackorsl]
Test Step Group Ref. RRCH_

Objective: To check validity of px_ExecutsPS_Class

Defauts

comments 1 R55080158 si

] Seavour Desorpton T constanter
1

Il

Verdict

Il

[P_ExerutePS_Class < 0]
2 [mx_ExerutePS_Class = 3]
3 (TRUE]

Comments.
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[ Test Step

Teststep 10 1s_RAB_Check_ExecuteP5_Class_IniOrBack

Test Step Group Ref. RRCM_Steps!

Objective To checkvalidity of p_ExecutePs_Class

Defaults

Comments: sic RS080158 sic

IR Behaviour Descrption JU_ constamrer || Vet ]| commems
1 [P ExecuzPS_Class < 0] |

2 [P ExecutzPS_Class » 2] |

3 [TRUE]

[Detailed Comment





Reference implementation for RAB test cases:

New Constant:
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[ Test Suite Constant Declarations ]

o ]
I + Constant Name I e I T Value Reteronce I + Comments ]
oot NTEGER 1

[ INTEGER 2

s TF0 INTEGER s

[ NTEGER .

e A6 ouardime NTEGER a0 @it Rss080158 s

;





Changes in test cases:
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[ Test Case ]
Test Case 10 T1a 71

Test Group Reference: RAB_E_Es/

Purpose: For the reference radio bearer configuration as speciied in T8 34.108, clause 6.10.2.4.6.1

1. Toverify thatthe UE is able to establish the radio bearer combination
2.Toverifycorrect data transfer using allthe possible MAC-d PDU sizes ofthe transport channel mapped to E-DCH
Configuration:
Defaults: RRC_Defl
Camments: Configuration acc. T8 34.108, clause 5.10.2.4 6.1
Streamming or interactive or background |
UL [max bit rate depending on UE category and TTI]
DL max bit rate depending on UE categony PS RAB

UL:3.4 DL:3.4 kbps SRBs for DCCHon DCH

] Senavour Desorpton T consvanmer  J|_ vewnt | Commerts
1 [+1s_RAB_Check_ExecutePS_Class_ntOrBackorsi]
2 e_RAB_SatouTIeIC

3 +s_Initvariables_HSUPA_RAB( common initialisation (frequenci|
tev_HSUPA_Cfo)

[tev_Interactive]

El [TRUE]

0

terminatingBackgroundCally

7
8

12 [TRUE]

t_Streaming

13| [fov_Streaming]

14 +I_CommonTestProcedure(

terminatingStreamingCall,
terminatingStreamingCal)

15 [TRUE]

H_CommonTestProcedure( E
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[ Test Case ]

Test Case 10 1461

Test Group Reference: CombinationOnDPCHHSDPA!

Purpose. o verity radio hearer establishment and cortect data ransfer fo reference radio bearer configuration as specified In T8 34.108, clause 6.10.2.4

51

Configuration

Defaults RRC_Deft

GComments:

L R B T consvamrer || CaETE ]

1 +15_RAB_Check_ExeculePS_Class_IntorBatk @sic R5-080550 510@

2 s RAB_ StartGuariTimer(tac GuariTime900,fsc_GuaraTime450) | @sic R5.080550 sic@

3 +15_RRG_IniVatiablesPS_H3_RAB Inital Test Case Variables
@sic RS070090 sic@

4 (tov_HS_CTo ul_DataRate:=164) to setULto 64 KBPS

5 I Interacive

6 +I_Background

W interactive

7 {tev_Interactive | @sic R5-080550 sic@

8 +It_LocalTest(terminatinginteractiveCall terminatinginteractiveCall )

[ [TRUE]

It Background

10 [ty Background] @sic R5-080550 sic@

11 +It_LocalTest(terminatingBackroundal, terminatingBackoroundCail

12 | [TRUE]

1 LocalTest(n_EstCause: EstablishmentCause; p_PagCause: PagingCause )

13 +pr_GooStates_7_MT_LoopBack_Cause (fsc_Cells, p_EstCause, p_PagCause) Steps 1-10
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[ Test Case ]
Test Case 10 Te_14_2 23a0

Test Group Reference: CombinationOnDPCHinteractive_Backpround

Purpose. Interactive or backyround f UL: 8 DL Kops { PS RAB + UL'3 4 DL'3.4 Kaps SRBS for DCCH

Testto veriy establishment and data transer of reference radio bearer configuration as specified in TS 34.108, clause 6.10.24.1.23a
Configuration:

Defauts RRC_Dern
comments

] Seiavour Desorpton 1 constrantRer | ]| Commerts

1 [+t RaB_Cherk xeouteps_class_morBaci @i R5 080550 s10@

2 [1s_RAB_StanGuardTimer{isc_GuardTime300,fsc_GuardTime150] @sic R5-080550 sic@

3 +t_intvaniabies Intia Test Case Variables
‘ “H iteractive

s 1 Background

L nteractve

o [T e @sio 5080550 s10@

7 +It_LocalTest ( terminatinglnteractiveCall, terminatinglnteractiveCall) Steps 1-10

8 [TRUE]

1 Backaround

[] @sic R5-080550 sic@

10 +It_LocalTest ( terminatingBackgroundCall, terminatingBackgroundCall ) Steps 1-10

11 [TRUE]

H_LocalTest(n_EstCause : EstablishmentCause; p_PagCause: PagingCause )





Additional Changes:

“Conversational Branch” removed from test case 14.7.6 and 14.7.7.

Detailed List of test cases impacted:

	TC
	Title
	GCF
	ATS

	14.2.23a.1
	Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / CC
	WI-010
	RAB

	14.2.23a.2
	Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH / TC
	WI-010
	RAB

	14.2.23b
	Interactive or background / UL:16 DL:16 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	WI-010
	RAB

	14.2.23c
	Interactive or background / UL:32 DL:32 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	WI-010
	RAB

	14.2.26
	Interactive or background / UL:64 DL: 64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	WI-010
	RAB

	14.2.27
	Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	WI-010
	RAB

	14.2.28
	Interactive or background / UL:128 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	WI-012
	RAB

	14.2.29
	Interactive or background / UL:64 DL:144 kbps / PS RAB + UL:3.4 DL: 3.4 kbps SRBs for DCCH
	WI-010
	RAB

	14.2.31.1
	Interactive or background / UL:64 DL:256 kbps / PS RAB / 10 ms TTI
	WI-010
	RAB

	14.2.32.1
	Interactive or background / UL:64 DL:384 kbps / PS RAB / 10 ms TTI
	WI-010
	RAB

	14.2.32.2
	Interactive or background / UL:64 DL:384 kbps / PS RAB / 20 ms TTI
	WI-012
	RAB

	14.2.34.1
	Interactive or background / UL:384 DL:384 kbps / PS RAB / 10 ms TTI
	WI-012
	RAB

	14.2.38a
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:0 DL:0 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	WI-010
	RAB

	14.2.38b
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH. 
	WI-010
	RAB

	14.2.38c
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:32 DL:32 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH. 
	WI-010
	RAB

	14.2.38e
	Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + Interactive or background / UL:0 DL:0 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH. 
	WI-010
	RAB

	14.2.38f
	Conversational / speech / UL:(12.2 7.95 5.9 4.75) DL:(12.2 7.95 5.9 4.75) kbps / CS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	WI-010
	RAB

	14.2.40
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB+ UL:3.4 DL: 3.4 kbps SRBs for DCCH
	WI-010
	RAB

	14.2.41
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:128 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	WI-010
	RAB

	14.2.43.1
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:384 kbps / PS RAB / 10 ms TTI
	WI-010
	RAB

	14.2.43.2
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:384 kbps / PS RAB / 20 ms TTI
	WI-012
	RAB

	14.2.51.1
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB / 20 ms TTI + Interactive or background / UL:64 DL:64 kbps / PS RAB
	WI-010
	RAB

	14.2.51a.1
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB / 20 ms TTI + Interactive or background / UL:8 DL:8 kbps / PS RAB
	WI-010
	RAB

	14.2.51b.1
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB / 20 ms TTI + Interactive or background / UL:16 DL:64 kbps / PS RAB
	WI-010
	RAB

	14.2.57
	Interactive or background / UL:64 DL:64 kbps / PS RAB + Interactive or background / UL:64 DL:64 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	WI-010
	RAB

	14.2.58
	Streaming / unknown / UL:16 DL:64 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	WI-010
	RAB

	14.2.58a
	Streaming / unknown / UL:16 DL:128 kbps / PS RAB + Interactive or background / UL:8 DL:8 kbps / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH.
	WI-012
	RAB

	14.4.2.1
	One SCCPCH: Interactive/Background 32 kbps PS RAB + SRBs for CCCH + SRB for DCCH + SRB for BCCH
	WI-010
	RAB

	14.4.2.2
	Two SCCPCHs: Interactive/Background 32 kbps PS RAB + SRBs for CCCH + SRB for DCCH + SRB for BCCH
	WI-010
	RAB

	14.4.2.3
	One SCCPCH/connected mode: Interactive/Background 32 kbps PS RAB + SRBs for CCCH + SRB for DCCH + SRB for BCCH
	WI-010
	RAB

	14.4.2a.1
	One SCCPCH: Interactive/Background 32 kbps PS RAB + Interactive/Background 32 kbps PS RAB + SRBs for CCCH + SRB for DCCH + SRB for BCCH
	WI-010
	RAB

	14.4.2a.2
	Two SCCPCHs: Interactive/Background 32 kbps PS RAB + Interactive/Background 32 kbps PS RAB + SRBs for CCCH + SRB for DCCH + SRB for BCCH
	WI-010
	RAB

	14.4.2a.3
	One SCCPCH/connected mode: Interactive/Background 32 kbps PS RAB + Interactive/Background 32 kbps PS RAB + SRBs for CCCH + SRB for DCCH + SRB for BCCH
	WI-010
	RAB

	14.4.3
	Interactive/Background 32 kbps RAB + SRBs for PCCH +  SRB for CCCH + SRB for DCCH + SRB for BCCH
	WI-010
	RAB

	14.6.1
	Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	WI-014
	HSD_ENH

	14.6.1a
	Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	WI-014
	HSD_ENH

	14.6.2
	Interactive or background / UL:384 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	WI-014
	HSD_ENH

	14.6.3
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	WI-014
	HSD_ENH

	14.6.3a
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL: 64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	WI-014
	HSD_ENH

	14.6.4
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	WI-014
	HSD_ENH

	14.6.4a
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	WI-014
	HSD_ENH

	14.6.5
	Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	WI-014
	HSD_ENH

	14.6.5a
	Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	WI-014
	HSD_ENH

	14.6.6
	Streaming / unknown / UL:128 DL: [guaranteed 128, max bit rate depending on UE category] kbps / PS RAB + Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	WI-014
	HSD_ENH

	14.6.7
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / unknown / UL:128 DL: [guaranteed 128, max bit rate depending on UE category] kbps / PS RAB + Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	WI-014
	HSD_ENH

	14.6.8
	Conversational / speech / UL:(12.65 8.85 6.6) DL:(12.65 8.85 6.6) kbps / CS RAB + Interactive or Background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB+ UL:3.4 DL:3.4 kbps SRBs for DCCH + DL:0.15 kbps SRB#5 for DCCH
	WI-014
	HSD_ENH

	14.7.1
	Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH on DCH
	WI-025
	HSU_ENH

	14.7.2
	Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:[max bit rate depending on UE category and TTI] DL:3.4 kbps SRBs for DCCH on E-DCH and DL DCH
	WI-025
	HSU_ENH

	14.7.3
	Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH
	WI-025
	HSU_ENH

	14.7.4
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	WI-025
	HSU_ENH

	14.7.5
	Streaming or interative or background / UL:[max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] kbps / PS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:[max bit rate depending on UE category and TTI] DL:3.4 kbps SRBs for DCCH on E-DCH and DL DCH
	WI-025
	HSU_ENH

	14.7.6
	Conversational / unknown or speech / UL:[max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] kbps / PS RAB + Streaming or Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:[max bit rate depending on UE category and TTI] DL: :[max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH
	WI-025
	HSU_ENH

	14.7.7
	Conversational / unknown or speech / UL:[max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] kbps / PS RAB + Streaming or Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + Streaming or Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:[max bit rate depending on UE category and TTI] DL: :[max bit rate depending on UE category] SRBs for DCCH on E-DCH and HS-DSCH
	WI-025
	HSU_ENH

	14.7.8
	Conversational / speech / UL:(12.65 8.85 6.6) DL:(12.65 8.85 6.6) kbps / CS RAB + Streaming or interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH + DL:0.15 kbps SRB#5 for DCCH
	WI-025
	HSU_ENH
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