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	Remarks

	36.211
	70
	1
	Rel-8
	Correction for the definition of UE-specific reference signals
	F
	8.4.0
	R1-083494
	LTE-Phys
	 

	36.211
	72
	2
	Rel-8
	Corrections to precoding for large delay CDD
	F
	8.4.0
	R1-084000
	LTE-Phys
	 

	36.211
	80
	-
	Rel-8
	Correction to the definition of nbar_oc for extended CP
	F
	8.4.0
	R1-083486
	LTE-Phys
	 

	36.211
	81
	1
	Rel-8
	Specification of reserved REs not used for RS
	F
	8.4.0
	R1-083933
	LTE-Phys
	 

	36.211
	82
	2
	Rel-8
	Clarification of the random access preamble transmission timing
	F
	8.4.0
	R1-084014
	LTE-Phys
	 

	36.211
	83
	1
	Rel-8
	Indexing of PRACH resources within the radio frame 
	F
	8.4.0
	R1-083915
	LTE-Phys
	 

	36.211
	84
	6
	Rel-8
	Alignment of RAN1/RAN2 specification
	F
	8.4.0
	R1-084358
	LTE-Phys
	 

	36.211
	86
	-
	Rel-8
	Clarification on scrambling of ACK/NAK bits for PUCCH format 2a/2b
	F
	8.4.0
	R1-083922
	LTE-Phys
	 

	36.211
	87
	-
	Rel-8
	Correction of introduction of shortened SR
	F
	8.4.0
	R1-084027
	LTE-Phys
	 

	36.211
	88
	-
	Rel-8
	Corrections to 36.211
	F
	8.4.0
	R1-083935
	LTE-Phys
	 

	36.211
	89
	-
	Rel-8
	Clarification on PUSCH DM RS Cyclic Shift Hopping
	F
	8.4.0
	R1-083927
	LTE-Phys
	 

	36.211
	92
	1
	Rel-8
	Correction to the uplink DM RS assignment
	F
	8.4.0
	R1-084075
	LTE-Phys
	 

	36.211
	93
	-
	Rel-8
	Clarify the RNTI used in scrambling sequence initialization
	F
	8.4.0
	R1-083932
	LTE-Phys
	 

	36.211
	94
	1
	Rel-8
	On linkage Among UL Power Control Parameters
	F
	8.4.0
	R1-084073
	LTE-Phys
	 

	36.211
	95
	-
	Rel-8
	Clarification on PUSCH pre-determined hopping pattern
	F
	8.4.0
	R1-084001
	LTE-Phys
	 

	36.211
	96
	-
	Rel-8
	Clarification of SRS sequence-group and base sequence number
	F
	8.4.0
	R1-084011
	LTE-Phys
	 

	36.211
	97
	1
	Rel-8
	SRS subframe configuration
	F
	8.4.0
	R1-084076
	LTE-Phys
	 

	36.211
	98
	-
	Rel-8
	Remaining SRS details for TDD
	F
	8.4.0
	R1-084023
	LTE-Phys
	 

	36.211
	99
	-
	Rel-8
	Clarifying UL VRB Allocation
	F
	8.4.0
	R1-084044
	LTE-Phys
	 

	36.211
	100
	-
	Rel-8
	Clarification on PUCCH resource hopping
	F
	8.4.0
	R1-084074
	LTE-Phys
	 

	36.211
	101
	-
	Rel-8
	Correction for definition of Qm  and a pseudo code syntax error in Scrambling.
	F
	8.4.0
	R1-084106
	LTE-Phys
	 

	36.211
	105
	1
	Rel-8
	Remaining Issues on SRS of TDD
	F
	8.4.0
	R1-084618
	LTE-Phys
	 

	36.211
	106
	-
	Rel-8
	Correction of reference to RAN4 specification of supported uplink bandwidth
	F
	8.4.0
	R1-084356
	LTE-Phys
	 

	36.211
	107
	-
	Rel-8
	General corrections to SRS
	F
	8.4.0
	R1-084359
	LTE-Phys
	 

	36.211
	109
	2
	Rel-8
	Correction to PCFICH specification
	F
	8.4.0
	R1-084669
	LTE-Phys
	 

	36.211
	110
	1
	Rel-8
	Correction to Layer Mapping for Transmit Diversity with Four Antenna Ports
	F
	8.4.0
	R1-084667
	LTE-Phys
	 

	36.211
	111
	-
	Rel-8
	Correction of the mapping of cyclic shift filed in DCI format 0 to the dynamic cyclic shift offset
	F
	8.4.0
	R1-084560
	LTE-Phys
	 

	36.211
	112
	-
	Rel-8
	DRS collision handling
	F
	8.4.0
	R1-084626
	LTE-Phys
	 

	36.211
	113
	-
	Rel-8
	Clarification to enable reuse of non-active PUCCH CQI RBs for PUSCH
	F
	8.4.0
	R1-084666
	LTE-Phys
	 

	36.211
	114
	1
	Rel-8
	PUSCH Mirror Hopping operation
	F
	8.4.0
	R1-084697
	LTE-Phys
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