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8.1.1.1.2
System information blocks
Table 8.1.1 specifies all system information blocks and their characteristics.

The area scope column in table 8.1.1 specifies the area where a system information block's value tag is valid. If the area scope is cell, the UE shall consider the system information block to be valid only in the cell in which it was read. If system information blocks have been previously stored for this cell, the UE shall check whether the value tag for the system information block in the entered cell is different compared to the stored value tag. If the area scope is PLMN or Equivalent PLMN, the UE shall check the value tag for the system information block when a new cell is selected. If the value tag for the system information block in the new cell is different compared to the value tag for the system information block stored in the UE, the UE shall re-read the system information block. If the area scope is PLMN, the UE shall consider the system information block to be valid only within the PLMN in which it was read. If the area scope is Equivalent PLMN, the UE shall consider the system information block to be valid within the PLMN in which it was received and all PLMNs which are indicated by higher layers to be equivalent.

For System information block types 15.2, 15.3 and 16, which may have multiple occurrences, each occurrence has its own independent value tag. The UE- shall re-read a particular occurrence if the value tag of this occurrence has changed compared to that stored in the UE.

The UE mode/state column when block is valid in Table 8.1.1 specifies in which UE mode or UE state the IEs in a system information block shall be regarded as valid by the UE. In other words, the indicated system information block becomes invalid upon change to a mode/state that is not included in this column. System Information Block Type 16 remains also valid upon transition to or from GSM/GPRS. In some cases, the states are inserted in brackets to indicate that the validity is dependent on the broadcast of the associated System Information Blocks by the network as explained in the relevant procedure subclause.

The UE mode/state column when block is read in Table 8.1.1 specifies in which UE mode or UE state the IEs in a system information block may be read by the UE. The UE shall have the necessary information prior to execution of any procedure requiring information to be obtained from the appropriate system information block. The requirements on the UE in terms of when to read the system information may therefore be derived from the procedure specifications that specify which IEs are required in the different UE modes/states in conjunction with the different performance requirements that are specified. 

The UE shall:

1>
if variable DEFERRED_MEASUREMENT_STATUS is set to FALSE:

2>
if System Information Block type 11 is referenced in the master information block or in the scheduling blocks:

3>
if System Information Block type 12 is not referenced in the master information block or in the scheduling blocks , or broadcast of System Information Block type 12 is not indicated in System Information Block type 11:

4>
have read and acted upon System Information Block type 11 and System Information Block type 11bis, if scheduled on BCH, in a cell when the UE transmits an RRC message on RACH. 

3>
else:

4>
have read and acted upon System Information Block type 11 and System Information Block type 11bis, if scheduled on BCH, in a cell before the UE transmits the RRC CONNECTION REQUEST message. 

4>
have read and acted upon both System Information Block type 11 and System Information Block type 11bis, if scheduled on BCH, and System Information Block type 12 in a cell when:
5>
the UE transmits an RRC message on RACH in RRC connected mode; or

5>
the UE receives a message commanding to enter Cell_DCH state.

1>
else:

2>
the UE may transmit an RRC message on RACH before having read and acted upon System Information Block type 11, System Information Block type 11bis and System Information Block type 12, if scheduled on BCH.

NOTE 1:
There are a number of system information blocks that include the same IEs while the UE mode/state in which the information is valid differs. This approach is intended to allows the use of different IE values in different UE mode/states.

NOTE 2:
System Information Block Type 16 is also obtained by a UE while in GSM/GPRS. The details of this are not within the scope of this specification.

The Scheduling information column in table 8.1.1 specifies the position and repetition period for the System Information Block.

The modification of system information column in table 8.1.1 specifies the update mechanisms applicable for a certain system information block. For system information blocks with a value tag, the UE shall update the information according to subclause 8.1.1.7.1 or 8.1.1.7.2. For system information blocks with an expiration timer, the UE shall, when the timer expires, perform an update of the information according to subclause 8.1.1.7.4.

Table 8.1.1: Specification of system information block characteristics

	System information block
	Area scope
	UE mode/state when block is valid
	UE mode/state when block is read
	Scheduling information
	Modification of system information
	Additional comment

	Master information block
	Cell
	Idle mode,

CELL_FACH,

CELL_PCH, URA_PCH,

CELL_DCH

(TDD only)
	Idle mode,

CELL_FACH,

CELL_PCH, URA_PCH,

CELL_DCH

(TDD only) 
	SIB_POS = 0

SIB_REP = 8 (FDD)
 SIB_REP = 8, 16, 32 (TDD)

SIB_OFF=2 
	Value tag
	

	Scheduling block 1
	Cell
	Idle mode,

CELL_FACH,

CELL_PCH, URA_PCH,

CELL_DCH

(TDD only)
	Idle mode,

CELL_FACH,

CELL_PCH, URA_PCH,

CELL_DCH

(TDD only)
	Specified by the IE "Scheduling information" in MIB
	Value tag
	See Note 3

	Scheduling block 2
	Cell
	Idle mode,

CELL_FACH,

CELL_PCH, URA_PCH,

CELL_DCH

(TDD only)
	Idle mode,

CELL_FACH,

CELL_PCH, URA_PCH,

CELL_DCH

(TDD only)
	Specified by the IE "Scheduling information" in MIB
	Value tag
	See Note 3

	System information block type 1
	Cell
	Idle mode

CELL_FACH,

CELL_PCH, URA_PCH,

CELL_DCH
	Idle, CELL_FACH,

CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	Note: The area scope of SIB1 is Cell but for compliance to earlier versions of the specification the coding of the scheduling information for SIB1 contains the ‘PLMN value tag’ information element.

See Note 3

	System information block type 2
	Cell
	URA_PCH
	URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3

	System information block type 3
	Cell
	Idle mode, (CELL_FACH, CELL_PCH, URA_PCH)
	Idle mode, (CELL_FACH, CELL_PCH, URA_PCH)
	Specified by the IE "Scheduling information"
	Value tag
	

	System information block type 4
	Cell
	CELL_FACH, CELL_PCH, URA_PCH
	CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	If System information block type 4 is not broadcast in a cell, the connected mode UE shall apply information in System information block type 3 in connected mode.

See Note 3

	System information block type 5 and 5bis
	Cell
	Idle mode, (CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH (TDD only))
	Idle mode, (CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH (TDD only))
	Specified by the IE "Scheduling information"
	Value tag
	System information block type 5bis is sent instead of system information block type 5 in cells that use Band IV or Band IX or Band X.

	System information block type 6
	Cell
	CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH (TDD only)
	CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH (TDD only)
	Specified by the IE "Scheduling information"
	Value tag
	If system information block type 6 is not broadcast in a cell, the connected mode UE shall read System information block type 5 or System information block type 5bis.

If some of the optional IEs are not included in System information block type 6, the UE shall read the corresponding IEs in System information block type 5 or System information block type 5bis.

In TDD mode system information block 6 shall only be read in CELL_DCH if required for open loop power control as specified in subclause 8.5.7 and/or if shared transport channels are assigned to the UE. If in these cases system information block type 6 is not broadcast the UE shall read system information block type 5.

See Note 3

	System information block type 7
	Cell
	Idle mode, CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH (TDD only)
	Idle mode, CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH (TDD only)
	Specified by the IE "Scheduling information"
	Expiration timer = MAX(32 , SIB_REP * ExpirationTimeFactor)
	In TDD mode system information block type 7 shall only be read in CELL_DCH if shared transport channels are assigned to the UE.

See Note 3

	System information block type 11
	Cell
	Idle mode (CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH)
	Idle mode (CELL_FACH, CELL_PCH, URA_PCH)
	Specified by the IE "Scheduling information"
	Value tag
	

	System information block type 11bis
	Cell
	Idle mode (CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH)
	Idle mode (CELL_FACH, CELL_PCH, URA_PCH)
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3

	System information block type 12
	Cell
	CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH
	Idle mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	If system information block type 12 is not broadcast in a cell, the connected mode UE shall read System information block type 11.

If some of the optional IEs are not included in System information block type 12, the UE shall read the corresponding IEs in System information block type 11.

See Note 3

	System information block type 13
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3

	System information block type 13.1
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3



	System information block type 13.2
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3



	System information block type 13.3
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3



	System information block type 13.4
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3

	System information block type 14
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH
	Specified by the IE "Scheduling information"
	Expiration timer = MAX(32 , SIB_REP * ExpirationTimeFactor)
	This system information block is used in 3.84 Mcps TDD and 7.68 Mcps TDD mode only.

System information block type 14 shall only be read in CELL_DCH if required for open loop power control as specified in subclause 8.5.7.

See Note 3

	System information block type 15
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3

	System information block type 15bis
	
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3

	System information block type 15.1
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3

	System information block type 15.1bis
	
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3

	System information block type 15.2
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	For this system information block there may be multiple occurrences

See Note 3

	System information block type 15.2bis
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	For this system information block there may be multiple occurrences

	System information block type 15.3
	PLMN
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	For this system information block there may be multiple occurrences

See Note 3

	System information block type 15.3bis
	PLMN
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	For this system information block there may be multiple occurrences

See Note 3

	System information block type 15.4
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3

	System information block type 15.5
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3

	System information block type 15.6
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3

	System information block type 15.7
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3

	System information block type 15.8
	Cell
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3

	System information block type 16
	Equivalent PLMN
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH
	Idle Mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	For this system information block there may be multiple occurrences. This system information block is also valid while in GSM/GPRS.

See Note 3

	System information block type 17
	Cell
	CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH
	CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH
	Specified by the IE "Scheduling information"
	Expiration timer = SIB_REP
	This system information block is used in TDD mode only.

System information block type 17 shall only be read if shared transport channels are assigned to the UE.

See Note 3

	System Information Block type 18
	Cell
	Idle mode, CELL_FACH, CELL_PCH, URA_PCH, CELL_DCH
	Idle mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3

	System Information Block type 19
	Cell
	Idle mode, 

CELL_FACH,CELL_PCH, URA_PCH
	Idle mode, CELL_FACH, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3

	System Information Block type 20
	Cell
	Idle mode,

CELL_PCH, URA_PCH

	Idle mode, CELL_PCH, URA_PCH
	Specified by the IE "Scheduling information"
	Value tag
	See Note 3


NOTE 3:
The UE behaviour is unspecified if this system information block is received on a cell operating in MBSFN mode as indicated in subclause 8.1.1.6.3. A network should not send these system information blocks on a cell operating in MBSFN mode.

NOTE 4:
For 1.28 Mcps TDD, if a cell is operating in MBSFN mode, system information blocks are transmitted on the MBSFN Special Timeslot [30].
**** next modified subclause(s) ****

8.1.1.6.3
System Information Block type 3
The UE should store all relevant IEs included in this system information block. The UE shall:

1>
if in connected mode, and System Information Block 4 is indicated as used in the cell:

2>
read and act on information sent in that block.

1>
if IE "Deferred measurement control UTRAN support" is present:

2>
set variable DEFERRED_MEASUREMENT_STATUS to TRUE.

1>
else:

2>
set variable DEFERRED_MEASUREMENT_STATUS to FALSE.

With respect to Domain Specific Access Control and Paging Permission with Access Control, the UE shall:

1>
if the IE "Multiple PLMN List" is not included in the Master Information Block:

2>
apply the domain specific access restrictions as indicated by the IE "Domain Specific Access Restriction Parameters For PLMN Of MIB", and the paging permission with access control as indicated by the IE "Paging Permission with Access Control Parameters for PLMN Of MIB".

1>
else:

2>
if the PLMN specified by the IE "PLMN Identity" of the Master Information Block is chosen by the UE:

3>
apply the domain specific access restrictions as indicated by the IE "Domain Specific Access Restriction Parameters For PLMN Of MIB", and the paging permission with access control as indicated by the IE "Paging Permission with Access Control Parameters for PLMN Of MIB".

2>
else, if N-th (N=1..5) PLMN in the IE "Multiple PLMNs" contained in the IE "Multiple PLMN List" is chosen by the UE:

3>
if the IE "Domain Specific Access Restriction List" of the IE "Domain Specific Access Restriction For Shared Network", or the IE "Paging Permission with Access Control List" of the IE "Paging Permission with Access Control For Shared Network" is indicated:

4>
if the IE "Domain Specific Access Restriction Parameters For OperatorN" is indicated:

5>
apply the domain specific access restrictions as indicated by the IE "Domain Specific Access Restriction Parameters For OperatorN".

4>
if the IE "Paging Permission with Access Control Parameters For OperatorN" is indicated:

5>
apply the paging permission with access control as indicated by the IE "Paging Permission with Access Control Parameters For OperatorN".
3>
else, if the IE "Domain Specific Access Restriction Parameters For All" of the IE "Domain Specific Access Restriction For Shared Network", or the IE "Paging Permission with Access Control Parameters For All" of the IE "Paging Permission with Access Control For Shared Network" is indicated:

4>
apply the domain specific access restrictions as indicated by the IE "Domain Specific Access Restriction Parameters For All";

4>
apply the paging permission with access control as indicated by the IE "Paging Permission with Access Control Parameters For All".
The UE shall apply the following handling with respect to any Access Class Barring information:

1>
if in idle mode:

2>
if the IE "Paging Permission with Access Control Parameters For PLMN Of MIB", the IE "Paging Permission with Access Control Parameters For OperatorN" or the IE "Paging Permission with Access Control Parameters For All" to be applied according to the requirements above is included in System Information Block Type 3, the UE shall:

3>
if Paging Response Restriction Indication is set to "None":

4>
when sending a response to any PAGING TYPE 1 message, act as if no Access Class is barred in the IE "Access Class Barred List" as specified in [4].

3>
if Paging Response Restriction Indication is set to "PS":

4>
when sending a response to any PAGING TYPE 1 message from CS domain, act as if no Access Class is barred in the IE "Access Class Barred List" as specified in [4];

4>
when sending a response to any PAGING TYPE 1 message from PS domain, act on the IE "Domain Specific Access Class Barred List" if indicated in the IE "PS Domain Specific Access Restriction" (or IE "Access Class Barred list" if IE "Domain Specific Access Class Barred List" is not present) as specified in [4].
3>
if Paging Response Restriction Indication is set to "CS":

4>
when sending a response to any PAGING TYPE 1 message from PS domain, act as if no Access Class is barred in the IE "Access Class Barred List" as specified in [4];

4>
when sending a response to any PAGING TYPE 1 message from CS domain, act on the IE "Domain Specific Access Class Barred List" if indicated in the IE "CS Domain Specific Access Restriction" (or IE "Access Class Barred list" if IE "Domain Specific Access Class Barred List" is not present) as specified in [4].
3>
else (if Paging Response Restriction Indication is set to "All"):

4>
when sending a response to any PAGING TYPE 1 message from CS domain, act on the IE "Domain Specific Access Class Barred List" if indicated in the IE "CS Domain Specific Access Restriction" as specified in [4];
4>
when sending a response to any PAGING TYPE 1 message from PS domain, act on the IE "Domain Specific Access Class Barred List" if indicated in the IE "PS Domain Specific Access Restriction" as specified in [4];
4>
when sending a response to any PAGING TYPE 1 message from PS or CS domain, act on the IE "Access Class Barred list" if the IE "Domain Specific Access Class Barred List" is not present.
3>
when initiating a Location/Registration procedure to CS domain, act on the IE "Location/Registration Access Class Barred List" if the IE "Location/Registration Restriction Indicator" is set to "All" or "CS",as specified in [4];

3>
when initiating an access to CS domain for any other reason, act on the IE "Domain Specific Access Class Barred List" if indicated in the IE "CS Domain Specific Access Restriction" (or IE "Access Class Barred list" if IE "Domain Specific Access Class Barred List" is not present) as specified in [4];
3>
when initiating a Location/Registration procedure to PS domain, act on the IE "Location/Registration Access Class Barred List" if the IE "Location/Registration Restriction Indicator" is set to "All" or "PS", as specified in [4];

3>
when initiating an access to PS domain for any other reason, act on the IE "Domain Specific Access Class Barred List" if indicated in the IE "PS Domain Specific Access Restriction" (or IE "Access Class Barred list" if IE "Domain Specific Access Class Barred List" is not present) as specified in [4].

2>
if neither the IE "Paging Permission with Access Control Parameters For PLMN Of MIB", the IE "Paging Permission with Access Control Parameters For OperatorN" nor the IE "Paging Permission with Access Control Parameters For All" to be applied according to the requirements above is included in System Information Block Type 3:

3>
if the IE "Domain Specific Access Restriction Parameters For PLMN Of MIB", the IE "Domain Specific Access Restriction Parameters For OperatorN" or the IE "Domain Specific Access Restriction Parameters For All" to be applied according to the requirements above is included in System Information Block Type 3 the UE shall:

4>
act on the IE "Domain Specific Access Class Barred List" if indicated in the IE "CS Domain Specific Access Restriction" when initiating RRC Connection establishment to send an INITIAL DIRECT TRANSFER message to the CS domain, as specified in [4]. If "no restriction" was indicated in restriction status, the UE shall act as if no Access Class is barred in the IE "Domain Specific Access Class Barred List", and ignore the IE "Access Class Barred List" in the IE "Cell Access Restriction";

4>
act on the IE "Domain Specific Access Class Barred List" if indicated in the IE "PS Domain Specific Access Restriction" when initiating RRC Connection establishment to send an INITIAL DIRECT TRANSFER message to the PS domain, as specified in [4]. If "no restriction" was indicated in restriction status, the UE shall act as if no Access Class is barred in the IE "Domain Specific Access Class Barred List", and ignore the IE "Access Class Barred List" in the IE "Cell Access Restriction";

4>
upon transition to UTRA RRC connected, the UE shall:

5>
store that Domain Specific Access Restriction Parameters to the variable "DSAC_PARAM" and maintain the variable until it is cleared, the PLMN chosen by the UE is changed or the RRC connection is released;

5>
act on the stored IE "Domain Specific Access Class Barred List" if indicated in the IE "CS Domain Specific Access Restriction" when initiating an INITIAL DIRECT TRANSFER message to the CS domain, as specified in [4];

5>
act on the stored IE "Domain Specific Access Class Barred List" if indicated in the IE "PS Domain Specific Access Restriction" when initiating an INITIAL DIRECT TRANSFER message to the PS domain, as specified in [4].
2>
else:

3>
act on the IE "Access Class Barred list" when initiating RRC Connection establishment as specified in [4].
1>
if in connected mode:

2>
for the variable "DSAC_PARAM":

3>
if the IE"Domain Specific Access Restriction Parameters For PLMN Of MIB", the IE "Domain Specific Access Restriction Parameters For OperatorN" or the IE "Domain Specific Access Restriction Parameters For All" to be applied according to the requirements above is included in the System Information Block Type 3:

4>
if the variable "DSAC_PARAM is not set, the UE shall:

5>
store that Domain Specific Access Restriction Parameters to the variable "DSAC_PARAM" and maintain the variable until it is cleared, the PLMN chosen by the UE is changed or the RRC connection is released.

4>
else (the access class barring information is stored) UE shall:

5>
update the variable "DSAC_PARAM" with that Domain Specific Access Restriction Parameters;

3>
else:

4>
if the variable "DSAC_PARAM" is set, the UE shall:

5>
clear the variable "DSAC_PARAM".

2>
for the variable "PPAC_PARAM":

3>
if the IE "Paging Permission with Access Control Parameters For PLMN Of MIB", the IE "Paging Permission with Access Control Parameters For OperatorN" or the IE "Paging Permission with Access Control Parameters For All" to be applied according to the requirements above is included in the System Information Block Type 3:

4>
if the variable "PPAC_PARAM" is not set, the UE shall:

5>
store that Paging Permission with Access Control Parameters to the variable "PPAC_PARAM" and maintain the variable until it is cleared.

4>
else (the access class barring information is stored) UE shall:

5>
update the variable "PPAC_PARAM" with that Paging Permission with Access Control Parameters.

3>
else:

4>
if the variable "PPAC_PARAM" is set, the UE shall:

5>
clear the variable "PPAC_PARAM".

2>
the UE shall:

3>
if the variable "DSAC_PARAM" is set:

4>
if the variable "PPAC_PARAM" is set:
5>
act on the stored IE "Paging Response Restriction Indicator" when sending a response to any PAGING TYPE 1 or PAGING TYPE 2 message; 

5>
act on the stored IE "Location/Registration Access Class Barred List" if the IE "Location/Registration Restriction Indicator" is set to "All" or "CS", when initiating a Location/Registration procedure to the CS domain, as specified in [4];

5>
act on the stored IE "Location/Registration Access Class Barred List" if the IE "Location/Registration Restriction Indicator" is set to "All" or "PS", when initiating a Location/Registration procedure to the PS domain, as specified in [4];
5>
act on the stored IE "Domain Specific Access Class Barred List" if indicated in the IE "CS Domain Specific Access Restriction" when initiating an INITIAL DIRECT TRANSFER message to the CS domain for any other reason, as specified in [4];

5>
act on the stored IE "Domain Specific Access Class Barred List" if indicated in the IE "PS Domain Specific Access Restriction" when initiating an INITIAL DIRECT TRANSFER message to the PS domain, for any other reason ,as specified in [4].
4>
if the variable "PPAC_PARAM" is not set:
5>
act on the stored IE "Domain Specific Access Class Barred List" if indicated in the IE "CS Domain Specific Access Restriction" when initiating an INITIAL DIRECT TRANSFER message to the CS domain, as specified in [4];

5>
act on the stored IE "Domain Specific Access Class Barred List" if indicated in the IE "PS Domain Specific Access Restriction" when initiating an INITIAL DIRECT TRANSFER message to the PS domain, as specified in [4].
3>
else:

4>
act as if no Access Class is barred.
With respect to " CSG Identity" IE, the UE shall:

1>
if the IE "CSG Identity" is present,

2>
forward the content of IE "CSG Identity" to the upper layers
If the IE "MBSFN only service" is set to TRUE the UE shall:

1>
consider this cell to operate in MBSFN mode;

1>
for TDD consider that all slots operate in MBSFN mode;

1>
for FDD and 3.84/7.68 Mcps TDD if the UE capabilities allow the reception of MBSFN in addition to the normal UE operation the UE may receive MBMS services from this cell in accordance with requirements for selection of a cell providing only MBSFN as specified in [4]. For 1.28 Mcps TDD, if the UE capabilities allow the reception of MBSFN in addition to the normal UE operation the UE may get synchronized to the MBSFN cluster as specified in [4].

**** next modified subclause(s) ****

8.1.1.6.20
System Information Block type 20

If the cell is not operating in MBSFN mode according to subclause 8.1.1.6.3, the UE shall:

1>
if the IE “HNBName” is present:
2>
forward the content of IE "HNBName" to the upper layers.
**** next modified subclause(s) ****

8.6.2.4
CSG PSC Split Information
The UE shall:
1>
if the IE "CSG PSC Split Information" is included in a received message:
2>
the UE shall consider the CSG PSC split information received on this cell to be valid for:
3>
the UARFCN of the carrier on which it was received;

3>
the PLMN IE “PLMN” as indicated in the MIB of the cell;

3>
24 hours from the time it was received.

The UE calculates the ranges of PSC as follows:

2>
if the IE “PSC Range 2 Offset” is not included, the PSC range is calculated as follows:

3>
consider two PSC ranges for CSG cells where:

4>
first PSC range is from (“Start PSC Range 1 Coefficient” * 8) to min(“Start PSC Range 1 Coefficient” * 8 + “Number of PSCs” – 1, 511);
4>
second PSC range is from min(“Start PSC Range 1 Coefficient” * 8 + “Number of PSCs” – 1 + “PSC Range 2 Offset” * 8, 511) to min(“Start PSC Range 1 Coefficient” * 8 + “Number of PSCs” – 1 + “PSC Range 2 Offset” * 8 + “Number of PSCs” – 1, 511).

2>
if the IE “PSC Range 2 Offset” is included, the PSC range is calculated as follows:

3>
consider only one PSC range for CSG cells where:
4>
if the value of IE “Number of PSCs” is set between 5 to 256:
5>
the PSC range is from (“Start PSC Range 1 Coefficient” * 8) to min (“Start PSC Range 1 Coefficient” * 8 + “Number of PSCs” – 1, 511);
4>
if the value of IE “Number of PSCs” is set to “alltheRest”:
5>
the PSC range is from (“Start PSC Range 1 Coefficient” * 8) to 511.
Note:
if the IE "CSG PSC Split Information" is received in both SIB3 and SIB11bis in the same cell then UE behaviour is unspecified.
**** next modified subclause(s) ****

10.2.48.8.1
Master Information Block
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Other information elements
	
	
	
	
	

	MIB Value tag
	MP
	
	MIB Value tag 10.3.8.9
	
	

	CN information elements
	
	
	
	
	

	Supported PLMN types
	MP
	
	PLMN Type 10.3.1.12
	
	

	PLMN Identity
	CV-GSM
	
	PLMN Identity 10.3.1.11
	
	

	Multiple PLMN List
	OP
	
	Multiple PLMN List 10.3.1.7a
	If present, this IE specifies the PLMNs of the cell. If absent, the IE “PLMN Identity” specifies the PLMN of the cell.
	REL-6

	ANSI-41 information elements
	
	
	
	
	

	ANSI-41 Core Network Information
	CV-ANSI-41
	
	ANSI-41 Core Network Information 10.3.9.1
	
	

	References to other system information blocks and scheduling blocks
	MP
	
	References to other system information blocks and scheduling blocks 10.3.8.14
	
	

	CSG-indicator
	OP
	
	Enumerated (TRUE)
	Default value is “FALSE” [to be covered in 4]
	REL-8


	Condition
	Explanation

	GSM
	The IE is mandatory present if the IE "Supported PLMN Types" is set to 'GSM-MAP' or 'GSM-MAP AND ANSI-41', and not needed otherwise

	ANSI-41

	The IE is mandatory present if the IE "Supported PLMN Types" is set to 'ANSI-41' or 'GSM-MAP AND ANSI-41', and not needed otherwise


**** next modified subclause(s) ****

10.2.48.8.6
System Information Block type 3
The system information block type 3 contains parameters for cell selection and re-selection.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	SIB4 Indicator
	MP
	
	Boolean
	TRUE indicates that SIB4 is broadcast in the cell.
	

	UTRAN mobility information elements
	
	
	
	
	

	Cell identity
	MP
	
	Cell identity 10.3.2.2
	
	

	Cell selection and re-selection info
	MP
	
	Cell selection and re-selection info for SIB3/4 10.3.2.3
	
	

	Cell Access Restriction
	MP
	
	Cell Access Restriction 10.3.2.1
	
	

	Domain Specific Access Restriction Parameters For PLMN Of MIB
	OP
	
	Domain Specific Access Restriction Parameters

10.3.1.3c
	This IE specifies the Domain Specific Access Restriction Parameters for UEs which has chosen the PLMN in the IE “PLMN identity” of the Master Information Block.

If the cell is operating in MBSFN mode as indicated in subclause 8.1.1.6.3 the UE behaviour upon reception of this IE is unspecified.
	REL-6

	Domain Specific Access Restriction For Shared Network
	OP
	
	
	If the cell is operating in MBSFN mode as indicated in subclause 8.1.1.6.3 the UE behaviour upon reception of this IE is unspecified.
	REL-6

	>CHOICE barring representation
	MP
	
	
	
	REL-6

	>>Domain Specific Access Restriction List
	
	
	
	
	REL-6

	>>>Domain Specific Access Restriction Parameters For Operator1
	OP
	
	Domain Specific Access Restriction Parameters

10.3.1.3c
	This IE specifies the Domain Specific Access  Restriction Parameters for UEs which has chosen the first PLMN in the IE  “multiplePLMNs” in the IE “Multiple PLMN List” of the Master Information Block.
	REL-6

	>>>Domain Specific Access Restriction Parameters For Operator2
	OP
	
	Domain Specific Access Restriction Parameters

10.3.1.3c
	This IE specifies the Domain Specific Access  Restriction Parameters for UEs which has chosen the second PLMN in the IE  “multiplePLMNs” in the IE “Multiple PLMN List” of the Master Information Block.
	REL-6

	>>>Domain Specific Access Restriction Parameters For Operator3
	OP
	
	Domain Specific Access Restriction Parameters

10.3.1.3c
	This IE specifies the Domain Specific Access  Restriction Parameters for UEs which has chosen the third PLMN in the IE  “multiplePLMNs” in the IE “Multiple PLMN List” of the Master Information Block.
	REL-6

	>>>Domain Specific Access Restriction Parameters For Operator4
	OP
	
	Domain Specific Access Restriction Parameters

10.3.1.3c
	This IE specifies the Domain Specific Access  Restriction Parameters for UEs which has chosen the fourth PLMN in the IE  “multiplePLMNs” in the IE “Multiple PLMN List” of the Master Information Block.
	REL-6

	>>>Domain Specific Access Restriction Parameters For Operator5
	OP
	
	Domain Specific Access Restriction Parameters

10.3.1.3c
	This IE specifies the Domain Specific Access  Restriction Parameters for UEs which has chosen the fifth PLMN in the IE  “multiplePLMNs” in the IE “Multiple PLMN List” of the Master Information Block.
	REL-6

	>>Domain Specific Access Restriction Parameters For All
	
	
	
	
	REL-6

	>>>Domain Specific Access Restriction Parameters
	
	
	Domain Specific Access Restriction Parameters 10.3.1.3c
	This IE specifies the common Domain Specific Access  Restriction Parameters applied to all PLMNs in the IE “multiplePLMNs” in the IE “Multiple PLMN List” of the Master Information Block.
	REL-6

	Deferred measurement control UTRAN support
	OP
	
	
	If present, the UE may apply deferred reading of SIB11, SIB11bis and SIB12. If not present, deferred reading may not be applied.
	REL-7

	>CHOICE mode
	OP
	
	
	If absent, the default reporting quantities are: "CPICH RSCP" (FDD) and "Primary CCPCH RSCP" (TDD).
	REL-7

	>>FDD
	
	
	
	
	REL-7

	>>>Intra-frequency reporting quantity SIB3
	MP
	
	Enumerated(CPICH Ec/N0, CPICH RSCP)
	
	REL-7

	>>TDD
	
	
	
	
	REL-7

	>>>Reporting quantity list
	MP
	1 to 2
	
	
	REL-7

	>>>>Intra-frequency reporting quantity SIB3
	MP
	
	Enumerated (Primary CCPCH RSCP, Timeslot ISCP)
	
	REL-7

	MBSFN only service
	OP
	
	Enumerated(true)
	Indicates if the cell provides only MBMS services in MBSFN mode
	REL-7

	Paging Permission with Access Control Parameters For PLMN Of MIB
	OP
	
	Paging Permission with Access Control Parameters 10.3.1.10a
	This IE specifies the Paging Permission With Access Control Parameters for UEs which has chosen the PLMN in the IE “PLMN identity” of the Master Information Block.

If the cell is operating in MBSFN mode as indicated in subclause 8.1.1.6.3 the UE behaviour upon reception of this IE is unspecified.
	REL-8

	Paging Permission with Access Control For Shared Network
	OP
	
	
	If the cell is operating in MBSFN mode as indicated in subclause 8.1.1.6.3 the UE behaviour upon reception of this IE is unspecified.
	REL-8

	>CHOICE barring representation
	MP
	
	
	
	REL-8

	>>Paging Permission with Access Control List
	
	
	
	
	REL-8

	>>>Paging Permission with Access Control Parameters For Operator1
	OP
	
	Paging Permission with Access Control Parameters 10.3.1.10a
	This IE specifies the Paging Permission with Access Control Parameters for UEs which has chosen the first PLMN in the IE “multiplePLMNs” in the IE “Multiple PLMN List” of the Master Information Block.
	REL-8

	>>>Paging Permission with Access Control Parameters For Operator2
	OP
	
	Paging Permission with Access Control Parameters 10.3.1.10a
	This IE specifies the Paging Permission with Access Control Parameters for UEs which has chosen the second PLMN in the IE “multiplePLMNs” in the IE “Multiple PLMN List” of the Master Information Block.
	REL-8

	>>>Paging Permission with Access Control Parameters For Operator3
	OP
	
	Paging Permission with Access Control Parameters 10.3.1.10a
	This IE specifies the Paging Permission with Access Control Parameters for UEs which has chosen the third PLMN in the IE “multiplePLMNs” in the IE “Multiple PLMN List” of the Master Information Block.
	REL-8

	>>>Paging Permission with Access Control Parameters For Operator4
	OP
	
	Paging Permission with Access Control Parameters 10.3.1.10a
	This IE specifies the Paging Permission with Access Control Parameters for UEs which has chosen the fourth PLMN in the IE “multiplePLMNs” in the IE “Multiple PLMN List” of the Master Information Block.
	REL-8

	>>>Paging Permission with Access Control Parameters For Operator5
	OP
	
	Paging Permission with Access Control Parameters 10.3.1.10a
	This IE specifies the Paging Permission with Access Control Parameters for UEs which has chosen the fifth PLMN in the IE “multiplePLMNs” in the IE “Multiple PLMN List” of the Master Information Block.
	REL-8

	>>Paging Permission with Access Control Parameters For All
	
	
	
	
	REL-8

	>>>Paging Permission with Access Control Parameters
	MP
	
	Paging Permission with Access Control Parameters 10.3.1.10a
	This IE specifies the common Paging Permission with Access Control Parameters applied to all PLMNs in the IE “multiplePLMNs” in the IE “Multiple PLMN List” of the Master Information Block.
	REL-8

	CSG Identity


	OP
	
	CSG Identity
10.3.2.8 
	
	REL 8

	CSG PSC Split Information

	OP
	
	CSG PSC Split  Information 10.3.2.9 
	This IE specifies the Primary Scrambling Code reservation information for CSG Cells. 
	REL-8 


**** next modified subclause(s) ****

10.2.48.8.14a
System Information Block type 11bis
The system information block type 11bis contains measurement control information to be used in the cell in addition to System Information Block type 11.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Measurement information elements
	
	
	
	
	REL-6

	Measurement control system information extension
	MP
	
	Measurement control system information extension 10.3.7.47a
	
	REL-6

	UTRAN mobility information elements
	
	
	
	
	

	CSG PSC Split Information
	OP
	
	CSG PSC Split Information 10.3.2.9

	This IE specifies the Primary Scrambling Code reservation
 information for CSG Cells.
	REL-8

	Dedicated CSG frequency list
	OP
	1 to <maxDedicatedCSGFreq>
	
	This IE specifies the frequencies dedicated for CSG cells only.
	REL-8

	> Dedicated CSG frequency
	MP
	
	Frequency Info 10.3.6.36
	
	


**** next modified subclause(s) ****

10.2.48.8.23
System Information Block type 20
The system information block type20 contains HNBName.
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	HNBName
	OP
	
	HNBName 
10.3.8.4oa
	
	REL-8


**** next modified subclause(s) ****

10.3.2.8
CSG Identity
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	CSG Identity
	MP
	
	bit string(27)
	As defined in [69]
	REL-8


10.3.2.9
CSG PSC Split Information
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Start PSC Range 1 Coefficient
	MP
	
	Integer (0..63)
	The value of this IE multiplied by 8 specifies the start PSC value of the first PSC range as specified in 8.6.2.4.
	REL-8

	Number of PSCs
	MP
	
	Enumerated (5, 10, 15, 20, 30, 40, 50, 64, 80, 120, 160, 256, alltheRest, spare3, spare2, spare1)
	This IE specifies the number of PSCs reserved for CSG cells in each PSC range.

Three spare values are needed.


	REL-8

	PSC Range 2 Offset
	CV-alltheRest
	
	Integer (1..63)
	If this IE is included, the UE shall calculate the second PSC range as specified in 8.6.2.4
If this IE is not included, the UE shall consider the second PSC range to be not present.
	REL-8


	Condition
	Explanation

	alltheRest
	This IE is optionally present if the value of IE “Number of PSCs” is not set to “alltheRest”. Otherwise, it is not needed. 


**** next modified subclause(s) ****

10.3.8.4oa
HNBName
This information element is used to carry the name of the home NodeB, coded in UTF-8 with variable number of bytes per character [68]

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	HNBName
	MP
	
	Octet string (1 to < maxHNBNameSize>)
	Carries the name of the Home NodeB with a maximum of maxHNBNameSize octets, using UTF-8 coding.
	REL-8


**** next modified subclause(s) ****

10.3.8.18c
SIB type extension2
The SIB type identifies a specific extension system information block.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	SIB type extension2
	MP
	
	Enumerated, see below
	Six spare values are needed
	REL-8


	List of enumerated values
	Version

	System Information Type 19
	REL-8

	System Information Type 20
	REL-8


**** next modified subclause(s) ****

10.3.10
Multiplicity values and type constraint values
The following table includes constants that are either used as multi bounds (name starting with "max") or as high or low value in a type specification (name starting with "lo" or "hi"). Constants are specified only for values appearing more than once in the RRC specification. In case a constant is related to one or more other constants, an expression is included in the "value" column instead of the actual value.

	Constant
	Explanation
	Value
	Version

	CN information
	
	
	

	maxCNdomains
	Maximum number of CN domains
	4
	

	UTRAN mobility information
	
	
	

	maxRAT
	Maximum number or Radio Access Technologies
	maxOtherRAT + 1
	

	maxOtherRAT
	Maximum number or other Radio Access Technologies
	15
	

	maxURA
	Maximum number of URAs in a cell
	8
	

	maxInterSysMessages
	Maximum number of Inter System Messages
	4
	

	maxRABsetup
	Maximum number of RABs to be established
	16
	

	maxDedicatedCSGFreq
	Maximum number of dedicated CSG frequencies
	4
	

	UE information
	
	
	

	maxtransactions
	Maximum number of parallel RRC transactions in downlink
	25
	

	maxPDCPalgoType
	Maximum number of PDCP algorithm types
	8
	

	maxFreqBandsFDD
	Maximum number of frequency bands supported by the UE as defined in [21]
	8
	

	maxFreqBandsFDD-ext
	Maximum number of frequency bands as defined in [21] and treated by RRC
	22
	REL-6

	maxFreqBandsTDD
	Maximum number of frequency bands supported by the UE as defined in [22]
	4
	

	maxFreqBandsGSM
	Maximum number of frequency bands supported by the UE as defined in [45]
	16
	

	maxFreqBandsEUTRAFDD
	Maximum number of frequency bands supported by the UE as defined in [36.101]
	[TBD]
	REL-8

	maxFreqBandsEUTRATDD
	Maximum number of frequency bands supported by the UE as defined in [36.101]
	[TBD]
	REL-8

	maxPage1
	Number of UEs paged in the Paging Type 1 message
	8
	

	maxSystemCapability
	Maximum number of system specific capabilities that can be requested in one message.
	16
	

	MaxURNTIgroup
	Maximum number of U-RNTI groups in one message
	8
	REL-5

	maxCommonHRNTI
	Maximum number of common H-RNTI per cell
	4
	REL-7

	RB information
	
	
	

	maxPredefConfig
	Maximum number of predefined configurations
	16
	

	maxRB
	Maximum number of RBs
	32
	

	maxSRBsetup
	Maximum number of signalling RBs to be established 
	8
	

	maxRBperRAB
	Maximum number of RBs per RAB
	8
	

	maxRBallRABs
	Maximum number of non signalling RBs
	27
	

	maxRBperTrCh
	Maximum number of RB per TrCh
	16
	REL-6

	maxRBMuxOptions
	Maximum number of RB multiplexing options
	8
	

	maxLoCHperRLC
	Maximum number of logical channels per RLC entity
	2
	

	maxRLCPDUsizePerLogChan
	Maximum number of RLC PDU sizes per logical channel mapped on E-DCH
	32
	REL-6

	MaxROHC-PacketSizes
	Maximum number of packet sizes that are allowed to be produced by ROHC.
	16
	

	MaxROHC-Profiles
	Maximum number of profiles supported by ROHC on a given RB.
	8
	

	maxRFC 3095-CID
	Maximum number of available CID values per radio bearer
	16384
	REL-5

	TrCH information
	
	
	

	maxCommonQueueID
	Maximum number of common Mac-ehs queues
	2
	REL-7

	maxE-DCHMACdFlow
	Maximum number of E-DCH MAC-d flows
	8
	REL-6

	MaxHProcesses
	Maximum number of H-ARQ processes
	8
	REL-5

	MaxHSDSCH_TB_index
	Maximum number of TB set size configurations for the HS-DSCH.
	64 (FDD and 1.28 MCPS TDD); 512 (3.84 Mcps TDD);

1024 (7.68 Mcps TDD)
	REL-5

	maxMACdPDUSizes
	Maximum number of MAC-d PDU sizes per queue permitted for MAC-hs
	8
	REL-5

	maxTrCH
	Maximum number of transport channels used in one direction (UL or DL)
	32
	

	maxTrCHpreconf
	Maximum number of preconfigured Transport channels, per direction
	16
	

	maxCCTrCH
	Maximum number of CCTrCHs
	8
	

	maxQueueID
	Maximum number of Mac-hs queues
	8
	REL-5

	MaxTF
	Maximum number of different transport formats that can be included in the Transport format set for one transport channel
	32
	

	maxTFC
	Maximum number of Transport Format Combinations
	1024
	

	maxTFCsub
	Maximum number of Transport Format Combinations Subset
	1024
	

	maxSIBperMsg
	Maximum number of complete system information blocks per SYSTEM INFORMATION message
	16
	

	maxSIB
	Maximum number of references to other system information blocks.
	32
	

	maxSIB-FACH
	Maximum number of references to system information blocks on the FACH
	8
	

	PhyCH information
	
	
	

	maxHSSCCHs
	Maximum number of HSSCCH codes that can be assigned to a UE
	4
	REL-5

	maxHS-SCCHLessTrBlk
	Maximum number of HS-DSCH Transport Block Sizes used for HS-SCCH-less operation
	[4]
	REL-7

	maxTDD128Carrier
	The maximum number of carriers for 1.28 Mcps TDD
	6
	REL-7

	maxAC
	Maximum number of access classes
	16
	

	maxASC
	Maximum number of access service classes
	8
	

	maxASCmap
	Maximum number of access class to access service classes mappings
	7
	

	maxASCpersist
	Maximum number of access service classes for which persistence scaling factors are specified
	6
	

	maxPRACH
	Maximum number of PRACHs in a cell
	16
	

	maxEDCHs
	Maximum number of common E-DCH resources in a cell
	32
	REL-8

	MaxPRACH_FPACH
	Maximum number of PRACH / FPACH pairs in a cell (1.28 Mcps TDD)
	8
	REL-4

	maxFACHPCH
	Maximum number of FACHs and PCHs mapped onto one secondary CCPCHs
	8
	

	maxRL
	Maximum number of radio links
	8
	

	maxEDCHRL
	Maximum number of E-DCH radio links
	4
	REL-6

	maxSCCPCH
	Maximum number of secondary CCPCHs per cell
	16
	

	maxDPDCH-UL
	Maximum number of DPDCHs per cell
	6
	

	maxDPCH-DLchan
	Maximum number of channelisation codes used for DL DPCH


	8
	

	maxPUSCH
	Maximum number of PUSCHs
	(8)
	

	maxPDSCH
	Maximum number of PDSCHs
	8
	

	maxTS
	Maximum number of timeslots used in one direction (UL or DL)
	14 (3.84 Mcps TDD and 7.68 Mcps TDD)
	

	
	
	6 (1.28 Mcps TDD)
	REL-4

	hiPUSCHidentities
	Maximum number of PUSCH Identities
	64
	

	hiPDSCHidentities
	Maximum number of PDSCH Identities
	64
	

	maxNumE-AGCH
	Maximum number of E-AGCHs (TDD)
	4
	REL-7

	maxNumE-HICH
	Maximum number of E-HICHs (1.28 Mcps TDD)
	4
	REL-7

	Measurement information
	
	
	

	maxTGPS
	Maximum number of transmission gap pattern sequences 
	6
	

	maxAdditionalMeas
	Maximum number of additional measurements for a given measurement identity
	4
	

	maxMeasEvent
	Maximum number of events that can be listed in measurement reporting criteria
	8
	

	maxMeasParEvent
	Maximum number of measurement parameters (e.g. thresholds) per event
	2
	

	maxMeasIntervals
	Maximum number of intervals that define the mapping function between the measurements for the cell quality Q of a cell and the representing quality value
	1
	

	maxCellMeas
	Maximum number of cells to measure
	32
	

	maxReportedGSMCells
	Maximum number of GSM cells to be reported
	8
	

	maxFreq
	Maximum number of frequencies to measure
	8
	

	maxNumPrio
	Maximum number of priorities to store
	[TBD]
	REL-8

	maxPrio
	Maximum number of RAT or Frequency Priority levels
	[8]
	REL-8

	maxEUTRACellperFreq
	Maximum number of E-UTRA cells per frequency
	[TBD]
	REL-8

	maxSat
	Maximum number of satellites to measure
	16
	

	maxGANSSSat
	Maximum number of GANSS satellites to measure
	64
	REL-7

	maxGANSS
	Maximum number of GANSS supported
	8
	REL-7

	maxSgnType
	Maximum number of additional signals in GANSS to measure
	8
	REL-7

	maxSatClockModels
	Maximum number of clock models in a GANSS
	4
	REL-7

	maxSatAlmanacStorage
	Maximum number of satellites for which to store GPS Almanac information
	32
	

	HiRM
	Maximum number that could be set as rate matching attribute for a transport channel
	256
	

	Frequency information
	
	
	

	MaxFDDFreqList
	Maximum number of FDD carrier frequencies to be stored in USIM
	4 
	

	MaxTDDFreqList
	Maximum number of TDD carrier frequencies to be stored in USIM
	4
	

	MaxFDDFreqCellList
	Maximum number of neighbouring FDD cells to be stored in USIM
	32
	

	MaxTDDFreqCellList
	Maximum number of neighbouring TDD cells to be stored in USIM
	32
	

	MaxGSMCellList
	Maximum number of GSM cells to be stored in USIM
	32
	

	Other information
	
	
	

	MaxGERANSI
	Maximum number of GERAN SI blocks that can be provided as part of NACC information
	8
	REL-5

	maxNumGSMFreqRanges
	Maximum number of GSM Frequency Ranges to store
	32
	

	MaxNumFDDFreqs
	Maximum number of FDD centre frequencies to store
	8
	

	MaxNumTDDFreqs
	Maximum number of TDD centre frequencies to store
	8
	

	maxNumCDMA200Freqs
	Maximum number of CDMA2000 centre frequencies to store
	8
	

	maxGSMTargetCells
	Maximum number of GSM target cells
	32
	REL-6

	maxNumEUTRAFreqs
	Maximum number of EUTRA centre frequencies to store
	[8]
	REL-8

	maxEUTRACellperFreq
	Maximum number of E-UTRA cells per frequency
	[TBD]
	REL-8

	maxEUTRATargetFreqs
	Maximum number of target E-UTRA frequencies
	[TBD]
	REL-8

	maxHNBNameSize
	Maximum number of octets within the HNB Name
	48
	REL-8

	MBMS information
	
	
	

	maxMBMS-CommonCCTrCh
	Maximum number of CCTrCh configurations included in the MBMS COMMON P-T-M RB Information message
	32
	REL-6

	maxMBMS-CommonPhyCh
	Maximum number of PhyCh configurations included in the MBMS COMMON P-T-M RB Information message
	32
	REL-6

	maxMBMS-CommonRB
	Maximum number of RB configurations included in the MBMS COMMON P-T-M RB Information message
	32
	REL-6

	maxMBMS-CommonTrCh
	Maximum number of TrCh configurations included in the MBMS COMMON P-T-M RB Information message
	32
	REL-6

	maxMBMS-Freq
	Maximum number of MBMS preferred frequencies
	4
	REL-6

	maxMBMS-L1CP
	Maximum number of periods in which layer 1 combining applies
	4
	REL-6

	maxMBMSservCount
	Maximum number of MBMS services in a Access Info message
	8
	REL-6

	maxMBMSservModif
	Maximum number of MBMS services in a MBMS Modified Services Information message
	32
	REL-6

	maxMBMSservSched
	Maximum number of MBMS services in a MBMS Scheduling Information message
	16
	REL-6

	maxMBMSservSelect
	Maximum number of MBMS Selected Services in a CELL UPDATE or RRC CONNECTION REQUEST message
	8
	REL-6

	maxMBMSservUnmodif
	Maximum number of MBMS services in a MBMS Unmodified Services Information message
	64
	REL-6

	maxMBMSTransmis
	Maximum number of transmissions for which scheduling information is provided within a scheduling period
	4
	REL-6

	maxMBMS-Services
	Maximum number of MBMS services the UE stores in the variable MBMS_ACTIVATED_SERVICES
	64
	REL-6

	maxMBSFNclusters
	Maximum number of MBSFN clusters indicated in system information
	16
	REL-7


**** next modified subclause(s) ****

11.2
PDU definitions

**** text skipped ****

-- UTRAN Mobility IEs :


CellIdentity,


CellIdentity-PerRL-List,

CSG-Identity,


CSGSplitInfo,

PriorityInformation,


URA-Identity,
**** text skipped ****

-- Other IEs :


BCCH-ModificationInfo,


CDMA2000-MessageList,


EUTRA-TargetFreqInfoList,


GSM-TargetCellInfoList,


GERANIu-MessageList,


GERAN-SystemInformation,


GSM-MessageList, 

HNBName,
**** next modified subclause(s) ****

11.3
Information element definitions

InformationElements DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


hiPDSCHidentities,


hiPUSCHidentities,


hiRM,


maxAC,


maxAdditionalMeas,


maxASC,


maxASCmap,


maxASCpersist,


maxCCTrCH,


maxCellMeas,


maxCellMeas-1,


maxCNdomains,


maxCommonHRNTI,


maxCommonQueueID,


maxCPCHsets,

maxDedicatedCSGFreq,

maxDPCH-DLchan,


maxDPDCH-UL,


maxDRACclasses,


maxE-DCHMACdFlow,


maxE-DCHMACdFlow-1,


maxFACHPCH,


maxFreq,


maxFreqBandsFDD,


maxFreqBandsFDD-ext,


maxFreqBandsTDD,


maxFreqBandsTDD-ext,


maxFreqBandsGSM,


maxGANSS,

maxGANSS-1,


maxGANSSSat,


maxGANSSSat-1,

maxGERAN-SI,

maxHNBNameSize,

maxHProcesses,


maxHSDSCHTBIndex,


maxHSDSCHTBIndex-tdd384,

**** text skipped ****

-- ***************************************************

--

--     UTRAN MOBILITY INFORMATION ELEMENTS (10.3.2)

--

-- ***************************************************

**** text skipped ****

CellSelectReselectInfoSIB-3-4 ::=
SEQUENCE {


mappingInfo






MappingInfo






OPTIONAL,


cellSelectQualityMeasure


CHOICE {



cpich-Ec-N0






SEQUENCE {




-- Default value for q-HYST-2-S is q-HYST-1-S




q-HYST-2-S






Q-Hyst-S




OPTIONAL



},



cpich-RSCP






NULL


},


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




s-Intrasearch





S-SearchQual



OPTIONAL,




s-Intersearch





S-SearchQual



OPTIONAL,




s-SearchHCS






S-SearchRXLEV



OPTIONAL,




rat-List






RAT-FDD-InfoList


OPTIONAL,




q-QualMin






Q-QualMin,




q-RxlevMin






Q-RxlevMin



},



tdd








SEQUENCE {




s-Intrasearch





S-SearchRXLEV



OPTIONAL,




s-Intersearch





S-SearchRXLEV



OPTIONAL,




s-SearchHCS






S-SearchRXLEV



OPTIONAL,




rat-List






RAT-TDD-InfoList


OPTIONAL,




q-RxlevMin






Q-RxlevMin



}


},



q-Hyst-l-S






Q-Hyst-S,


t-Reselection-S





T-Reselection-S,


hcs-ServingCellInformation


HCS-ServingCellInformation


OPTIONAL,


maxAllowedUL-TX-Power



MaxAllowedUL-TX-Power

}
CSG-DedicatedFrequencyInfoList ::=
SEQUENCE (SIZE (1.. maxDedicatedCSGFreq)) OF











FrequencyInfo
CSG-Identity ::=





BIT STRING (SIZE (27))

CSGSplitInfo ::=
SEQUENCE {


startPSCRange1Coefficient



INTEGER (0..63),

pscRange2Offset






INTEGER (1..63)


OPTIONAL,

numberOfPSCs






ENUMERATED {psc5, psc10, psc15,














psc20, psc30, psc40,















psc50, psc64, psc80,














psc120, psc160, psc256,













alltheRest,














spare3,














spare2,














spare1

}
}
DomainSpecificAccessRestrictionForSharedNetwork-v670ext ::= CHOICE {



domainSpecificAccessRestictionList




DomainSpecificAccessRestrictionList-v670ext,



domainSpecificAccessRestictionParametersForAll

DomainSpecificAccessRestrictionParam-v670ext

}
**** text skipped ****

-- ***************************************************

--

--     OTHER INFORMATION ELEMENTS (10.3.8)

--

-- ***************************************************

**** text skipped ****

GSM-TargetCellInfo ::= 



SEQUENCE {


bcch-ARFCN






BCCH-ARFCN,


frequency-band





Frequency-Band,


bsic







BSIC


OPTIONAL

}

HNBName ::=






OCTET STRING (SIZE(1.. maxHNBNameSize)) 
IdentificationOfReceivedMessage ::=
SEQUENCE {



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



receivedMessageType



ReceivedMessageType

}

**** text skipped ****

MasterInformationBlock ::=


SEQUENCE {



mib-ValueTag




MIB-ValueTag,



-- TABULAR: The PLMN identity and ANSI-41 core network information



-- are included in PLMN-Type.



plmn-Type





PLMN-Type,



sibSb-ReferenceList



SIBSb-ReferenceList,


-- Extension mechanism for non- release99 information



v690NonCriticalExtensions


SEQUENCE {




masterInformationBlock-v690ext

MasterInformationBlock-v690ext,




v6b0NonCriticalExtensions


SEQUENCE {





masterInformationBlock-v6b0ext

MasterInformationBlock-v6b0ext-IEs,





v8xyNonCriticalExtensions


SEQUENCE {






masterInformationBlock-v8xyext

MasterInformationBlock-v8xyext-IEs,






nonCriticalExtensions



SEQUENCE {}






OPTIONAL





}
OPTIONAL




}
OPTIONAL



}
OPTIONAL

}

MasterInformationBlock-v690ext ::=
SEQUENCE {


multiplePLMN-List




MultiplePLMN-List-r6


OPTIONAL

}

MasterInformationBlock-v6b0ext-IEs ::= SEQUENCE {


extSIBTypeInfoSchedulingInfo-List
ExtSIBTypeInfoSchedulingInfo-List
OPTIONAL

}

MasterInformationBlock-v8xyext-IEs ::= SEQUENCE {


extSIBTypeInfoSchedulingInfo-List
ExtSIBTypeInfoSchedulingInfo-List2
OPTIONAL,

csg-indicator





ENUMERATED { TRUE }


OPTIONAL
}

MIB-ValueTag ::=




INTEGER (1..8)

NCC ::=







INTEGER (0..7)

PLMN-ValueTag ::=




INTEGER (1..256)


/ .. /

SIB-TypeExt ::=





CHOICE {


systemInfoType11bis




NULL,


systemInfoType15bis




NULL,


systemInfoType15-1bis



NULL,


systemInfoType15-2bis



NULL,


systemInfoType15-3bis



NULL,


systemInfoType15-6




NULL,


systemInfoType15-7




NULL,


systemInfoType15-8




NULL

}

SIB-TypeExt2 ::=




CHOICE {


systemInfoType19




NULL, 

systemInfoType20




NULL,


spare6







NULL,


spare5







NULL,


spare4







NULL,


spare3







NULL,


spare2







NULL,


spare1







NULL

}

SibOFF ::=






ENUMERATED {











so2, so4, so6, so8, so10,











so12, so14, so16, so18,











so20, so22, so24, so26,











so28, so30, so32 }

SibOFF-List ::=





SEQUENCE (SIZE (1..15)) OF











SibOFF

**** text skipped ****

SysInfoType3 ::=




SEQUENCE {



sib4indicator




BOOLEAN,


-- UTRAN mobility IEs



cellIdentity




CellIdentity,



cellSelectReselectInfo


CellSelectReselectInfoSIB-3-4,



cellAccessRestriction


CellAccessRestriction,


-- Extension mechanism for non- release99 information



v4b0NonCriticalExtensions

SEQUENCE { 




sysInfoType3-v4b0ext


SysInfoType3-v4b0ext-IEs,




v590NonCriticalExtension

SEQUENCE {





sysInfoType3-v590ext


SysInfoType3-v590ext,





v5c0NoncriticalExtension

SEQUENCE {






sysInfoType3-v5c0ext


SysInfoType3-v5c0ext-IEs,






v670NonCriticalExtension


SEQUENCE {







sysInfoType3-v670ext



SysInfoType3-v670ext,







v770NonCriticalExtension


SEQUENCE {








sysInfoType3-v770ext



SysInfoType3-v770ext-IEs,








v830NonCriticalExtension


SEQUENCE {









sysInfoType3-v830ext



SysInfoType3-v830ext-IEs,









vxy0NonCriticalExtension




SEQUENCE {










sysInfoType3-vxy0ext





SysInfoType3-vxy0ext-IEs,








nonCriticalExtensions



SEQUENCE {}

OPTIONAL









}






OPTIONAL








}






OPTIONAL







}






OPTIONAL






}






OPTIONAL





}






OPTIONAL




}






OPTIONAL



}






OPTIONAL

}

SysInfoType3-v4b0ext-IEs ::= SEQUENCE {


mapping-LCR





Mapping-LCR-r4






OPTIONAL

}

SysInfoType3-v590ext ::= SEQUENCE {


cellSelectReselectInfo-v590ext

CellSelectReselectInfo-v590ext 

OPTIONAL

}

SysInfoType3-v5c0ext-IEs ::= SEQUENCE {


cellSelectReselectInfoTreselectionScaling-v5c0ext











CellSelectReselectInfoTreselectionScaling-v5c0ext
OPTIONAL

}

SysInfoType3-v670ext ::= SEQUENCE {


 
domainSpecificAccessRestrictionParametersForPLMNOfMIB










DomainSpecificAccessRestrictionParam-v670ext
OPTIONAL,



domainSpecificAccessRestictionForSharedNetwork










DomainSpecificAccessRestrictionForSharedNetwork-v670ext
OPTIONAL

}

SysInfoType3-v770ext-IEs ::=

SEQUENCE {


deferredMeasurementControlReadingSupport












DeferredMeasurementControlReadingSupport
OPTIONAL,


q-QualMin-Offset





Q-QualMin-Offset



OPTIONAL,


q-RxlevMin-Offset





Q-RxlevMin-Offset



OPTIONAL,


mbsfnOnlyService





MBSFNOnlyService



OPTIONAL

}

SysInfoType3-v830ext-IEs ::=

SEQUENCE {


pagingPermissionWithAccessControlParametersForPLMNOfMIB











PagingPermissionWithAccessControlParameters

OPTIONAL,


pagingPermissionWithAccessControlParametersForSharedNetwork











PagingPermissionWithAccessControlForSharedNetwork
OPTIONAL

}
SysInfoType3-vxy0ext-IEs ::=

SEQUENCE {

csgId







CSG-Identity






OPTIONAL,

csgSplitInfo





CSGSplitInfo






OPTIONAL

}

**** text skipped ****

SysInfoType11bis ::=



SEQUENCE {


-- Measurement IEs



measurementControlSysInfo

MeasurementControlSysInfoExtension


OPTIONAL,



measurementControlSysInfo-LCR
MeasurementControlSysInfoExtension-LCR-r4
OPTIONAL,



measurementControlSysInfoExtensionAddon-r5











MeasurementControlSysInfoExtensionAddon-r5
OPTIONAL,


-- Extension mechanism for non-release99 information



vxy0CriticalExtensions


SEQUENCE {



sysInfoType11bis-vxy0ext

SysInfoType11bis-vxy0ext,



nonCriticalExtensions


SEQUENCE {}

OPTIONAL


}
OPTIONAL

}

SysInfoType11bis-vxy0ext ::=



SEQUENCE {


cSG-DedicatedFrequencyInfoList


CSG-DedicatedFrequencyInfoList

OPTIONAL,


csgSplitInfo






CSGSplitInfo





OPTIONAL
}

**** text skipped ****

SysInfoType18 ::=





SEQUENCE {



idleModePLMNIdentities


PLMNIdentitiesOfNeighbourCells

OPTIONAL,



connectedModePLMNIdentities
PLMNIdentitiesOfNeighbourCells

OPTIONAL,


-- Extension mechanism for non- release99 information



v6b0NonCriticalExtensions

SEQUENCE {




sysInfoType18-v6b0ext


SysInfoType18-v6b0ext,




nonCriticalExtensions


SEQUENCE {}

OPTIONAL



}
OPTIONAL

}

SysInfoType18-v6b0ext ::=



SEQUENCE {



idleModePLMNIdentitiesSIB11bis

PLMNIdentitiesOfNeighbourCells

OPTIONAL,



connectedModePLMNIdentitiesSIB11bis
PLMNIdentitiesOfNeighbourCells

OPTIONAL

}

SysInfoType19 ::=





SEQUENCE {


-- Measurement IEs



utra-PriorityInfoList



UTRA-PriorityInfoList,



gsm-PriorityInfoList



GSM-PriorityInfoList




OPTIONAL,



eutra-FrequencyAndPriorityInfoList
EUTRA-FrequencyAndPriorityInfoList

OPTIONAL,


-- Extension mechanism for non-release8 information



nonCriticalExtensions



SEQUENCE {}







OPTIONAL

}
SysInfoType20 ::=




SEQUENCE {



hNBName






HNBName








OPTIONAL,


nonCriticalExtensions


SEQUENCE {}







OPTIONAL
}

**** next modified subclause(s) ****

11.4
Constant definitions

Constant-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

hiPDSCHidentities


INTEGER ::= 64

hiPUSCHidentities


INTEGER ::= 64

hiRM





INTEGER ::= 256

maxAC





INTEGER ::= 16

maxAdditionalMeas 


INTEGER ::= 4

maxASC





INTEGER ::= 8

maxASCmap




INTEGER ::= 7

maxASCpersist



INTEGER ::= 6

maxCCTrCH




INTEGER ::= 8

maxCellMeas 



INTEGER ::= 32

maxCellMeas-1



INTEGER ::= 31

maxCNdomains



INTEGER ::= 4

maxCommonHRNTI



INTEGER ::= 4

maxCommonQueueID


INTEGER ::= 2

maxCPCHsets




INTEGER ::= 16

maxDedicatedCSGFreq


INTEGER ::= 4
maxDPCH-DLchan



INTEGER ::= 8

maxDPDCH-UL




INTEGER ::= 6

maxDRACclasses



INTEGER ::= 8

maxE-DCHMACdFlow


INTEGER ::= 8

maxE-DCHMACdFlow-1


INTEGER ::= 7

maxEDCHRL




INTEGER ::= 4

maxFACHPCH




INTEGER ::= 8

maxFreq





INTEGER ::= 8

maxFreqBandsFDD



INTEGER ::= 8

maxFreqBandsFDD-ext


INTEGER ::= 15
-- maxFreqBandsFDD-ext ::= 22 - (maxFreqBandsFDD - 1)

maxFreqBandsTDD



INTEGER ::= 4

maxFreqBandsTDD-ext


INTEGER ::= 16

maxFreqBandsGSM



INTEGER ::= 16

maxGANSS




INTEGER ::= 8

maxGANSS-1




INTEGER ::= 7

maxGANSSSat




INTEGER ::= 64

maxGANSSSat-1



INTEGER ::= 63

maxGERAN-SI




INTEGER ::= 8

maxGSMTargetCells


INTEGER ::= 32 
maxHNBNameSize



INTEGER ::= 48
maxHProcesses 



INTEGER ::= 8

maxHS-SCCHLessTrBlk


INTEGER ::= 4

maxHSDSCHTBIndex


INTEGER ::= 64

**** END OF MODIFIED SECTIONS****
