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	Reason for change:
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	In TDD configuration #0 we have ambiguity when UE is scheduled in two TTIs (when both MSB and LSB of UL Index field in the UL grant is 1) and aperiodic CQI is requested at the same time. The ambiguity relates to where the UE should schedule its aperiodic CQI.
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	Specifying that a-periodic CQI report is always multipexed in the first UL TTI if both are scheduled by one UL grant, which is the method 1 in R1-084307.
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	Unclear UE behaviour, and potentially mis-match between eNB and UE.
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	Other comments:
(

	The correction would not affect implementations behaving like indicated in the CR, but would affect implementations supporting the corrected functionality otherwise.


7.2.1
Aperiodic CQI/PMI/RI Reporting using PUSCH

A UE shall perform aperiodic CQI, PMI and RI reporting using the PUSCH in subframe n+k upon receiving DCI format 0 in subframe n with the CQI request field set to 1, where for FDD k=4, and for TDD UL/DL configuration 1-6, k is given in Table 8-2. For TDD UL/DL configuration 0, if the MSB of the UL index is set to 1 and LSB of the UL index is set to 0, k is given in Table 8-2; or if MSB of the UL index is set to 0 and LSB of the UL index is set to 1, k is equal to 7; or if both MSB and LSB of the UL index is set to 1, k is given in Table 8-2.
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