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9.1.5
RADIO LINK SETUP FAILURE

9.1.5.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	

	D-RNTI 
	O
	
	9.2.1.24
	
	YES
	ignore

	CN PS Domain Identifier
	O
	
	9.2.1.12
	
	YES
	ignore

	CN CS Domain Identifier
	O
	
	9.2.1.11
	
	YES
	ignore

	CHOICE Cause Level
	M
	
	
	
	YES
	ignore

	>General
	
	
	
	
	–
	

	>>Cause
	M
	
	9.2.1.5
	
	–
	

	>RL Specific
	
	
	
	
	–
	

	>>Unsuccessful RL Information Response
	
	1..<maxnoofRLs>
	
	
	EACH
	ignore

	>>>RL ID
	M
	
	9.2.1.49
	
	–
	

	>>>Cause 
	M
	
	9.2.1.5
	
	–
	

	>>>Max UE DTX Cycle
	C-DTX-CycleNotAvailable
	
	9.2.2.87
	
	YES
	ignore

	>>Successful RL Information Response
	
	0..<maxnoofRLs-1>
	
	
	EACH
	ignore

	>>>RL ID
	M
	
	9.2.1.49
	
	–
	

	>>>RL Set ID
	M
	
	9.2.2.35
	
	–
	

	>>>URA Information
	O
	
	9.2.1.70B
	
	–
	

	>>>SAI
	M
	
	9.2.1.52
	
	–
	

	>>>Cell GAI
	O
	
	9.2.1.5A
	
	–
	

	>>>UTRAN Access Point Position
	O
	
	9.2.1.70A
	
	–
	

	>>>Received Total Wide Band Power
	M
	
	9.2.2.35A
	
	–
	

	>>>Not Used
	O
	
	NULL
	
	–
	

	>>>DL Code Information
	M
	
	FDD DL Code Information

9.2.2.14A
	
	–
	

	>>>CHOICE Diversity Indication
	M
	
	
	
	–
	

	>>>>Combining
	
	
	
	
	–
	

	>>>>>RL ID
	M
	
	9.2.1.49
	Reference RL ID for the combining
	–
	

	>>>>>DCH Information Response
	O
	
	9.2.1.16A
	
	YES
	ignore

	>>>>>E-DCH FDD Information Response
	O
	
	9.2.2.4C
	
	YES
	ignore

	>>>>Non Combining or First RL
	
	
	
	
	–
	

	>>>>>DCH Information Response
	M
	
	9.2.1.16A
	
	–
	

	>>>>>E-DCH FDD Information Response
	O
	
	9.2.2.4C
	
	YES
	ignore

	>>>SSDT Support Indicator
	M
	
	9.2.2.43
	
	–
	

	>>>Maximum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>>>Minimum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>>>Closed Loop Timing Adjustment Mode
	O
	
	9.2.2.3A
	
	–
	

	>>>Maximum Allowed UL Tx Power
	M
	
	9.2.1.35
	
	–
	

	>>>Maximum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>>>Minimum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>>>Primary CPICH Power
	M
	
	9.2.1.44
	
	–
	

	>>>Primary Scrambling Code
	O
	
	9.2.1.45
	
	–
	

	>>>UL UARFCN
	O
	
	UARFCN

9.2.1.66
	Corresponds to Nu in ref. [6]
	–
	

	>>>DL UARFCN
	O
	
	UARFCN

9.2.1.66
	Corresponds to Nd in ref. [6]
	–
	

	>>>Not Used
	O
	
	NULL
	
	–
	

	>>>Neighbouring UMTS Cell Information
	O
	
	9.2.1.41A
	
	–
	

	>>>Neighbouring GSM Cell Information
	O
	
	9.2.1.41C
	
	–
	

	>>>PC Preamble
	M
	
	9.2.2.27a
	
	–
	

	>>>SRB Delay
	M
	
	9.2.2.39A
	
	–
	

	>>>Cell GA Additional Shapes
	O
	
	9.2.1.5B
	
	YES
	ignore

	>>>DL Power Balancing Activation Indicator
	O
	
	9.2.2.10B
	
	YES
	ignore

	>>>HCS Prio
	O
	
	9.2.1.30N
	
	YES
	ignore

	>>>Primary CPICH Usage For Channel Estimation
	O
	
	9.2.2.32A
	
	YES
	ignore

	>>>Secondary CPICH Information
	O
	
	9.2.2.38A
	
	YES
	ignore

	>>>Active MBMS Bearer Service List
	
	0..<maxnoofActiveMBMS>
	
	
	GLOBAL
	ignore

	>>>>TMGI
	M
	
	9.2.1.80
	
	–
	

	>>>>Transmission Mode
	O
	
	9.2.1.81
	
	–
	

	>>>>Preferred Frequency Layer
	O
	
	UARFCN

9.2.1.66
	
	–
	

	>>>E-DCH RL Set ID
	O
	
	RL Set ID 9.2.2.35
	
	YES
	ignore

	>>>E-DCH FDD DL Control Channel Information
	O
	
	9.2.2.4D
	
	YES
	ignore

	>>>Initial DL DPCH Timing Adjustment
	O
	
	DL DPCH Timing Adjustment

9.2.2.9A
	
	YES
	ignore

	>>>Neighbouring E-UTRA Cell Information
	O
	
	9.2.1.41De
	
	YES
	ignore

	>>> HS-DSCH Preconfiguration Info
	O
	
	9.2.2.99
	
	YES
	ignore

	>>>F-DPCH Slot Format
	O
	
	9.2.2.85
	
	YES
	ignore

	>>HS-DSCH-RNTI
	O
	
	9.2.1.30P
	
	YES
	ignore

	>>HS-DSCH Information Response
	O
	
	HS-DSCH FDD Information Response

9.2.2.19b
	
	YES
	ignore

	>>Continuous Packet Connectivity HS-SCCH less Information Response
	O
	
	9.2.2.75
	
	YES
	ignore

	>>SixtyfourQAM DL Support Indicator
	O
	
	9.2.1.123
	
	YES
	ignore

	>>Additional HS Cell Information Response
	O
	0..<maxnoofHSDSCH-1>
	
	For secondary serving HS-DSCH cell. Max 1 in this 3GPP release. 
	EACH
	ignore

	>>>HS-PDSCH RL ID
	M
	
	RL ID 9.2.1.49
	
	–
	

	>>>HS-DSCH-RNTI
	M
	
	9.2.1.30P
	
	–
	

	>>>HS-DSCH FDD Secondary Serving Information Response
	M
	
	9.2.2.19ba
	
	–
	

	>>>SixtyfourQAM DL Support Indicator
	O
	
	9.2.1.123
	
	–
	

	Uplink SIR Target
	O
	
	Uplink SIR

9.2.1.69
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore


	Condition
	Explanation

	DTX-CycleNotAvailable
	The IE shall be present if the Cause IE is set to Continuous Packet Connectivity UE DTX Cycle not Available ".


	Range bound
	Explanation

	maxnoofRLs
	Maximum number of RLs for one UE.

	maxnoofActiveMBMS
	Maximum number of MBMS bearer services that are active in parallel.

	maxnoofHSDSCH-1
	Maximum number of Secondary Serving HS-DSCH cells for one UE.


#Partially Omitted
9.1.8
RADIO LINK ADDITION FAILURE

9.1.8.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	CHOICE Cause Level
	M
	
	
	
	YES
	ignore

	>General
	
	
	
	
	–
	

	>>Cause
	M
	
	9.2.1.5
	
	–
	

	>RL Specific
	
	
	
	
	–
	

	>>Unsuccessful RL Information Response
	
	1..<maxnoofRLs-1>
	
	
	EACH
	ignore

	>>>RL ID
	M
	
	9.2.1.49
	
	–
	

	>>>Cause
	M
	
	9.2.1.5
	
	–
	

	>>Successful RL Information Response
	
	0..<maxnoofRLs-2>
	
	
	EACH
	ignore

	>>>RL ID
	M
	
	9.2.1.49
	
	–
	

	>>>RL Set ID
	M
	
	9.2.2.35
	
	–
	

	>>>URA Information
	O
	
	9.2.1.70B
	
	–
	

	>>>SAI
	M
	
	9.2.1.52
	
	–
	

	>>>Cell GAI
	O
	
	9.2.1.5A
	
	–
	

	>>>UTRAN Access Point Position
	O
	
	9.2.1.70A
	
	–
	

	>>>Received Total Wide Band Power
	M
	
	9.2.2.35A
	
	–
	

	>>>Not Used
	O
	
	NULL
	
	–
	

	>>>DL Code Information
	M
	
	FDD DL Code Information

9.2.2.14A
	
	YES
	ignore

	>>>CHOICE Diversity Indication
	M
	
	
	
	–
	

	>>>>Combining
	
	
	
	
	–
	

	>>>>>RL ID
	M
	
	9.2.1.49
	Reference RL ID
	–
	

	>>>>>DCH Information Response
	O
	
	9.2.1.16A
	
	YES
	ignore

	>>>>>E-DCH FDD Information Response
	O
	
	9.2.2.4C
	
	YES
	ignore

	>>>>Non Combining
	
	
	
	
	–
	

	>>>>>DCH Information Response
	M
	
	9.2.1.16A
	
	–
	

	>>>>>E-DCH FDD Information Response
	O
	
	9.2.2.4C
	
	YES
	ignore

	>>>SSDT Support Indicator
	M
	
	9.2.2.43
	
	–
	

	>>>Minimum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>>>Maximum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>>>Closed Loop Timing Adjustment Mode
	O
	
	9.2.2.3A
	
	–
	

	>>>Maximum Allowed UL Tx Power
	M
	
	9.2.1.35
	
	–
	

	>>>Maximum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>>>Minimum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>>>Neighbouring UMTS Cell Information
	O
	
	9.2.1.41A
	
	–
	

	>>>Neighbouring GSM Cell Information
	O
	
	9.2.1.41C
	
	–
	

	 >>>Primary CPICH Power
	M
	
	9.2.1.44
	
	–
	

	         >>>PC Preamble
	M
	
	9.2.2.27a
	
	–
	

	         >>>SRB Delay
	M
	
	9.2.2.39A
	
	–
	

	>>>Cell GA Additional Shapes
	O
	
	9.2.1.5B
	
	YES
	ignore

	>>>DL Power Balancing Activation Indicator
	O
	
	9.2.2.10B
	
	YES
	ignore

	>>>HCS Prio
	O
	
	9.2.1.30N
	
	YES
	ignore

	>>>Active MBMS Bearer Service List
	
	0..<maxnoofActiveMBMS>
	
	
	GLOBAL
	ignore

	>>>>TMGI
	M
	
	9.2.1.80
	
	–
	

	>>>>Transmission Mode
	O
	
	9.2.1.81
	
	–
	

	>>>>Preferred Frequency Layer
	O
	
	UARFCN

9.2.1.66
	
	–
	

	>>>E-DCH RL Set ID
	O
	
	RL Set ID 9.2.2.35
	
	YES
	ignore

	>>>E-DCH FDD DL Control Channel Information
	O
	
	9.2.2.4D
	
	YES
	ignore

	>>>Initial DL DPCH Timing Adjustment
	O
	
	DL DPCH Timing Adjustment
9.2.2.9.A
	
	YES
	ignore

	>>>Neighbouring E-UTRA Cell Information
	O
	
	9.2.1.41De
	
	YES
	ignore

	>>>HS-DSCH Preconfiguration Info
	O
	
	9.2.2.99
	
	YES
	ignore

	>>>F-DPCH Slot Format
	O
	
	9.2.2.85
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore

	HS-DSCH Serving Cell Change Information Response
	O
	
	9.2.2.19g
	
	YES
	Ignore

	E-DCH Serving Cell Change Information Response
	O
	
	9.2.2.19h
	
	YES
	Ignore

	Additional HS Cell Change Information Response
	
	0..<maxnoofHSDSCH-1>
	
	For secondary serving HS-DSCH cell. Max 1 in this 3GPP release. 
	EACH
	Ignore

	>HS-PDSCH RL ID
	M
	
	RL ID 9.2.1.49
	
	–
	

	>HS-DSCH Secondary Serving Cell Change Information Response
	M
	
	9.2.2.19ga
	
	–
	


	Range bound
	Explanation

	maxnoofRLs
	Maximum number of radio links for one UE.

	maxnoofActiveMBMS
	Maximum number of MBMS bearer services that are active in parallel.

	maxnoofHSDSCH-1
	Maximum number of Secondary Serving HS-DSCH cells for one UE.


#Partially Omitted
9.3.3
PDU Definitions
#Partially Omitted
-- **************************************************************

--

-- RADIO LINK SETUP FAILURE FDD

--

-- **************************************************************

RadioLinkSetupFailureFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkSetupFailureFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkSetupFailureFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkSetupFailureFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-D-RNTI




CRITICALITY ignore
TYPE D-RNTI




PRESENCE optional
} |


{ ID id-CN-PS-DomainIdentifier


CRITICALITY ignore
TYPE CN-PS-DomainIdentifier


PRESENCE optional
} |


{ ID id-CN-CS-DomainIdentifier


CRITICALITY ignore
TYPE CN-CS-DomainIdentifier


PRESENCE optional
} |


{ ID id-CauseLevel-RL-SetupFailureFDD



CRITICALITY
ignore 
   TYPE
CauseLevel-RL-SetupFailureFDD

PRESENCE mandatory }|

{ ID id-UL-SIRTarget



CRITICALITY ignore
TYPE UL-SIR 



PRESENCE optional
} |

{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

CauseLevel-RL-SetupFailureFDD ::= CHOICE {


generalCause

GeneralCauseList-RL-SetupFailureFDD,


rLSpecificCause

RLSpecificCauseList-RL-SetupFailureFDD,


...

}

GeneralCauseList-RL-SetupFailureFDD ::= SEQUENCE {


cause









Cause,


iE-Extensions







ProtocolExtensionContainer { { GeneralCauseItem-RL-SetupFailureFDD-ExtIEs} }

OPTIONAL,


...

}

GeneralCauseItem-RL-SetupFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RLSpecificCauseList-RL-SetupFailureFDD ::= SEQUENCE {


unsuccessful-RL-InformationRespList-RL-SetupFailureFDD

UnsuccessfulRL-InformationResponseList-RL-SetupFailureFDD,


successful-RL-InformationRespList-RL-SetupFailureFDD

SuccessfulRL-InformationResponseList-RL-SetupFailureFDD
OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { RLSpecificCauseItem-RL-SetupFailureFDD-ExtIEs} }

OPTIONAL,


...

}

RLSpecificCauseItem-RL-SetupFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-HSDSCH-RNTI






CRITICALITY ignore

EXTENSION HSDSCH-RNTI








PRESENCE optional }|


{ ID id-HSDSCH-FDD-Information-Response

CRITICALITY ignore

EXTENSION HSDSCH-FDD-Information-Response

PRESENCE optional }|


{ ID id-Continuous-Packet-Connectivity-HS-SCCH-Less-Information-Response

CRITICALITY ignore

EXTENSION Continuous-Packet-Connectivity-HS-SCCH-Less-Information-Response

PRESENCE optional }|


{ ID id-SixtyfourQAM-DL-SupportIndicator
CRITICALITY ignore

EXTENSION SixtyfourQAM-DL-SupportIndicator

PRESENCE optional }|


{ ID id-Additional-HS-Cell-Information-Response
CRITICALITY ignore

EXTENSION Additional-HS-Cell-Information-Response-List

PRESENCE optional },

...

}
UnsuccessfulRL-InformationResponseList-RL-SetupFailureFDD ::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF ProtocolIE-Single-Container { {UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD-IEs} }

UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD

CRITICALITY ignore
TYPE UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD

PRESENCE mandatory
}
}

UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD ::= SEQUENCE {


rL-ID





RL-ID,


cause





Cause,


iE-Extensions




ProtocolExtensionContainer { {UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD-ExtIEs} } OPTIONAL,


...

}

UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-Max-UE-DTX-Cycle

CRITICALITY ignore

EXTENSION Max-UE-DTX-Cycle



PRESENCE conditional },


-- This IE shall be present if the Cause IE is set to "Continuous Packet Connectivity UE DTX Cycle not Available".

...

}

SuccessfulRL-InformationResponseList-RL-SetupFailureFDD ::= SEQUENCE (SIZE (0..maxNrOfRLs-1)) OF ProtocolIE-Single-Container { {SuccessfulRL-InformationResponse-RL-SetupFailureFDD-IEs} }

SuccessfulRL-InformationResponse-RL-SetupFailureFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-SuccessfulRL-InformationResponse-RL-SetupFailureFDD

CRITICALITY ignore
TYPE SuccessfulRL-InformationResponse-RL-SetupFailureFDD

PRESENCE mandatory
}
}

SuccessfulRL-InformationResponse-RL-SetupFailureFDD ::= SEQUENCE {


rL-ID








RL-ID,


rL-Set-ID







RL-Set-ID,


uRA-Information






URA-Information





OPTIONAL,

sAI









SAI,


gA-Cell








GA-Cell

OPTIONAL,


gA-AccessPointPosition




GA-AccessPointPosition



OPTIONAL,

received-total-wide-band-power


Received-total-wide-band-power,

not-Used-secondary-CCPCH-Info




NULL



OPTIONAL,

dl-CodeInformation





FDD-DL-CodeInformation,


diversityIndication





DiversityIndication-RL-SetupFailureFDD, 


sSDT-SupportIndicator




SSDT-SupportIndicator,


maxUL-SIR







UL-SIR,


minUL-SIR







UL-SIR,


closedlooptimingadjustmentmode


Closedlooptimingadjustmentmode

OPTIONAL,

maximumAllowedULTxPower




MaximumAllowedULTxPower,


maximumDLTxPower





DL-Power,


minimumDLTxPower





DL-Power,

primaryCPICH-Power





PrimaryCPICH-Power,

primaryScramblingCode




PrimaryScramblingCode



OPTIONAL,


uL-UARFCN







UARFCN







OPTIONAL,

dL-UARFCN







UARFCN







OPTIONAL,

not-Used-dSCH-InformationResponse-RL-SetupFailureFDD
NULL



OPTIONAL,

neighbouring-UMTS-CellInformation

Neighbouring-UMTS-CellInformation
OPTIONAL,


neighbouring-GSM-CellInformation

Neighbouring-GSM-CellInformation
OPTIONAL,

pC-Preamble







PC-Preamble,


sRB-Delay







SRB-Delay,

iE-Extensions






ProtocolExtensionContainer { {SuccessfulRL-InformationResponse-RL-SetupFailureFDD-ExtIEs} } OPTIONAL,


...

}

SuccessfulRL-InformationResponse-RL-SetupFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-GA-CellAdditionalShapes





CRITICALITY ignore
EXTENSION GA-CellAdditionalShapes







PRESENCE optional }|


{ ID id-DL-PowerBalancing-ActivationIndicator

CRITICALITY ignore
EXTENSION DL-PowerBalancing-ActivationIndicator


PRESENCE optional }|


{ ID id-HCS-Prio








CRITICALITY ignore
EXTENSION HCS-Prio












PRESENCE optional }|

{ ID id-Primary-CPICH-Usage-For-Channel-Estimation
CRITICALITY ignore
EXTENSION Primary-CPICH-Usage-For-Channel-Estimation
PRESENCE optional }|


{ ID id-Secondary-CPICH-Information




CRITICALITY ignore
EXTENSION Secondary-CPICH-Information





PRESENCE optional }|


{ ID id-Active-MBMS-Bearer-ServiceFDD-PFL



CRITICALITY ignore
EXTENSION Active-MBMS-Bearer-Service-ListFDD-PFL



PRESENCE optional }|


{ ID id-EDCH-RLSet-Id







CRITICALITY ignore
EXTENSION RL-Set-ID












PRESENCE optional }|


{ ID id-EDCH-FDD-DL-ControlChannelInformation

CRITICALITY ignore
EXTENSION EDCH-FDD-DL-ControlChannelInformation


PRESENCE optional }|

{ ID id-Initial-DL-DPCH-TimingAdjustment


CRITICALITY ignore
EXTENSION DL-DPCH-TimingAdjustment






PRESENCE optional }|

{ ID id-Neighbouring-E-UTRA-CellInformation


CRITICALITY ignore
EXTENSION Neighbouring-E-UTRA-CellInformation



PRESENCE optional }|


{ ID id-HSDSCH-PreconfigurationInfo




CRITICALITY ignore
EXTENSION HSDSCH-PreconfigurationInfo





PRESENCE optional}|

{ ID id-F-DPCH-SlotFormat






CRITICALITY ignore
EXTENSION F-DPCH-SlotFormat










PRESENCE optional },

...

}
DiversityIndication-RL-SetupFailureFDD ::= CHOICE {


combining





Combining-RL-SetupFailureFDD,


nonCombiningOrFirstRL

NonCombiningOrFirstRL-RL-SetupFailureFDD
}

Combining-RL-SetupFailureFDD ::= SEQUENCE {


rL-ID





RL-ID,


iE-Extensions



ProtocolExtensionContainer { { CombiningItem-RL-SetupFailureFDD-ExtIEs} } OPTIONAL,


...

}

CombiningItem-RL-SetupFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-DCH-InformationResponse


CRITICALITY ignore
EXTENSION DCH-InformationResponse


PRESENCE optional
}|


{ ID id-EDCH-FDD-InformationResponse
CRITICALITY ignore
EXTENSION EDCH-FDD-InformationResponse


PRESENCE optional
},


...
}
NonCombiningOrFirstRL-RL-SetupFailureFDD ::= SEQUENCE {


dCH-InformationResponse




DCH-InformationResponse,


iE-Extensions






ProtocolExtensionContainer { { NonCombiningOrFirstRLItem-RL-SetupFailureFDD-ExtIEs} } OPTIONAL,


...

}

NonCombiningOrFirstRLItem-RL-SetupFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-EDCH-FDD-InformationResponse
CRITICALITY ignore
EXTENSION EDCH-FDD-InformationResponse


PRESENCE optional
},


...

}
RadioLinkSetupFailureFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

#Partially Omitted
-- **************************************************************

--

-- RADIO LINK ADDITION FAILURE FDD

--

-- **************************************************************

RadioLinkAdditionFailureFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkAdditionFailureFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkAdditionFailureFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkAdditionFailureFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-CauseLevel-RL-AdditionFailureFDD




CRITICALITY

ignore



TYPE CauseLevel-RL-AdditionFailureFDD






PRESENCE
mandatory }|

{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

CauseLevel-RL-AdditionFailureFDD ::= CHOICE {


generalCause

GeneralCauseList-RL-AdditionFailureFDD,


rLSpecificCause

RLSpecificCauseList-RL-AdditionFailureFDD,


...

}

GeneralCauseList-RL-AdditionFailureFDD ::= SEQUENCE {


cause









Cause,


iE-Extensions







ProtocolExtensionContainer { { GeneralCauseItem-RL-AdditionFailureFDD-ExtIEs} }


OPTIONAL,


...

}

GeneralCauseItem-RL-AdditionFailureFDD-ExtIEs  RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RLSpecificCauseList-RL-AdditionFailureFDD ::= SEQUENCE {


unsuccessful-RL-InformationRespList-RL-AdditionFailureFDD

UnsuccessfulRL-InformationResponseList-RL-AdditionFailureFDD,


successful-RL-InformationRespList-RL-AdditionFailureFDD


SuccessfulRL-InformationResponseList-RL-AdditionFailureFDD  OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { RLSpecificCauseItem-RL-AdditionFailureFDD-ExtIEs} }


OPTIONAL,


...

}

RLSpecificCauseItem-RL-AdditionFailureFDD-ExtIEs  RNSAP-PROTOCOL-EXTENSION ::= {


...

}
UnsuccessfulRL-InformationResponseList-RL-AdditionFailureFDD ::= SEQUENCE (SIZE (1..maxNrOfRLs-1)) OF ProtocolIE-Single-Container { {UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD-IEs} }

UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD
CRITICALITY ignore
TYPE UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD

PRESENCE mandatory
}
}

UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD ::= SEQUENCE {


rL-ID






RL-ID,


cause






Cause,


iE-Extensions




ProtocolExtensionContainer { {UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD-ExtIEs} } OPTIONAL,


...

}

UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

SuccessfulRL-InformationResponseList-RL-AdditionFailureFDD ::= SEQUENCE (SIZE (0..maxNrOfRLs-2)) OF ProtocolIE-Single-Container { {SuccessfulRL-InformationResponse-RL-AdditionFailureFDD-IEs} }

SuccessfulRL-InformationResponse-RL-AdditionFailureFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-SuccessfulRL-InformationResponse-RL-AdditionFailureFDD

CRITICALITY ignore
TYPE SuccessfulRL-InformationResponse-RL-AdditionFailureFDD

PRESENCE mandatory
}
}

SuccessfulRL-InformationResponse-RL-AdditionFailureFDD ::= SEQUENCE {


rL-ID







RL-ID,


rL-Set-ID






RL-Set-ID,


uRA-Information





URA-Information

OPTIONAL,

sAI








SAI,


gA-Cell







GA-Cell

OPTIONAL,


gA-AccessPointPosition



GA-AccessPointPosition

OPTIONAL,

received-total-wide-band-power

Received-total-wide-band-power,

not-Used-secondary-CCPCH-Info



NULL

OPTIONAL,

dl-CodeInformation




DL-CodeInformationList-RL-AdditionFailureFDD,


diversityIndication




DiversityIndication-RL-AdditionFailureFDD, 

-- This IE represents both the Diversity Indication IE and the choice based on the diversity indication as described in 


-- the tabular message format in subclause 9.1.

sSDT-SupportIndicator



SSDT-SupportIndicator,


minUL-SIR






UL-SIR,

maxUL-SIR






UL-SIR,

closedlooptimingadjustmentmode

Closedlooptimingadjustmentmode
OPTIONAL,

maximumAllowedULTxPower



MaximumAllowedULTxPower,


maximumDLTxPower




DL-Power,


minimumDLTxPower




DL-Power,

neighbouring-UMTS-CellInformation
Neighbouring-UMTS-CellInformation OPTIONAL,


neighbouring-GSM-CellInformation
Neighbouring-GSM-CellInformation OPTIONAL,

primaryCPICH-Power




PrimaryCPICH-Power,

pC-Preamble






PC-Preamble,


sRB-Delay






SRB-Delay,

iE-Extensions





ProtocolExtensionContainer { {SuccessfulRL-InformationResponse-RL-AdditionFailureFDD-ExtIEs} } OPTIONAL,


...

}

SuccessfulRL-InformationResponse-RL-AdditionFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-GA-CellAdditionalShapes





CRITICALITY
ignore
EXTENSION GA-CellAdditionalShapes







PRESENCE optional }|


{ ID id-DL-PowerBalancing-ActivationIndicator

CRITICALITY ignore
EXTENSION DL-PowerBalancing-ActivationIndicator


PRESENCE optional }|


{ ID id-HCS-Prio








CRITICALITY
ignore
EXTENSION HCS-Prio











PRESENCE optional }|

{ ID id-Active-MBMS-Bearer-ServiceFDD-PFL



CRITICALITY ignore
EXTENSION Active-MBMS-Bearer-Service-ListFDD-PFL


PRESENCE optional }|

{ ID id-EDCH-RLSet-Id







CRITICALITY ignore
EXTENSION RL-Set-ID











PRESENCE optional }|


{ ID id-EDCH-FDD-DL-ControlChannelInformation

CRITICALITY ignore
EXTENSION EDCH-FDD-DL-ControlChannelInformation

PRESENCE optional }|

{ ID id-Initial-DL-DPCH-TimingAdjustment


CRITICALITY ignore
EXTENSION DL-DPCH-TimingAdjustment





PRESENCE optional }|

{ ID id-Neighbouring-E-UTRA-CellInformation


CRITICALITY ignore
EXTENSION Neighbouring-E-UTRA-CellInformation


PRESENCE optional }|


{ ID id-HSDSCH-PreconfigurationInfo




CRITICALITY ignore
EXTENSION HSDSCH-PreconfigurationInfo




PRESENCE optional}|

{ ID id-F-DPCH-SlotFormat






CRITICALITY ignore
EXTENSION F-DPCH-SlotFormat










PRESENCE optional },

...

}

DL-CodeInformationList-RL-AdditionFailureFDD ::= ProtocolIE-Single-Container {{ DL-CodeInformationListIEs-RL-AdditionFailureFDD }}

DL-CodeInformationListIEs-RL-AdditionFailureFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-FDD-DL-CodeInformation   CRITICALITY ignore
TYPE FDD-DL-CodeInformation

PRESENCE mandatory }
}
DiversityIndication-RL-AdditionFailureFDD ::= CHOICE {


combining





Combining-RL-AdditionFailureFDD,


nonCombining




NonCombining-RL-AdditionFailureFDD
}

Combining-RL-AdditionFailureFDD ::= SEQUENCE {


rL-ID





RL-ID,


iE-Extensions



ProtocolExtensionContainer { { CombiningItem-RL-AdditionFailureFDD-ExtIEs} } OPTIONAL,


...

}

CombiningItem-RL-AdditionFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-DCH-InformationResponse


CRITICALITY ignore
EXTENSION DCH-InformationResponse


PRESENCE optional
}|

{ ID id-EDCH-FDD-InformationResponse
CRITICALITY ignore
EXTENSION EDCH-FDD-InformationResponse


PRESENCE optional
},


...
}
NonCombining-RL-AdditionFailureFDD ::= SEQUENCE {


dCH-InformationResponse

DCH-InformationResponse,


iE-Extensions







ProtocolExtensionContainer { { NonCombiningItem-RL-AdditionFailureFDD-ExtIEs} } OPTIONAL,


...

}

NonCombiningItem-RL-AdditionFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-EDCH-FDD-InformationResponse
CRITICALITY ignore
EXTENSION EDCH-FDD-InformationResponse


PRESENCE optional
},


...

}
RadioLinkAdditionFailureFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-HS-DSCH-serving-cell-change-informationResponse
CRITICALITY ignore
EXTENSION HS-DSCH-serving-cell-change-informationResponse


PRESENCE optional}|

{ ID id-E-DCH-Serving-cell-change-informationResponse
CRITICALITY ignore
EXTENSION E-DCH-Serving-cell-change-informationResponse



PRESENCE optional}|


{ ID id-Additional-HS-Cell-Change-Information-Response
CRITICALITY ignore
EXTENSION Additional-HS-Cell-Change-Information-Response-List



PRESENCE optional},

...

}
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