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------------------------------------------------------ Unmodified Sections Omitted -----------------------------------------------------

-------------------------------------------------------------- FIRST CHANGE -----------------------------------------------------------
5.2.2.1
Transmission of a AMD PDU or AMD PDU segment
Upon assembly of a new AMD PDU, the transmitting side of an AM RLC entity shall:

-
increment PDU_WITHOUT_POLL by one;

-
increment BYTE_WITHOUT_POLL by every new byte of Data field element that it maps to the Data field of the RLC data PDU;

-
if PDU_WITHOUT_POLL >= Poll_PDU; or

-
if BYTE_WITHOUT_POLL >= Poll_Byte;

-
include a poll in the RLC data PDU as described below.
Upon assembly of a AMD PDU or AMD PDU segment, the transmitting side of an AM RLC entity shall:

-
if both the transmission buffer and the retransmission buffer becomes empty (excluding transmitted RLC data PDU awaiting for acknowledgements) after the transmission of the RLC data PDU; or

-
if no new RLC data PDU can be transmitted after the transmission of the RLC data PDU (e.g. due to window stalling);
-
include a poll in the RLC data PDU as described below.

To include a poll in a RLC data PDU, the transmitting side of an AM RLC entity shall:
-
set the P field of the RLC data PDU to "1";

-
set PDU_WITHOUT_POLL to 0;

-
set BYTE_WITHOUT_POLL to 0;

-
set POLL_SN to VT(S) – 1;

-
if T_poll_retransmit is not running:

-
start T_poll_retransmit;

-
else:

-
restart T_poll_retransmit;
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