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Change 1:

	Constraint name
	cd_SIB5_Band8

	Reason for change
	As per 34.108 default message contents of SIB5 and SIB5bis, IE “Frequency Band Indicator” should be set to ‘Extension Indicator’ for Band VIII and bands beyond Band VIII. This is not implemented in current TTCN.

	Summary of change
	Add the IE “frequencyBandIndicator” and set to value “extension_indicator”  in the SIB5 and SIB5bis constraints for Band VIII and bands beyond Band VIII. 

The sample change is shown for constraint, cd_SIB5_Band8. Similar change is required in following constraints.

1. cd_SIB5_Band11, cd_SIB5_Band12, …, cd_SIB5_Band20

2. cd_SIB5_2SCCPCH_Band8

3. cd_SIB5_2SCCPCH_Band11, cd_SIB5_2SCCPCH_Band12, …, cd_SIB5_2SCCPCH_Band20

4. cd_SIB5_3SCCPCH_Band8

5. cd_SIB5_3SCCPCH_Band10, ..., cd_SIB5_3SCCPCH_Band20

6. cd_SIB5_3SCCPCH_1_Band8

7. cd_SIB5_3SCCPCH_1_Band10, ..., cd_SIB5_3SCCPCH_1_Band20

SIB5bis constraints

8. cd_SIB5bis_Band9

9. cd_SIB5bis_Band10

10. cd_SIB5bis_2SCCPCH_Band9

11. cd_SIB5bis_2SCCPCH_Band10

12. cd_SIB5bis_3SCCPCH_Band9

13. cd_SIB5bis_3SCCPCH_1_Band9

Release 6 SIB5 Constraints

14. cd_SIB5_Band8_r6

15. cd_SIB5_Band11_r6, cd_SIB5_Band12_r6, …, cd_SIB5_Band20_r6

16. cd_SIB5_MCCHonSCCPCH1_Band8

17. cd_SIB5_MCCHonSCCPCH1_Band10, ... , cd_SIB5_MCCHonSCCPCH1_Band20

Release 6 SIB5bis Constraints

18. cd_SIB5bis_Band9_r6

19. cd_SIB5bis_Band10_r6

20. cd_SIB5bis_MBMS_Band9

21. cd_SIB5bis_MBMS_Band10
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