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Introduction

Total Number of CRs agreed for this WI: 8. TSs being affected:

· 34.108  
  3 CR(s)

· 34.121-1 - 
  0 CR(s)

· 34.121-2 - 
  0 CR(s)

· 34.123-1 - 
  4 CR(s)

· 34.123-2 - 
  1 CR(s)

· 34.123-3 - 
  0 CR(s)

Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN CR(s) and one or more TTCN CR(s) 
that affect one and the same issue.
	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-090445
	34.108
	0728
	
	F
	Rel-8
	8.5.0
	Introduction of radio bearer parameters for testing Improved L2 UL
	RANimp-UEConTest_UplinkL2dataRates

	R5-090559
	34.108
	0735
	
	F
	Rel-8
	8.5.0
	Additions to the default RRC messages for improved L2 in uplink
	RANimp-UEConTest_UplinkL2dataRates

	R5-090727
	34.108
	0739
	2
	F
	Rel-8
	8.5.0
	Update of Radio Bearer Configurations for flexible RLC
	RANimp-UEConTest_UplinkL2dataRates

	R5-090446
	34.123-1
	2445
	
	F
	Rel-8
	8.5.0
	Correction to Improved L2 Test Case 7.2.2.15
	RANimp-UEConTest_UplinkL2dataRates

	R5-090448
	34.123-1
	2446
	
	F
	Rel-8
	8.5.0
	Addition of a New Test Case for Improved L2 UL & Verification of support of MAC-i/is segmentation with correct usage of SS field
	RANimp-UEConTest_UplinkL2dataRates

	R5-090560
	34.123-1
	2454
	
	F
	Rel-8
	8.5.0
	Addition of a New Test Case for Improved L2 UL & MAC-i/is multiplexing (multiple PDUs from different LC in one TTI)
	RANimp-UEConTest_UplinkL2dataRates

	R5-090561
	34.123-1
	2455
	
	F
	Rel-8
	8.5.0
	Addition of a New Test Case for Improved L2 UL &  Radio Bearer Reconfiguration from CELL_DCH to CELL_DCH: Success (with reconfiguration between fixed and flexible RLC, Serving E-DCH cell change between MAC-e/es and MAC-i/is)
	RANimp-UEConTest_UplinkL2dataRates

	R5-090450
	34.123-2
	0412
	
	F
	Rel-8
	8.5.0
	Applicability of new Improved L2 UL RLC test cases
	RANimp-UEConTest_UplinkL2dataRates
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