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<Start of modified section>

6.3.2.2
Simulated NAS cells

Simulated NAS cells and default parameters are specified in table 6.3.2.2-1.

Unless otherwise specified, the default parameters specified in section 4 also apply to all NAS cells.

Table 6.3.2.2-1: Default parameters for simulated NAS cells

	NAS cell ID
	Tracking Area
	TA# list

(Note 1)
	GUTI (Note 2)

	
	TA#
	PLMN
	TAC
	
	MME Identifier
	M-TMSI

	
	
	MCC
	MNC
	
	
	MME Group ID
	MME Code
	

	Cell A
	TAI-1
	(Note 3)

	1
	TAI-1
	1
	1
	Arbitrarily selected according to TS 23.003 subclause 2.8 [2].

	Cell B
	TAI-2
	(Note 3)

	2
	TAI-2
	2
	1
	

	Cell C
	TAI-3
	(Note 3)

	3
	TAI-3
	3
	1
	

	Cell D
	TAI-4
	(Note 3)

	4
	TAI-4
	4
	1
	

	Cell E
	TAI-5
	(Note 3)

	5
	TAI-5
	5
	1
	

	Cell F
	TAI-6
	(Note 3)

	6
	TAI-6
	6
	1
	

	Cell G
	TAI-7
	(Note 4)
	02
	1
	TAI-7
	7
	1
	

	Cell H
	TAI-8
	(Note 4)
	02
	2
	TAI-8
	8
	1
	

	Cell I
	TAI-9
	002
	101
	1
	TAI-9
	9
	1
	

	Cell J
	TAI-10
	003
	101
	1
	TAI-10
	10
	1
	

	NOTE 1:
The value(s) in the column TA# list indicates TAI(s) included in the response messages of the registration procedure (ATTACH ACCEPT or TRACKING AREA UPDATE ACCEPT) when the UE performs the registration procedure on a corresponding cell.

NOTE 2:
The value in the column GUTI indicates GUTI included in the response messages of the registration procedure (ATTACH ACCEPT or TRACKING AREA UPDATE ACCEPT) when the UE performs the registration procedure on a corresponding cell.

NOTE 3:
Set to the same Mobile Country Code and Mobile Network Code stored in EFIMSI on the test USIM card (subclause 4.9.3).
NOTE 4:
Set to the same Mobile Country Code stored in EFIMSI on the test USIM card (subclause 4.9.3).
NOTE 5:
Cell A is a serving cell and the other cells are suitable neighbour cells. The definitions are specified in subclause 6.2.2.1.
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