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Title
List of all RAN3 CRs for TSG-RAN #43

Source
TSG RAN WG3

Agenda Item
8.4.1

8.4.3
Approval of CRs to R'99, Rel-4 , Rel-5, Rel-6 and Rel-7 with linked CRs

	Doc-1st-Level
	Doc-2nd-Level
	Spec
	CR
	Rev
	Cat
	Version-Current
	Phase
	Workitem
	Subject

	RP-090072
	R3-090144
	25.423
	1441
	
	F
	7.11.0
	Rel-7
	TEI7
	Addition of MAC-hs Reset Indicator IE into RADIO LINK ADDITION FAILURE message

	RP-090072
	R3-090145
	25.423
	1442
	
	A
	8.3.0
	Rel-8
	TEI7
	Addition of MAC-hs Reset Indicator IE into RADIO LINK ADDITION FAILURE message

	RP-090072
	R3-090146
	25.433
	1579
	
	F
	7.11.0
	Rel-7
	TEI7
	Addition of MAC-hs Reset Indicator IE into RADIO LINK ADDITION FAILURE message

	RP-090072
	R3-090147
	25.433
	1580
	
	A
	8.3.0
	Rel-8
	TEI7
	Addition of MAC-hs Reset Indicator IE into RADIO LINK ADDITION FAILURE message

	RP-090072
	R3-090158
	25.423
	1451
	
	F
	7.11.0
	Rel-7
	TEI7
	Addition of F-DPCH Slot Format IE in RADIO LINK SETUP FAILURE and RADIO LINK ADDITION FAILURE message

	RP-090072
	R3-090159
	25.423
	1452
	
	A
	8.3.0
	Rel-8
	TEI7
	Addition of F-DPCH Slot Format IE in RADIO LINK SETUP FAILURE and RADIO LINK ADDITION FAILURE message

	RP-090072
	R3-090160
	25.423
	1453
	
	F
	8.3.0
	Rel-8
	TEI7
	Clarification of the relation between HS-SCCH less HS-PDSCH second code and first code

	RP-090072
	R3-090161
	25.433
	1583
	
	F
	8.3.0
	Rel-8
	TEI7
	Clarification of the relation between HS-SCCH less HS-PDSCH second code and first code


	Doc-1st-Level
	Doc-2nd-Level
	Spec
	CR
	Rev
	Cat
	Version-Current
	Phase
	Workitem
	Subject

	RP-090073
	R3-090324
	25.423
	1467
	
	F
	7.11.0
	Rel-7
	TEI7
	ASN.1 Correction on Transport Bearer Not Requested Indicator in RL Specific E-DCH Information 

	RP-090073
	R3-090325
	25.423
	1468
	
	A
	8.3.0
	Rel-8
	TEI7
	ASN.1 Correction on Transport Bearer Not Requested Indicator in RL Specific E-DCH Information 

	RP-090073
	R3-090423
	25.423
	1475
	
	F
	7.11.0
	Rel-7
	RANimp-64QAMDownlink
	Correction of erroneous IE reference

	RP-090073
	R3-090424
	25.423
	1476
	
	A
	8.3.0
	Rel-8
	RANimp-64QAMDownlink
	Correction of erroneous IE reference

	RP-090073
	R3-090427
	25.425
	0138
	1
	F
	7.9.0
	Rel-7
	RANimp-L2DataRates
	Correction of handling of Capacity Allocation and HS-DSCH Credits

	RP-090073
	R3-090428
	25.435
	0195
	1
	F
	7.10.0
	Rel-7
	RANimp-L2DataRates
	Correction of handling of Capacity Allocation and HS-DSCH Credits

	RP-090073
	R3-090429
	25.425
	0139
	1
	A
	8.1.0
	Rel-8
	RANimp-L2DataRates
	Correction of handling of Capacity Allocation and HS-DSCH Credits

	RP-090073
	R3-090430
	25.435
	0196
	1
	A
	8.1.0
	Rel-8
	RANimp-L2DataRates
	Correction of handling of Capacity Allocation and HS-DSCH Credits


	Doc-1st-Level
	Doc-2nd-Level
	Spec
	CR
	Rev
	Cat
	Version-Current
	Phase
	Workitem
	Subject

	RP-090074
	R3-090431
	25.423
	1438
	2
	F
	7.11.0
	Rel-7
	TEI7
	Addition of Multi-carrier HS-DSCH physical layer category  for 1.28Mcps TDD 

	RP-090074
	R3-090432
	25.423
	1439
	2
	A
	8.3.0
	Rel-8
	TEI7
	Addition of Multi-carrier HS-DSCH physical layer category for 1.28Mcps TDD

	RP-090074
	R3-090433
	25.433
	1576
	2
	F
	7.11.0
	Rel-7
	TEI7
	Addition of Multi-carrier HS-DSCH physical layer category for 1.28Mcps TDD

	RP-090074
	R3-090434
	25.433
	1577
	2
	A
	8.3.0
	Rel-8
	TEI7
	Addition of Multi-carrier HS-DSCH physical layer category for 1.28Mcps TDD

	RP-090074
	R3-090435
	25.423
	1445
	1
	F
	7.11.0
	Rel-7
	TEI7
	Addition of DCH Indicator For E-DCH-HSDPA Operation IE into RADIO LINK CONGESTION INDICATION message

	RP-090074
	R3-090436
	25.423
	1446
	1
	A
	8.3.0
	Rel-8
	TEI7
	Addition of DCH Indicator For E-DCH-HSDPA Operation IE into RADIO LINK CONGESTION INDICATION message

	RP-090074
	R3-090569
	25.435
	0197
	1
	F
	7.10.0
	Rel-7
	TEI7
	Correction of value range for Ext Propagation Delay

	RP-090074
	R3-090570
	25.435
	0198
	1
	A
	8.1.0
	Rel-8
	TEI7
	Correction of value range for Ext Propagation Delay


	Doc-1st-Level
	Doc-2nd-Level
	Spec
	CR
	Rev
	Cat
	Version-Current
	Phase
	Workitem
	Subject

	RP-090075
	R3-090634
	25.413
	0976
	1
	F
	7.9.0
	Rel-7
	TEI7
	Clarification of usage of Extended MBR and GBR

	RP-090075
	R3-090639
	25.413
	0977
	2
	F
	8.1.0
	Rel-8
	TEI7
	Clarification of usage of Extended MBR and GBR

	RP-090075
	R3-090651
	25.423
	1435
	2
	F
	7.11.0
	Rel-7
	TEI7
	Addition of MBR Parameter for 1.28Mcps TDD Enhanced Uplink

	RP-090075
	R3-090652
	25.423
	1436
	2
	A
	8.3.0
	Rel-8
	TEI7
	Addition of MBR Parameter for 1.28Mcps TDD Enhanced Uplink

	RP-090075
	R3-090653
	25.433
	1573
	2
	F
	7.11.0
	Rel-7
	TEI7
	Addition of MBR Parameter for 1.28Mcps TDD Enhanced Uplink

	RP-090075
	R3-090654
	25.433
	1574
	2
	A
	8.3.0
	Rel-8
	TEI7
	Addition of MBR Parameter for 1.28Mcps TDD Enhanced Uplink

	RP-090075
	R3-090684
	25.423
	1461
	3
	A
	8.3.0
	Rel-8
	TEI7
	Indication of MBMS capability over Iur interface

	RP-090075
	R3-090692
	25.433
	1594
	3
	F
	7.11.0
	Rel-7
	TEI7
	Enhancement of MBMS reception with simultanneous HSDPA for 1.28Mcps TDD

	RP-090075
	R3-090693
	25.433
	1595
	3
	A
	8.3.0
	Rel-8
	TEI7
	Enhancement of MBMS reception with simultanneous HSDPA for 1.28Mcps TDD


9.3
Other Closed WIs for Rel-8
	Doc-1st-Level
	Doc-2nd-Level
	Spec
	CR
	Rev
	Cat
	Version-Current
	Phase
	Workitem
	Subject

	RP-090076
	R3-090182
	25.453
	0117
	
	F
	8.0.0
	Rel-8
	TEI8
	PCAP Review

	RP-090076
	R3-090183
	25.453
	0118
	
	F
	8.0.0
	Rel-8
	TEI8
	Correction to Additional GANSS Assistance Data Required IE

	RP-090076
	R3-090235
	25.423
	1458
	
	F
	8.3.0
	Rel-8
	TEI8
	Minor corrections of RNSAP before freezing

	RP-090076
	R3-090239
	25.435
	0199
	
	F
	8.1.0
	Rel-8
	TEI8
	Correction of length of spare extension field

	RP-090076
	R3-090280
	25.413
	0978
	
	F
	8.1.0
	Rel-8
	TEI8
	Clarification on Source ID 

	RP-090076
	R3-090281
	25.423
	1466
	
	F
	8.3.0
	Rel-8
	TEI8
	Correction on MBSFN MCCH Information message


	Doc-1st-Level
	Doc-2nd-Level
	Spec
	CR
	Rev
	Cat
	Version-Current
	Phase
	Workitem
	Subject

	RP-090077
	R3-090329
	25.423
	1469
	
	F
	8.3.0
	Rel-8
	RANimp-SrnsReloc
	Clarification for Enhanced Relocation and Cancel procedure

	RP-090077
	R3-090332
	25.433
	1598
	
	F
	8.3.0
	Rel-8
	RANimp-DRX
	Clean up: FDD Enhanced UE DRX

	RP-090077
	R3-090426
	25.433
	1588
	1
	F
	8.3.0
	Rel-8
	MBSFN-DOB
	Correction for IMB

	RP-090077
	R3-090456
	36.413
	0394
	1
	F
	8.4.0
	Rel-8
	TEI8
	Correction on usage of UE History Information

	RP-090077
	R3-090560
	25.433
	1572
	1
	F
	8.3.0
	Rel-8
	TEI8
	Minor corrections from NBAP review

	RP-090077
	R3-090567
	25,423
	1479
	
	F
	8.3.0
	Rel-8
	RANimp-HSDSCH
	Corrections related to enhanced HS-DSCH serving cell change

	RP-090077
	R3-090568
	25,433
	1604
	
	F
	8.3.0
	Rel-8
	RANimp-HSDSCH
	Corrections related to enhanced HS-DSCH serving cell change


	Doc-1st-Level
	Doc-2nd-Level
	Spec
	CR
	Rev
	Cat
	Version-Current
	Phase
	Workitem
	Subject

	RP-090078
	R3-090576
	25.413
	0984
	
	F
	8.1.0
	Rel-8
	TEI8
	Clarification on ASN.1 for Generic Container

	RP-090078
	R3-090579
	25.410
	0068
	1
	F
	8.0.0
	Rel-8
	RANimp-SrnsReloc
	RANAP: Enhanced Relocation Complete Request in SCCP: Connection Request

	RP-090078
	R3-090580
	25.420
	0060
	1
	F
	8.0.0
	Rel-8
	RANimp-SrnsReloc
	RNSAP: Enhanced Relocation Request in SCCP: Connection Request

	RP-090078
	R3-090581
	25.413
	0979
	1
	F
	8.1.0
	Rel-8
	TEI8
	Editorial Updates TS 25.413

	RP-090078
	R3-090583
	25.423
	1455
	1
	F
	8.3.0
	Rel-8
	TEI8
	Various GANSS Corrections to RNSAP

	RP-090078
	R3-090584
	25.433
	1585
	1
	F
	8.3.0
	Rel-8
	TEI8
	Various GANSS Corrections to NBAP

	RP-090078
	R3-090607
	25.423
	1459
	1
	F
	8.3.0
	Rel-8
	RANimp-HSPAEvo
	Correction of MBMS improvements


	Doc-1st-Level
	Doc-2nd-Level
	Spec
	CR
	Rev
	Cat
	Version-Current
	Phase
	Workitem
	Subject

	RP-090079
	R3-090608
	25.433
	1596
	2
	F
	8.3.0
	Rel-8
	RANimp-UplinkEnhState
	Clean up: FDD Enhanced Uplink in Cell_FACH

	RP-090079
	R3-090640
	25.423
	1472
	2
	F
	8.3.0
	Rel-8
	RANimp-L2DataRates
	Information for Fixed and Flexible RLC PDU size

	RP-090079
	R3-090641
	25.433
	1600
	2
	F
	8.3.0
	Rel-8
	RANimp-L2DataRates
	Information for Fixed and Flexible RLC PDU size

	RP-090079
	R3-090679
	25.413
	0974
	2
	F
	8.1.0
	Rel-8
	TEI8
	Clarification of usage of MBMS RAB release for MBMS broadcast

	RP-090079
	R3-090680
	25.413
	0982
	2
	F
	8.1.0
	Rel-8
	RANimp-SrnsReloc
	Further Corrections for Enhanced Relocation

	RP-090079
	R3-090690
	25.433
	1597
	2
	F
	8.3.0
	Rel-8
	RANimp-UplinkEnhState
	HS-DPCCH Capability for Enhanced Uplink in Cell_FACH


9.2.2.1
UTRAN Architecture for 3G HNB

	Doc-1st-Level
	Doc-2nd-Level
	Spec
	CR
	Rev
	Cat
	Version-Current
	Phase
	Workitem
	Subject

	RP-090244
	R3-090005
	25.468
	0001
	
	F
	8.0.1
	Rel-8
	HNB-Arch
	Add Object Identifier for RUA ASN.1

	RP-090244
	R3-090006
	25.469
	0001
	
	F
	8.0.0
	Rel-8
	HNB-Arch
	Add Object Identifier for HNBAP ASN.1

	RP-090244
	R3-090284
	25.468
	0008
	
	F
	8.0.1
	Rel-8
	HNB-arch
	Correction of IE presence in ASN.1

	RP-090244
	R3-090311
	25.469
	0018
	
	F
	8.0.0
	Rel-8
	HNB-arch
	Correction of wrong reference in TMSI-IE description

	RP-090244
	R3-090490
	25.468
	0009
	
	F
	8.0.1
	Rel-8
	HNB-Arch
	Clarification of operation of RUA disconnect

	RP-090244
	R3-090505
	25.469
	0013
	1
	F
	8.0.0
	Rel-8
	HNB-arch
	Adding Cause Values for UE Deregistration

	RP-090244
	R3-090506
	25.469
	0014
	1
	F
	8.0.0
	Rel-8
	HNB-arch
	Updating of CSG Identity Leghth

	RP-090244
	R3-090507
	25.467
	0008
	1
	F
	8.0.0
	Rel-8
	HNB-arch
	Corrections on UE Registration Procedure

	RP-090244
	R3-090508
	25.469
	0007
	1
	F
	8.0.0
	Rel-8
	HNB-arch
	Update to HNB deregistration cause codes and descriptions

	RP-090244
	R3-090500
	25.467
	0017
	1
	F
	8.0.0
	Rel-8
	HNB-arch
	Correction of MOCN function in the function split table


	Doc-1st-Level
	Doc-2nd-Level
	Spec
	CR
	Rev
	Cat
	Version-Current
	Phase
	Workitem
	Subject

	RP-090081
	R3-090509
	25.469
	0008
	1
	F
	8.0.0
	Rel-8
	HNB-arch
	Update to HNB initiated UE deregistration cause code and description

	RP-090081
	R3-090511
	25.467
	0007
	1
	F
	8.0.0
	Rel-8
	HNB-arch
	SCTP destination port for HNBAP and RUA.

	RP-090081
	R3-090535
	25.468
	0004
	1
	F
	8.0.1
	Rel-8
	HNB-Arch
	Clarification on Uniqueness of Context ID

	RP-090081
	R3-090536
	25.469
	0005
	1
	F
	8.0.0
	Rel-8
	HNB-Arch
	Clarification on Uniqueness of Context ID

	RP-090081
	R3-090537
	25.413
	0983
	
	F
	8.1.0
	Rel-8
	HNB-arch
	Inclusion of CSG ID in initial UE message

	RP-090081
	R3-090589
	25.467
	0001
	2
	F
	8.0.0
	Rel-8
	HNB-arch
	Change Request for TS25.467 regarding location information in Chapters 3.2, 5.2.2 and 6.1.2.

	RP-090081
	R3-090590
	25.467
	0023
	1
	F
	8.0.0
	Rel-8
	HNB-Arch
	Introduction of Iuh connection release

	RP-090081
	R3-090591
	25.467
	0004
	2
	F
	8.0.0
	Rel-8
	HNB-arch
	C-Id for HNB to Macro handout

	RP-090081
	R3-090595
	25.467
	0009
	2
	F
	8.0.0
	Rel-8
	HNB-arch
	Corrections in UE Registration procedure

	RP-090081
	R3-090596
	25.467
	0010
	2
	D
	8.0.0
	Rel-8
	HNB-arch
	Correction in HNB registration procedure


	Doc-1st-Level
	Doc-2nd-Level
	Spec
	CR
	Rev
	Cat
	Version-Current
	Phase
	Workitem
	Subject

	RP-090082
	R3-090597
	25.467
	0021
	2
	F
	8.0.0
	Rel-8
	HNB-arch
	Reference to BBF TR-069 missing

	RP-090082
	R3-090598
	25.467
	0018
	2
	F
	8.0.0
	Rel-8
	HNB-arch
	CN Assistant Access control

	RP-090082
	R3-090599
	25.467
	0019
	2
	F
	8.0.0
	Rel-8
	HNB-arch
	Add description for handling in case of emergency calls

	RP-090082
	R3-090600
	25.468
	0007
	2
	F
	8.0.1
	Rel-8
	HNB-arch
	Adding the definitaion of Iuh Signalling Connection

	RP-090082
	R3-090601
	25.469
	0019
	2
	F
	8.0.0
	Rel-8
	HNB-arch
	CSG-ID optional in HNB register request

	RP-090082
	R3-090604
	25.469
	0009
	2
	F
	8.0.0
	Rel-8
	HNB-arch
	Abnormal condition handling associated with HNB registration

	RP-090082
	R3-090605
	25.467
	0006
	1
	F
	8.0.0
	Rel-8
	HNB-arch
	Clarification on the Maximum number of cell supported by 3G HNB

	RP-090082
	R3-090609
	25.469
	0016
	1
	F
	8.0.0
	Rel-8
	HNB-arch
	Clarification on the HNB Identity

	RP-090082
	R3-090610
	25.469
	0012
	2
	F
	8.0.0
	Rel-8
	HNB-arch
	Clarification on access control and inclusion of IMSI for UE registration.

	RP-090082
	R3-090643
	25.469
	0020
	1
	F
	8.0.0
	Rel-8
	HNB-arch
	Backoff timer for HNB registration


9.1.4
3G Long Term Evolution: eUTRAN interfaces
	Doc-1st-Level
	Doc-2nd-Level
	Spec
	CR
	Rev
	Cat
	Version-Current
	Phase
	Workitem
	Subject

	RP-090083
	R3-090028
	36.413
	0327
	
	F
	8.4.0
	Rel-8
	LTE-interfaces
	Adding extension container in SEQUENCE type for forward compatibility

	RP-090083
	R3-090029
	36.423
	0209
	
	F
	8.4.0
	Rel-8
	LTE-interfaces
	Adding extension container in SEQUENCE type for forward compatibility

	RP-090083
	R3-090086
	36.413
	0340
	
	F
	8.4.0
	Rel-8
	LTE-interfaces
	Modification of RRC context indexing

	RP-090083
	R3-090087
	36.423
	0218
	
	F
	8.4.0
	Rel-8
	LTE-interfaces
	Modification of RRC context indexing

	RP-090083
	R3-090106
	25.413
	0971
	
	F
	8.1.0
	Rel-8
	LTE-interfaces
	Cause value mapping for CSFB

	RP-090083
	R3-090113
	36.413
	0356
	
	F
	8.4.0
	Rel-8
	LTE-interfaces
	Addition of the description of Timer TX2RELOCOverall

	RP-090083
	R3-090137
	36.414
	0008
	
	F
	8.3.0
	Rel-8
	LTE-interfaces
	Correction on GTP-U version

	RP-090083
	R3-090138
	36.424
	0008
	
	F
	8.4.0
	Rel-8
	LTE-interfaces
	Correction on GTP-U version

	RP-090083
	R3-090175
	36.412
	0013
	
	F
	8.4.0
	Rel-8
	LTE-interfaces
	CR for FFS(es) on signalling bearer function

	RP-090083
	R3-090178
	36.413
	0392
	
	F
	8.4.0
	Rel-8
	LTE-interfaces
	Clarifications on access control at handover


	Doc-1st-Level
	Doc-2nd-Level
	Spec
	CR
	Rev
	Cat
	Version-Current
	Phase
	Workitem
	Subject

	RP-090245
	R3-090209
	36.401
	0032
	
	F
	8.4.0
	Rel-8
	LTE-interfaces
	Measurement ID

	RP-090245
	R3-090218
	36.413
	0376
	
	F
	8.4.0
	Rel-8
	LTE-interfaces
	Removal of UE Security Capabilities IE from HANDOVER NOTIFY message

	RP-090245
	R3-090227
	36.423
	0233
	
	F
	8.4.0
	Rel-8
	LTE-interfaces
	Corrections following review of X2 AP

	RP-090245
	R3-090293
	36.413
	0396
	
	F
	8.4.0
	Rel-8
	LTE-Interfaces
	S1AP CR on CDMA2000 RAT Type

	RP-090245
	R3-090301
	25.413
	0980
	
	F
	8.1.0
	Rel-8
	LTE-interfaces
	Transparent Container content – informative annex

	RP-090245
	R3-090302
	36.413
	0401
	
	F
	8.4.0
	Rel-8
	LTE-interfaces
	Transparent Container content – informative annex

	RP-090245
	R3-090323
	36.423
	0238
	
	F
	8.4.0
	Rel-8
	LTE-interfaces
	X2 handover Clean up

	RP-090245
	R3-090345
	36.413
	0415
	
	F
	8.4.0
	Rel-8
	LTE-interfaces
	Add abnormal conditions section to UE Context Release and fix tabular error

	RP-090245
	R3-090388
	36.413
	0419
	
	F
	8.4.0
	Rel-8
	LTE-interfaces
	Consistent references to S1AP

	RP-090245
	R3-090691
	36.413
	0406
	3
	F
	8.4.0
	Rel-8
	LTE-interfaces
	S1 handover Clean up


	Doc-1st-Level
	Doc-2nd-Level
	Spec
	CR
	Rev
	Cat
	Version-Current
	Phase
	Workitem
	Subject

	RP-090085
	R3-090450
	36.412
	0012
	1
	F
	8.4.0
	Rel-8
	LTE-interfaces
	Clarification of SCTP streams

	RP-090085
	R3-090451
	36.422
	0011
	1
	F
	8.4.0
	Rel-8
	LTE-interfaces
	Clarification of SCTP streams

	RP-090085
	R3-090452
	36.412
	0015
	1
	F
	8.4.0
	Rel-8
	LTE-interfaces
	Clarification the overload protection function support in SCTP

	RP-090085
	R3-090453
	36.422
	0012
	1
	F
	8.4.0
	Rel-8
	LTE-interfaces
	Clarification the overload protection function support in SCTP

	RP-090085
	R3-090462
	36.413
	0399
	1
	F
	8.4.0
	Rel-8
	LTE-interfaces
	Updates for Next Hop Chaining Count 

	RP-090085
	R3-090463
	36.413
	0375
	1
	F
	8.4.0
	Rel-8
	LTE-interfaces
	Abnormal condition related to UE Security Capabilities

	RP-090085
	R3-090464
	36.423
	0231
	1
	F
	8.4.0
	Rel-8
	LTE-interfaces
	Abnormal condition related to UE Security Capabilities

	RP-090085
	R3-090468
	25.460
	0008
	1
	F
	8.0.0
	Rel-8
	LTE-interfaces
	RET and TMA support in LTE

	RP-090085
	R3-090469
	25.462
	0029
	1
	F
	8.0.0
	Rel-8
	LTE-interfaces
	RET and TMA support in LTE

	RP-090085
	R3-090470
	25.466
	0017
	1
	F
	8.2.0
	Rel-8
	LTE-interfaces
	RET and TMA support in LTE


	Doc-1st-Level
	Doc-2nd-Level
	Spec
	CR
	Rev
	Cat
	Version-Current
	Phase
	Workitem
	Subject

	RP-090086
	R3-090471
	36.413
	0378
	1
	F
	8.4.0
	Rel-8
	LTE-interfaces
	Corrections for the procedure concurrency

	RP-090086
	R3-090472
	36.423
	0246
	1
	F
	8.4.0
	Rel-8
	LTE-interfaces
	Corrections for the procedure concurrency

	RP-090086
	R3-090473
	36.413
	0395
	1
	F
	8.4.0
	Rel-8
	LTE-interfaces
	Delete the UDP port in the note for GTP-TEID

	RP-090086
	R3-090475
	36.413
	0342
	1
	F
	8.4.0
	Rel-8
	LTE-interfaces
	Completion of LTE cause values

	RP-090086
	R3-090476
	36.423
	0235
	1
	F
	8.4.0
	Rel-8
	LTE-interfaces
	Clarification on Load Indication

	RP-090086
	R3-090477
	36.413
	0346
	1
	F
	8.4.0
	Rel-8
	LTE-interfaces
	Correction of Initial Context Setup

	RP-090086
	R3-090478
	36.423
	0237
	1
	F
	8.4.0
	Rel-8
	LTE-interfaces
	X2 Security Clean up

	RP-090086
	R3-090484
	36.413
	0349
	1
	F
	8.4.0
	Rel-8
	LTE-interfaces
	Clarification of path switch failure

	RP-090086
	R3-090486
	36.413
	0370
	1
	F
	8.4.0
	Rel-8
	LTE-interfaces
	New Invalid E-RAB Id causes

	RP-090086
	R3-090487
	36.413
	0332
	1
	F
	8.4.0
	Rel-8
	LTE-interfaces
	Corrections on S1AP: Paging procedure


	Doc-1st-Level
	Doc-2nd-Level
	Spec
	CR
	Rev
	Cat
	Version-Current
	Phase
	Workitem
	Subject

	RP-090087
	R3-090488
	36.413
	0393
	1
	F
	8.4.0
	Rel-8
	LTE-interfaces
	Paging response

	RP-090087
	R3-090493
	36.413
	0412
	1
	F
	8.4.0
	Rel-8
	LTE-interfaces
	Explicit resetting of overload state information on S1 Setup

	RP-090087
	R3-090497
	36.413
	0359
	1
	F
	8.4.0
	Rel-8
	LTE-interfaces
	S1AP Review on Location Reporting procedures

	RP-090087
	R3-090498
	36.413
	0372
	1
	F
	8.4.0
	Rel-8
	LTE-interfaces
	S1AP Review: Write-Replace Warning procedure

	RP-090087
	R3-090513
	36.423
	0244
	
	F
	8.4.0
	Rel-8
	LTE-interfaces
	Clarifications on access control at handover

	RP-090087
	R3-090516
	36.413
	0407
	1
	F
	8.4.0
	Rel-8
	LTE-interfaces
	Support blocking 3GPP2 handover

	RP-090087
	R3-090517
	36.423
	0228
	1
	F
	8.4.0
	Rel-8
	LTE-interfaces
	X2AP Review: X2 Handover Cancel procedure

	RP-090087
	R3-090519
	36.423
	0225
	1
	F
	8.4.0
	Rel-8
	LTE-interfaces
	X2AP Review on SN Status Transfer procedure

	RP-090087
	R3-090520
	36.423
	0221
	1
	F
	8.4.0
	Rel-8
	LTE-interfaces
	Corrections on FDD and TDD elements

	RP-090087
	R3-090524
	36.423
	0245
	
	F
	8.4.0
	Rel-8
	LTE-interfaces
	Support blocking 3GPP2 handover


	Doc-1st-Level
	Doc-2nd-Level
	Spec
	CR
	Rev
	Cat
	Version-Current
	Phase
	Workitem
	Subject

	RP-090246
	R3-090525
	36.423
	0213
	1
	F
	8.4.0
	Rel-8
	LTE-interfaces
	Consistency in procedure text for retransmission of request messages

	RP-090246
	R3-090526
	36.423
	0239
	1
	F
	8.4.0
	Rel-8
	LTE-interfaces
	UE Context Release word changes in Procedures section

	RP-090246
	R3-090527
	25.423
	1440
	1
	F
	8.3.0
	Rel-8
	LTE-Interfaces
	RNSAP Support of measurements on E-UTRAN

	RP-090246
	R3-090528
	25.433
	1578
	1
	F
	8.3.0
	Rel-8
	LTE-Interfaces
	NBAP Support of measurements on E-UTRAN

	RP-090246
	R3-090533
	36.413
	0397
	1
	F
	8.4.0
	Rel-8
	LTE-interfaces
	Editorial Updates TS 36.413

	RP-090246
	R3-090540
	36.413
	0337
	2
	F
	8.4.0
	Rel-8
	LTE-interfaces
	IP address retrieval for ANRF

	RP-090246
	R3-090543
	36.413
	0374
	1
	F
	8.4.0
	Rel-8
	LTE-interfaces
	Definition of Cell Type

	RP-090246
	R3-090553
	36.401
	0031
	1
	F
	8.4.0
	Rel-8
	LTE-interfaces
	GUMMEI usage for NNSF

	RP-090246
	R3-090559
	36.423
	0242
	1
	F
	8.4.0
	Rel-8
	LTE-interfaces
	Criticality corrections in 36.423


	Doc-1st-Level
	Doc-2nd-Level
	Spec
	CR
	Rev
	Cat
	Version-Current
	Phase
	Workitem
	Subject

	RP-090089
	R3-090563
	36.413
	0425
	
	F
	8.4.0
	Rel-8
	LTE-interfaces
	Alignment of QCI range

	RP-090089
	R3-090564
	36.423
	0247
	
	F
	8.4.0
	Rel-8
	LTE-interfaces
	Alignment of QCI range

	RP-090089
	R3-090565
	36.413
	0333
	1
	F
	8.4.0
	Rel-8
	LTE-Interfaces
	Handling detection of two S1 connections towards one UE

	RP-090089
	R3-090566
	36.413
	0334
	1
	F
	8.4.0
	Rel-8
	LTE-Interfaces
	Interaction between UE Context Release Request and UE Context Release procedure

	RP-090089
	R3-090593
	36.413
	0366
	1
	F
	8.4.0
	Rel-8
	LTE-interfaces
	Definition on parameters related to a trace activation

	RP-090089
	R3-090594
	36.423
	0227
	1
	F
	8.4.0
	Rel-8
	LTE-interfaces
	Definition on parameters related to a trace activation

	RP-090089
	R3-090618
	36.413
	0357
	1
	F
	8.4.0
	Rel-8
	LTE-interfaces
	New cause value “Interaction with other procedure”

	RP-090089
	R3-090626
	36.413
	0426
	
	F
	8.4.0
	Rel-8
	LTE-interfaces
	Remove the Handover Type IE from the HANDOVER REQUEST ACKNOWLEDGE message

	RP-090089
	R3-090627
	36.401
	0034
	
	F
	8.4.0
	Rel-8
	LTE-interfaces
	Description place for Paging Function


	Doc-1st-Level
	Doc-2nd-Level
	Spec
	CR
	Rev
	Cat
	Version-Current
	Phase
	Workitem
	Subject

	RP-090090
	R3-090628
	36.412
	0011
	1
	F
	8.4.0
	Rel-8
	LTE-interfaces
	The use of the number of stream ID for a UE-associated signalling

	RP-090090
	R3-090629
	36.422
	0010
	1
	F
	8.4.0
	Rel-8
	LTE-interfaces
	The use of the number of stream ID for a UE-associated signalling

	RP-090090
	R3-090636
	36.413
	0345
	1
	F
	8.4.0
	Rel-8
	LTE-interfaces
	Correction of served GUMMEIs

	RP-090090
	R3-090647
	36.410
	0004
	2
	F
	8.1.0
	Rel-8
	LTE-Interfaces
	Paging function clarification in E-UTRAN CR36.410

	RP-090090
	R3-090655
	36.413
	0405
	2
	F
	8.4.0
	Rel-8
	LTE-interfaces
	Changes to S1AP to support paging optimization

	RP-090090
	R3-090656
	36.413
	0424
	2
	F
	8.4.0
	Rel-8
	LTE-interfaces
	Two new cause values in the Cause IE

	RP-090090
	R3-090657
	36.423
	0248
	1
	
	8.4.0
	Rel-8
	LTE-interfaces
	Rename Trace Reference

	RP-090090
	R3-090659
	36.413
	0368
	2
	B
	8.4.0
	Rel-8
	LTE-Interfaces
	Adding EUTRAN CELL TRAFFIC TRACE message over S1 interfaces

	RP-090090
	R3-090660
	36.413
	0427
	1
	F
	8.4.0
	Rel-8
	LTE-interfaces
	Correction of the trace procedural text and trace related IEs

	RP-090090
	R3-090665
	36.413
	0413
	2
	F
	8.4.0
	Rel-8
	LTE-interfaces
	Clarify Security Context IE description


	Doc-1st-Level
	Doc-2nd-Level
	Spec
	CR
	Rev
	Cat
	Version-Current
	Phase
	Workitem
	Subject

	RP-090091
	R3-090666
	36.413
	0414
	2
	F
	8.4.0
	Rel-8
	LTE-interfaces
	Criticality corrections in 36.413

	RP-090091
	R3-090668
	36.413
	0350
	2
	F
	8.4.0
	Rel-8
	LTE-interfaces
	Correction of eNB Status Transfer

	RP-090091
	R3-090669
	36.413
	0369
	2
	C
	8.4.0
	Rel-8
	LTE-interfaces
	Adding MS Classmark 2 and MS Clssmark 3 IEs over S1 interface

	RP-090091
	R3-090672
	36.423
	0243
	5
	
	8.4.0
	Rel-8
	LTE-interfaces
	Load Balancing Information Exchange

	RP-090091
	R3-090673
	36.413
	0380
	2
	F
	8.4.0
	Rel-8
	LTE-interfaces
	Clarification of eNB Name and MME Name IE’s

	RP-090091
	R3-090674
	36.413
	0331
	1
	F
	8.4.0
	Rel-8
	LTE-interfaces
	Corrections on S1AP: eNB configuration update procedure

	RP-090091
	R3-090675
	36.413
	0410
	2
	F
	8.4.0
	Rel-8
	LTE-interfaces
	Inclusion of eNB default paging DRX in S1 setup and configuration update

	RP-090091
	R3-090676
	36.423
	0216
	2
	F
	8.4.0
	Rel-8
	LTE-Interfaces
	Modification to ENB CONFIGURATION UPDATE message

	RP-090091
	R3-090677
	36.413
	0398
	3
	F
	8.4.0
	Rel-8
	LTE-interfaces
	NAS Security Parameters for to/from E-UTRAN/UTRAN handovers

	RP-090091
	R3-090688
	36.413
	0371
	2
	F
	8.4.0
	Rel-8
	LTE-interfaces
	S1AP Review: S1 Handover Cancel procedure


10.2.2
Continuous Connectivity for packet data users for 1.28Mcps TDD

	Doc-1st-Level
	Doc-2nd-Level
	Spec
	CR
	Rev
	Cat
	Version-Current
	Phase
	Workitem
	Subject

	RP-090092
	R3-090571
	25.423
	1437
	2
	B
	8.3.0
	Rel-8
	RANimp-LCRCPC
	Introduction of Continuous Packet Connectivity in RNSAP for LCR TDD

	RP-090092
	R3-090572
	25.433
	1575
	2
	B
	8.3.0
	Rel-8
	RANimp-LCRCPC
	Introduction of Continuous Packet Connectivity in NBAP for LCR TDD


 10.2.3
HSPA VoIP to WCDMA/GSM CS continuity

	Doc-1st-Level
	Doc-2nd-Level
	Spec
	CR
	Rev
	Cat
	Version-Current
	Phase
	Workitem
	Subject

	RP-090093
	R3-090306
	25.413
	0981
	
	F
	8.1.0
	Rel-8
	RANimp-HSPAVoIP
	Introduction of HSPA SRVCC

	RP-090093
	R3-090480
	36.413
	0404
	1
	F
	8.4.0
	Rel-8
	RANimp-HSPAVoIP
	Transparent container handling in case of SRVCC operation to GERAN


10.2.4
MIMO for 1.28 Mcps TDD

	Doc-1st-Level
	Doc-2nd-Level
	Spec
	CR
	Rev
	Cat
	Version-Current
	Phase
	Workitem
	Subject

	RP-090094
	R3-090573
	25.423
	1465
	1
	B
	8.3.0
	Rel-8
	RANimp-MIMOLCR
	Introduction of MIMO for 1.28Mcps TDD

	RP-090094
	R3-090574
	25.433
	1593
	1
	B
	8.3.0
	Rel-8
	RANimp-MIMOLCR
	Introduction of MIMO for 1.28Mcps TDD


10.2.5 
Dual-Cell HSDPA operation on adjacent carriers

	Doc-1st-Level
	Doc-2nd-Level
	Spec
	CR
	Rev
	Cat
	Version-Current
	Phase
	Workitem
	Subject

	RP-090095
	R3-090233
	25.423
	1457
	
	F
	8.3.0
	Rel-8
	RANimp-DCHSDPA
	RNSAP Dual Carrier corrections

	RP-090095
	R3-090606
	25.423
	1478
	1
	F
	8.3.0
	Rel-8
	RANimp-DCHSDPA
	Some Corrections for Dual Carrier HSDPA

	RP-090095
	R3-090234
	25.433
	1587
	
	F
	8.3.0
	Rel-8
	RANimp-DCHSDPA
	NBAP Dual Carrier corrections

	RP-090095
	R3-090445
	25.433
	1603
	
	F
	8.3.0
	Rel-8
	RANimp-DCHSDPA
	Some Corrections for Dual Carrier HSDPA
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