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9.2.1.43
Last Visited Cell Information

The Last Visited Cell Information may contain E-UTRAN or UTRAN cell specific information.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Choice Last Visited Cell Information
	M
	
	
	
	-
	-

	>Last Visited E-UTRAN Cell Information
	M
	
	9.2.1.43a
	
	-
	-

	>Last Visited UTRAN Cell Information
	M
	
	OCTET STRING
	Defined in [19]
	-
	-


9.2.1.43a
Last Visited E-UTRAN Cell Information

The Last Visited E-UTRAN Cell Information contains information about a cell that is to be used for RRM purposes.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Global Cell ID
	M
	
	E-UTRAN

CGI

9.2.1.38
	
	-
	-

	Cell Type
	M
	
	9.2.1.x
	
	-
	-

	Time UE stayed in Cell
	M
	
	INTEGER (0..4095)
	The duration of the time the UE stayed in the cell in seconds. If the UE stays in a cell more than 4095s, this IE is set to 4095
	-
	-


----------------------------------

Skip unchanged text

----------------------------------

9.2.1.x
Cell Type

The cell type provides the cell coverage area.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Cell Size
	M
	
	ENUMERATED (verysmall, small, medium, large, …)
	
	-
	-


----------------------------------

Skip unchanged text

----------------------------------


Cell-Size ::= ENUMERATED (verysmall, small, medium, large, ...)
CellType ::= SEQUENCE {


cell-Size





        Cell-Size,


iE-Extensions


                ProtocolExtensionContainer { { CellType-ExtIEs}}
OPTIONAL,


...

}

CellType-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...
}
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