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Reason for change:
(

The test case 8.3.2.12 is unstable depending on the timing of the try for the cell relection. The UE changes serving cell to try to go cell D, finds out that Cell D is not suitable, so goes back to the first cell, but gets back to 1st cell at the time that SIB2 URA has changed but the paging request indicating the SIB change has not been sent out yet. The consequence is that the UE is performing a URA update procedure but the TTCN is not ready to accept it yet.
According to 25.133, section 4.2.2.3, "For non-identified inter-frequency cells, the filtering shall be such that the UE shall be capable of evaluating that inter-frequency cell has become better ranked than the serving cell within 30 s from the moment the inter-frequency cell became at least 3 dB better ranked than the current serving cell provided that Treselection timer is set to zero". 

So UE has time up to 30s to try the reselection but TTCN checks that no URA update is made on Cell D for 15s only at test step 3. The testcase shall be made more reliable by changing the value of t_WaitS timer to 30 seconds, rather than 15 seconds.




Summary of change:
(

Value of the timer t_WaitS is increased to 30 seconds from the default value 15 seconds in lt_TestBody for the test case 8.3.2.12




Consequences if 
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not approved:
Test case may fail a conformant UE.
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Change 1

Test case name
tc_8_3_2_12

Reason for change
The test case 8.3.2.12 is unstable depending on the timing of the try for the cell relection. The UE changes serving cell to try to go cell D, finds out that Cell D is not suitable, so goes back to the first cell, but gets back to 1st cell at the time that SIB2 URA has changed but the paging request indicating the SIB change has not been sent out yet. The consequence is that the UE is performing a URA update procedure but the TTCN is not ready to accept it yet.
According to 25.133, section 4.2.2.3, "For non-identified inter-frequency cells, the filtering shall be such that the UE shall be capable of evaluating that inter-frequency cell has become better ranked than the serving cell within 30 s from the moment the inter-frequency cell became at least 3 dB better ranked than the current serving cell provided that Treselection timer is set to zero". 

So UE has time up to 30s to try the reselection but TTCN checks that no URA update is made on Cell D for 15s only at test step 3. The testcase shall be made more reliable by changing the value of t_WaitS timer to 30 seconds, rather than 15 seconds.

Note: Prose Cr for this will be submitted in the next RAN5 meeting

Summary of change
Value of the timer t_WaitS is increased to 30 seconds from the default value 15 seconds in lt_TestBody for the test case 8.3.2.12

Source of change
Modification
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After:
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