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<< the 1st modified part starts>>
4.5.2.4
Specific message contents

All specific message contents shall be referred to clause 4.6 and 4.7 with the exceptions below.

Table 4.5.2.4-1: RRCConnectionRequest (Step 2)
	Derivation Path: Table 4.6.1-16

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionRequest ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionRequest-r8 SEQUENCE {
	
	
	

	      ue-Identity
	Any allowed value
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 4.5.2.4-2: UECapabilityInformation (Step 12)
	Derivation Path: Table 4.6.1-23

	Information Element
	Value/remark
	Comment
	Condition

	UECapabilityInformation ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      ueCapabilityInformation-r8 
	Any allowed value
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


<< the 1st modified part ends>>
<< the 2nd modified part starts>>

4.5.2A.4
Specific message contents

All specific message contents shall be referred to clause 4.6 and 4.7 with the exceptions below.

Table 4.5.2A.4-1: RRCConnectionRequest (Step 2)
	Derivation Path: Table 4.6.1-16

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionRequest ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionRequest-r8 SEQUENCE {
	
	
	

	      ue-Identity
	Any allowed value
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 4.5.2A.4-2: UECapabilityInformation (Step 12)

	Derivation Path: Table 4.6.1-23

	Information Element
	Value/remark
	Comment
	Condition

	UECapabilityInformation ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      ueCapabilityInformation-r8 
	Any allowed value
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


<< the 2nd modified part ends>>

<< the 3rd modified part starts>>

4.6
Default RRC message and information elements contents
This clause contains the default values of common RRC messages and  information elements, which unless indicated otherwise in specific clauses of TS 36.521-1 [21], TS 36.521-3 [34], TS 36.523-1 [18] and other clauses in this specification. All the messages and information elements are listed in alphabetical order.

4.6.1
Contents of RRC messages
<< text skipped here>
–
UECapabilityEnquiry
Table 4.6.1-22: UECapabilityEnquiry

	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	UECapabilityEnquiry ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      ueCapabilityEnquiry-r8 SEQUENCE {
	
	
	

	        ue-RadioAccessCapRequest
	eutra
	
	

	        nonCriticalExtension SEQUENCE {}
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


<< the 3rd modified part ends>>
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