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6.3.3
Transmit OFF power

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

FDD  aspects  missing or not yet determined:

· The Message contents are undefined

· Reference Measurement Channel is undefined 

· Test case is not complete for FDD

TDD  aspects missing or not yet determined:

· Test case is not complete for TDD

· The test case description has been verified to apply for both FDD and TDD 

6.3.3.1
Test purpose

To verify that the UE transmit OFF power is lower than the value specified in the test requirement.

6.3.3.2
Minimum conformance requirement

The transmit OFF power is defined as the mean power in a duration of at least one sub-frame (1ms) excluding any transient periods. The requirement for the transmit OFF power shall not exceed the values specified in Table 6.3.3.2-1. 
Table 6.3.3.2-1: Transmit OFF power
	
	Channel bandwidth / minimum output power   / measurement bandwidth

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz

	Transmit OFF  power
	-50 dBm

	Measurement bandwidth
	1.08 MHz
	2.7 MHz
	4.5 MHz
	9.0 MHz
	13.5 MHz
	18 MHz


The normative reference for this requirement is TS 36.101 [2] clause 6.3.3.

Transmit OFF power is defined as the mean power when the transmitter is OFF. The transmitter is considered to be OFF when the UE is not allowed to transmit or during periods when the UE is not transmitting a sub-frame. During measurements gaps, the UE is not considered to be OFF.

An excess transmit OFF power power potentially increases the Rise Over Thermal (RoT) and therefore reduces the cell coverage area for other UEs 
6.3.3.3
Test applicability

This test applies to all types of E-UTRA UE release 8 and forward.

6.3.3.4
Test description

6.3.3.4.1
Initial conditions

Test Environment: Normal as specified in TS 36.508[7] subclause 4.1.

Frequencies to be tested: mid range as specified in TS 36.508 subclause 4.3.1.

Channel bandwidths to be tested: 5 MHz, and highest channel bandwidth, as specified in TS 36.508 subclause 4.3.1.
1.
Connect the SS to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A1.
2.
The parameter settings for the cell are set up according to TS 36.508 [7] subclause 4.4.3.

3.
Downlink signals are initially set up according to Annex C.3.0.

4.
The UL and DL Reference Measurement channels are set according to in [FFS]

5.
Propagation conditions are set according to Annex B.0.

6.
Ensure the UE is in State 4 according to TS 36.508 [7] clause 4.5.4 and not receiving payload data from the SS. Message contents as defined in clause 6.3.3.4.3.
6.3.3.4.2
Test procedure

1. Measure the UE transmission OFF power. The UE transmitter is OFF as the SS is not transmitting data to the UE therefore no data is looped back on the PUSCH. The period of measurement shall be at least one sub-frame (1ms).
6.3.3.4.3
Message contents

Message contents are according to TS 36.508 [7] subclause 4.6.

6.3.3.5
Test requirement

The requirement for the transmit OFF power shall not exceed the values specified in Table 6.3.3.5-1. 
Table 6.3.3.5-1: Transmit OFF power
	
	Channel bandwidth / minimum output power   / measurement bandwidth

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz

	Transmit OFF  power
	-48.5 dBm

	Measurement bandwidth
	1.08 MHz
	2.7 MHz
	4.5 MHz
	9.0 MHz
	13.5 MHz
	18 MHz
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