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	Reason for change:
(

	The MCCH coordination over Iur was introduced in the Information Exchange Initiation/ Information Reporting procedures.
In the tabular format of the INFORMATION REPORT message one choice condition is incorrect. The ASN.1 is correct for this choice structure.

	
	

	Summary of change:
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	Change the second choice in the Additional Information Exchange Object Types from MBMS Bearer Service to MBMS Cell.
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not approved:
	Tabular format does not match teh ASN.1 and is not in line with the intension of the functionality.
Impact analyses:
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This CR has an impact under protocol point of view. 

The impact can be considered isolated because the change affects only the function for MBMS/MCCH coordination over Iur. 
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9.1.52
INFORMATION REPORT

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	ignore

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	Information Exchange ID
	M
	
	9.2.1.31A
	
	YES
	ignore

	CHOICE Information Exchange Object Type
	M
	
	
	
	YES
	ignore

	>Cell
	
	
	
	
	–
	

	>>Requested Data Value Information
	M
	
	9.2.1.48B
	
	–
	

	>Additional Information Exchange Object Types
	
	
	
	
	–
	

	>>MBMS Bearer Service in MBMS Cell
	
	
	
	FDD only
	GLOBAL
	ignore

	>>>MBMS Cell  List
	
	1..<maxnoofcell>
	
	
	–
	

	>>>>C-ID
	M
	
	9.2.1.6
	Cell identifier of cell in receiving RNC initiating Information Exchange Initiation procedure
	–
	

	>>>>MBMS Bearer Service List
	
	1..<maxnoofMBMS>
	
	
	–
	

	>>>>>TMGI
	M
	
	9.2.1.80
	
	–
	

	>>>>>Requested Data Value Information
	M
	
	9.2.1.48B
	
	–
	

	>>MBMS Cell 
	
	
	
	FDD only
	GLOBAL
	ignore

	>>>MBMS Cell  List
	
	1..<maxnoofcell>
	
	
	–
	

	>>>>C-ID
	M
	
	9.2.1.6
	Cell identifier of cell in sending RNC not initiating Information Exchange Initiation procedure
	–
	

	>>>>Requested Data Value Information
	M
	
	9.2.1.48B
	
	–
	


	Range bound
	Explanation

	maxnoofMBMS
	Maximum number of MBMS bearer services that a UE can join.

	maxnoofcell
	Maximum number of cells that can be indicated in the corresponding IE.
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